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SAFETY / SECURITE / SICHERHEIT 



CAUTION 




To reduce the risk of electric shock, do not remove covers (or back). 
No user-serviceable parts inside. Refer servicing to qualified service 
personnel. 



Afin de prevenir un choc electrique, ne pas enlever les couvercles 
(ou rarriere) de Tappareil. II ne se trouve a Tinterieur aucune piece 
pouvant etre reparee par I’usager. 



Um die Gefahr eines elektrischen Schlages zu vermeiden, ent- 
femen Sie keine Gerateabdeckungen (oder die Rtickwand). 



Uberlassen Sie Wartung und Reparatur qualifiziertem Fachper- 



sonal. 




This symbol is intended to alert the user to presence of uninsulated 
“dangerous voltage” within the apparatus that may be of sufficient 
magnitude to constitute a risk of electric shock to a person. 

Ce symbole indique a I'utilisateur qu'il existent a Tinterieur de Tap- 
pareil des “tensions dangereuses”. Ces tensions elevees entrainent 
un risque de choc electrique en cas de contact. 

Dieses Symbol deutet dem Anwender an, dass im Gerateinnem die 
Gefahr der Beriihrung von “gefahrlicher Spannung” besteht. Die 
Grdsse der Spannung kann zu einem elektrischen Schlag fiihren. 




This symbol is intended to alert the user to the presence of 
important instructions for operating and maintenance in the enclo- 
sed documentation. 

Ce symibole indique a I’utilisateur que la documientation jointe con- 
tient d’importantes instructions concemant le fonctionnement et la 
maintenance. 

Dieses Symbol deutet dem Anwender an, dass die beigelegte Do- 
kumentation wichtige Hinweise ftir Betrieb und Wartung enthalt. 



CAUTION: 

ATTENTION: 

ACHTUNG: 

ADVARSEL: 



Lithium battery. Danger of explosion by incorrect handling. Re- 
place by battery of the same make and type only. 

Pile au lithium. Danger d'explosion en cas de manipulation incor- 
recte. Ne remplacer que par un modele de meme type. 

Explosionsgefahr bei unsachgemassem Auswechseln der Lithium- 
batterie. Nur durch den selben Typ ersetzen. 

Lithiumbatterei. Eksplosinsfare. Udskinftning ma kun foretages af 
en sagkyndig of sombeskrevet i servicemanualen (DK). 
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FIRST AID 

(in case of electric shock) 

1. Separate the person as quickly as 
possible from the electric power 
source! 

• by switching off the equipment 

• or by unplugging or disconnec- 
ting the mains cable 

• pushing the person away from 
the power source by using dry in- 
sulating material (such as wood 
or plastic). 

• After having sustained an elec- 
tric shock, always consult a 
doctor. 

WARNING! 

DO NOT TOUCH THE PERSON 

OR HIS CLOTHEsTG BEFORE 

THE POWER IS TURNED OFF, 

OTHERWISE YOU STAND THE 

RISK OF SUSTAINING AN 

ELECTRIC SHOCK AS WELL! 

2. If the person is unconscious: 

• check the pulse, 

• reanimate the person if respirati- 
on is poor, 

• lay the body down, turn it to one 
side, call for a doctor immed- 
iately. 



PREMIERS SECOURS 

(en cas d'electrocution) 

1. Si la personne est dans I'impos- 
sibilite de se liberer: 

• Couper I'interrupteur principal 

• Couper le courant 

• Repousser la personne de I'appa- 
reil a I'aide d'un objet en matiere 
non conductrice (matiere pla- 
stique ou bois) 

• Apres une electrocution, toujours 
consulter un medecin. 



ATTENTION! 

NE JAMAIS TOUCHER UNE 
PERSONNE QUI EST SOUS 
TENSION, SOUS PEINE DE 
SUBIR EGALEMENT UNE 
ELECTROCUTION. 



2. En cas de perte de connaissance 
de la personne electrocutee: 

• Controller le pouls 

• Si necessaire, pratiquer la respi- 
ration artificielle 

• Placer I'accidente sur le flanc et 
consulter un medecin. 



ERSTE HILFE 

(bei Stromunfallen) 

1. Bei einem Stromunfall die be- 
troffene Person so rasch wie 
mncrlir.h vom Strom trormeri: 

C? ~ - - - 

• Ausschalten des Gerates 

• Ziehen oder Unterbrechen der 
Netzzuleitung 

• Betroffene Person mit isoliertem 
Material (Holz, Kunststoff) von 
der Gefahrenquelle wegstossen 

• Nach einem Stromunfall sollte 
immer ein Arzt aufgesucht wer- 
den. 

ACHTUNG! 

EEsiE UNTER SPANNTJNG STE- 

HENDE PERSON DARE NIGHT 

BERtFHRT WERDEN. SIE KON- 

NEN DABEI SELBST ELEKTRI- 

SIERT WERDEN! 



2. Bei Bewusstlosigkeit des Verun- 
fallten: 

• Puls kontrollieren, 

• bei ausgesetzter Atmung kiinst- 
lich beatmen, 

• Seitenlagerung des Verunfallten 
vomehmen und Arzt verstan- 
digen. 




SICHERHEIT/ SAFETY 



Installation 



Vor der Installation des Gerates rniissen die hier aufge- 
fiihrten und auch die weiter in dieser Anleitung mit 
^^bezeichneten Hinweise gelesen und wahrend der 
Installation und des Betriebes beachtet werden. 
Untersuchen das Gerat und sein Zubehor auf allfalli- 
ge Transportschaden. 

Ein Gerat, das mechanische Beschadigung aufweist oder 
in welches Fliissigkeit oder Gegenstande eingedrungen 
sind, darf nicht ans Netz angeschlossen oder muss sofort 
durch Ziehen des Netzsteckers vom Netz getrennt wer- 
den. Das Offnen und Instandsetzen des Gerates darf nur 
von Fachpersonal unter Einhaltung der geltenden Vor- 
schriften durchgefiihrt werden. 

Falls dem Gerat kein konfektioniertes Netzkabel 
beiliegt, muss dieses durch eine Fachperson unter 
Verwendung der mitgelieferten Kabel-Geratedose 
IEC320/CI3 Oder IEC320/C19 und unter Berucksichti- 
gung der einschlagigen, im geweiligen Lande geltenden 
Bestimmungen angefertigt werden; siehe unten. 

Vor Anschluss des Netzkabels an die Netzsteckdose 
muss iiberpriift werden, ob die Stromversorgungs- und 
Anschlusswerte des Gerates (Netzspannung, Netz- 
frequenz) innerhalb der erlaubten Toleranzen liegen. Die 
im Gerat eingesetzten Sicherungen rniissen den am Gerat 
angebrachten Angaben entsprechen. 

Ein Gerat mit einem dreipoligen Geratestecker (Gerat der 
Schutzklasse I) muss an eine dreipolige Netzsteckdose 
angeschlossen und somit das Gerategehause mit dem 
Schutzleiter der Netzinstallation verbunden werden (Flir 
Danemark gelten Starkstrombestimmungen, Abschnitt 
107). 



Installation 



Before you install the equipment, please read and adhere 
to the following recommendations and all sections of 
these instructions marked with 

Check the equipment for any transport damage. 

A unit that is mechanically damaged or which has been 
penetrated by liquids or foreign objects mrast not be con- 
nected to the AC power outlet or must be immediately 
disconnected by unplugging the power cable. Repairs 
must only be performed by trained personnel in accor- 
dance with the applicable regulations. 

Should the equipment be delivered without a matching 
mains cable, the latter has to be prepared by a trained 
person using the attached female plug (EEC320/CI3 or 
IEC320/CI9) with respect to the applicable regulations in 
your country - see diagram below. 

Before connecting the equipment to the AC power outlet, 
check that the local line voltage matches the equipment 
rating (voltage, frequency) within the admissible toleran- 
ce. The equipment fuses must be rated in accordance with 
the specifications on the equipment. 

Equipment supplied with a 3 -pole appliance inlet (equip- 
ment conforming to protection class I) must be connected 
to a 3 -pole AC power outlet so that the equipment cabinet 
is connected to the protective earth conductor of the AC 
supply (for Denmark the Heavy Current Regulations, 
Section 107, are applicable). 
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Female plug (IEC320), view from contact side: 






L live; brown 




National American Standard: Black 


N neutral; blue 




White 


PE protective earth; green and yellow 


green 


Connecteur femelle (1EC320), vue de la face aux contacts: 






L phase; brun 




Standard national americain: Noir 


N neutre; bleu 




Blanc 


PE terre protective; vert et iaune 


Vert 


Ansicht auf Steckkontakte der Kabel-Geratesteckdose (IEC320): 






L Phase; braun 




USA-Standard: Schwarz 


N Nulleiter; blau 




Weiss 


PE Schutzleiter; gelb/grun 




grun 
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Zugentlastung fur den Netzanschluss 



Mains connector strain relief 



Zum Verankern von Steckverbindungen ohne mechanische For anchoring connectors without a mechanical lock (e.g. 

Verriegelung (z.B. lEC-Kaltgeratedosen) empfehlen wir die lEC mains connectors), we recommend the following ar- 

folgende Anordnung: rangement: 




Vorgehen: Der mitgelieferte Kabelhalter ist selbstklebend. 

Bitte beachten Sie bei der Montage die folgenden Regeln: 

L Der Untergmnd muss sauber, trocken und frei von Fett, 
01 und anderen Verunreinigungen sein. Temperaturbe- 
reich fiir optimale Verklebung; 20... 40° C. 

2. Entfernen Sie die Schutzfolie auf der Rtickseite des Ka- 
belhalters und bringen sie ihn mit ki'aftigem Druck an der 
gewiinschten Stelle an. Lassen sie ihn unbelastet so lange 
wie moglich ruhen - die maximale Klebekraft ist erst 
nach rund 24 Stunden erreicht. 

3. Die Stabilitat des Kabelhalters wird erhoht, wenn Sie ihn 
zusatzlich verschrauben. Zu diesem Zweck liegen ihm 
eine selbstschneidende Schraube sowie eine M4- 
Schraiibe mit Mutter bei. 

4 . Legen Sie das Kabel gemass Figur in den Halter ein und 
pressen Sie die Klemme kraftig auf, bis das Kabel fixiert 

ist. 



Procedure: The cable clamp shipped with your unit is auto- 
adhesive. If mounting, please follow the rules below; 

1 . The surface to be adhered to must be clean, dry, and free 
from grease, oil or other contaminants. Best application 
temperature range is 20... 40° C. 

2 . Remove the plastic protective backing from the rear side 
of the clamp and apply it firmly to the surface at the de- 
sired position. Allow as much time as possible for curing. 
The bond continues to develop for as long as 24 hours. 

3 . For improved stability, the clamp can be fixed with a 
screw. For this purpose, a self-tapping screw and an M4 
bolt and nut are included. 

4 . Place the cable into the clamp as shown in the illustration 
above and firmly press down the internal top cover until 
the cable is fixed. 
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UMGEBUNGSBEDINGUNGEN / AMBIENT CONDITIONS 



Lufttemperatur und Feuchtigkeit Air temperature and humidity 



Allgemein 



General 



Die Betriebstauglichkeit des Gerates Oder Systems ist unter 
folgenden Umgebungsbedingungen gewahrleistet: 

EN 60721-3-3, Set 1E32, Wert 3 K3. 

Dicsc Norm bcstcbt aus cmcm urnfasscndcn Katalog von Pa- 
rametern; die wichtigsten davon sind: Umgebungstemperatur 
+5... +40 °C; rel. Luftfeuchtigkeit 5... 85% - d.h. weder Kon- 
densation noch Eisbildung; abs. Luftfeuchtigkeit 1...25 g/m^; 
Temperatur-Anderungsrate < 0,5 °C/min. In den folgenden 
Abschnitten wird darauf naher eingegangen. 

Unter den genannten Bedingungen startet und arbeitet das 
Gerat oder System problemlos. Ausserhalb dieser Spezifikatio- 
nen moglicherweise auftretende Probleme sind in den folgen- 
den Abschnitten beschrieben. 



Normal operation of the unit or system is warranted under the 
following ambient conditions defined by: 

EN 60721-3-3, set 1E32, value 3K3. 



V/ULCIXW 1^0.1 O 5 



the most important of which are: ambient temperature +5... 
+40° C, relative humidity 5... 85% - i.e. no formation of con- 
densation or ice; absolute humidity 1...25 g/m^; rate of tem- 
perature change < 0,5 °C/min. These parameters are dealt with 
in the following paragraphs. 

Under these conditions the unit or system starts and works 
without any problem. Beyond these specifications, possible 
problems are described in the following sections. 



Umgebungstemperatur 

Gerate und Systeme von Studer sind allgemein fur einen Um- 
gebungstemperaturbereich (d.h. Temperatur der eintretenden 
Klihlluft) von +5... +40 °C ausgelegt. Bei Installation in einem 
Schrank muss der vorgesehene Luftdurchsatz und dadurch die 
Konvektionsklihlung gewahrleistet sein. Folgende Tatsachen 
sind dabei zu beriicksichtigen: 

1. Die zulassige Umigebungstemxperatur fiir den Betrieb der 
Halbleiter-Bauelemente betragt 0 °C bis +70 °C (commercial 
temperature range for operation). 

2. Der Luftdurchsatz der Anlage muss gewahrleisten, dass die 
austretende Kuhlluft stMdig kiihler ist als 70 °C. 

3. Die mittlere Lrwarmung der Kuhlluft soil 20 K betragen, 
die maximale Lrwarmung an den heissen Komponenten darf 
somit um weitere 10 K hoher liegen. 

4. Zum Abfuhren einer Verlustleistung von 1 kW bei dieser 
zulassigen mittleren Lrwarmung ist eine Luftmenge von 
2,65 mVmin notwendig. 

Beispiel: Fur ein Rack mit einer Leistungsaufnahme P = 800 W 
ist eine Kiihlluftmenge von 0,8 2,65 mEmin notig, entspre- 

chend 2,12 mVmin. 

5. Soil die Kuhlfunktion der Anlage (z.B. auch bei Ltifter- 
Ausfall Oder Bestrahlung durch Spotlampen) liberwacht wer- 
den, so ist die Temperatur der Abluft unmittelbar oberhalb der 
Einschlibe an mehreren Stellen im Rack zu messen; die An- 
sprechtemperatur der Sensoren soil 65 bis 70 °C betragen. 

Reif und Tau 

Das unversiegelte System (Steckerpartien, Halbleiteranschliis- 
se) vertragt zwar leichte Eisbildung (Reif). Mit blossem Auge 
sichtbare Betauung fiihrt jedoch bereits zu Funktionsstorungen. 
In der Praxis kann mit einem zuverlassigen Betrieb der Gerate 
bereits im Temperaturbereich ab -15 °C gerechnet werden, 
wenn fiir die Inbetriebnahme des kalten Systems die folgende 
allgemeine Regel beachtet wird: 

Wird die Luft im System abgekuhlt, so steigt ihre relative 
Feuchtigkeit an. Erreicht diese 100%, kommt es zu Nieder- 
schlag, meist in der Grenzschicht zwischen der Luft und einer 
kuhleren Oberflache, und somit zur Bildung von Lis oder Tau 
an empfindlichen Systemstellen (Kontakte, IC-Anschlusse etc.). 
Ein storungsfreier Betrieb mit intemer Betauung, unabhangig 
von der Temperatur, ist nicht gewahrleistet. 



Ambient temperature 

Units and systems by Studer are generally designed for an 
ambient temperature range (i.e. temperature of the incoming 
air) of +5... +40 °C. When rack mounting the units, the intended 
air flow and herewith adequate cooling must be provided. The 
following facts must be considered: 

1. The admissible amibient temiperature range for operation of 
the semiconductor components is 0 °C to +70 °C (commercial 
temperature range for operation). 

2. The air flow through the installation must provide that the 
outgoing air is always cooler than 70 °C. 

3. Average heat increase of the cooling air shall be 20 K, 
allowing for an additional maximum 10 K increase at the hot 
components. 

4. In order to dissipate 1 kW with this admissible average heat 
increase, an air flow of 2,65 mVmin is required. 

Example: A rack dissipating P ^ 800 W requires an air flow of 
0,8 ^ 2,65 mPmin which corresponds to 2,12 mPmin. 

5. If the cooling function of the installation must be moni- 
tored (e.g. for fan failure or illumination with spot lamps), the 
outgoing air temperature must be measured directly above the 
modules at several places within the rack. The trigger tempera- 
ture of the sensors should be 65 to 70 °C. 

Frost and dew 

The unsealed system parts (connector areas and semiconductor 
pins) allow for a minute formation of ice or frost. However, 
formation of dew visible with the naked eye will already lead to 
malfunctions. In practice, reliable operation can be expected in 
a temperature range above -15 °C, if the following general rule 
is considered for putting the cold system into operation: 

If the air within the system is cooled down, the relative humid- 
ity rises. If it reaches 100%, condensation will arise, usually in 
the boundary layer between the air and a cooler surface, to- 
gether with formation of ice or dew at sensitive areas of the 
system (contacts, IC pins, etc.). Once internal condensation 
occurs, troublefree operation cannot be guaranteed, independ- 
ent of temperature. 
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UMGEBUNGSBEDINGUNGEN / AMBIENT CONDITIONS 



Vor der Inbetriebiiahme muss das System auf allfallige interne 
Betaiiiing oder Eisbildimg tiberprtift werden. Nur bei sehr 
leichter Eisbildung kann mit direkter Verdunstung (Sublimati- 
on) gerechnet werden; andemfalls muss das System im abge- 
schalteten Zustaiid gewarmt und getrocknet werden. 

Das System ohne feststellbare interne Eisbildimg oder Betaii- 
Ling soli moglichst liomogen (und somit langsam) mit eigener 
WarineieisLLiug aurgewaniil werden; die LuriLeniperaLLii dci 
Umgebung soli stiindig etwas tiefer als diejenige der Syste- 
mabliift sein. 

1st es unumganglich, das abgekuhlte System sofort in warmer 
Umgebiingsluft zii betreiben, so muss diese entfeuclitet sein. 
Die absolute Luftfeuchtigkeit muss dabei so tief sein, dass die 
relative Feuchtigkeit, bezogen auf die kiilteste Oberflache im 
System, immer imterhalb 100% bleibt. 

Es ist dafiir zu sorgen, dass beim Abschalten des Systems die 
eingeschlossene Luft moglichst trocken ist (d.h. vor dem Ab- 
schalten im Winter den Raum mit kalter, trockener Luft beliif- 
ten und feuchte Gegenstande, z.B. Kleider, entfernen). 

Die Zusammenhange sind im folgenden Klimatogramm er- 
sichtlich. Zum kontrollierten Verfahren gehoren Thermometer 
und Hygrometer, sowie ein Thermometer im System. 

Beispiel 1: Ein U-Wagen mit einer Innentemperatiir von 20 °C 
und 40% relativer Luftfeuchtigkeit wird am Abend abgeschal- 
tet. Sinkt die Temperatur unter +5 °C, bildet sich Tau oder Eis. 
Beispiel 2: Ein U-Wagen wird morgens mit 20 °C warmer Luft 
von 40% relativer Luftfeuchtigkeit aufgewarmt. Auf Teileii, die 
kalter als +5 °C sind, bildet sich Tau oder Eis. 



Before putting into operation, the system must be checked for 
internal formation of condensation or ice. Only with a minute 
formation of ice, direct evaporation (sublimation) may be ex- 
pected; otherwise the system must be heated and dried while 
switched off. 

A system without visible internal formation of ice or condensa- 
tion should be heated up with its own heat dissipation, as ho- 
iiiugcncousiy (and subscquciiily as sluw) as pussiulc, the ambi- 
ent temperature should then always be lower than the outgoing 
air. 

If it is absolutely necessary to operate the system inmiediately 

within warm ambient air, this air must be dehydrated. In such a 
case, the absolute humidity must be so low that the relative 
humidity, related to the coldest system surface, always remains 
below 100%. 

Ensure that the enclosed air is as dry as possible when powe- 
ring off (i.e. before switching off in winter, aerate the room 
with cold, dry air, and remove humid objects as clothes from 
the room). 

These relationships are visible from the following climatogram. 
For a controlled procedure, thermometer and hygrometer as 
well as a thermometer within the system will be required. 
Example 1: An OB -van having an internal temperature of 
20 °C and rel. humidity of 40% is switched off in the evening. 
If temperature falls below 4-5 °C, dew or ice will be forming. 
Example 2: An OB -van is heated up in the morning with air of 
20 °C and a rel. humidity of 40%. On all parts being cooler 
than 4-5 °C, dew or ice will be forming. 




Figure B.3 - Cilmatogramme pour cat6gorle 3K3 
721-3-3 ©cEi: 1994 Cllmatogram for class 3K3 
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WARTUNG / MAINTENANCE 



Wartung und Reparatur 

Durch Entfemen von Gehauseteilen, Abschirmungen etc. 
werden stromfuhrende Teile freigelegt. Deshalb miissen 
u.a. die folgenden Grundsatze beachtet werden: 

Eingriffe in das Gerat dlirfen nur von Fachpersonal unter 
Einhaltung der geltenden V orschriften vorgenommen 
werden. 

Vor Entfemen von Gehauseteilen muss das Gerat ausge- 
schaltet und vom Netz getrennt werden. 

Bei geoffnetem, vom Netz getrenntem Gerat diirfen Teile 
mit gefahrlichen Ladungen (z. B. Kondensatoren, Bild- 
rohren) erst nach kontrollierter Entladung, heibe Bauteile 
(Leistungshalbleiter, Kuhlkorper etc.) erst nach deren 
Abkiihlen bertihrt werden. 

Bei Wartungsarbeiten ami geoffneten, unter Netz- 
spannung stehenden Gerat diirfen blanke Schaltungsteile 
und metallene Halbleitergehause weder direkt noch mit 
nichtisoliertem Werkzeug bertihrt werden. 

Zusatzliche Gefahren bestehen bei unsachgemasser 
Handhabung besonderer Komponenten: 

• Explosions gefahr bei Lithiumzellen, Elektrolyt-Kon- 
densatoren und Leistungshalbleitem 

• Implosions gefahr bei evakuierten Anzeigeeinheiten 

• Strahlungs gefahr bei Lasereinheiten (nichtioni- 
sierend), Bildrohren (ionisierend) 

• Verdtzungs gefahr bei Anzeigeeinheiten (LCD) und 
Komponenten mit fllissigem Elektrolyt. 

Solche Komponenten diirfen nur von ausgebildetem 
Fachpersonal mit den vorgeschriebenen Schutzmitteln 
(u.a. Schutzbrille, Handschuhe) gehandhabt werden. 



Maintenance and Repair 

The removal of housing parts, shields, etc. exposes ener- 
gized parts. For this reason the following precautions 
should be observed: 

Maintenance should only be performed by trained per- 
sonnel in accordance with the applicable regulations. 

The equipment should be switched off and disconnected 
from the AC power outlet before any housing parts are 
removed. 

Even if the equipment is disconnected from the power, 
parts with hazardous charges (e.g. capacitors, picture 
tubes) must not be touched until they have been properly 
discharged. Touch hot components (power semicon- 
ductors, heat sinks, etc.) only when cooled off. 

If miaintenance is perfonned on a unit that is opened and 
switched on, no uninsulated circuit components and me- 
tallic semiconductor housings must be touched neither 
with your bare hands nor with uninsulated tools. 

Certain components pose additional hazards: 

• Explosion hazard from lithium batteries, electrolytic 
capacitors and power semiconductors 

• Implosion hazard from evacuated display units 

• Radiation hazard from laser units (non-ionizing), pic- 
ture tubes (ionizing) 

• Caustic effect of display units (LCD) and such compo- 
nents containig liquid electrolyte. 

Such components should only be handled by trained per- 
sonnel who are properly protected (e.g. safety goggles, 
gloves). 
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WARTUNG / MAINTENANCE 



Elektrostatische Entladung (ESD) Electrostatic Discharge (ESD) 

bei Wartung und Reparatur during Maintenance and Repair 




ATTENTION: Observe precautions for handling devices sensitive to 

electrostatic discharge! 

ATTENTION: Respecter les precautions d’ usage concemant la mani- 

pulation de composants sensibles a Telectricite statique! 



ACHTUNG: Vorsichtsmassnahmen bei Handhabung elektrostatisch 

entladungsgefahrdeter Bauelemente beachten! 



Viele ICs und andere Halbleiter sind empfindlich gegen 
elektrostatische Entladung (ESD). Unfachgerechte Be- 
handlung von Baugruppen mit solchen Komponenten bei 
Wartung und Reparatur kann deren Lebensdauer dra- 
stisch vermindem. 

Bei der Handhabung der ESD-empfindlichen Kompo- 
nenten sind u.a. folgende Regeln zu beachten: 

• ESD-em^pfindliche Komxponenten diirfen ausschliess- 
lich in dafiir bestimmten und bezeichneten Ver- 
packungen gelagert und transportiert werden. 

• Unverpackte, ESD-empfindliche Komponenten diirfen 
nur in dafiir eingerichteten Schutzzonen (EPA, z.B. 
Gebiet fiir Felds ervice, Reparatur- oder Serviceplatz) 
gehandhabt und nur von Personen beriihrt werden, die 
durch ein Handgelenkband mit Seriewiderstand mit 
dem Massepotential des Reparatur- oder Service- 
platzes verbunden sind. Das. gewartete Gerat wie auch 
Werkzeug, Hilfsmittel, EPA-taugliche (elektrisch halb- 
leitende) Arbeits-, Ablage- und Bodenmatten miissen 
ebenfalls mit diesem Potential verbunden sein. 

• Die Anschlusse der ESD-empfindlichen Komponenten 
diirfen unkontrolliert weder mit elektrostatisch auflad- 
baren (Gefahr von Spannungsdurchschlag), noch mit 
metallischen Oberflachen (Schockentladungsgefahr) in 
Beriihrung kommen. 

• Um undefinierte transiente Beanspruchung der Kom- 
ponenten und deren eventuelle BeschMigung durch 
unerlaubte Spannung oder Ausgleichsstrome zu ver- 
meiden, diirfen elektrische Verbindungen nur am ab- 
geschalteten Gerat und nach dem Abbau allfalliger 
Kondensatorladungen hergestellt oder getrennt wer- 
den. 



Many ICs and semiconductors are sensitive to electrosta- 
tic discharge (ESD). The life of components containing 
such elements can be drastically reduced by improper 
handling during maintenance and repair work. 

Please observe the following rules when handling ESD 
sensitive components: 

• ESD sensitive comxponents should only be stored and 
transported in the packing material specifically provi- 
ded for this purpose. 

• Unpacked ESD sensitive components should only be 
handled in ESD protected areas (EPA, e.g. area for 
field service, repair or service bench) and only be tou- 
ched by persons who wear a wristlet that is connected 
to the ground potential of the repair or service bench 
by a series resistor. The equipment to be repaired or 
serviced and all tools, aids, as well as electrically se- 
miconducting work, storage and floor mats should also 
be connected to this ground potential. 

• The terminals of ESD sensitive components must not 
come in uncontrolled contact with electrostatically 
chargeable (voltage puncture) or metallic surfaces 
(discharge shock hazard). 

• To prevent undefined transient stress of the compo- 
nents and possible damage due to inadmissible volta- 
ges or compensation currents, electrical connections 
should only be established or separated when the 
equipment is switched off and after any capacitor 
charges have decayed. 



VIII 





WARTUNG / MAINTENANCE 



SMD-Bauelemente 



Der Austausch von SMD-Bauelementen ist ausschliess- 
lich geiibten Fachleuten vorbehalten. Fiir verwustete Pla- 
tinen kbnnen keine Ersatzansprilche geltend gemacht 
werden. Beispiele fiir korrekte und falsche SMD- 
Lotverbindungen in der Abbildung welter unten. 

Bei Studer werden keine handelsiiblichen SMD-Teile 
bewirtschaftet. Fiir Reparaturen sind die notwendigen 
Bauteile lokal zu beschaffen. Die Spezifikationen von 
Spezialbauteilen finden Sie in der Serviceanleitung. 



SMD Components 



SMDs should only be replaced by skilled specialists. No 
warranty claims will be accepted for circuit boards that 
have been ruined. Proper and improper SMD soldering 
joints are depicted below. 

Studer does not keep any commercially available SMDs 
in stock. For repair the corresponding devices should be 
purchased locally. The specifications of special compo- 
nents can be found in the service manual. 
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EMV/EMC 



Stdrstrahlung und Storfestigkeit 

Das Gerat entspricht den Schutzanfordemngen auf dem 
Gebiet elektromagnetischer Phanomene, wie u.a. in den 
Richtlinien 89/336/EWG und FCC, Part 15, aufgefuhrt: 

1 . Vom Gerat erzeugte elektromagnetische Strahlung ist 
cQ\Tt/ 0 it bcgrcnzt, dass bcstirniiiungsgcniasscr Bctncb 
anderer Gerate und Systeme moglich ist. 

2. Das Gerat weist eine angemessene Festigkeit gegen 
elektromagnetische Storungen auf, so dass sein be- 
stimmungsgemasser Betrieb moglich ist. 

Das Gerat wurde getestet und erfullt die Bedingungen der 
im Kapitel „Technische Daten“ aufgefuhrten EMV- 
Standards. Die Limiten dieser Standards gewahrleisten 
mit angemessener Wahrscheinlichkeit sowohl den Schutz 
der Umgebung wie auch entsprechende Storfestigkeit des 
Gerates. Absolute Garantie, dass keine unerlaubte elek- 
tromagnetische Beeintrachtigung wahrend des Betriebes 
entsteht, ist jedoch nicht gegeben. 

Um die Wahrscheinlichkeit solcher Beeintrachtigung 
weitgehend auszuschliessen, sind u.a. folgende Mass- 
nahmen zu beachten: 

• Installieren Sie das Gerat gemass den Angaben in der 
Betriebsanleitung, und verwenden Sie das mitgelie- 
ferte Zubehor. 

• Verwenden Sie im System und in der Umgebung, in 
denen das Gerat eingesetzt ist, nur Komponenten 
(Anlagen, Gerate), die ihrerseits die Anforderungen 
der obenerwahnten Standards erfiillen. 

• Sehen Sie ein Erdungskonzept des Systems vor, das 
sowohl die Sicherheitsanforderungen (die Erdung der 
Gerate gemass Schutzklasse I mit einem Schutzleiter 
muss gewahrleistet sein), wie auch die EMV-Belange 
beriicksichtigt. Bei der Entscheidung zwischen stem- 
oder flachenformiger bzw. kombinierter Erdung sind 
Vor- und Nachteile gegeneinander abzuwagen. 

• Benutzen Sie abgeschirmte Kabel, wo vorgesehen. 
Achten Sie auf einwandfreie, grossflachige, korrosi- 
onsbestandige Verbindung der Abschirmung zum ent- 
sprechenden Steckeranschluss und dessen Gehause. 
Beachten Sie, dass eine nur an einem Ende ange- 
schlossene Kabelabschirmung als Sende- bzw. Emp- 
fangsantenne wirken kann (z.B. bei wirksamer Kabel- 
lange von 5 m oberhalb von 10 MHz), und dass die 
Flanken digitaler Kommunikationssignale hochfre- 
quente Aussendungen verursachen (z.B. LS- oder HC- 
Logik bis 30 MHz). 

• Vermeiden Sie Bildung von Masseschleifen oder ver- 
mindem Sie deren unerwiinschte Auswirkung, indem 
Sie deren Flache moglichst klein halten und den darin 
fliessenden Strom durch Einfugen einer Impedanz 
(z.B. Gleichtaktdrossel) reduzieren. 



Electromagnetic Compatibility 

The equipment conforms to the protection requirements 
relevant to electromagnetic phenomena that are listed in 
the guidelines 89/336/EC and FCC, part 15. 

1. The electromagnetic interference generated by the 
equipment is limited in such a way that other equip- 
ment and systems can be operated normally. 

2. The equipment is adequately protected against electro- 
magnetic interference so that it can operate correctly. 

The unit has been tested and conforms to the EMC stan- 
dards applicable to residential, commercial and light 
industry, as listed in the section „Technical Data“. The 
limits of these standards reasonably ensure protection of 
the environment and corresponding noise immunity of the 
equipment. However, it is not absolutely warranted that 
the equipm^ent will not be adversely affected by electro- 
magnetic interference during operation. 

To minimize the probability of electromagnetic interfer- 
ence as far as possible, the following recommendations 
should be followed: 

• Install the equipment in accordance with the operating 
instructions. Use the supplied accessories. 

• In the system and in the vicinity where the equipment 
is installed, use only comiponents (system^s, equipm^ent) 
that also fulfill the above EMC standards. 

• Use a system grounding concept that satisfies the 
safety requirements (protection class I equipment must 
be connected with a protective ground conductor) that 
also takes into consideration the EMC requirements. 
When deciding between radial, surface or combined 
grounding, the advantages and disadvantages should 
be carefully evaluated in each case. 

• Use shielded cables where shielding is specified. The 
connection of the shield to the corresponding con- 
nector terminal or housing should have a large surface 
and be corrosion-proof. Please note that a cable shield 
connected only single-ended can act as a transmitting 
or receiving antenna (e.g. with an effective cable 
length of 5 m, the frequency is above 10 MHz) and 
that the edges of the digital communication signals 
cause high-frequency radiation (e.g. LS or HC logic up 
to 30 MHz). 

• Avoid ground loops or reduce their adverse effects by 
keeping the loop surface as small as possible, and re- 
duce the noise current flowing through the loop by in- 
serting an additional impedance (e.g. common-mode 
rejection choke). 



X 




Konformitatserklarungen / Declarations of conformity 



Class A Equipment - FCC Notice 



This equipment has been tested and found to comply with 
the limits for a Class A digital device, pursuant to Part 15 of 
the FCC Rules. These limits are designed to provide a rea- 
sonable protection against harmful interference when the 
equipment is operated in a commercial environment. This 
equipment generates, uses, and can radiate radio frequency 
energy and, if not installed and used in accordance with the 
instruction manual, may cause harmful interference to radio 
coromunications. Operation of this equipment in a residential 



area is likely to cause harmful interference in which case the 
user will be required to correct the interference at his own 
expense. 

Caution: 

Any changes or modifications not expressly approved by the 
manufacturer could void the user's authority to operate the 
equipment. Also refer to relevant information in this man- 
ual. 



CE-Konformitatserklarung CE Declaration of Conformity 



Der Hersteller, 

Studer Professional Audio AG, 

CH- 8105 Regensdorf , 

erklart in eigener Verantwortung, dass die Produkte 

Studer 961, professionelles Mischpult, 

(ab Serie-Nr. 2524), 

Studer 962, professionelles Mischpult, 

(ab Serie-Nr. 2606), 

auf die sich diese Erklarung bezieht, entsprechend den Be- 
stimmungen der EU-Richtlinien und Erganzungen 

• Elektromagnetische Vertraglichkeit (EMY): 

89/336/EWG + 92/31/EWG + 93/68/EWG 

• Niederspannung: 

73/23/EWG + 93/68/EWG 

mit den folgenden Normen und normativen Dokumenten 
ubereinstimmen: 

• Sicherheit: 

Schutzklasse 1, EN 60065:1993, lEC 65:1985 

• EMV: 

EN 50081-1:1992, EN 50082-1:1992. 

Regensdorf, 20. November 1995 





The manufacturer, 

Studer Professional Audio AG, 

CH-8105 Regensdorf, 

declares under his sole responsibility that the products 

Studer 961, Professional Mixing Console, 

(on from serial no. 2524), 

Studer 962, Professional Mixing Console, 

(on from serial no. 2606), 

to which this declaration relates, according to following 
regulations of EU directives and amendments 

• Electromagnetic Compatibility (EMC): 

89/336/EEC + 92/31/EEC + 93/68/EEC 

• Low Voltage (LVD): 

73/23/EEC + 93/68/EEC 

are in conformity with the following standards or other nor- 
mative documents: 

• Safety: 

Class 1, EN 60065:1993, lEC 65:1985 

• EMC: 

EN 50081-1:1992, EN 50082-1:1992. 

Regensdorf, November 20, 1995 
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STUDER 960... / 963... / 970... 



CONNECTION DIAGRAM FOR MONO / STEREO P+G FADER 



1.911.000,48 (gry) 




MONO INPUT UNIT 2CH 1 .960.221 .84 

MONO INPUT UNIT 4CH 1 .960.241 .84 1 .963.741 .82 1 .970.741 .81 





MASTER UNIT 2CH 
MASTER UNIT 4CH 
GROUP UNIT 4CH 



1.960.321.86 

1.960.341.86 1.963.841.82 

1.963.846.82 



1.970.841.81 



1.911.000.48 (gty) 




STEREO HL. INPUT UNIT 2CH 
STEREO HL. INPUT UNIT 2CH W. EQ 
STEREO HL. INPUT UNIT 4CH 
STEREO HL. INPUT UNIT 4CH W. EQ 



1.960.251.84 

1.960.252.84 

1.960.253.84 

1.960.254.84 



1.963.753.82 

1.963.754.82 



1.970.753.81 

1.970.754.81 



* washer for replacement Studer to P+G fader-type used only 



® 12.07.95 VO 


® 02.10.95 VO O O 
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CONNECTION DIAGRAM FOR MONO / STEREO P+G FADER 
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MONO INPUT UNIT 


4CH 
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MONO INPUT UNIT 


4CH 
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MONO MASTER UNIT 
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MONO MASTER UNIT 
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MONO MASTER UNIT 
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MONO MASTER UNIT 
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1.970.841.81 
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STEREO FADER STUDER 
1 . 960 . 012-81 



STEREO FADER P + G 
1 . 960 . 032-00 
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2CH 
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STEREO HL. INPUT UNIT 


2CH W. EQ 
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2CH W. EQ 
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4CH 


1.960.253.83 


STEREO HL. INPUT UNIT 


4CH 


1.960.253.84 


STEREO HL. INPUT UNIT 


4CH W. EQ 


1.960.254.83 
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4CH W. EQ 
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STEREO HL. INPUT UNIT 


4CH W. EQ 


1.963.754.82 
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4CH 


1.970.753.81 


STEREO HL. INPUT UNIT 


4CH 


1.970.753.81 


STEREO HL. INPUT UNIT 


4CH W. EQ 


1.970.754.81 


STEREO HL. INPUT UNIT 


4CH W. EQ 


1.970.754.81 
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1,1 STUDER 961/962 



KOMPAKT MISCHPULTE 



ProfessioneLle Regietechnik mit universeLLem Einsatzspek- 
trum, votn stationar instaLLierten MischpuLt in Regie- und 
Auf nahmestudio, bis zum Reportage-Mi schpuLt ausserhaLb 
des Studios. 

Das bewahrte Konzept der integraLen Bauyeise von Misch- 
puLt und Transportkof f er , das ei ngebaute Netztei L und ein 

ubers i cht L i ch angeordnetes , optimaL zugangLiches An- 
schLussfeld, gewahr Lei sten schneLLste Betr iebsberei t- 
schaft des MischpuLtes im mobiLen Einsatz. Ein eingebau- 
ter Konverter (Option) ermogLicht den Betrieb des Misch- 



puLtes - auch unabhangig vom Netz 
queLLe (z.B. Bordbatter i e) . 



an einer GLeichstrom- 



Die grosse AuswahL an Systemkomponenten und die moduLare 
Bauweise in 30mm-Einschubtechnik gewahr Lei sten eine kom- 
promisslose Anpassung an anwenderspez i f i sche Forderungen. 



Es stehen zwei Grundtypen dieser Mi schpuLtrei he zur Ver- 
fugung, weLche sich dutch die AnzahL bestuckbarer ModuLn 

unterscheiden; 



STUDER 962: bestuckbar mit bis zu 20 ModuLn 



STUDER 961: bestuckbar mit bis zu 14 ModuLn 
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1.2 



KURZBESCHREIBUNG DER EINSCHUBE 



1.2.1 Eingange 

MONO-EINGANG 1.960.221/241 

■ Mikrofon-Eingang, symmetrisch, erdfrei, Empf indiichkeit 
-69...-9dBu, in 4 Stufen, und stufenLos 0...15dB ein- 
steLLbar. Max. E i ngangspegeL : +6dBu. 

■ ZuschaLtbare 48V-Mi krof on-Phantomspei sung . 

■ Lei tungs-HochpegeLei ngang, symmetrisch erdfrei, Emp- 
findLichkeit -9...+21dBu, in 2 Stufen, und stufenLos 
0...15dB einsteLLbar. 

■ Tief ensperre, zuschaLtbar, 12dB/Okt. 

■ EquaLizer, zuschaLtbar: Facherentzerrer fur Hohen und 

Tiefen, Prasenz-/ AbsenzfiLter mit einsteL Lbarer Mit- 
tenf requenz . 

■ EinschLei fpunkte (PF), eLektronisch symmetr i ert , Ein- 
sch Lei f-NennpegeL +6dBu. 

■ MUTE-SchaLtung, fur kontaktLoses, knackfreies Stumm- 
schaLten des E i ngangkanaLs; f ernsteuerbar . 

■ 2 Hi Lf sausgange (AUX), getrennt regeLbar, Abgriff wahL- 
weise vor Oder nach dem F LachbahnregLer schaLtbar. 

■ SummenanwahL uber 2, resp 4 AnwahLtasten. 

■ Panorama-SteLLer, Qberbruckbar . 

■ ubersteuerungsanzeige dutch LED. 

■ SchaLtLogik fur StudiosignaLisation und Faderstart-An- 
wendung (ReLaiskontakt eingebaut). 

STEREO-/HOCHPEGEL-EINGANG 1 .960.251/252/253/254 

■ Stereo-HochpegeLeingang, symmetrisch, erdfrei, auf an- 
wenderspez i f ischen NennpegeL abgegLichen und Korrek- 
turmoglichkeit an Potentiometer GAIN um ±10dB. 

■ EquaLizer, zuschaLtbar, auf beide KanaLe wirksaim: 
Facherentzerrer fur Hohen und Tiefen, Prasenz-/ Absenz- 
fiLter mit einsteLLbarer Mi ttenf requenz . 

■ EinschLei fpunkte (PF INSERT), eLektronisch symmetriert, 
EinschLei f-NennpegeL +6dBu. 

■ MUTE- SchaLtung, fur kontaktLoses, knackfreies Stumm- 
schaLten der E i ngangkanaLe; f ernsteuerbar . 

■ 2 Hi Lf sausgange (AUX), getrennt regeLbar, Abgriff wahL- 
weise vor Oder nach dem F LachbahnregLer schaLtbar. 

■ SummenanwahL uber 2, resp 4 AnwahLtasten. 

■ BaLance-SteL Ler , uberbruckbar . 

■ Ubersteuerungsanzeige dutch LED. 

■ SchaLtLogik fur StudiosignaLisation und Faderstart-An- 
wendung (ReLaiskontakt eingebaut). 

HOCHPEGEL-EINGAiG 

Je ein zusatzLicher HochpegeL-E i ngang steht auf den 
Summen-Ausgangen zur Verfugung (siehe unten). 

1.2.2 Ausgange 

SUMMEN-AUSGANG (MASTER) 1.960.321/341 

■ SummenteH in NuLL-Ohm (0Q) -Verstarkertechnik . 

■ EinschLei fpunkte (PF INSERT), eLektronisch symmetriert, 
E inschLei f-NennpegeL +6dBu. 

■ Ausgang symmetrisch, erdfrei. 

■ Limi ter/Kompressor in PDM/VCA-Techni k , mit Zugn'ff uber 
Bantam-Jackbuchsen, zum EinschLei fen in beLiebige Ein- 
gangsei nhei t . SchaLtbar zur StereokoppLung zweier Ein- 
heiten (LINK) . 

■ Limiter dem SummenkanaL zuschaLtbar (Leitungsschutz) . 

■ ZusatzLicher Hochpege Lei ngang mit Orehpotent iometer aLs 
Abschwacher, KanaL-StummschaLtung ( f ernsteuerbar ) , Pa- 
noramasteL Ler (uberbruckbar), Summenanwah Ltasten, PFL- 
KanaL und zwei Hi Lf sausgangen. 

HILFSUMMEN-AUSG'A'NGE (AUX) / TB-EINHEIT 1.960.500 

■ SummenregLer fur die Hi Lf sausgange AUX1 und AUX2. 

■ TB Mikrofon mit eigenem Mi krof onverstarker , fur Regie- 
anweisungen iiber Studio-KommandoLautsprecher . SchaLtbar 
auf Hi Lf sausgange AUX und Summen-SammeLsch i enen 
(SLATE) . 



■ Testgenerator mit funf wahLbaren Festf requenzen. 

■ AnschLussstecker und SchaLter fur Bedienungsf eLd-Be- 
Leuchtung, 

■ yahLweise mit STUDIO M0NIT0f?-Tei L 1.960.501 

(siehe nachfoLgend) 



1.2.3 Mon itor-Ei nhei ten 

CR MONITOR 1.960.420 

■ Abhoreinheit mit yiedergabemogL ichkei t uber PFL-Kon- 
troL L-Lautsprecher , Kopfhorer und Regie-MonitorLaut- 
sprecher . 

■ VoLume- und BaLance-RegLer fur Regie-MonitorLautspre- 

cher . 

■ MONO-UmschaLtung fur Moni torkanaLe . 

■ Tastensatz zur AnwahL von neun AbhorqueLLen. 

■ ZuschaLtbare Abhorautomat i k PFL TO MONITOR; wechseLt 
automat isch von der vorgewahLten AbhorqueLLe auf den 
PFL-KanaL, sobaLd auf mindestens einer der Eingangsein- 
heiten die PFL-Taste gedruckt wird. 

■ EinsteLLbare Lautstarke fur Kopfhorer und PFL-Lautspre- 
c her . 

■ Drei wahLbare Abhortnodi uber Kopfhorer; Abhoren des 
MONITOR-SignaLs, des PFL-SignaLs, Oder beide gLeichzei- 
tig, getrennt uber je eine HormuscheL des Kopfhorers. 

■ UmschaLter fur Aussteuerungsinstrumente am PaneL zur 
wahLweisen PegeLanzeige des Summen- (I) Oder Monitor- 
(MON) Ausganges . 

■ Drei Drucktasten zur optiischen Studio-SignaLisation 
durch Rot- (STUDIO ON) GeLb- (CALL) und Grunlicht (REA- 
DY) . 

STUDIO MONITOR 

auf Einheit HILFSSUMMEN-AUSGSN6E AUX 1.960.501 

■ Tastensatz zur DurchwahL einer der funf mogLichen Ab- 

hdrqueLLen auf den Studio-MonitorLautsprecher . 

■ VoLumeregLer fur Studio-MonitorLautsprecher. 

■ Taste RE IN zur Unterdruckung der Studiomonitor-Stumm- 
schaLtautomat ilk (STUDIO CUT). 

■ TB RET Gegensprechmi krof on mit eigenem RegLer TB RET. 

AUX MONITOR CR 1.960.450 

AUX MONITOR CR/STUOIO 1.960.452 

■ Erweitert den CR MONITOR, resp. den CR und STUDIO MONI- 
TOR um je neun anwahLbare, gemeinsame Eingange. 

1.2.4 Instrumenten-PaneL 

■ Haupt-Aussteuerungsinstrumente fur jeden AusgangskanaL , 
wahLweise mit VU- Oder PPM-Charakter ist i k . 

■ Taste FAST, zur Reduktion der Instrumenten-Ansprechzei t 

■ Taste +20dB, zur Anhebung der Aussteuerungsanzeige 

■ Jedem Haupt instrument zugeordnet: GRM Instrument (Gain 

Reduction Meter) zur Anzeige der Verstarkungs-Redukt ion 
durch den Limiter (Summeneinheit) . 

■ CORRELATION-Gradmesser , zur Aufzeigung der Phasenbe- 
ziehungen von Stereo-SignaLen. 

■ Aussteuerungs-Instrumente fur Hi Lf sausgange AUX1/AUX2, 
wahLweise mit PPM-oder VU-Charakter i st i k programmierbar 

■ PFL-Lautsprecher , in der Lautstarke einsteLLbar und 
stummschaLtbar durch BeLegung der entsprechenden Kopf- 
horerbuchse (CR MONITOR). 

■ Led-Statusanze i gen der Studio-SignaLisation, wobei die 
geLbe Led (CALL) vom Studio aktiviert werden kann. 

Rote Led POyER Leuchtet bei korrekter Stromversorgung 
ab Netz Oder G Lei chstromqueL Le (bei eingebautem Konver- 



In KapiteL 3 BEDIENUNG werden die vieLfaLtigen Anwen- 
dungsmogLichkeiten der einzeLnen Einschube eingehend be- 
sprochen . 
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1.4 STUDER 961 



STANDARD VERSIONEN 



1.4.1 PaneL-Versionen 



COR 

GRM 



Peak Program Meter 
Volume Unit Meter 
Correlator 

Gain Reduction Meter 
Cuber jedem Haupt i nstrument ) 
nicht bestuckt 



1.4.2 PuLtbestuckung 



Es stehen 14 Steckplatze zur Verfu- 

gung. 

Folgende Bestuckungs- Konf i gurat io- 

nen sind konzeptionell moglich i 
CSie sind jedoch von der Verdrah- 
tung der Sammelschienen abhangig) . 



Modul 



Index 



MONO-EINGSNGE 



STEREQ/HL EINGA'NGE 



SUMMEN-AUSG'ANGE 



HILFS-AUSG'ANGE (AUX) 9 10 



STUDIO MONITOR 



AUX MONITOR CR/STUDIQ 11 12 



TQNBAND-FERNSTEUERUNG 14 15 



Standard-Ausrustung - 



PFL-Kontrol l-Lautsprecher 

Led-Statusanzeigen fOr Studio-Signalisation 
2 Aussteuerungsinstrumente fur Hi If sausgange AUX1/2 
FAST-Taste (Ansprechzei t-Reduk t ion der Instrumente) 
+2QdB (Anhebung der Instrumenten-Empf indlichkeit) 



Haupt-Aussteuerungs instrumente 



2-KANAL 


rancL i yp 

961-PPM 


1 .961 


.920 


[A] ' 






PPM 




PPM 








961-PPM-COR 


1 .961 


.950 


EB] 






PPM 




PPM 




COR 




961-VU 


1 .961 


.925 


EC] 






VU 




VU 








961-VU-COR 


1 .961 


.955 


ED] 






VU 




VU 




COR 


3-KANAL 


961-PPM 


1 .961 


.930 


EE] 


PPM 




PPM 




PPM 








961-PPM-COR 


1 .961 


.960 


EF] 1 


PPM 




PPM 




PPM 




COR 




961-VU 


1 .961 


.935 


EG] 


VU 




VU 




VU 








961-VU-COR 


1 .961 


.965 


EH] 


VU 




VU 




VU 


I: 


COR 


4-KANAL 


961-PPM 


1 .961 


.940 


El] 


PPM 




PPM 




PPM 




PPM 




961-VU 


1 .961 


.945 


EK] 


VU 




VU 




VU 




VU 


















- 









CZl 


CZ] 


CZ] 


CZD 


[ZZ zz 












= = 













STANDARD TYPEN 


Order-Nummer 


Panel u 


2-KANAL 






961-10/2-PPM 


71.029.61021 


EA] ,1 


961-10/2-PPM-C0R 


71 .029.61023 


EB] 


961-10/2-VU 


71 .029.61022 


EC] 


961-10/2-VU -COR 


71 .029.61024 


CD] i 


3-KANAL 






961-9/3-PPM 


71 .029.61031 


EE] II 


961-9/3-PPM-COR 


71 .029.61033 


EF] 


961-9/3-VU 


71 .029.61032 


EG] 


961-9/3-VU -COR 


71 .029.61034 


EH] 1! 


4-KANAL 






961-8/4-PPM 


71 .029.61041 


m II 


961-8/4-VU 


71 .029.61042 


CK] 



iir 



961/962 



DI/3 




1.6 



BLOCKSCHALTBILD 



STUDER 961/962 



-> bitte Seite auskLappen 








ST[LJ][B)[1[R] 



961/962 



DI/5 



1 .7 TECHNISCHE DATEN 



STUOER 961/962 



1.7.3 Frequenzgangkurve: Leitungs-E ingang -> I-Ausgang 



1.7.1 Messgrundlagen 



B Spannungsangaben in dBu; 



0 dBu - 0,775 Vgff 



a ALle Eingangskanal- und Summen-F LachbahnregLer sind in 
SteLlung 0 dB positioniert. 
a Lei tungsausgange sind mit 600 Q abgeschLossen. 
a Externe QueLLen haben einen QueUenwiderstand von 5200Q 
a Die Angaben geLten itn Bereich von 31,5 Hz... 16 kHz. 
a Angegebene PegeL sind mit Sinusdauerton gemessen 
(0 VU = 6 dB unter VoL Laussteuerung) . 



1.7.2 Daten 



PegeL 




Uebersprechdampfung 






a Empf indLichkeit Mikrofoneingang: 


-69. . .-9 dBu 


a von KanaL zu KanaL, - ohne 


Pan Pot: 


>80 dB 


a Empf indLichkeit Leitungseingang: 


-9... +21 dBu 


- mit 


Pan Pot: 


>70 dB 


a PegeL an EinschLeifpunkten: 


+6 dBu 


a zwischen Hi Lf sausgangen AUX1 und- AUX2: 


>80 dB 


a AusgangspegeL, E i nsteL Lbereich 


+6. . .+15 dBu 


a KanaLanwahLschaLter ausgeschaLtet: 




>90 dB 


a MonitorpegeL (symmetr isch, unbeLastet) : 


+6. . .+15 dBu 


a Faderdampfung - EingangsregLer : 


>100 dB 






- AusgangsregLer : 


>90 dB 


GLeichtaktunterdruckung 










a Mikrofoneingang: 


15 kHz ^ 60 dB 


Stromversorgung 






a Leitungseingang: 


15 kHz > 50 dB 


a Netzspannungen, umschaLtbar: 


110 V/220 


V, ±20% 






a Lei stungsauf nahme STUDER 961: 




55 VA 


Impedanzen 




STUDER 962: 




80 VA 


a Mikrofoneingang: 


> 1,6 kQ 


a Interne Betr iebsspannungen; 






a Leitungseingang: 


> 10 kQ 


- VerstarkerschaLtungen: 


±15 


V/1,5 A 


a QueLLenimpedanz der Leitungsausgange: 


< 40 Q 


- Logik-SchaLtkrei se : 


-6 


V/1,5 A 






- Mikrofon-Phantomspeisung: 


+48 


V/0,1 A 


FrequenzgSnge 










a FiLter ausgeschaLtet : 


+0,5...-1 dB 


Umgebungstemperatur 






a 3 dB-Eckpunkte, FiLter ausgeschaLtet: 


4,5 Hz/45 kHz 


a Betriebs-Temperaturbereich: 


O'C. 


. .+50*C 


(ausserhaLb kontinuierLich abfaLLend) 










a TrittschaLLf iLter 12 dB/Oktave, -3 dB: 


75 Hz ±5 Hz 


Luf tfeuchtigkeit gemass DIN 


40040, Kategorie F 


a HohenregLer, 20 kHz: 


±15 dB 








a TiefenregLer , 20 Hz: 


±15 dB 


Si cherhei ts-Standard 






a Prasenzf i Lter , Q = 1, 




gemass lEC-EmpfehLung, PubLikation 


65, SchutzkLasse I 


einsteLLbar von 150 Hz... 7 kHz: 


±11 dB 









Ubersteuerungsreserven 
a Mikrofoneingang, 

MaximaLpegeL fur K3 = 1%/31,5 Hz: +6 dBu 

a Lei tungseingang, 

MaximaLpegeL fur K3 = 1%/31,5 Hz: +24 dBu 

a Vor KanaLregLer = 1%): 20 dB 

a Vor SummenregLer (K-tot ~ 

a MaximaLpegeL der Leitungsausgange, Rl = 300Q: +24 dBu 

Rauschspannung, unbewertet MIKROFON 

nach lEC 468-2 (DIN 45405) 

a A'quivaLente Eingangs-Rauschspannung mit einer Rausch- 
bandbreite von 23kHz, QueLLenimpedanz = 200Q: ^-125 dBu 



Fremdspannungsabstand 

a Am Summenausgang, SummenregLer geschLossen: 2:95 dB 

a Ein KanaL, E ingangs- und SummenregLer in 

Position 0 dB, Verstarkung Eingang -> Ausgang = 1; 

- ohne FiLter: 2:93 dB 

- mit FiLter, Linear: 292 dB 

STUDER 961: 

a 11 KanaLe, aLLe Fader in Position 0 dB, 

Verstarkung Eingang -> Ausgang = 1; 

- ohne F i Lter : >85 dB 



- mit FiLter, Linear: >83 dB 

STUDER 962: 

a 16 KanaLe, aLLe Fader in Position OdB, 

Verstarkung Eingang -> Ausgang = 1; 

- ohne FiLter: >84 dB 

- mit FiLter, Linear: >82 dB 



KLirrabstand 

a Ein- und Ausgang +6 dBu, Verstarkung = 1, 

31,5 Hz... 16 kHz: <0,03% (70 dB) 

a aLLe zuLassigen PegeL, gemass PegeLdiagramm, 

60 Hz... 10 kHz: <0,1% (60 dB) 



Gewichte voLLbestuckt, mit Koffer und DeckeL; 

STUDER 961: ca.25 kg 

STUDER 962: ca.34 kg 

Abmessungen 

Masse in Mi LLimeter 



a 

ii 




ir-- 






II 









1.7.4 Rauschkurve, typisch 



STUDER 961 







I GEN I I LINE 






961/962 



D1/6^ 






OTyp[i[^ 



961/962 



D2/1 



2 INBETRIEBNAHME 



2.1 AUFSTELLEN 



INHALT 




Sei te 


2.1 


AUFSTELLEN 


2/ 1 


2.1.1 


AufstelLen im mobilen Einsatz 


2/ 1 


2.1.2 


Einbau in Tischplatte 


2/ 1 


2.2 


ANSCHLIESSEN 


2/ 2 


2.2.1 


Stromversorgung / Spannungswah Ler 


2/ 2 


2.2.2 


Mikrofon-Phantomspeisung 


2/ 2 


2.2.3 


Erdung 


2/ 2 


2.2.4 


Audio-Ansch Lusse 


2/ 2 


2.2.5 


Moni tor-Ansch Lusse 


2/ 3 


2.2.6 


S i gnat i sat ion 


2/ 6 




1 .Studio-Signalisation 


2/ 6 




2 . Fader start-E i nri chtung 


2/ 6 


2.2.7 


Eingangserweiterung durch Mi schpuLtkopplung 


2/ 7 




I.KoppLung autonomer MischpuLte 


2/ 7 




2 . E ingangserwei terung durch SLAVE-PuLt 


2/ 7 


2.3 


ANyENDUNGS-BEISPIELE 


2/ 8 


2.3.1 


Einfache Mi krof on-Auf nahme 


2/ 8 


2.3.2 


Produktion eines gemischten Stereoprogramros 


2/ 9 


2.3.3 


Orchesterauf nahrae 


2/ 9 


2.3.4 


Duplex mit zwei Nebenstudios 


2/10 


2.3.5 


Quiz mit Quizmaster und zwei Teams 


2/10 


2.3.6 


Playback-Auf nahmen 


2/11 


2.3.7 


Stereo Auf nahme-/Sendestudio 
Konf i gurat ions-Bei spiel 


2/13 



2.1.1 AufsteLLen ira raobilen Einsatz 



Mit wenigen Handgriffen ist das MischpuLt einsatzberei t : 

■ Kof ferdeckeL, nach dem Losen der beiden Schnappver- 
schLusse, abheben. 

■ TragbugeLhaLterung auskLinken (beiidseitig BugeLk Lammern 
zusammendrucken) und Bugel samt Instrumenten-PaneL aus 
den Fuhrungen herausziehen. 

■ Panel in SchLitze an PuLtobersei te einstecken. 

■ Anschliessen 





2.1.2 Einbau in Tischplatte 



Fur den Einbau des MischpuLtes in eine TischfLache, sind 

die beiden Holz-Sei tentei Le [1] des PuLtes zu entfernen. 

Der erforderliche Ausschnitt in der Tischplatte [2] muss 

nach foLgenden Gesichtspunkten ausgefuhrt sein; 

■ InfoLge der vorstehenden KLammern der Tragbugelhalte- 
rungen muss die Ausschnitt-Tief e urn mindestens 25mm 
grosser als die Mi schpultabmessung gestaltet werden. 
Der dadurch - bei eingesetztem MischpuLt - entstehende 
Zwischenraum wind durch eine entsprechend bemessene 
Leiste [3] abgedeckt. Sie ist mit einer Aussparung [43, 
zur Durchfuhrung des Panel-Verbindungskabels versehen. 

■ Urn den Zugang zum Ansch Lussf eld von oben zu ermogli- 
Chen, kann anstelle der Abdeckleiste [33 eine entspre- 
chend dimensionierte AbdeckpLatte [53 vorgesehen wer- 
den. 

■ Beidseitig des Ausschnittes dienen zwei. mit der Tisch- 
pLatte verschraubte HarthoLz Leisten [63 als Auflage des 
MischpuLtes. Ihre Absenkung zur Tischplatte ist so be- 
messen, dass Bedienungsf eld und Tischplatte eine Ebene 
bilden. Prof i Lformige Auf lageleisten ermoglichen eine 
stabile Verbindung mit der Tischplatte. 

■ Um den Zugang zum Bedienungsf eld nicht zu beeintracht i- 
gen, ist die Dicke der Tischplatte [23 auf maximal 30mm 
zu beschranken. 





e¥yE)[i[^ 
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2.2 



ANSCHLIESSEN 



2.2.1 Stromversorgung / SpannungswahLer 

A Betrieb mit Netzspannung 

Die Anpassung des Mi schpuLtes an die ortLiche Netzspan- 
nung erfoLgt am Berei chswahlschaLter Cl] des Netztei les . 
Er ist bei demontierter Frontabdeckung zuganglich. 

Die bei den SteLlungen decken foLgende Netzspannungsberei- 
che ab: SteUung Cal: 110 VAC ±20% = 90. . .130 VAC 

SteLLung Cbl: 220 VAC ±20% = 170. . .260 VAC 
Primarabsicherung CF1 ] entsprechend der Betr i ebsspannung : 
Berei ch 220 VAC: 1,6 AT 
Netzanschluss-BeLegung: Anschluss 1 : Phase 

Anschluss 2: Schutzerde 
Anschluss 3:Null-Leiter 
Sekundarabsicherung CF2] : -6 Vqq 2AT 

B Betrieb mit Converter (Option) 

Der eingebaute (auch nachrustbare) Converter ermogl i cht 
den Betrieb des Mi schpultes an einer bei iebi gen, externen 
Gleichstromquelle mi t einer Spannung im Berei ch von 12. . . 
24 Vq 0 (Arbeitsbereich 1O...3OVo0). Der Leistungsbedarf 
r i chtet si ch nach Typ und Bestuckung des Mi schpultes . Die 
E i nspei sung der externen Gleichstromquelle er folgt an den 
Klemmen BATT der CR MONITOR-Anschlussbox Oder di rekt auf 
den SOpol.D-Stecker der CR MONITOR-Einheit . 

Wirkungsweise: 

- Automat i sche Umschaltung auf externe DC-Speisung bei 
Netzausf all (POWER ON-Tastenbeleuchtung erlischt) . 

- Automat i sche Zuruckschaltung auf Speisung ab Netz, bei 
Wi ederherstel lung der Netzspannung . 




2.2.2 Mikrofon-Phantomspeisung 

Die vom Netztei I aufbereitete Mikrof on-Spei sespannung 
lasst sich an jeder MONO-Eingangseinhei t (1 .960.221 /241 ) 
auf die Mi krof on-E i ngange durchschalten . 

Vorsi cht : 

Bei eingeschalteter Phantomspei sung dur f en an den ent- 
sprechenden Mi krof on-E i ngangen keine asymmetrischen Quel- 
len angeschlossen warden. (Durch Erdung ei nes Eingang- 
Ansch lusses f I iesst ein Gleichstrom durch den ubertrager 
und treibt diesen in di e magnet ische Satt i gung) . 

2.2.3 Erdung 

Das OV-Potential aller pultinternen Audio-Schaltkreise 
wird uber einen gemeinsamen Bus (OV-A) zum zentralen Be- 
zugspunkt im Netztei I gef uhrt (OV-Brucke) und mi t der 
Erdlei tung verbunden ( in der Regel Schutzerde) . 

Ebenf al Is werden Audio-Masselei tungen angeschlossener Ge- 
rate uber die symmetr i schen Zuleitungen, auf diesen Be- 
zugspunkt gef uhrt . 

H i nwe i s : 

Bei auf getrennter OV-Brucke lessen sich Quel len even- 
tuell auf tretender Brummschlei fen Oder Massesch lusse 
or ten und eliminieren. 



2.2.4 Audio-Anschlusse 

Alle Haupt- Ein- und Ausgange des Mi schpultes sind sym- 
metr isch ausgelegt (nach lEC 268-1 2/US-Norm) : 

Audi o-Ei ngange: XLR weibl ich Pi n1 0 V-Audio 

Audio-Ausgange: XLR mannlich Pin2 A-Lei tung 

Pi n3 B-Lei tung 

Einschlei fpunkte INSERT 

Elektronisch symmetr ierte INSERT-Ausgang/Ruckfuhrung, 
uber Bantam-Jackbuchsen 1 0 V-Audio 

(Einschlei fpegel +6dBu) 2 B-Lei tung 

3 A-Lei tung 




Monitor ausgange CR/STUDIO: 



E lektroni sch symmetr iert 



1 2 3 
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2.2.5 Mon i tor-Ansch lusse 
CR MONITOR-Ausgangsstecker (P6) 1 .960.420 

Der CR-Mon1 tor-E i nschub ist mi t einem 50-poL igen D-An- 
sch Lussstecker ausgerustet , Ciber weLchen eine Reihe von 
Eingdnyfcjn unu dlle withtiyen Ausyanye ties nischpulles ye~ 
f uhrt werden. 



Die SignaLe konnen di rekt* am D-Stecker abgegr i f f en und 
auf ein kundenspezi f isches Vertei lersystem, Oder auf die 

Anschlussuox 1.960.151 (Option) ycfuhhrt werden. 

(Anschlusskabel mi t 50pol D-Stecker : Best. Nr. 1 .960.061 ) 



Signal ProtokoLL 



PIN 


SIGNAL 


FUNKTION 






EINGANGE 


_ 




NR. 


NAME 






AUSGANGE 


— 


_ 












VORHOREN — 










REGIE MONITOR 


-AUSGANGE 












KOMMANDO/GEGENSPRECHEN " 


n 
















SIGNALISATION " 


n 














SPEISESPANNUNGEN “ 
















01 


OV-L 


OV SIGN. 






■ 














02 


PFL-L 


PRE FADE LISTENING LEFT 










■ 


■ 




03 


PFL«R 


PRE FADE LISTENING RIGHT 










■ 


■ 




04 


STU-ON 


STUDIO ON 








■ 












05 


AUX*1 «A 


AUXILIARY 


OUTPUT 


1-A 












■ 




06 


AUX-I'B 


AUXILIARY 


OUTPUT 


1-B 












■ 




07 


OV-E 


OV SCREEN CABLE 




1 














08 


C«1'1-A 


CONNECTOR Cl 


INPUT 


1-A 














1 


09 


C-1-1-B 


CONNECTOR Cl 


INPUT 


1-B 














■ 


10 


M-2-A 


MASTER 12 


OUTPUT 


A 












■ 




11 


M«2'B 


MASTER 22 


OUTPUT 


B 












■ 




12 


AUX-2-A 


AUXILIARY 


OUTPUT 


2-A 












1 




13 


AUX-2-B 


AUXILIARY 


OUTPUT 


2-B 












■ 




14 


C^2*¥A 


CONNECTOR C2 


INPUT 


1-A 














s 


15 


C«2'1*B 


CONNECTOR C2 


INPUT 


1-B 














1 


16 


-SUPPLY 


EXTERN POWER 


- 




■ 














17 


-SUPPLY 


EXTERN POWER 


- 




■ 














18 


CR«1 -A 


CR MONITOR 


OUTPUT 


L-A 








■ 








19 


CR«1«B 


CR MONITOR 


OUTPUT 


L-B 








■ 








20 


TB-A 


TALK BACK 


OUTPUT 


A 






■ 










21 


TB-B 


TALK BACK 


OUTPUT 


B 






■ 










22 


T-1-1-A 


TAPE1 


RETURN 


1-A 














■ 


23 


T-1-1-B 


TAPE1 


RETURN 


1-B 














■ 


24 


C«1»2»A 


CONNECTOR Cl 


INPUT 


2-A 














■ 


25 


C'1'2«B 


CONNECTOR Cl 


INPUT 


2-B 














■ 


26 


M-3-A 


MASTER 23 


OUTPUT 


A 












■ 




27 


M-3-B 


MASTER 23 


OUTPUT 


B 












■ 




28 


T-2-1-A 


TAPE2 


RETURN 


1-A 














■ 


29 


T-2'1'B 


TAPE2 


RETURN 


1-B 














■ 


30 


C«2»2»A 


CONNECTOR C2 


INPUT 


2-A 














■ 


31 


C«2«2«B 


CONNECTOR C2 


INPUT 


2-B 














■ 


32 


READY 


READY SIGNALISATION 






■ 












33 


CAL'LED 


CALL LED SIGNALISATION 




■ 












34 


CR-2-A 


CR MONITOR 


OUTPUT 


R-A 








■ 








35 


CR-2-B 


CR MONITOR 


OUTPUT 


R-B 








■ 








36 


-6V 


- SUPPLY 






■ 














37 


PFL'SIGN 


PFL SIGNALISATION 






■ 












38 


CHASSIS 


METAL FRAME 




















39 


T-1«2-A 


TAPE1 


RETURN 


2-A 














1 


40 


T-1-2-B 


TAPE1 


RETURN 


2-B 














■ 


41 


M-1 -A 


MASTER 21 


OUTPUT 


A 












■ 




42 


M-1-B 


MASTER 21 


OUTPUT 


B 












■ 




43 


M-4-A 


MASTER 24 


OUTPUT 


A 












■ 




44 


M-4-B 


MASTER 24 


OUTPUT 


B 












1 




45 


T»2«2«A 


TAPE2 


RETURN 


2-A 














1 


46 


T«2»2«B 


TAPE2 


RETURN 


2-B 














■ 


47 


+SUPPLY 


EXTERN POWER 


•f 




1 














48 


+SUPPLY 


EXTERN POWER 


+ 




■ 














49 


CAL'SEND 


I CALL SEND SIGNALISATION 




■ 












50 


G.S 


GROUND SIGNALISATION 






■ 













Ansch Lussnumer i erung 



CR MONITOR STECKER 
an 

CR MONITOR 1 .960.420 
(P6) 


KABELSTECKER CR MONITOR 

zu 

- Anschlussbox 1 .960.151 

- Anschlusskabel 1 .960.061 


D-TYP MANNLICH 


D-TYP WEIBLICH 






ANSICHT 




ANSICHT 


PIN 


KABEL-FARBE 




1 -a'T c'F t tf 








L U 1 O C 1 1 L 










01 


wht 






02 


brn 






03 


grn 






04 


blk/gry/pnk 






05 


gry/yht 








06 


yel/brn 




'34 






07 


red/blk/blu 




• 18 • 




08 


yel/blk/wht 




m 




09 


yel/blk/brn 




A 


Hi 




10 


vio 




w 


w 




11 


pnk/gry 




Hi 


A 




12 


red/blu 




w 


w 




13 


grn/wht 




A 


m 




14 


grn/brn 




w 


W 




15 


yel/wht 






A 




16-1 


blk+red+blu 




w 


w 




17-3 


__j I j 




iik 


A 




18 


gry/brn 










19 


pnk/wht 




111 


A 




20 


pnk/brn 




w 


w 




21 


blu/wht 










22 


blu/brn 




w 


w 




23 


red/wht 










24 


red/brn 




• 


• 




25 


blk/wht 










26 


brn/blk 




• 


• 




27 


grn/ gry 










28 


yel/gry 






9 




29 


pnk/grn 










30 


pnk/yel 




# 


# 




31 


blu/grn 










32 


yel/blu 




• 


# 




33 


red/grn 










34 


yel/red 




• 


• 




35 


grn/blk 










36 


yel/blk 




• 


• 




37 


blu/gry 










38 


blu/pnk 




• 


• 




39 


red/gry 










40 


red/pnk 




• 33 • 




41 


blk/gry 




. 50 
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i 


42 


blk/pnk 








43 


blu/blk 






44 


red/blk 






45 


brn/wht/blk 






46 


grn/yel/blk 






47- 


red+yel+gry 






48- 


I __j 






49 


grn/wht/blk 






50 


brn/blk/grn 
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Mom' tor-Erwei ter ungen 
(P6) 



AUX MONITOR CR 1.960.450 

AUX MONITOR CR/STUOIO 1 .960.452 



Be 1 de Ausf uhrungen der AUX MONITOR-Einhei ten sind mi t ei- 
nem 50-poLigen D~AnschLussstecker ausgerustet , uber weL- 
che die zusatzlich anwahlbaren SignalqueUen auf das 
MischpuLt gefuhrt werden. 



Die symmetrischen Eingangssignale konnen direkt* auf den 
D-Stecker und an ein kundenspez i f i sches Vertei Lersystem, 
Oder auf die Anschlussbox 1 .960.1 54 (Option) gefuhrt wer- 
den . 

* (AnschLusskabeL mit 50poL D-Stecker : Best .Nr . 1 .960.062) 



Signal ProtokoLl 



PIN 

NR. 


SIGNAL 

NAME 


01 


C-1-1-A 


02 


C-1-1-B 


03 


C-1-2-A 


04 


C-1-2-B 


05 


C-2-1-A 


06 


C-2-1-B 


07 


. . . 


08 


C-2-2-A 


09 


C-2-2-B 


10 


C-3-1 A 


11 


C-3-1-B 


12 


C-3«2»A 


13 


C-3-2-B 


14 


C«4-1-A 


15 


C-4-1-B 


16 


C-4-2-A 


17 


C-4-2-B 


18 


C-5-1-A 


19 


C-5-1-B 


20 


C-5-2-A 


21 


C-5-2-B 


22 


C-6-1-A 


23 


C-6-1 -B 


24 


C-6-2-A 


25 


C-6-2-B 


26 


C-7-1-A 


27 


C-7-1-B 


28 


C-7-2-A 


29 


; C-7-2-B 


30 


C-8-1-A 


31 


C-8-1-B 


32 


C-8-2-A 


33 


C-8-2-B 


34 


RES 


35 


RES 


36 


RES 


37 


RES 


38 


RES 


39 


RES 


40 


RES 


41 


RES 


42 


OV-E 


43 


RES 


44 


RES 


45 


OV-E 


46 


CHASSIS 


47 


C-9-1-A 


48 


C-9-1-B 


49 


C-9-2-A 


50 


C-9-2-B 



t-NbANbt a-LEITUNG 
B-LEITUNG “ 
AUDIO-MASSE — 
STECKER codierung — I 
FREI “1 



CH1/L ~ 

CH2/R — I 
I nkir — •" •■' 8 I 



CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

KEY 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 

CONNECT 



C1 (CHI) 
Cl (CHI) 
Cl (CH2) 
Cl (CH2) 
C2 (CH1) 
C2 (CHI) 

C2 (CH2) 
C2 (CH2) 
C3 (CHI) 
C3 (CHI) 
C3 (CH2) 
C3 (CH2) 
C4 (CH1) 
C4 (CHI) 
C4 (CH2) 
C4 (CH2) 
C5 (CHI) 
C5 (CHI) 
C5 (CH2) 
C5 (CH2) 
C6 (CH1) 
C6 (CHI) 
C6 (CH2) 
C6 (CH2) 
C7 (CHI) 
C7 (CH1) 
C7 (CH2) 
C7 (CH2) 
C8 (CH1) 
C8 (CHI) 
C8 (CH2) 
C8 (CH2) 



INPUT 1-A 
INPUT 1-B 
INPUT 2-A 
INPUT 2-B 
INPUT 1-A 
INPUT 1-B 

INPUT 2-A 
INPUT 2-B 
INPUT 1-A 
INPUT 1-B 
INPUT 2-A 
INPUT 2-B 
INPUT 1-A 
INPUT 1-B 
INPUT 2-A 
INPUT 2-B 
INPUT 1-A 
INPUT 1-B 
INPUT 2-A 
INPUT 2-B 
INPUT 1-A 
INPUT 1-B 
INPUT 2-A 
INPUT 2-B 
INPUT 1-A 
INPUT 1-B 
INPUT 2-A 
INPUT 2-B 
INPUT 1-A 
INPUT 1-B 
INPUT 2-A 
INPUT 2-B 



OV SCREEN CABLE 



OV SCREEN CABLE 
METAL FRAME 

CONNECT. C9 (CHI) INPUT 1-A 
CONNECT. C9 (CHI) INPUT 1-B 
CONNECT. C9 (CH2) INPUT 2-A 
CONNECT. C9 (CH2) INPUT 2-B 



Anschlussnumer ierung 

AUX MONITOR STECKER 
an 

AUX MONITOR UNIT 
1.960.450/452 

D-TYP MANNLICH 
ANSICHT 

-STECKER-SEITE 



KABELSTECKER AUX MONITOR 



- Anschlussbox 

- Anschlusskabel 



D-TYP WEIBLICH 
ANSICHT 




• 18 




1.960.154 
1 .960.062 



PIN KABEL-FARBE 

01 wht 

02 brn 

03 grn 

04 yel 

05 grn 

06 pnk 

07 KEY 

08 red 

09 blk 

10 V i o 

1 1 pnk/gry 

12 red/blu 

13 grn/wht 

14 grn/brn 

1 5 yel/wht 

16 yel/brn 

17 gry/wht 

18 gry/brn 

19 pnk/wht 

20 pnk/brn 

21 blu/wht 

22 blu/brn 

23 red/wht 

24 red/brn 

25 blk/wht 

26 blk/brn 

27 grn/gry 

28 yel/gry 

29 grn/pnk 

30 yel/pnk 

31 grn/blu 

32 yel/blu 

33 grn/red 

34 yel/red 

35 grn/blk 

36 yel/blk 

37 blu/gry 

38 blu/pnk 

39 red/gry 

40 red/pnk 

41 gry/blk 

42 pnk/blk 

43 blu/blk 

44 red/blk 

45 brn/wht/blk 

46 grn/yel/blk 

47 pnk/gry/blk 

48 red/blu/blk 

49 grn/wht/blk 

50 grn/brn/blk 
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Studio-Monitor AUX UNIT/STUDIO MONITOR 1.960.501 

A lie Ein- und Ausgange fur Studio-Monitoring (Studio-Ein- 
spielungen,- Gegensprechen, -Signalisat ion) , sowie die 
Ausgange der Hi If ssummen AUX1 und AUX2 sind am 25-poligen 
D-Stecker (P6) abgrei fbar . 



Signal Protokoll 



PIN 


SIGNAL 


FUNKTION HILFS- 


-AUSGANGE 


— 


NR. 


NAME 


PROGRAMM- 


-EINGANGE 

•k 










STUDIO MONITOR-AUSGANGE " 














KOMMANDO/GEGENSPRECHEN ‘ 


__ 














SIGNALISATION ' 


~ — ’ 
















SPEISESPANNUNGEN " 
















01 


-6V 


-SUPPLY (OUT) 


■ 














02 


CH-MUTE 


CHANNEL MUTE 








■ 








03 


TB S-SIG 


TALK BACK SEND SIGN 






■ 










04 


TB SIG+ 


TALK BACK SIGN. (+) 


■ 




■ 










05 


OV-L 


GROUND SIGN. (LOGIC) 




■ 












06 


TB-MIC-B 


TALK BACK MIC-B 






■ 










07 


TB-MIC-A 


TALK BACK MIC-A 






■ 










08 


CHASSIS 


METAL FRAME 


■ 














09 


OV-E 


OV SCREEN CABLE 
















10 


AUX-1 A 


AUXILIARY OUTPUT 1-A 














■ 


11 


AUX-1-B 


AUXILIARY OUTPUT 1-B 














■ 


12 


AUX-2-A 


AUXILIARY OUTPUT 2-A 














■ 


13 


AUX-2-B 


AUXILIARY OUTPUT 2-B 














■ 


14 


STU-I'A 


STUDIO MONITOR OUTPUT 1-A 








a 








15 


STU'I'B 


STUDIO MONITOR OUTPUT 1-B 








■ 








16 


STU-2-A 


STUDIO MONITOR OUTPUT 2-A 








■ 








17 


STU-2-B 


STUDIO MONITOR OUTPUT 2-B 








■ 








18 


C-1-1-A 


CONNECT. Cl (CHI) INPUT 1-A 












^■1 




19 


C»1-1«B 


CONNECT. Cl (CHI) INPUT 1-B 










'k/m 




20 


C«1-2«A 


CONNECT. Cl (CH2) INPUT 2-A 










k/m 




21 


C«1«2«B 


CONNECT. Cl (CH2) INPUT 2-B 










k/m 




22 


C-2-1-A 


CONNECT. C2 (CHI) INPUT 1-A 












■ 




23 


C-2-1-B 


CONNECT. C2 (CHI) INPUT 1-B 












■ 




24 


C»2«2»A 


CONNECT. C2 (CH2) INPUT 2-A 












■ 




25 


C«2«2»B 


CONNECT. C2 (CH2) INPUT 2-B' 












■ 





* warden als E ingange der Studio- Moni torerwei terung 
belegt , beim E insatz der AUX MONITOR CR/STUOIO-Einhei t 

1 .960.452 



Ein Abgriff der Ein-/Ausgangssignale er folgt di rekt* am 
D-Stecker auf ein kundenspez i f i sches Vertei lersystem, Od- 
er uber die Anschlussbox 1 .960. 154 (Option) . 

* (Anschlusskabel mi t 25pol D-Stecker : Best. Nr .1 .960.063) 



Anschlussnumer ierung 



STUDIO MON. STECKER 
an 

STUDIO MONITOR 

1 .960.501 


KABELSTECKER STUDIO MONITOR 
zu 

- Anschlussbox 1 .960.154 

- Anschlusskabel 1 .960.063 


D-TYP MANNLICH 


D-TYP WEIBLICH 






ANSICHT 






ANSICHT 


PIN 


KABEL-FARBE 


. . QCT TC 


! ‘AT ' F T TF 






uILuinCIv OuJL iL 


L. U 1 O u X 1 u 








71T 


TT] 




01 


wht 




• 






02 


brn 






• 




03 


grn 




• 






04 


yel 






• 




05 


gry 




• 






06 


pnk 






• 




07 


blu 




• 






08 


red 






• 




09 


blk 




• 






10 


vio 






• 




11 


pnk/gry 




• 






12 


red/blu 






• 




13 


grn/wht 




• 






14 


grn/brn 






• 




15 


yel/wht 




m 






16 


yel/brn 






• 




17 


gry/wht 




• 






18 


gry/brn 






• 




19 


pnk/wht 




• 






20 


pnk/brn 






# 




21 


blu/wht 




A 






22 


brn/blu 




w 






23 


red/wht 




Hi 






24 


red/brn 










25 


blk/wht 
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2.2.6 Signal! sat ion 




Es stehen zwei Signal i sat ionssys t erne zur Verfugung: 
1 . Studio-Signalisat ionseinr ichtung 
Z.Faderstart-Einrichtung fur Wiedergabegerate 

1 .Studio-Signalisat ion 



Externe Speisung der S i gna I i sat i ons lampen : 

1 Spei sespannung: max .30VDC 

■ Belastbarkei t : max . 0, 1 A/S i gnal i sat ion sp fad 

■ Anschlusse: 

(-) an Signal i sat ions Leuch ten 

<+) uber Anschluss CP6-503 auf separate S i gnal i sat ions- 
Massefuhrung (GROUND SIGN) der CR MONITOR-Einhei t . 
(Keine Verb indung zwischen GROUND SIGN und OV^) ! 
Leuchten mit grosserem Leistungsbedarf (z.B. Tur- Oder 
Wandleuchten sind uber Re Lai s zu schaLten. Dabei warden 
mit Vortei I kontaktf reie (Halbleiter-) "Solid State Re- 
lays" eingesetzt , welche f rei von storenden Schalt impul- 
sen arbeiten. 

(z.B. STUDER SIGNAL DRIVE UNIT, fur direkte Ansteuerung 
vom Mi schpult , Spei sespannung ab Netz (110/ 220V) und in- 
terner Transformierung auf 24V-Lampen-Betr i ebsspannung : 
-> siehe Section 8 "OPTIONEN"). 

Interne Speisung der S i gna I i sat i ons lampen : 

■ Spei sespannung: -6V ab pult internem Netztei I 

■ Belastbarkeit : max . 0,1 A / S i gna I i sa t i onspf ad 

Diese SchaLtungsvar iante eignet sich insbesondere zur 
Tastenbeleuchtung Oder LED-Statusanzeigen von Bedie- 
nungseinhei ten. 

■ Anschlusse: 

Die separate Signali sat ions-Massefuhrung GROUND SIGN 
wird mit den pult internen 0V|_ verbunden CP6-50 -> P6- 

13. Bei Einsatz der Anschlussbox erfolgt dies an den 
entsprechenden Klemmen. 

Die Lampen-Spe i sespannung ist an Anschluss CP6-363, 
Oder an der entsprechenden Klemme der Anschlussbox , 
grei fbar . 

Ansteuerung 

CALL 

Die betat igte Impulstaste CALL auf der CR MONITOR-Ein- 
hei t akt iviert uber CP6-493 das Studio-Gelblicht . 

E ine im Studio installierte Impulstaste mit Anschluss 
an 0Vj_ CP6-1 3 ermogl i cht uber CP6-333 das Akt ivieren 
der gelben CALL-Led am Instrumentenpanel . 

READY 

Die eingerastete Drucktaste READY akt iviert die grune 
READY-Led am Mi schpultpanel und das Studio-Grunlicht . 

Es sind zwei Betr iebsmodi moglich; 

® Drahtbrucke [Will 3 nicht eingesetzt : 

Das Studio-Grunl 1 cht READY er I i scht bei akt ivier tern 
Studio-Rotlicht STUDIO ON. 

■ Drahtbrucke (Will 3 eingesetzt : 

Der Status des Studio-Rot I i chts STUDIO ON hat keinen 
Einf luss auf das Studio-Grunlicht READY. 



Die S t ud i o-S i gna I i sa t i onse i ne i c h t ung stel It drei Moglich- 
kei ten zur optischen Kommunikat ion zwischen Regie und 
Studio zur Verfugung. Es si nd dies : 

■ STUDIO ON Warnsignal (Rotlicht) , 

1 READY Berei tschaf tssignal (Grunlicht) , 

■ CALL Auf ruf signal (Gelblicht) , 

Die Drucktasten zur Akt i vierung der Signali sat ion be fin- 
den sich auf der CR MONITOR-E inhei t . Am Instrumentenpanel 
angeordnete LED's entsprechenden Farbe zeigen den Signa- 
l isat ionsstatus an. 

Alle E in- und Ausgange der Studiosignali sat ion sind am 
SOpoligen D-Stecker (P6) der CR MONITOR-Einhei t grei fbar 
und f uhren auf die Anschlussklemmen der Anschlussbox (Op- 
tion) . Hi er erfolgt der Anschluss der Signalisat ionsein- 
r ichtung des Studios. 

Die Spei sung der Signalisat ions leuch ten erfolgt wahlweise 
von der pult intern auf berei teten -6V-Spannung, Oder von 
einer externen Spannungsquelle. 

Die entsprechenden Anschlussvar ianten zeigen die Aus- 
schni tte a) und b) obenstehender Abbi Ldung: 



STUDIO ON 

Die eingerastete Drucktaste STUDIO ON akt iviert die 
rote STUDIO ON-Led und das Studio-Rotli cht, wenn foL- 
gender Betr iebsstatus mindestens einer MONO-E ingangs- 
einhei t erstellt wird: 

- Mikrofoneingang (MIC) angewahlt 

- Flachbahnregler geof fnet 

- mindestens eine Summen-Samme I sch i ene angewahlt 

- MUTE-Taste ni cht akt iviert 

- Ausgangseinheit : mindestens ein MASTER-F lachbahnregler 

geof fnet . 

Die Er f ul lung al ler Voraussetzungen erzeugt das MIC SIGN 
OV-Signal und bringt , uber die gedruckte Taste STUDIO ON, 
das Relai s zum Anziehen, was ein Akt ivieren des Studio- 
Rot li chts zur Folge hat . 
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2.Faderstart-Einn'chtung 



Jede E ingangseinhei t stellt einen Relai s-Arbei tskontakt 
zur Verfiigung, uber weLchen Zuspielmaschienen durch das 
bffnen von F LachbahnregLern gestartet warden konnen. 

Das Fernsteuer-SchaltreLai s einer Eingangseinheit wird 
dklivierL, wenn folgende Vorausset zungen erfuLLt aind; 

- Lei tungseingang (LINE) angewahlt (MONO-Eingangseinhei t ) 

- F Lachbahnregler geof f net 

- mindestens eine Summen-Sammelschiene angewahlt 

- keine MUTE-Taste aktiviert 
Ausgangsei nhei t : 

- mindestens ein MASTER-F lachbahnregler geof f net . 



2.2.7 E 1 ngangserwei terung durch Mischpultkopplung 



Rei Chen fur den Anwender die zur Verfugung stehenden E in- 
gangseinhei ten eines Mi schpultes nicht aus , bestehen zwei 
Moglichkeiten zur Erweiterung. Sie unterscheiden sich wie 
folgt : 

1 .Kopplung autonomer MischpuLte 



mi t Koppelk i t 1 .960.067 fur Mi schpulte mi t PPM-Pegel , 
Oder 1.960.068 fur Mischpulte mit VU- Pegel, 

bestehend aus Verbindungspr int zum Einbau in Hauptpult 
und Verbi ndungskabel mi t SOpol D-Stecker zum Anschluss 
an den CR MONITOR-Ausgang des Erweiterungspultes . 

(E inbauanlei tung, siehe Kap. 8 "OPTIONEN"). 

Bei dieser Anwendung werden zwei Coder mehrere) , auch au- 
tonom einsetzbare Mischpulte miteinander zum Verbund ge- 
schaltet . Dabei werden alle Ausgange, wie Summen-, Hi If s- 
summen- und PFL-Ausgange des Erweiterungspultes auf die 
entsprechenden Sammelsch i nen des Hauptmischpultes ge- 
fuhrt. Letzteres muss mi t dem Verbindungspr int 
1 .960.065/066 ausgerustet sein. Er adapt iert die Aus- 
gangspegel des Erweiterungspultes, uber Abschwacherwider- 
stande, auf die Sammelschienenpegel des Hauptpultes. Der 
Abgriff der Ausgangssignale am Erwei terungspult er folgt 
am SOpol D-Stecker der CR MONITOR-Einheit . 

Vors i cht : Mi t der Ankoppelung eines Mi schpultes an ein 

Hauptpult , werden die XLR-Ausgange der Erwei terungsein- 
heit asymmetr 1 sch ! 




2 . Eingangserweiterung durch SLAVE-PuLt 



Die als Spez ialausf uhrungen erhaltlichen SLAVE-Pulte ent- 
sprechen in den Abmessungen den Mi schpulttypen 961, resp. 
962, sind jedoch ausschliesslich mi t E i ngangse i nhe i ten 
bestuckt . Sie ermogl ichen eine Erwei terung der Eingange 
eines Hauptpultes urn 12, resp. 18 Eingange durch direkte 
Sammelschienen-Kopplung. 

SLAVE-Pulte sind in f olgenden Ausfuhrungen erhalt lich; 
fur 12 zusatzliche Eingange; 

961 /2CH+3CH fur Stereo und 3CH-Hauptpulte Nr .71 .029.61029 
961/4CH fur 4CH-Hauptpulte Nr .71 .029.61049 

fur 18 zusatzliche Eingange: 

962/2CH+3CH fur Stereo und 3CH-Hauptpulte Nr .71 .029.62029 
962/4CH fur 4CH-Hauptpulte Nr .71 .029.62049 

In der Lieferung des SLAVE-Pultes inbegr i f fen sind Ver- 
bindungskabel und der, im Hauptpult einzubauende Verbin- 
dungspr int CEinbauanlei tung, siehe Kap. 8 "OPTIONEN" ) 
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2.3 ANWENDUNGS-BEISPIELE 



NachfoLgende Auf stel Lungen typi’scher Anwendungsbe i spi e Le 
konnen, infolge des kompLexen Einsatzspektrums dieser 
Mi schpuLtrei he, keinen Anspruch auf VoLLstandigkei t erhe- 
ben . Si e bezwecken LedigLich eine Hi If esteL Lung bei der 
Adapt i un auf anwenderspe^ 1 f 1 burie BedCir f n i tsse . 



2.3.1 Einfache Mi krof on-Auf nahme 



Auf gabesteUung: 

Bandauf zei chnung eines Studiogesprachs 



m ^ikrofon^ 

Mi krof one an Mi krof on-E i ngange MIC der gewunschten MONO- 
Eingangseinhei ten anschLiessen. 

Bei Verwendung phantomgespeister Mi krof one; 
Phantomspeisung durch Drucken der Taste PHANTOM auf der 
entsprechenden E i ngangseinhei t durchschalten . 

1 Tonbandgerate 

Aufnahme- und WiedergabekanaLe der Tonbandgerate werden 
uber den SOpoLigen D-Stecker MONITOR mit dem Pult verbun- 
den. 

Auf nahmekanaLe alter Tonbandgerate parallel auf die Sum- 
menausgange I OUT 1...4 fuhren. 

Wi edergabekanale von zwei Tonbandgeraten an Abhorei ngange 
TAPE1 und TAPE2 anschliessen. (Ermoglicht die Hinterband- 
Kontrolle) . 

Sol len die Ausgange der Tonbandgerate auch uber die Ein- 
gangseinhei ten auf das Pult gefuhrt werden, ist das Wie- 
dergabesignal parallel auf den Abhoreingang TAPE und den 
gewunschten Lei tungs- (LINE) oder Hochpegel- (HL) E ingang 
zu schalten . 

■ Kopfhorer 

Zum Abhor en der Pult-Ausgangsignale, Oder der am Monitor- 
Wahltastensatz angewahlten Signalquelle. 

Kopfhorer an einer der bei den Kopf horerbuchsen auf der CR 
MONITOR-E inhei t anschliessen ( fur wahlweise akt ivierten, 
Oder stummgeschalteten Kontroll-Lautsprecher ) . 

1 REGIE MONITOR-Lautsprecher 

Anschluss uber Lei stungsver starker an D-Stecker MONITOR 
OUTPUT. 

■ Kommando / Studio-Einspielen 

Kommandosignal Regie ~> Studio TB STUDIO, abgrei f bar am 
D-Stecker MONITOR der CR MONITOR-Einhei t . 

An diesem Ausgang kann di rekt ein Kopf horer , Oder uber 
einen Lei stungsver starker , ein STUDIO MONITOR-Lautspre- 
cher angeschlossen werden . Reg i eanwe i sungen gelangen so 
vom pult internen TB-Mi krofon mit Mi krofonver starker auf 
den Kopfhorer, resp. Lautsprecher im Studio. 

In Erwei terung des Pultes mi t der STUDIO MONITOR-E inhe it 
(AUX MASTER / STUDIO MONITOR 1 .960.501) konnen uber die 
Studio-Ausgange des 25poligen D-Steckers STUDIO Lautspre- 
cher-Verstarker angeschlossen werden. Ebenfalls wird das 
Kommandosignal uber diesen Ausgang zugeschaltet . 

Auch besteht die Moglichkeit ein dem Studio zugeordnetes 
Gegensprechmi krofon anzuschliessen, sodass (auch bei ge- 
schlossenen Eingangs-Flachbahnreglern) eine Verstandigung 
zwi schen Regie und Studio gewahrleistet ist . 
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2.3.2 Produktion eines gemischten Stereoprogramms 
Aufgabestel Lung: 

Bandauf zeichnung oder Direktsendung eines gemischten 
Programms aus Li ve-Kommentaren, Bei tragen ab Band und 
Schal Iplatte 

■ Plattenspieler und TonbandgerSte 

Die Zuspielgerate werden uber HochpegeL-E ingange mit dem 
Putt verbunden. 

Stereoquel ten beLegen je einen STEREO-HL-E ingang, oder 
zwei MONO-E i ngangse i nhe i t en , deren Summenanwahl CH1 , 

resp . CH2 entsprechend vorgewah Lt wird. 

i HilfskanSle AUX 

Dami t die Mi twi rkenden im Studio ab Band oder Schal Lplat- 
te eingespielte Be it rage mithoren konnen, werden diese 
uber den Hi If sausgang AUX1 zusammengemi scht und auf Kopf- 
horer oder Lautsprecher dem Studio zuruckgespielt . Bei 
Kopf horerbetr ieb konnen auch die AUX-Ausgangsregler ge- 
6f f net werden . Bei Laut spree her be tr i eb mussen diese Reg- 
ler geschlossen b lei ben, urn akust ische Ruckkopplung zu 
vermeiden . Bei betat igter Kommandotaste TB AUX1 werden 
Regie-Anwei sungen ins Studio geschaltet . 



2.3.3 Orchesteraufnahme 
AufgabestelLung: 

Bandauf zeichnung eines Orchesterspiels . 

Inf olge der trockenen Akust i k des Studioraums ist dem 
Haupt- und Soli stenmi krof on Nachhall bei zumischen. 

1 Mikrofone, TonbandgerSte und Moni torlautsprecher 

werden wie bei den vorgangi g besprochenen Beispielen an- 
geschlossen. 

1 Stereomi krof one 

werden vorzugswei se auf nebene i nander I i egende Kanale ge- 
schaltet . Mi t einer Stereobrucke Lassen sich dann die 
Flachbahnregler des Stereopaares koppeln und gemeinsam 
regeln, z.B. Hauptmikrofone und Raummikrofone. 

■ Nachhallgerat 

Die Nachhal Izumischung erfolgt uber einen der beiden 
Hi If skanale AUX1 oder AUX2. 

Zur Unterstreichung eines rauml ich akustischen Eindrucks 
besteht vielfach die Notwendigkeit, dem Hallgerat ein 
Verzogerungsglied vorzuschalten . Der Stereoausgang des 
Hal Igerates kann uber die Lei tungseingange f reier Ein- 
gangseinhei ten oder , bei Belegung alter E ingange, uber 
die Hochpegele ingange der Summeneinheiten zugemischt wer- 
den. 

Bei gezogenem AUX-Ausgangsregler (Stellung PF) hat die 
Stellung des Flachbahnreglers keinen Einf luss auf das, 
mit Hall versehene Signal . 
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2.3.4 Duplex mi t zwei Nebenstudios 



AufgabestelLung; 

Auf zei chnung Oder Direktsendung einer Diskussionsrun- 
de zwischen einem Gesprachslei ter im Lokalstudio und 
zwei Gesprachspartnern in je einem externen Studio. 

Die Dibkusbiuribtei Lnehmer in den externen Studios ho- 
ren sich gegenseitig, sowie den Gesprachslei ter im Lo- 
kalstudio. Eigene Bei trage sind fur die Diskussions- 
tei lnehmer nicht ruckhorbar (Ruckkopplung) 



■ Hi If sausgange AUX1 und AUX2 

uber je einen Hi If sausgang wird fur die bei den Aussenstu- 
dios ein Mi thor signal zusammengemischt , welches jeweils 
die Bei trage des anderen Aussenstudios und des Lokalstu- 
dios enthalt . Die Einspielung erfolgt uber Kopfhorer Oder 
Lautsprecher . Die Wi edergabe uber Lautsprecher darf die 
Verstandlichkei t des Programms, infolge ungunst iger Auf- 
stellung (direkte Beschallung des Mi krofons) Oder zu hohe 
Lautstarke, nicht beeintracht igen (Ruckkopplung). 



EXTERN STUDIO A LOCAL STUDIO EXTERN STUDIO B 




2.3.5 Quiz mit Quizmaster und zwei Teams 



Aufgabestellung: 

Zwei Teams in getrennten Studios (A/B) stehen im Wett- 
kampf bei der Beantwortung vom Quizmaster (Studio C) 
gestel Iter Fragen. 

Be i de Teams horen uber Lautsprecher den Quizmaster, 
ab Band Oder Schallplatte eingespielte Musikbeispiele, 
sowie, zei tweise, den Bei trag des gegner ischen Teams . 
Der Quizmaster hort das gesamte Programm uber Kopfho- 
mi t . 



■ Hi If sausgange AUX1 und AUX2 

Kommentare vom Quizmaster und Bei trage ab Band und Platte 
werden uber je einen separaten Hi If se ingang gemi scht und 
uber Lautsprecher den bei den Teams zugef uhrt . E in Bei trag 
eines Teams kann, wenn gewunscht , dem gegnerischen Team 
zugef uhrt werden (durchbrochen dargestellter Si gnalpf ad) . 



STUDIO A STUDIO C STUDIO B 
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2.3.6 Playback-Aufnahmen 



AufgabesteL Lung: 

Mehrkanal-Bandauf nahme eines Gesangstuckes mi t Orches- 
terbeglei tung (8 Mann) im Playback-Verfahren in mehre- 
ren, zeitlich verschobenen Si tzungen. 



1 .Sitzung Instrumentalauf nahme (Spuren 1 und 2) 

m Aufnahme rhythmusbest immender Instrumente (Schlagzeug/ 
Bass) auf Spuren 1 und 2. 

2 .Sitzung Instrumentalauf nahme (Spuren 3 und 4) 

1 Spurauf zeichnungen 1 und 2 von der ersten Sitzung war- 
den uber den Taktspurausgang der Bandmaschine (SYNC) 
auf die AUX-Sammelschiene gemischt. 

■ Synchron zu dieser Modulat ion erfoLgt die BespieLung 
der Spuren 3 und 4 durch das Orchester in gewunschter 
Besetzung . Die Musiker horen uber Kopfhorer ein, uber 
den Hi If sausgang AUX1 gemi schtes Signal aus ihrer lau- 
fenden Produktion und dem Wiedergabesignal der Taktspur 
1+2. 

Zugunsten eines maximalen Gerauschabstandes sind alle 
Spuren voll auszusteuern . 

Schon in dieser S i tzung kann best immten Instrumenten 
Nachhal I beigemi scht werden, wenn diese mi t nicht zu 
verbal lenden Instrumenten auf gleiche Spuren auf genom- 
men warden. Bei getrennter Aufnahme wird der Hall mit 
Vortei I erst bei der Abmi schung der Gesamtauf nahme 
(Mi xdown-Si tzung) bei gemi scht . 



1st SESSION 2^^ SESSION 3*^^ SESSION 4^>^ SESSION 




ck 

CM 

fO 


<0)CH 

l*th 


6 


1*^ 




STUDIO 




A 












CONTROL ROOM 



/7" 



SYNC 
CH 1/2 

tt 



/TTZ 



SYHC 
CHI . . .4 

tttf 



mrwf 

1 i ^ .1 T ‘ ♦ * 

ra 

teePROcycTiOM] 



RECORO 



3. Si tzung Vokalaufnahme (Spuren 5. . .8) 

■ Spurauf zeichnungen 1 . . .4 der ersten und zwei ten Sitzung 
warden uber den Taktspurausgang der Bandmaschine (SYNC) 
auf die AUX-Sammelschiene gemi scht und auf die Kopfho- 
rer des Sangers gespielt . 

■ Synchron zu di eser Modulat ion erfolgt die Aufnahme des 
Gesangs in vier verschiedenen Fassungen zur Auswahl, 
auf die Spuren 5 ... 8. 

4. Sitzung Mi xdown 

Nach erfolgreicher Auf zei chnung al ler Instrumental- und 
Vokal- Komponenten auf die entsprechenden Spuren des Mas- 
terbandes, werden diese zur Gesamtauf nahme auf ein Toch- 
terband zusammengemi scht . 

Hierfur werden die Ausgange der Mehrkanalmaschine an Lei- 
tungseingange, und di e E i ngange der Tochterband-Auf nahme- 
maschine an die I-Ausgange des Mi schpultes angeschlos- 
sen . 

Die einzelnen Instrumentalauf nahmen werden mit der ge- 
wunschten Fassung der Vokalaufnahme zusammengemi scht und, 
wenn nbtig, inbezug auf Entzerrung und Verbal lung nachbe- 
arbeitet , Fur Entzerrungszwecke und Klanggestaltung wer- 
den pult intern zur Ver f ugung stehende F i Iternetzwerke 
zugeschal tet . 

E ine Verbal lung einzelner Aufnahmekomponenten (Spuren) 
erfolgt unter Durchschaltung des entsprechenden Hi If saus- 
ganges auf die Sammelschiene der Hilfssumme AUX2, an de- 
ren Ausgang das Hal Igerat angeschlossen ist . uber noch 
freie Hochpegelei ngange werden Hal Ikomponenten der ge- 
wunschten 2-Sammelschiene zugemischt . 



INPUTS 












1 2 3 4 5 6 7 8 
^ ^ ^ ^PUT^ ^ ^ 



AUX1 
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2.3.7 Stereo Aufnahnie“/Sendestudio 
K on f i gur at ■; onfi-Be i sp i e L 

NachfoLgendes BeispieL zeigt den systemgebundenen Einsatz 
des RegiepuLtes STUDER 962 in einem Stereo Auf nahme~/Sen- 
destudio. 

Mischung und KontroLLe des Sendeprogramms uber 
STUDER 962, ausgeriistet mit: 

■ 7 MONO-E ingange 

■ 8 STEREO-ZHOCHPEGEL-Eingange 

■ 2 SUMMEN-Ausgange 

■ 1 CR MONITOR 

■ 1 AUX-MASTER/STUDIO MONITOR 

■ 1 Monitor-Erweiterung CR/STUDIO 

ALs Programmquel ten sind vorgesehen; 

■ 2 Bandmaschinen fur Aufnahme und yiedergabe 

■ 2 Plattenspieler 

■ 1 Band-Kassettengerat 

■ 7 Mikrofone 

■ 2 Stereo-Post lei tungen 

Opt ionen: 

■ 1 TeLefon-Verstarker (STUDER TELEPHONE HYBRID) 

■ Cartr idge-Gerat 

■ NachhaLL-Einheit 

ZusatzLiche Gerate wie Lei stungsverstarker , Ausgangsver- 
teiler und Signalisationssteuerungen sind in einem 19”- 
Rack untergebracht . 

Im Studio steht eine Sprecher-Box zur Verfugung, yeLche 
foLgende MogL ichkei ten bietet: 

■ Rauspertaste fur eigenes Mikrofon 

■ Kommandoabgabe an Regie 

■ Studio-Lichtsignalisation rot/grun/gelb, wobei das 
GeLbsignal der Regie aktiviert werden kann 

■ KopfhoreranschLuss mit Lautstarkestel Ler und UmschaLter 
fur AbhorqueUenwahL Oder KommandoeinspieLung. 



MischpuLt 

1 . 960.221 

1 .960.251 
1 .960.321 
1 .960.420 
1 .960.501 
1 .960.452 






iTyp[i[M] 
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3.1 MONO-EINGANG 1 .960.221/241 



Versionen - fur Stereo- und 2-KanaL Mi schpuLte: 1 .960.221 
- fur 4-Kanal Mi schpulte : 1 .960.241 

Uni verseLle Eingangseinheit zur Verarbei tung einer mono- 
f onen S i gnalquel Le, resp. eines Kanals einer stereof onen 
S ignalqueL Le, mi t Mi krof on- bis Le i tungspege L . 

3.1.1 E ingangs-VorwahL C3] 



Mi t dem EingangswahlschaLter [31 Lassen si ch drei Signal- 

queUen anwahLen: 

1 .Mikrofon-Eingang MIC ED] 

Symmetr i sch , erdf reier Mikrofon-E ingang mi t E i ngangs- 
ubertrager= E i ngangsempf i ndl i chke i t • -69 . . = -9dBu # in vier 
1 5dB-Stuf en wahLbar an Stuf enschaLter [31 ; dazwi schen 
stuf enLose FeineinsteUung im Bereich 0 . . . 1 5dB, an zent- 
ralem Potent iometer C23 . 

Mikrofon Phantomspeisung PHANTOM C43 

Bei gedruckter Taste C41 wird ein angeschlossenes Konden- 
satormikrofon von der puLt intern aufberei teten 48V-Phan- 
tom-Speisespannung versorgt . 

Z.Leitungs-/ Hochpegel-Eingang LINE/HL INPUT EE] 

Symmetr i sch , erdf rei er Lei tungs-/ Hochpege L-E i ngang mi t 
E ingangsubertrager . Eingangsempf indlichkeit : -9...+21dBu, 
in zwei 1 5dB-Stuf en wahLbar an Stuf enschaLter [31; dazwi- 
schen stuf enLose FeineinsteLLung im Bereich 0. . . 15dB, an 
zentraLem Potentiometer C2] . 

3. Test gener at or-E ingang GEN 

Vom puLt internen Generator CAUX-/K0MMAND0-Einhei t ) , 
uber separate Vertei Lersch i ene durchschaLtbares, an Po- 
tent iometer C23 im PegeL urn 0. . . 15dB var i ierbares Test- 
s i gnaL , fur Einmess- und S ignaL i sat 1 onszwecke (z.B zur 
I dent i f i kat ion von AusgangsLei tungen) . 

3.1.2 F i Ltersekt ion 



1 . Tiefensperre (Hochpass) E63 

ZuschaLtbares Hochpassf i Lter mi t einer Grenzf requenz 
von 75Hz und einer Dampfung von 12dB/0ktave. Bewirkt 
Unterdruckung t i ef frequenter Stors i gnaLe wie TrittschaLL, 
Korper scha L L , RumpeLgerausche von PLattenspieLern, etc . 

2. Equalizer EQ IN E103 

ZuschaLtbarer Facherentzerrer mi t Hohen- und T ief enf i L- 
t er , kombiniert mi t einem Prasenz-ZAbsenzf i Lter , zur Fre- 
quenzgangkorrektur und KLanggestaLtung. 

Hohenf i Lter TREBLE : E73 Anhebung/Absenkung 20kHz ±1 5dB 

Tief enf i Lter BASS : C93 Anhebung/Absenkung 20Hz ±1 5dB 





1.960.--* 



221 



241 
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Prasenz-ZAbsenzf i Lter : C83 Mi ttenf requenz 150... 7000Hz 

Anhebung/Absenkung ±11 dB 




3.1.3 PhaseschaLter 0 C5] 

Die gedruckte Taste C5] bewirkt die Phaseninvert ierung 
des angewahlten Eingangsignales. 

Anwendungsbei spiel : Schnelle Phasenkorrektur eines ver- 

polt angeschlossenen Mikrofons. 



3.1.6 Panorama-SteUer PAN C143 

Das uber den Panoramastel ler geleitete NF-Signal wird in 
ein L- und R-Signal verzweigt und je einer separaten I- 
Sammelsch i ene zugef uhrt (entsprechend der Summenanwahl) . 
In Mi ttenstellung M werden be i den Sammelschienen ident i- 

-»i 4- I iirw/-. D ■; /- U4-I 

u. .V.. vv^yv.. u>.y «v, . . x i v, 1 1 ^ w . . y ^ 

einordnung erfolgt entsprechend den Markierungen L und R . 
In den Extremstel Lungen des Potentiometers (Anschlag) 
wird der gegenuber L iegende Signalzweig stummgeschaltet . 
Die Zuschaltung des PanoramasteLlers erfolgt je nach Aus- 
fuhrung der Eingangseinheit ; 

4CH-Versionen: 

Panoramastel ler [14] , (Zug~/Druckschalter ) ziehen. 
2CH~Versionen: 

Summenanwahltasten 1131 CH1+CH2 gemeinsam einrasten. 



3.1.7 Summenanwah I 



CH1... [133 



Abhangig von der Mischpult-Version und der eingesetzten 

Eingangseinheit unterscheidet sich die Bedienung in der 

Summenanwahl wie folgt ; 

1 .960,221 -ZCH/ZSWITCH (2-Kanal-& Stereo-Mi schpulte) 

Zwei Druckschalter zur getrennten Anwahl der Sammel- 
schienen XI und 12. 

1 .960.241 -4CH/4SWITCH (4-Kanal-Mischpulte) 

Vier Druckschalter zur getrennten Anwahl der Sammel- 
schienen XI, X2, X3 und X4 . 

3.1 .8 PFL-Ausgang [163 



3.1 .4 PF-Einschleifpunkte PF INSERT [B3 

Zwei Bantam-Jackbuchsen am Anschlussf eld des Einschubs 
ermogl ichen das E inschlei fen externer F i Iternetzwerke, 
Ef f ektgeraten, etc . , Oder pult intern zur Ver fugung ste- 
hender Limiter-ZKompressorstufen. Die Einschlei fung er- 
folgt vor dem Flachbahnregler (PF) des Eingangkanals. IN- 
SERT-Ausgang und -Ruckfuhrung sind elektronisch symmet- 
riert. Der Einschlei f-Nominalpegel betragt +6dBu . 

3.1.5 Flachbahnregler FADER £173 

E ingangs-Pegelstel ler mit Bereich +10dB. . .-60dB. Bei ge- 
sch lossenem Flachbahnregler (Stellung ©) steuert ein End- 
kontakt diverse elektronische Kreise, wie Faderstart , 
Signalisation, Stummschaltung, etc . 

Stummschalt-Taste MUTE [153 

Die gedruckte Taste MUTE [153 bewirkt das Stummschalten 
des Eingangskanals (z.B. vorubergehendes Stummschalten 
eines Mikrofon-Einganges, ohne Veranderung von Betr iebs- 
parametern) . Die zugeordnete Status-LED leuchtet bei ak- 
t i vierter MUTE-Funkt ion. Die MUTE-Schaltfunkt ion ist uber 
eine extern angeordnete Taste f ernsteuerbar (Bananenbuch- 
se [A3 an Ansch lussf eld) . 

Faderstart HL SIGN [C3 

Zwei Bananensteckerbuchsen [C3 am Anschlussf eld stellen 
e i nen Relais- Arbei tskontakt fur Faderstart- Anwendungen 
zur Verfugung. Ein uber den Lei tungse ingang angeschlosse- 
ne Zuspielmaschine (Plattenspieler , Bandmaschine) kann 
mit dem bf f nen des Flachbahnreglers gestartet werden, 
wenn folgende Voraussetzungen erfullt sind: 

■ Eingangswahlschalter [33 in Position LINE, 

■ Summenanwah I sc ha I ter [133 gedruckt , 

1 Stummschalttaste MUTE [153 nicht akt iviert , 

■ Regler an angewahlter Summeneinheit geof fnet 



Die gedruckte Taste [163 leitet das vor dem Flachbahnreg- 
ler abgegr if fene NF-Signal auf die PFL-Sammelschiene. 
Dies ermoglicht ein Vorhoren des Eingangsignales, auch 
bei geschlossenem F lachbahnregler . 

3.1 .9 Hi Ifsausgange AUX1-AUX2 [11/123 

Zwei getrennt regelbare Hi Ifsausgange f uhren wahlweise 
das vor (PF) , Oder nach (AF) dem F lachbahnregler abge- 
gr i f f ene Signal auf je eine separate AUX-Sammelsch i ene . 
Die Wahl des Abgriffs erfolgt an den als Zug-/Druckschal- 
ter kombinierten AUX-Reglern. Die Hi Ifsausgange werden 
zur Hallmischung, als Playback-, Foldback- Oder Mithorka- 
nal eingesetzt . 

3.1.10 Ubersteuerungsanzeige OVERLOAD Cl 3 

Die auf leuchtende Led [13 signalisiert uberschrei tung 
eines maximal zulassigen Pegels, an ei ner von f unf uber- 
wachten, schaltungsinternen Stellen, wie INSERT-Ausgang 
und -Ruckfuhrung, vor und nach dem Flachbahnregler . 
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STEREO-/HOCHPEGEL-EINGANG 



1.960.251. 



Versionen: fur Stereo- und 2-KanaL-Mi schpuLte 1 .960.251 

mi t Equal i zer 1 .960.252 
fur 4-KanaL-Mi schpulte 1.960.253 

mi t Equalizer 1 .960.254 
Hue hpeye L-E i ngangse i nhe i t zur Verarbei Tung einer Stereo- 
Signalquelle mi t Lei tungspegel . 



3.2.1 Eingange 



HL INPUT CH1/CH2 CD] 



Stereofoner Hochpegeleingang, symmetr isch, erdfrei, mit 
E ingangsubertrager . 

Empf indlichkeit : Nach anwenderspez i f ischem Nennpegel in- 
tern abgegl ichen; fur Kalibr ierungen an Potentiometer 
GAIN [21 urn ±10dB just i erbar . 



3.2.2 Fi Itersektion 



Equalizer EQ IN C63 

Fur be i de Kanale gemeinsam zuschaltbarer Facherentzer- 
rer mit Hohen- und T i ef enf i Iter , kombini ert mi t einem 
Prasenz-ZAbsenzf i Iter zur Klanggestaltung und Frequenz- 
gangkorrektur . 

Hohenf i Iter TREBLE : 131 Anhebung/Absenkung 20kHz ±1 5dB 

T ief enf i Iter BASS : C 53 Anhebung/Absenkung 20Hz ±1 5dB 



20Hz 100Hz 1kHz 






20Hz 100Hz 1kHz 




Prasenz-ZAbsenzf i Iter : [43 Mi ttenf requenz 150.. .7000Hz 

Anhebung/Absenkung ±11 dB 



A 

^ MUTE 



^ MUTE^^ 



#mute0 



^ MUTE I 






lit 

t l -U+03 



252 253 
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3.2.3 Elnschlelfpunkte PF INSERT EB3 



Je zwei Ban tarn- Jackbuchsen pro KanaL, am AnschlussfeLd 
des Einschubs, ermogUchen das Einschlei f en, z.B. puLt in- 
tern zur Verf ugung stehender Limi ter-/Kompressorstuf en 
(auf Summeneinheit) , Oder externer F i Lternetzwerke, etc., 
rs 4 0 c 4 M 0 0 h 1 ^ 0 4 -f pijf-j u 4 - Q \'Qp dsft! F L 3 c HbaH Hr sg~ 
ler (PF) . INSERT-Ausgang und -Ruckfuhrung sind elektro- 
nisch symmetr iert . Der E inschLei f-Nominalpegel betragt 
+6dBu. 

3.2.4 Stereo-Flachbahnregler FADER C133 



Mechanisch gekoppeLter 2-Kanal-Pege Is teller mi t Bereich 
+10. . .-60dB. Bei geschlossenem F lachbahnregler (ro) 
steuert ein Endkontakt diverse elektroni sche Kreise, wie 
Faderstart , Signalisation, Stummschaltung, etc . 

Stummschalttaste MUTE C11 3 

Die gedruckte Taste MUTE C11 3 bewirkt das Stummschalten 
der Eingangskanale, ohne Veranderung der Fader-Position. 
Die zugeordnete Status-Led leuchtet bei akt ivierter MUTE- 
Funkt ion. Die MUTE-Schaltf unkt ion ist uber eine extern 
angeordnete Taste f ernsteuerbar (Bananensteckbuchse CA3 
an Anschlussf eld) . 

Faderstart HL SIGN CC3 

Zwei Bananensteckerbuchsen CC3 am Anschlussf eld stellen 
einen Relais-Arbei tskontakt fur Fader start-Anwendungen 
zur Verfugung. E ine angeschlossene Zuspielmaschine (Plat- 
tenspieler , Bandmaschine) kann mi t dem O'ffnen des Flach- 
bahnreglers gestartet werden, wenn folgende Voraussetzun- 
gen erfullt sind: 

■ Summenanwahlschalter C93 gedruckt, 

i Reg ler an angewah 1 1 er Summeneinheit geof f net , 

■ Keine Stummschalttaste MUTE akt iviert . 

3.2.5 Balance BAL C103 



Der als Zug-/Druckschalter kombinierte Balancesteller [83 
ist in gezogenem Zustand fur die Beeinf lussung der Kanal- 
Richtungszuordnung L-R wirksam. Bei gedrucktem Balance- 
steller i St die Kanalzuordnung ausgeglichen, unabhangig 
von der Stellerposition. 

3.2.6 Summenanwahl CH1+2/CH3+4 C93 



Die gedruckte Taste C93 bewirkt das geme insame Durch- 
schalten der bei den Kanalausgange auf die entsprechenden 
Summensammelschiene 21+2, resp. 21+2 Oder 23+4 bei 4CH- 
Mi schpulten . 

3.2.7 HilfsausgSnge AUX1-AUX2 C7/83 

Die zwei getrennt regelbaren Hi If sausgange fuhren das zum 
MONO-Signal zusammengef uhrte Eingangssignal bei der Kana- 
le. Der Abgriff des Signals erfolgt wahlweise am kombi- 
nierten Zug-/Druckschalter der Pegelstel ler : 

Steller gezogen = Abgr iff vor dem Flachbahnregler (PF) , 
Stel ler gedruckt = Abgr i f f nach dem Flachbahnregler (AF). 
Die Abmi schung der Hi If sausgangssignale erfolgt uber die 
Einheit der AUX-Summenausgange . 

3.2.8 PFL-Ausgang £123 

Die gedruckte Taste PFL £123 lei tet die, vor dem Stereo- 
Flachbahnregler und nach den Einschlei fpunkten abgegrif- 
f enen, kanalgetrennten Signale auf je eine separate PFL- 
Sammelschiene. Dies ermogl icht das Vorhoren eines E in- 
gangs ignales, auch bei geschlossenem Flachbahnregler . 

3.2.9 Ubersteuerungsanzeige OVERLOAD £13 



Die auf leuchtende LED £13 signal isiert Uberschrei tung 
eines maximal zulassigen Pegels, an einer der acht uber- 
wachten, schaltungsinternen Stellen ( INSERT-Ausgange und 
Ruckfuhrungen, vor und nach dem Flachbahnregler) . 
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3.3 SUHMEN-AUSGANG (HASTER) 1.960.321/341 

Versionen: fur Stereo- und 2-KanaL-MischpuLte: 1 .960.321 

fur 4-Kanal-Mi schpulte: 1 .960.341 

Die Summen-E inhei t vereinigt drei Funkt ionsblocke : 

■ Summenteil 

i Lirni ter/Kompressor-stute mi t eigenem EinschLei fpfad 

■ HochpegeLe ingang 

3.3.1 SummenkanaL MASTER 

X-FLachbahnregler [153 / X-Ausgang X OUT [E3 

Das von der zugeordneten X-Sammelschiene abgegrif fene 

NF-SignaL fuhrt zur gewunschten Abschwachung uber den 
FlachbahnregLer mi t dB- I i nearer Charakter istik an den 
symmet r i sc h , erdfreien X— Ausgang I OUT CE3. Bei gesch los— 
senem F Lachbahnregler Coo) steuert ein Endkontakt diverse 
elektroni sche Krei se, wie Faderstart , SignaLisat ion, 
Stummschaltung, etc . 

PF-Einschleifpunkte X-INSERT CB3 

Zwei Bantam-Jackbuchsen CB3 am Anschlussf eld des Ein- 
schubs ermogl i chen das EinschLei fen externer F i I ternetz- 
werke, Ef f ektgerate Oder pult i ntern zur Ver f ugung stehen- 
der Limi ter-/Kompressorstufen. Der E inschlei fpunkt befin- 
det sich vor dem FlachbahnregLer (PF) . INSERT- Ausgang 
und Ruckf uhrung sind elektroni sch symmet r iert . Der E in- 
schlei f-Nominalpegel betragt +6dBu. 

Summenkanal-Vorhor taste X-PFL [143 

Das unabhangi g von der F lachbahnregler-Stel lung abge- 
gr i f fene PF-Vorhors ignal wi rd mi ttels Tastendruck [143 
auf beide PFL-Samme Isch i enen gelei tet . Dies ermogl i cht 
ein Abhoren des Summenkanals, auch bei geschlossenem 
F lachbahnregler . 

3.3.2 Limiter / Kompressor 

Die Limiter / Kompressorstuf e, mi ttels Taste IN [33 zu- 
schaltbar , wi rd zur Pegel- (Limiter) und Dynami k- (Kom- 
pressor) Begrenzung eingesetzt . Sie kann wahlweise dem 
SummenkanaL zugeschal tet , Oder fur externe Anwendungen in 
den separaten L I MI TER/COMPR-E inschlei fpfad eingeschaltet 
werden (Taste [43 I/INSERT): 

1 . SummenkanaL X [43 

Die ausgerastete Vorwahltaste [4] (Position X) schaltet 
den Limi tertei L in den SummenkanaL (LED LIMITER leuchtet ) 
und dient der Pegelbegrenzung, zum Schutze der Ausgangs- 
Lei tung vor Uber steuerung . Der RATIO und der GAIN-Regler 
ist bei di eser Anwendung nicht w i rksam . Der Pegelgrenz- 
wert liegt be i +6dBu und lasst sich schaltungs i ntern ab- 
g lei chen . 

Stereokopplung LINK [23 

uber die eingerastete Taste LINK [23 werden die Limi ter- 
Regelkrei se der Summene inhei ten, uber welche ein Signal 
verarbei tet wird, mi teinander gekoppelt . Dies bewirkt 
eine Ver starkungsrege lung, bei der die Regelgrosse vom 
Kanal mi t der jeweils hoheren Steuerspannung best immt 
wird. 

Ein GAIN REDUCTION METER am Instrumentenpanel zei gt die 
Verstarkungs-Redukt ion durch den Limi ter an. 

2. L i mi ter /Kompressor-E inschlei fpfad INSERT [43 

Bei eingerasteter Vorwahltaste [43 (Stellung INSERT) 
steht der Limi ter /Kompressor-Scha It krei s an den symmet- 
rise h ausgelegten Kl inkenbuchsen [C 3 zum EinschLei fen in 
den PF-E insch lei fpfad ei ner beliebigen E i ngangs- Oder 
Summene inhei t zur Ver fugung. 

Folgende Parameter der Limi ter-/Kompressor funkt ion konnen 
verandert werden: 




1.960.-- 



321 



341 





961/962 



D3/8 



BT[yP[E[M] 



Kompressionsverhaltnis RATIO C6] 

1:1,5 bis Limi ter-Charakterist ik 1:20 
RuckLaufzeit RELEASE ISl 

Die RuckLaufzeit kann an Potentiometer C53 beeinf Lusst 
werden, ist jedoch abhangig vom zu bearbei tenden Pro- 
gramm. 

Kanalversi«rkyriy GAIN £13 

Der Limiter/Kompressor-Einschlei fpf ad verfugt am E in- 
gang uber eine eigene, an Potentiometer GAIN Cl 3 ein- 
steUbare KanaLverstarkung. Sie steht , auch bei ausge- 
schaltetem Limiter/Kompressor , fur beliebige Anwendun- 
gen zur Verfugung. 



3.3.3 Hochpegel-E ingang HL INPUT 

E ingang HL INPUT CD3 

Symmetr isch, erdfreier Hochpege L-E i ngang . Die E ingangs- 
empf indlichkeit ist schaltungsintern auf anwenderspezi f i- 
schen Nennpegel abgLeichbar . 

Pegelsteller INPUT C133 

An Potentiometer INPUT C73 erfolgt die gewunschte Ab- 
schwachung des Eingangsignales . 

Stummschalttaste MUTE [143 

Die gedruckte Taste MUTE C133 bew i r k t das StummschaLten 
des Hochpegeleinganges, ohne Veranderung des Kanal-PegeL- 
stelLers [73 . Die zugeordnete Status-Led Leuchtet bei ak- 
t i vierter MUTE-Funkt ion . Die MUTE-Schalt funk t ion ist uber 
eine extern angeordnete Taste f ernsteuerbar (Bananenstek- 
kerbuchse CA3 an AnschlussfeLd) . 

Panorama Steller PAN C123 

Das liber den Panoramastel ler geleitete NF-SignaL wird 

in ein L- und R-SignaL verzweigt und je einer separaten 
I-Sammelschiene zugefiihrt (entsprechend der Summenanwahl 
Cl 1 3 ) . In MittensteUung M werden bei den Sammelschienen 
ident ische SignaLe zugefuhrt . Eine Verlagerung der Rich- 
tungseinordnung erfoLgt entsprechend den Markierungen L 
und R . 

Die Zuschaltung des PanoramasteUers erfolgt je nach Aus- 
fuhrung der MASTER-E i nhei t ; 

4CH-Versionen: 

Panoramasteller C123 gezogen (mit Zug-/Druckschalter ) . 
2CH-Versionen: 

SummenanwahLtasten Cl 1 3 CH1/CH2 gemeinsam gedruckt. 

Summenanwahl CHI . . . Cl 13 

Die gedruckte Taste schaltet den Hochpege lei ngang auf 
die entsprechende I-Sammelschiene durch . 

Vorhortaste zu Hochpege lei ngang HL-PFL [83 

Das unabhangig von ’der Pegelsteller-Posi t ion C73 abge- 
gr i f f ene PF-Vorhorsignal wird mi ttels Tastendruck £83 auf 
be i de PFL-Sammelschienen geleitet . 

Hilfsausginge AUX1*AUX2 [9/103 

Zwei getrennt regelbare Hi Ifsausgange fuhren wahlwei se 
das vor , Oder nach dem HL-Kanal-Pege I steller abgegr i f fene 
NF-Signal auf die bei den AUX-Sammelsch i enen . 

Steller gezogen = Abgr iff vor dem HL-Pegelstel ler (PF) , 
Steller gedruckt = Abgr iff nach dem HL-Pegelsteller (AF) . 
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3.4 CR MONITOR 1 .960.420 

Zentrale Abhoreinhei t, beinhaltend: 

■ REGIE MONITOR-KanaL mi t 9 Anwah Ltasten zur Durchschal- 
tung von Abhorquel Len auf die Regi e~Moni tor Lautspre- 

cher . 

s PFL-KanaL zur Our chschal lung det> Vuchui signals auf die 
Vorhorei nr i cht ungen wie Kopf horerausgange, PFL-Kon- 
trol L-Lautsprecher , Oder Regi e-Mon i tor taut spree her . 

■ STUDIO-S i gnat i sat i onsei nr i chtung fur Rot-, Gelb- und 
Grunl i cht-SignaLi sat ion . 

■ Umschalttaste fur Aussteuerungsanzeige. 

3.4.1 REGIE-Monitortei L 
Wah Ltasten C1 = = =9] 

Neun, sich gegensei t i g auslosende Que LI enwah ltasten er- 



moglichen das Durchschalten nachf olgender Abhorsignale 
auf die REGI E-Mon i tor I aut spree her (resp. deren Endver- 
starker ) : 

Cl] a) vom Anwender def inierbare Signalquelle RES 

b) mi t Mon i tor erwe i terung ; 

an AUX MONITOR CR angewah Lte Signalquelle AUX 

C2] vom Anwender def inierbare Si gnalquel le RES 

C3] Signal ab PFL-OQ-Verstarker L/R PFL 

C43 Si gnal ab Hi If ssummenausgang AUX2 

C51 S i gnal ab Hi If ssummenausgang AUX1 

[61 Tonbande ingang (Hinterbandkontrolle) TAPE2 

C7] Tonbandeingang (Hinterbandkontrolle) TAPE1 

C8] a) 2CH-Mi schpult : f rei def inierbare Si gnalquelle RES 

b) 4CH-Mi schpult ; S i gna I ab I-Ausgange (MASTER) 13+14 
C9] Si gnal ab 2-Ausgange (MASTER) 11+22 

Lautstarkeeinstellung CR MONITOR C123 



Am zentralen Potentiometer [12] lasst sich, uber den 
Vorver starker , die Laut starke fur die REGIE- Lautsprecher 
einstellen. ^ 

Balance BAL C131 

Am ausseren Potentiometer C13] lassen sich raumlich 
akustische Asymmetrien, bedingt durch die Aufstellung der 
REGIE-Lautsprecher , ausgleichen. 

Monotone Uiedergabe MONO C14] 

Die akt ivierte Taste MONO C123 bewirkt die Zusammenf uh- 
rung des MONITOR L/R-Signals zum monofonen Abhorsignal . 

3.4.2 PFL-Monitortei I 

Kopf horeranschlusse C22/233 

PFL-Kontrol lautsprecher 

Mi t dem Belegen der oberen Kopf horerbuchse C223 wird 
der PFL-Kontrol lautsprecher im Instrumentenpanel stummge- 
schaltet . 

Kopfhorer-Selektor MON PFL 1191 

Die gedruckte Taste [193 ermogl i cht ein Abhoren des 
monofonen MONITOR-Kanals uber die linke Hormuschel, und 
das monof one PFL-Sammelschienen-Signals uber die rechte 
Hormuschel, wenn mindestens eine PFL-Taste des Mischpul- 
tes gedruckt ist . 1st keine PFL-Taste akt iviert, geben 
be i de Hormuscheln das kanalgetrennte (stereof one) Signal 
der MONITOR-Kanale wieder . 

Kopf hdrer-Selek tor PFL C20] 

bewirkt Wiedergabe des PFL-Signals, kanalgetrennt 
( stereofon) uber die be i den Hormuscheln . 

Kopf h6rer-Selek tor MON C21 ] 

bewirkt Wiedergabe des MONITOR-Signals, kanalgetrennt 
uber die be i den Hormuscheln . 




1 .960.420 
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3.4.3 Abhormodus "PFL TO MONITOR* C113 



In der RegeL wind die am CR-Monitor angewahLte Quelle 
uber die REGIE-Moni tor laut spree her, und das PFL-Signal 
uber Kopf horer und / Oder PFL-Kontrollautsprecher abge- 
hort . 



uic dr^wivicric iaai.c 
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t ische Umschaltung von der vorgewahlten MONITOR-Signal- 
quelle auf das PFL-Signal, sobald mindestens eine PFL- 
Taste einer E ingangs- Oder Ausgangs- Einheit betat igt 
wird. Die Wiedergabe des PFL-Signals er folgt nun uber die 
REGIE-Moni tor laut sprecher . Die zugeordnete LED signali- 
siert den "PFL TO MONITOR" Abhormodus . Eine laufende Pro- 
grammbearbei tung wird nicht beei nf lusst . 

Sobald keine der PFL-Tasten mehr aktiviert ist, wechselt 
das Abhorsignal automat isch auf die vorgewahlte MONITOR- 
Quel le . 



3.4.4 Meter-Umschaltung 



METER [103 



Taste [10] ausgerastet : I 1+2 

Die Aussteuerungsinstrumente zeigen die Pegelverhalt- 
nisse an den Ausgangen II und 12. 

Taste CIO] gedruckt : MON 1+2 

Die Aussteuerungsinstrumente zeigen die Pegelverhalt- 
nisse an den Reg i e-Mon i tor kanalen 1+2. 

3.4.5 Signalisat ion 



Fur Studio-Signalisationszwecke stehen drei Drucktasten, 
in Verb indung mi t opt ischen Status-/ Ruckmeldeanzeigen 
(LED's am Instrumentenpanel ) , zur Verfugung: 

Gelblicht-Signalisation CALL C153 

Impulstaste zur Signalabgabe an das Studio. 
Statusanzeige: gelbe Led an Instrumentenpanel . Sie lasst 

sich, bei entsprechender Verschaltung, als Ruckmeldesig- 
nalisation vom Studio einsetzen. 

Grunlicht-SIgnalisation READY E163 

Rastende Drucktaste zur Ansteuerung der Bereitschafts- 
Signalisat ion im Studio. 

Statusanzeige: grune Led an Instrumentenpanel . 

H i nwe i s : 

E ine vom Anwender gewunschte Verknupf ung der READY-Signa- 
lisat ion mi t dem Status der STUDIO-ON-Signalisat ion (REA- 
DY erlischt, wenn STUDIO-ON aktiviert wird) kann schal- 
tungsintern, real i siert warden. 

Rotlicht-Signalisation (ON AIR SIGN) STUDIO ON C173 
Die gedruckte Taste [17] aktiviert das eingebaute Re- 
lais zur Ansteuerung des Studio-Rot I i chts, wenn folgende 
Voraussetzungen gegeben sind: 

E i ngangs-E i nhe i t ( en ) : 

- mindestens ein Mikrofonkanal geof f net 

- kein MUTE-Schalter akt i viert 

- Summenanwahl selekt iert 
Summen-E inhei t (en) 

- mindestens ein F lachbahnregler geof f net 
Statusanzeige: rote LED an Instrumentenpanel . 



3.4.6 CR MONITOR-Anschlussbox (Option) 1.960.151 



Die CR MONITOR- Anschlussbox wird uber ein Mehr f achkabel 
am 50pol . D-Stecker der CR MONITOR-Einhei t angeschlossen. 
Sie stellt auf e i nem ubersichtlichen Anschlussf eld alle 
wicht igen Anschlusse zur Verfugung: 



AiiSChLuSSk LemiTiSn 



gen . 

■ Anschlusse fur externe DC-Speisung (mit Opt i on Conver- 
ter ) . 

■ Anschlusse fur Regie-Monitor laut spree her (uber Endver- 
starker) . 

1 Ein-/Ausgange fur zwei Auf nahme-/ Wiedergabe- Bandma- 
schinen. 

■ Zusatzliche Eingange zu Regie-Monitor . 




Eine ausfUhrliche Beschreibung verschiedener Varianten finden Sie 
im Kapitel 8.3 auf Seite 8/7. 
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3.5 HILFSSUHHEN-AUSGA'NGE AUX1«AUX2 1.960.500 

& STUDIO-MONITOR 1 .960.501 



Versionen: 

HILFSSUMMEN-AUSGA'NGE AUX1-AUX2 1 .960.500 

bestehend aus ; 

1 Hi If ssummen-Ausgangsregier AUX'I /AUX2, 

1 Studio-TB-Einn'chtung mit integr lertem Mikrofon, 

■ Test-NF-Generator, 

■ Schalter und Anschluss fur Bedienungsf eld- Beleuchtung, 

HILFSSUMMEN-AUSGANGE AUX1-AUX2 & STUDIO MONITOR 1 .960.501 
Konf igurat ion wie oben, zusatzlich mit 
1 STUDIO-Moni tor mi t Tastensatz zur Signalquellen-Durch- 
wahl auf Studio-Moni toreinr i chtung. 

3.5.1 Hi If ssummen-Ausgange AUX1/AUX2 



Hilf ssummen-Ausgangsregier AUX1/2 SEND [6/7] 

Durch Drehpotent iometer [6/73 getrennt regelbare Hi If s- 
summenausgange. 

Je nach Version sind die Ausgange an XLR-Buchsen (Version 
1 .960.500) Oder am 25pol . D-Stecker (Version 1 .960.501 ) 
am Ansch lussf eld der Einheit grei fbar . 

Pult intern wird das AUX-Ausgangssignal dem CR MONITOR zu- 
gef uhrt und steht dort zur gewunschten Durchschaltung zur 
Verf ugung (Quel lenwahltasten) . 

Die Hi If sausgange werden zur Hal Imi schung, als Playback-, 
Foldback-, Oder Mi thorkanal eingesetzt . 

Talk Back uber Hi If ssummen-Ausgange AUX1/2 TB C5/81 
Durch Tastendruck C5/83 kann uber das pult interne TB-Mik- 
rof on auf die Hi If ssummen-Ausgange gesprochen werden. 

3.5.2 Kommando / Gegensprechen TB 

REGIE-TALK BACK 

Uber das eingebaute Mikrofon C43 gesprochene Regie-Anwei- 
sungen konnen wie folgt vermi ttelt werden: 

■ Impulstaste TB STUDIO C103 gedruckt , lei tet den TB-Kom- 
mentar auf den STUDIO-TB-Kontrollautsprecher . 

■ Impulstaste TB AUX1 und/oder TB AUX2 gedruckt, lei tet 
das TB-Signal auf die entsprechend angewahlten Hi Ifs- 
ausgange . 

■ Impulstasten SLATE [93 gemeinsam gedruckt , lei ten das 
TB-Signal auf die I-Sammelschienen (!). 

Mi t dem Akt i vieren des Mi krof ons durch eine der oben er- 
wahnten Tasten, wird der pult interne PFL-Kontrollautspre- 
cher und der CR MONITOR-Kanal in der Lautstarke urn 20dB 
reduziert . 

Der TB-Mi krof onver starker verfugt uber eine automat i sche 
Aussteuerregelung (Limiter) zur Verb inderung von Uber- 
steuerungen . 

STUDIO Gegensprechen (TB RETURN) (^ur Version 1.960.501) 
E in dem Moderator im Studio zur Verf ugung stehendes Mi- 
krofon er laubt das Gegensprechen mit der Regie (TB RE- 
TURN) . Betat igt der Moderator die TB RETURN-Fernsteuer- 
taste, wird der STUDIO-MONITOR-Laut spree her stummgeschal- 
tet . LED STUDIO CUT signalisiert der Regie diesen Be- 
tr iebszustand. Die Wiedergabe des TB RETURN-Signals er- 
folgt uber die Kopf horer ansch lusse des CR-MONITORS und 
den PFL-Lautsprecher und ist in der Lautstarke an Poten- 
tiometer TB RET Cl 1 3 einstel Ibar . 
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3.5.3 STUDIO MONITOR Cnur Version 1.960.501) 



Uahltasten [13. . .173 



Funf , si ch gegenseitig ausLosende QueUenwahltasten er- 
moglichen das Durchschalten nachf oLgender Abhorsignale 
auf die STUDIO MONITOR-Lautsprecher : 






RES 



b) mi t Mon i torerwe i terung* : 

an AUX MONITOR STUDIO angewahlte SignalqueLle AUX 

[14] an CR MONITOR angewahlte SignalqueLle CR MONITOR 

[15] vom Anwender def inierbare SignalqueLle RES 

[16] a) 2CH-Mischpult : frei def inierbare SignalqueLle RES 

b) 4CH-Mi schpult : Signal ab I-Ausgange 13+14 

[17] Signal ab 2-Ausgange (MASTER) 11+22 

*) mit Mon i torerwe i terung AUX MONITOR STUDIO 

sind insgesamt 13 Signalquellen anwahlbar . 

Der Ausgangspegel des Moni torkanals lasst sich zur Laut- 
starkeregelung an Potent iometer [12] einstellen . 



STUDIO MONITOR Stummschalt-Automat ik 

Sobald ein Mikrofoneingang auf eine Ausgangseinheit 
durchgeschaltet , sowie Ein- und Ausgangs-Flachbahnregler 
geof f net werden, wind der STUDIO MONITOR-Kanal stummge- 
schaltet . 

Diese Funkt ion kann von der Regie, durch Akt ivieren der 
Taste RE IN [18] unterdruckt werden. Ein manuelles Stumm- 
schalten des STUDIO MONITOR-Kanals ist, wie schon erwahnt 
(TB RETURN) , uber eine Fernsteuertaste aus dem Studio 



mogl i ch . 



3.5.4 Testgenerator GENERATOR 



Funf Fest f requenzen, 16-,10-,1kHz, 100Hz und 31 , 5Hz , ste- 
hen zur Durchschaltung uber die MONO-Eingangseinheiten 
zur Verfugung. Sie dienen der Einpegelung von Le it ungen 
und zur Leitungs-Identif ikat ion. 

3.5.5 STUDIO MONITOR-Anschlussbox (Option) 1 .960.154 



Die STUDIO MONITOR- Anschlussbox (kombiniert mi t dem AUX 
MONITOR- Anschlussfeld) wird uber ein Mehrf achkabel am 
25pol . D-Stecker der Hi If ssummen- Einhei t angeschlossen. 
Sie stellt auf dem rechten Sektor des ubersicht lichen An- 
schlussfeldes folgende Ansch lusse zur Verfugung: 

■ Anschlusse fur Studi o-Moni tor Laut spree her (uber Endver- 
starker ) . 

■ XLR-Ausgangsbuchsen der Hi If sausgange AUX1 und AUX2 . 

■ Anschlussbuchse fur Studio-TB Mikrofon. 

■ Fer ns teuer ansch luss fur STUDIO TB RETURN. 
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3.6 HONITORERyEITERUNG 1 .960.450/452 



3.6.1 Monltor-Erweiterungseinheit AUX MONITOR 



Versionen: 

Regie-Monitorerwel terung AUX MONITOR CR 1 .960.450 

Erwei tert den CR MONITOR 1 .960.420 mit einem 9er Tas- 
tensatz auf insgesamt 17 anwahlbare SignalquelLen. 

Reg 1e-/Studio-Monitorerwei terung 

AUX MONITOR CR/STUDIO 1 .960.452 

Erweitert den CR MONITOR 1 .960.420 und den STUDIO MONI- 
TOR 1 .960.501 mit je einem 9er Tastensatz auf insgesamt 
17 (CR MONITOR), resp. 14 (STUDIO MONITOR) anwahlbare 
SignalquelLen. 

Die Eingangs-Signalquellen werden auf symmetrisch, erd- 

f rei ausgef uhrten AnschlCisse des SOpol . D-Steckers AUX 

MONITOR gefuhrt. 

3.6.2 AUX MONITOR-AnschlussbOK (Option) 1.960.154 



Die AUX MONITOR- Anschlussbox (kombiniert mi t STUDIO MO- 
NITOR- Anschlussfeld) wind uber ein Mehrf achkabel am SO- 
pol. D-St«ckcr der Mon i tor-Erwe i terungse i nhe i t 1 .960.450 
Oder 1 .960.452 angeschlossen . Sie stellt auf dem linken 
Sektor des ubersicht lichen Anschlussf eldes XLR-Eingangs- 
buchsen fur jede anwahlbare Signalquelle zur Verfugung. 
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3.7 INSTRUMENTEN-PANEL 




3.7.1 Instrumentation 



Die Ausstattung des Instrumentenf eLdes 1st abhangig vom 
PuLttyp (961/962), dessen AnzahL Kanale, sowi e anwender- 
spez i f i schen Bedurfnissen. 

In der Standard-Version verfugt jeder Summenkanal uber je 
ein Haupt-Aussteuerungsinstrument [23; wahlweise mit VU- 
( Volume Units) Oder PPM- (Peak Program Meter) Charakte- 
ristik. Die +20dB Taste [43 dient der entsprechenden An- 
hebung des Instrumentenausschlags . Die Ansprechzei t von 
PPM-Instrumenten kann an der Taste FAST [13 von 10ms auf 
0,1ms verkurzt werden. Jedem Summenkanal ist ein GRM- 
(Gain Reduct ion Meter ) Instrument [33 zugeordnet , welches 
die Verstarkungsredukt ion des Limiters in dB anzeigt . 

Die Aussteuerung der Hi If sausgange AUX1 und AUX2 zeigen 
separate Instrumente [63 , wahlweise in VU- Oder PPM- Cha- 
rakter ist ik an . 

Stereo-Mischpulte konnen mi t e i nem KORRELATOR-Instrument 
[53 ausgerustet werden. Es zeigt das Phasenverhaltnis ei- 
nes Stereosignals in Korrelat iongrad auf und uberpruf t 
das Signal auf Stereo-Kompat ibi I i tat . 

Drei LED ' s [73 dienen der opt i schen Statusanzeige der 
Studio-Signalisat ionseinr ichtung auf der CR MONITOR-Ein- 
heit. Eine rote LED leuchtet bei Betr iebsberei t sc haft des 
Mischpultes (POWER ON). 

Der PFL-Kontrollautsprecher [83 gibt das S i gna I des Vor- 
hoi — und TB RETURN-Pf ades wieder . Sei ne Bedienungselemen- 
te (Ein-/Ausschalten, Lautstarke) sind auf der CR MONI- 
TOR-Einheit angeordnet . 

3.7.2 PPM-Meter (Peak Program Meter / Modulometer ) 

Das PPM-(Peak Program Meter) Aussteuerungs instrument ver- 
mag Spi tzenwerte von bis zu 10ms , bei akt i vierter Taste 
[13 FAST, bis zu 0,1ms Dauer anzuzeigen (-IdB) . 

E ine Anzei ge von > 0dB signal is iert Uebersteuerung. Die 
Empf indlichkeit des Instruments kann durch Tastendruck 
[43 urn 20dB erhoht werden. Dadurch lassen sich z .B. Fremd- 
spannungen wahrend Modulat ionspausen zur Anzei ge br ingen. 

3.7.3 VU-Meter 



Die Aussteuerungsanzeige in VU (Volume Uni ts) berucksi ch- 
tigt physiologi sche, auf die Charakter istik des menschli- 
chen Gehors basierende Gesi chtspunkte (Lauthei t ) und ist 
fur kurzzeitige Spi tzenwert-Anzeige nicht geeignet . 

Der mei st landesspez i f i sch def inierte Vor lauf (Lead) kann 
vom Anwender best immt werden. Werksei t ig wird das Instru- 
ment auf eine Anzei ge von 0VU, fur einen Pegel von +4dBu 
eingestellt (Lead = 6dB) . 

Die Empf indlichkeit des Instruments kann an Taste [43 urn 
20dB erhoht werden . 



3.7.4 GRM-Instrument 



Jedem Haupt-Aussteuerungsi nstrument i st ein GRM-Meter 
(Gain Reduction Meter ) [33 zugeordnet . 

Er zeigt das Mass der Verstarkungs-Redukt ion durch den 
zugeschalteten Limiter im entsprechenden Summenausgang, 
Oder den Kompressoreinsatz bei extern eingeschlei f tern Li- 
miter /Kompressor an. 

Hinweis: 

Der im Summenkanal eingeschlei fte Limiter soil gezielt 
als Leitungsschutz eingesetzt werden . Er eignet sich 
nicht zur konstanten Ausgangssignalbegrenzung zum Zwecke 
der Klanggestaltung. Nur eine minimal gehaltene Verstar- 
kungsredukt ion gewahr lei stet ei ne verzerrungsf reie Si g- 
nalverarbeitung. 

3.7.5 AUX-Aussteuerungs instrumente 



Aussteuerungs instrumente [63 zur permanenten Pegeluberwa- 
chung der Hi If s-Ausgange AUX1/2, wahlweise programmierbar 
entsprechend der Charakter i st i k der Haupt instrumente ( VU 
Oder PPM) . 

3.7.6 KORRELATION-Meter 



Der Korrelat ion-Meter zeigt , unabhangig vom Pegel , die 
momentane Phasendi f f erenz zwi schen den bei den Stereosig- 
nalen L und R als Korrelat ionsgrad an. 

Als Richtwert fur kompat ible Stereosi gnale gilt ein Kor- 
relat ionsgrad von +0,5 . . .+0,7. 

Interpretat ion der Instrumenten-Skala: 

-1 -0.5 0 +0.5 +1 



±180' ±135* ±90* ±45* 0* 




Anwendungsbe ispiele : 

■ Uberprufung der Monokompat ibi I itat von Stereoprogrammen 
E i ne monof on reproduz ierte Stereoauf nahme muss auf op- 
t imale Kompat ibi I itat uberpruf t werden. Inkompat ible 
Stereo-Si gna lantei le fuhren, monofon reproduz i ert , zu 
part iellen Loschungen. 
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KontroLLe der Phasenbez i ehungen bei der Stereo-SchalL- 
platten-Produkt ion. 

Die Abtastfahigkei t eines reproduz i erenden Abtastsys- 
terns ist fur die vertikaLe Auslenkung wesentLich gerin- 
ger als fur die hor izontale Auslenkung. 

Gegenphasige Signale mit hohem Pegel und t iefen Fre- 

qij0{^20*"k 0p-fQp^0ppj 0 i «0 gpQ000 w0p+'JU0l_0 ii IJ0 ^ 0« L 

Sind daher zu vermeiden. 

Modulation von FM-Stereo-Sendern 

Hohe Frequenz-Di f ferenzsignale auf einer FM-Ubertra- 
gungsstrecke haben unzulassige Verzerrungen zur Folge. 



3.7.7 PFL-Kontrol lautsprecher 



Pultinterner Lautsprecher C8] fur PFL-Vorhoren und TB- 
Gegensprechsignal aus dem Studio. Es fuhrt das gleiche 
Signal wie die Kopf horeranschlusse der CR MONITOR-Einheit 
und kann, durch Belegung der entsprechenden Kopfhdrer- 
buchse, stummgeschaltet werden. Auf derselben Einheit be- 
f indet sich das Potentiometer zur Einstellung der Laut- 
starke. 

3.7.8 Signalisation 



Drei LED's entsprechender Farbe bi I den die opt ische Sta- 

tusanzeige der Studio-Signalisationseinr ichtung auf der 

CR-Monitoreinhei t . 

■ STUDIO ON leuchtet, unter folgenden Voraussetzungen: 

- entsprechende Signalisat ions taste akt iviert , 

- mindestens ein Mikrofonkanal geoffnet und zugeordnete 
MUTE-Taste nicht akt iviert , 

- Summenanwahl selekt iert , 

- F lachbahnregler auf Ausgangseinheit geoffnet . 

i READY leuchtet , beim Akt ivieren der entsprechenden 
Signalisat ions taste. 

■ CALL leuchtet beim Akt ivieren einer Fernsteuertaste im 
Studio Oder, bei entsprechender Verschaltung, beim Ak- 
t ivieren der entsprechenden Signal i sat ions taste an der 
CR MONITOR-Einheit. 

Die Led POWER signal is iert die Betr iebsbereitschaft des 

Regiepultes (±15V-Speisung) . 
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ERL’AUTERUNGEN 



■ AlLgemeine Hinweise 

Grundldye ridt^hf ulgender Schaltungsbeschreibungen bilden 
die einzelnen Funkt ionsgruppen der Mi schpultreihe STUDER 
961/962 in Standardausf uhrung , Auf optionelle SchaLtungs- 
varianten yird nicht gesondert hingeyiesen. Unter Vorbe- 
halt von entwick Lungsbedingten Modi f i kat ionen^ konnen Ab- 
weichungen in der Funkt ionsbeschreibung nicht ausge- 
schlossen yerden. 

■ Blockschaltbi Lder 

Die BLockschaLtbi Lder dienen dem Gesamtuberbl ick der 
beschr iebenen Funkt ionsblocke . Fur eine vertiefende In- 
formation ist das entsprechende SchaLtbild in Sektion 6 
auf zusch Lagen . 

■ Schaltbilder siehe Sektion 6 SCHEMATA 

Das entsprechende SchaLtbild ist, anhand des InhaLtver- 

zeichnisses der Sektion 6 SCHEMATA, unter der Modul-Iden- 
t i f ikat lonsnummer auf zuf inden. 

Index i erung: 

Die Indexierung von SchaLtungskomponenten, yelche sich 
auf das SchaLtbild beziehen, sind in geschweifte KLammern 
gesetzt : 



{.> = Indexierung eLektronischer Bauteile in Schemata 



Koordi naten : 

Ein Koordinatennetz uber den Schaltbi Idem erlaubt dass 
schneLle Auffinden des beschriebenen Funkt ionsbLockes . 
Die Angaben der zutreffenden Koordi naten sind rechts der 
Ueberschri f ten angefOhrt. 

Bei spiel: Betref fender Sektor 03-04/C 
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4.1 MONO-EINGANG 1.960.221/241 



4.1.1 EingangsschaLt ungen / Eingangsver starker 

Es stehen drei , mi t dem EingangswahlschaLter <S3> durch- 
schaltbare Eingange zur Verfugung; 

■ Ml krof one ingang 

mi t zuschaltbarer Mi krof on-Phantomspei sung 
1 Lei tungs-/ Hochpegeleingang 
1 Testgenerator-Eingang 

1 . Mikrofoneingang (US PAT. 4, 567, 442) 2-3/D-F 

Das symmetrische QueUensignal {J7> wird vom HF-Ein- 
gangsfiLter {L2/3- C105/106/ »L1 - C14/1 5-R27/39} von 
HF- Einstreuungen bef rei t und den, in Serie geschalteten 
Primarwicklungen der Ubertrager {T2> und {T3> zugefuhrt. 

Die Sekundarwicklung {T2-2-4} fuhrt auf den invert ieren- 
den E ingang des OpAmp {IC2-2/4} und ist durch einen vir- 
tueUen Kurzschluss {IC2-3} abgeschLossen. Dadurch ist 
die Spannungsaussteuerung am Transf ormator nahezu null 
und bewirkt einen vernachlassigbar ger ingen KLirrfaktor. 
{C17'C16'R31} best immen das Rechteckverhalten, {R32> die 
Verstarkung des OpAmp {IC2> . 

Der Ausgang des OpAmp {IC2-6} steuert niederohmig den 
Transformator {T3> an . Dies bewirkt die Ruckf uhrung der 
OpAmp Ausgangsspannung in den Pr imarkreis (Ser ien- 
Spannungs-Gegenkopplung) . Die GegenkoppLung reduziert 
Verzerrungen der induz ierten Ausgangsspannung in <T3> auf 
ein Mini mum . Diese Ausgangsspannung wird uber die dr i tte 
Wicklung des Ubertragers {T3-6-8} ausgekoppeLt und den 
aLs SpannungsfoLger geschalteten OpAmp {IC3> zugefuhrt . 
{C18*R34> L inear isieren den Frequenzgang des ubertragers 
<T3}. 

Eingangsempf indlichkei t 4-5/D-E 

Je nach vorgewahlter Empf indl i chkei tsstuf e {S3} wird 
einfer der vier FET-Schalter {Q8...11} durchgeschaltet und 
best immt durch entsprechenden Abgriff der Serie von Wi- 
derstanden {R44...48}, den Vorwiderstandswert zum inver- 
t ierenden E ingang des OpAmp {IC8>, und die Grosse des 
RuckkoppLungswiderstandes (Verstarkung) . 

FET {Q35> schaltet den Mikrofoneingang auf den Knoten- 
punktverstarker {IC4> durch. Potentiometer {R64} dient 
der stuf enlosen FeineinstelLung der E i ngangsempf i ndl i ch- 
kei t im Berei ch von 0. . . 1 5dB. Bei nicht akt i vi ertem Mi k~ 
rofoneingang schaltet FET {Q12}, angesteuert durch {Q34>, 
den Ruckkopplungszweig {R51} kurz . 

Mi krof on-Phantomspei sung 2/D-F 

Mi t der rastenden Drucktaste {S1> wird die vom Netztei I 
auf berei tete 48V-( 1 2V-) Mi krof on-Spei sespannung uber die 
Praz i sions-Widerstande {R28/29} dem Phantomkrei s der sym- 
metr i schen Mi krof onzulei tung zugeschaltet . 

2. Lei tungs-/ Hochpegeleingang 2-5/B-C 

Die symmetr i sche Hochpegel-E i ngangsquel le gelangt uber 

das HF-Eingangsf i Iter {Cl /2-R1 /2/4/5> zum Ubertrager {T1> 
aus welchem die Eingangsspannung sekundarsei t ig ausgekop- 
pelt und dem invert ierenden Verstarker {IC1 > zugefuhrt 
wird. 

Die FET-Schalter {Q5...7} schalten, in Verbindung mi t dem 
E i ngangswahlschalter {S3} den Lei tungsei ngang durch {Q6} 
und best immen die Eingangsempf indl i chkei t {Q5/7}. Zwi- 
schenwerte konnen kont inui er I i ch an Potentiometer {R64} 
gewahlt werden. 

3. Testgenerator-Eingang 2-5/A-B 

In Abhangigkei t des Eingangswahlschalters {S3} schalten 
{Q1/2} den pult internen Testgenerator von der separaten 
Vertei lerschiene zum Knot enpunkt verstarker {IC4} durch . 
Der Pegel des Generatorsignals ist am zentralen Potentio- 
meter {R64} des Eingangwahlschalters im Berei ch 0. . . 15dB 
ei nstellbar . 
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4.1.2 Fi Ltersekt ion 

Tiefensperre (Hochpass) 7-9 /C-D 

RC-Kombi nation {R68/70- C38/39} und OpAmp {IC4} bilden 
ein aktives Hochpassf i Lter Z.Ordnung, fur eine Grenzfre- 
quenz von 75Hz und einer Dampfung von 12dB/0kt. 

Dem nlcht-lnvertlerenden upAmp-bingang vorgescnaLtet ist 
ein passiver Tiefpass^ bestehend^ aus dem RC-GLied {R69® 
C40}. Bei gedruckter Taste {32} y1rd das F i Lternetzyerk 
uber den FET {Q15> aktiviert. 

Equalizer 10-12/B-E 

Hittels Taste {S4>, uber FET-Schalter {Q38} zuschaltba- 
rer, resp. {Q36> Oberbruckbarer Facherentzerrer (TREBLE/ 
BASS) und Prasenz-ZAbsenzf liter . 

Bei abgeglichener Brucke des KlangregeLnetzwerkes (RS8 
und R90 in Mi ttelstel lung) definieren Vory iderstand {R86> 
und Gegenkopplungsyiderstand {R91> die Verstarkung des 
invertierenden OpAmp {IC8} auf den Faktor -1. 

- Hdhenf liter TREBLE 

Die Anhebung/Absenkung des Hohenantei Is kann an Potent io- 
meter {R88> urn ±15dB variiert werden. Die Eckf requenzen 

werden best immt durch die Zeitkonstanten der entsprechen- 
den RC-Glieder : {R89xC43||C45>. Der Widerstand {R89> be- 

grenzt den E i nstel Iberei cn auf ±15dB. 

- Tiefenf liter BASS 

Die Anhebung/Absenkung des Tiefenantei Is kann an Poten- 
tiometer {R90} um ±15dB variiert werden. Die Eckf requen- 
zen werden best immt durch die Zei tkonstante des entspre- 
chenden RC-Gl iedes {R90xC44>. {R86}, bzw . {R91 } begrenzt 

den Einstellbereich auf ±15dB. 

” Prasenz-ZAbserizf i Iter 

Der als invert ierender Verstarker angesteuerte OpAmp 
{IC9> und die in den +E ingang geschaltete Wien-Brucke 
bi I den das akt i ve Prasenz-ZAbsenzf i Iter . 

{R99} und {R101} im Gegenkopplungszwei g best immen den 
Verstarkungs faktor -1. Am Doppelpotent iometer {R100/R102} 
erfolgt die Abst immung der F i Iter-Resonanzf requenz, resp. 
Mi ttenf requenzvorwah I (150. . .7000Hz) . Der E inbezug des 
F i Iters in den Ruckkopplungszweig des Verstarkers <IC9> 
ermoglicht die Anhebung und Absenkung des abgest immten 
Frequenzberei chs um ±1 IdB (Potent iometer {R96}. 

4.1.3 Phaseschalter 13-14/D-E 

Die gedruckte Taste {S5> bewirkt eine Phasen i nver t i erung 
des Ausgangssignales . Das uber {Q38-R105/106} (Equali zer 
zugeschaltet ) Oder {Q36-R108/1 1 1 } (Equali zer uberbruckt ) 
anstehende Si gnal gelangt auf den, durch {Q39> invert ie- 
rend geschalteten OpAmp {IC9} und wi rd in der Phasenlage 
um 180* gedreht . 

Bei ausgeschaltetem Phaseschalter {S5> arbeitet OpAmp 
{IC9} als Spannungsfolger ; er beeinf lusst die Phasenlage 
des Eingangsignals nicht. 

4.1.4 PF-EinschLeifpunkte (INSERT) 14-16/A-C 

INSERT-Ausgang {J3> 14/A-C 

Das asymmetr i sche Signal am Ausgang des OpAmp {IC9> 
fuhrt uber die Widerstande {R125/131 > an den invertieren- 
den {IC10-2} und ni cht-i nvert ierenden {IC10* 5} E ingang 
der Di f f erenz-Verstarkerstuf en (Dual OpAmp) . Die symme- 
tr i schen Ausgangssignale a/b stehen an der KL inkenbuchse 
{J3> zur Verfugung. 



INSERT-Ruckfuhrung {J4> 16/A-C 

Die Ruckf uhrung des symmetri schen Einschlei fsignals er- 
folgt uber die Klinkenbuchse {J4>. {IC11} (1/2 Dual Op- 

Amp) wandelt das symmetri sche Eingangssignal zum unsymme- 
tr 1 schen Si gnal fur die interne Wei terverarbei tung 
(Flachbahnregler) . {R132* C67> und {R133-C68) bi I den ein 

HF-Eingangsf i Iter . 

4.1.5 Flachbahnregler (FADER) 15/D 

Flachbahnregler {R159} 

mi t "Conductive Plast ic" Widerstandsbahn, und Endkon- 
takt fur elektroni sche Schaltfunkt ionen fur Faderstart , 
Signalisation, Stummschaltung, etc . 

OpAmp {IC12} kompensiert die lOdB Initialdampfung des 
F Lachbahnreglers; abgleichbar an Potent iometer {R164>. 

Stumms chatter (MUTE) 14-16/D-F 

Die gedruckte MUTE-Taste lS9> bewirkt das Unterbrechen 
des NF-Signals vor dem Flachbahnregler : FET-Schalter 

{Q21 } of fnet , angesteuert durch Inverter {Q23> ; FET- 
Schalter {Q22} legt den NF-Signalpf ad nach dem Fader auf 
OV-Potent ial . 

Diese Funkt ion ist uber {J5> von einem extern angeordne- 
ten Schalter (OV = MUTE) ansteuerbar (z.B. bei rechnerun- 
terstutztem Produkt ionsablauf ) . 

4.1.6 Panorama-SteLler 18/D 

■ Version 1 .960.241 : 

Das als Zug-/Druckschalter {S14> kombini erte Doppel-Po- 
tent iometer {R168/169} ermoglicht das Zuschalten (Steller 
gezogen = AFTER PAN) Oder Uberbrucken (Steller gedruckt = 
PRE PAN) des Panoramastel lers . 

■ Version 1 .960.221 : 

Die Zuschaltung des Panoramastellers erfolgt durch ge- 
meinsames Drucken der Summenanwahlschalter 11 und 12. 
Das Durchgeschaltete AFTER PAN-Signal wird uber die 
Summenausgange 13 und 14 den Sammelsch i enen 11 und 12 zu- 
gefuhrt . Das PRE PAN-Signal wird direkt auf die Sammel- 
schienenausgange XI und X2 geschaltet (si ehe auch Kapitel 
4.1.7). 

In den Extremstel lungen des Panoramastellers wird jewel Is 
der gegenuber I i egende Kanal unterbrochen. 

4.1.7 Summenanwahl 19-22/A-F 

Die Durchschaltung der NF-Signalpf ade vom Panoramastel ler 
auf die entsprechenden Summensammelschienen (I) erfolgt 
kontakt los, uber FET-Schalter {Q25/27/29/31 > . Ein ni cht 
akt ivierter Ausgang wird jewel Is uber die FET-Schalter 
{Q26/28/30/32} auf 0V-Potent ial gelegt . 

Je nach Gerateversion ver f ugt di e Eingangseinhei t uber 
eine Anzahl Summenanwahlschalter {S10. . . 13>, zur Akt i- 
vierung der FET-Schalter . Entsprechend gesetzte Drahtbru- 
cken {W3. . . 10} best immen den anzusteuernden Summenbus 
XI . . .4: 





^¥[y][D)[E[M] 



961/962 



D4/5 



a Version 1 .960.221 

Die beiden Summan-AnwahLschalter 

Chen foLgende Schaltvariat ionen 



2CH/2SyiTCH 
{S10> und {$11} ermogli- 



PRE PAN-Si gnaL 

yahUjQ-icQ schaltbar auf 11 (S10) cdcr 12 (S11) 

Das SchaLtsignal wi rd jewel Ls uber den Ruhekontakt des 
zwei ten, nicht akt i vierten WahLschaLters geleitet (*) . 
AFTER PAN-Signal 

Beide Wahlschalter {S10+S11} gedruckt, lei ten das nach 
dem Panoramasteller abgegriffene L-R Signal auf die 
Ausgange 13 und 14 und werden bus intern den Sammel- 
schienen 11 und 12 zugefuhrt . 



Schaltsignal 


NF-Signal 


> S10 S11'*> W04 > Q25/26 


R171 > Q25 > 11 


— > S11 S10'^> W06 > Q27/28 

> — 


R174 > Q27 > 12 


— L > S10 S11 > W08 > Q29/30 


R178 > Q29 > 13 


- PAN 4- 




l-R- -> S11 S10 > W10 > Q31/32 


R182 > Q31 > 14 


s Version 1.960.241 


4CH/4SWITCH 



Vier separate Summenanwahlschalter -CS10. . . S13> akt i- 
vieren |e einen zugeordneten Sammelschienenausgang 
II... 4, wobei der Abgri f f vor, Oder nach dem Panorama- 
steller am Zug-/ Druckschalter {S14/S15} des Panorama- 
potentiometers vorgewah It wind: 




4. 1 . 10 Ubersteuerungs-Anzeige OVERLOAD 7-9/B 

Die Eingangsschaltung wi rd an f unf Punkten im Pegel kon- 
trolliert: am Ausgang des Knotenpunkt vers tankers {104-1}, 
an den Ausgangen des INSERT-Symmetriergliedes {IC10}, am 
& Mc garjg dss I N S E R T~ A s y Hims t p i er g I i 9 des { I C1 1 —7} , r esp , vor 
dem F lachbahnregler {R159} und nach dem Flachbahnregler , 
am Ausgang des Auf holverstarkers {IC12}. 

Ubersteuerungen werden durch die OVERLOAD-Led signali- 
siert : Led {DL2> wind uber die entsprechende Diode {D6. . . 
10>, Transi stor {Q14> und Schmi tt-Tr igger {IC7} akt i vier t 

4.1.11 Signal! sat ion 

Lei tungS“S i gna I i sat i on LINE/HL SIGN 6-8/E-F 

Folgende Betr iebszustande bewirken, uber die Logik-Aus- 
wertung {IC5/6} und den inv. Schalttrans i stor {Q16}, das 
Anziehen des LINE SIGN-Relais {K1>: 

- Eingangswahlschalter {S3} auf Lei tungse ingang LINE 
~ Stummschalter MUTE {S9} ausgeschaltet 

- F lachbahnregler {R1 59} geof f net 

- Summenbus angewahlt Wahlschalter {S10. . . 13} akt i vier t 
Summenei nhei t ; 

- Summen-F lachbahnregler geof f net . 

Zur Ansteuerung einer Signalisat ionsvorrichtung steht der 
Relai s-Schaltkontakt {K1/S1}, wahlweise als Ruhekontakt 
(Drahtbrucke {WI} gesetzt ) Oder Arbei tskontakt (Draht- 
brucke {W2} gesetzt) zur Verf ugung . 

Mikrofon-Signalisation MIC SIGN 7-8/ E-F 

Folgende Betr iebszustande bewirken, nach der Logik-Aus- 
wertung {IC5/6}, das Akt ivieren (-15V > OV) des MIC SIGN- 
Ausganges {P5-4}; 

E ingangseinhei t : 

- Eingangswahlschalter {S3} auf Mikrofoneingang MIC 

- Stummschalter MUTE {S9} ausgeschaltet 

- Flachbahnregler {R159} geof f net 

- Summenbus angewahlt Wahlschalter {S10...13} akt i vier t 
Summenei nhe it ; 

- Summen-F lachbahnregler geof f net . 



4.1.8 PFL-Ausgang 15-16/E-F 4.1.12 Null-Volt-Referenz 17/A-C 

Die FET-Schalter {Q20/21 } schalten, akt i viert durch die Einige an Masse der ±1 5V-Ver sorgungsspannung arbei tenden 

gedruckte PFL-Taste {S6}, das vor dem F lachbahnregler ab- NF-Schaltungskomponenten stutzen sich auf das von OpAmp 

gegrif fene Signal auf die PFL-Sammelsch iene durch. {IC11} generierte 0V-Potent ial . OpAmp {IC11} bezieht 

seine 0V von einem Ref erenz-Knotenpunkt auf der Sammel- 

4.1 .9 Hilfsausgange AUX1 -AUX2 14-15/E-F schiene. 

uber zwei als Zug- / Druckschalter {S7/S8} kombinierte 
Drehpotent iometer {R143/145} wi rd wahlweise das vor dem 
Flachbahnregler (PF) , Oder nach dem Flachbahnregler (AF) 
abgegriffene S i gna I den AUX-Sammelschienen {AUX-1 /AUX-2} 
zugemischt . 
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4.2 STEREO-/HOCHPEGEL-EINGANG 1 .960.251 . . .254 



Hinyeise: 

i Die Einheit des Stereo-ZHochpegeleingangs beinhaltet 
zwei gleiche Verstarkerketten fur Stereophonie . 

■ Das entsprechende SchaltbiLd in Kapitel 6 zeigt den 
Linken KanaL in detailierter DarsteUung^ und den rech- 
ten KanaL als BlockschaLtbi Id. 

■ Komponenten der beiden Kanale, mit sinngemass gleicher 

Funkt ion, werden durch die erste Indexzif fer differen- 
ziert ; {R125} = linker KanaL / {R225 = rechter KanaL 

■ NachfoLgende Beschreibung beschrankt sich auf den Lin- 
ken KanaL . 

4.2.1 Eingangsschaltung 1-6/A-D 



Das symmetrisch, erdf rei zugef uhrte E ingangssignaL wird 
von HF-Einstreuungen bef rei t {C101 -R203} ■CC102»R204> und 
durch den ubertrager <T101 > an den invert ierenden E ingang 
des Verstarkers {IC101> gekoppeLt . Tr immpotent iometer 
{R111} dient der Anpassung des Lei tungspegeLs . OpAmp 
{IC102> verstarkt I dampf t das asymmetrische NutzsignaL , 
einsteLLbar an Potentiometer GAIN {R11 5> im Bereich von 
±10dB. 

Die Weiterfuhrung des Signals ist abhangig von der einge- 
setzten Version der E ingangsei nhei t : 

Versionen mit F i Ltersekt i on (1 .960. 252/254) ver f ugen uber 
den Wah LschaLter {S102} mi t dem das F i Lternetzwerk zuge- 
schaLtet Oder uberbruckt werden kann (siehe nachf oLgenden 
Abschni tt "F i ltersekt ion) . 

Versionen ohne F i Ltersekt ion (1,960.251/253) Lei ten das 
Signal , uber die eingesetzten Drahtbrucken {W105/106>, 
direkt an den Buffer {IC104}. 

4.2.2 F i ltersekt ion (nur Versionen 1 .960.252/254) 



Equalizer 7-9/B-D 

Die gedruckte Taste {S102> unterbr icht den Equal i zer- 
Uberbruckungszweig (FET-Schalter {Q101/113} und Leitet 
das NF-SignaL uber den KoppeLkondensator {C107> auf das 

Equal i zer-F i Lternetzwerk , bestehend aus Hohenf liter. Tie- 
f enf i Iter und Prasenz-ZAbsenzf i Iter . Die KLangregeLung 
der beiden Kanale L/R er foLgt parallel, uber gekoppelte 
Potent iometer . 

Bei abgegli chener Brucke des KLangregelnetzwerkes (Poten- 
t iometer •CR124} und {R125> in Hi ttelstel Lung) def inieren 
Vorwiderstand {R121> und RuckkoppLungswi der stand {R127> 
die Verstarkung des invert ierenden DUAL OpAmp -CIC103} auf 
den Faktor -1 . 

- Hohenfilter TREBLE 7/B-C 
Die Anhebung/Absenkung des Hohenantei Is kann an Potentio- 
meter {R124> urn ±15dB variiert werden. Die Eckf requenzen 
werden best immt durch die Zei tkonstanten des entsprechen- 
den RC-GLiedes: {R123x(C109||C111}. {R123> begrenzt den 
E insteLlbereich auf ±15dB. 

- Tief enf liter BASS 7/B-C 
Die Anhebung/Absenkung des Tief enantei Is kann an Poten- 
t iometer {R125> urn ±1 5dB variiert werden. Die Eckf requen- 
zen werden best immt durch die Zei tkonstanten des entspre- 
chenden RC-GLiedes: TR125xC110>. {R122> bzw. <R126> be- 
grenzt den EinsteLLbereich auf ±1 5dB. 

- Prasenz-ZAbsenzf I Iter 8-9/B-C 
Der zwei te Tei I des als invert ierender Verstarker ange- 
steuerte Dual OpAmp •CIC103> und die in den +E ingang ge- 
schaltete Wien-Brucke bi I den das akt ive Prasenz-ZAbsenz- 
filter. Vorwiderstand <R134> und GegenkoppLungswi der stand 
■CR135> best immen den Ver starkungs faktor -1. Am Doppelpo- 
tent iometer <R132/133> erf olgt die Abst immung der Filter- 
Resonanzf requenz, resp. Mi ttenf requenzvorwahl (150... 
7000Hz ) . Der E i nbezug des F i Iters in den ROckkopplungs- 
zweig des Verstarkers {IC103> ermoglicht die Anhebung und 
Absenkung des abgest immten Frequenzbereichs urn ±1 IdB (Po- 
tentiometer -CR138}. 
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4.2.3 PF-Elnschleifpunkte (INSERT) 11-U/A-C 

INSERT-Ausgang {J102> 

Das asymmetrische Signal am Ausgang des Spannungsf olger 
OpAmp {IC104} fuhrt uber die Widerstande {R140/ 143} an 
den invert lerenden {IC105«2} und nicht-invert ierenden {IC 
105-5} E ingang der Di f f erenz-Verstarkerstuf en (Dual Op- 

Amp) . Die symmetrischen Ausgangss ignale a/b stehen an der 
Kl inkenbuchse {J102} zur Verf ugung. 

INSERT-Ruckfuhrung {J103> 

Die Ruckf uhrung des symmetrischen Einschlei f signals er- 

folgt uber die Kl inkenbuchse {J103}. {IC106} (1/2 DUAL 

OpAmp) yandelt das symmetrische Eingangssignal zum asym- 
metrischen Signal fur die interne Uei terverarbei tung (Fa- 
der). \R163-C13u} und \R164«C129) bilden ein HF-Eingangs- 
f i Iter . 

4.2.4 Flachbahnregler (FADER) 15-17/B-D 

Flachbahnregler {R174/274} 

Mechanisch gekoppelter 2-Kanal-Flachbahnregler mit 
"Conductive Plastic" Widerstandsbahnen, fur dB-lineare 
Signal-Abschwachung. 

Ein Endschalter steuert eine Elektronik fur Signalisa- 
t ionszwecke und unterbr icht den NF-Signalpf ad bei ge- 
schlossenem F lachbahnregler (os), zugunsten einer hohen 
Ausschaltdampf ung. 

Dual OpAmp -CIC107} bildet den Auf holverstarker , dessen 
Verstarkung zum Abglei ch von Toleranzen in der Wider- 
standssch icht , an Tr immpotent iometer {R182} eingestellt 
werden kann . 

Stummschalter (MUTE) 

Die gedruckte MUTE-Taste {S301} bewirkt das Unterbre- 
chen des NF-Signals vor den Flachbahnreglern: FET-Schal- 

ter -CQ102} of fnet, angesteuert durch Inverter {Q103}; 
FET-Schalter {Q104} legt den NF-S ignalpf ad nach dem Fader 
auf OV-Potent ial . 

Die Stummschaltung bei der Kanale wird durch die auf leuch- 
tende Led {DL302} signalisiert . 

Die MUTE-Funkt ion ist uber {J303} von extern ansteuerbar 
(Schalter -> OV = MUTE aktiv) . 

4.2.5 Balance 17/C-D 



Der als Zug-/Druckschalter kombini erte Balancestel ler BAL 
{R181/281} {S104/204} ist im gezogenen Zustand fur eine 
Kanal-Richtungszuordnung wirksam. Die gegensinnig gekop- 
pelten Potentiometer -CR181 /281 } beei nf lussen die Verstar- 
kung, resp. Abschwachung ihrer zugeordneten Verstarker- 
stuf en derart , dass die Summe bei der Ausgangspegel beim 
Var i i eren der Balance konstant bleibt . 

Bei gedrucktem Balancestel ler BAL werden Potentiometer 
{R181/281} durch CR180/280} ersetzt ; die Balance zwi schen 
den Kanalen wird nicht beeinf lusst . 

4.2.6 Summenanwahl 19-21 /D-F 



Die gedruckte Summenanwahl taste CH1+2 -CS105} und/oder 
CH3+4 -CS205} (beim 4-Kanal-Pult ) schaltet di e entspre- 
chenden Kanale auf ihre zugeordnete I-Sammelschiene. 

Die Durchschaltung er folgt kontakt los, uber FET-Schalter 
{0108/110} {Q208/210} und Auskopplungswiderstande {R190/ 
193} {R290/293}. Bei nicht betat igter Summenanwahl taste 
werden die Kanalausgange uber die FET-Schalter {Q107/109} 
{Q207/209} auf OV-Potent ial gelegt (angesteuert durch di e 
Schmi tt-Tr iggei — Inverter {IC301}) . 



4.2.7 Hi If sausgange AUX1 -AUX2 23-25/D-F 



Der Abgriff fur die Hi If ssummen-Ausgange er folgt wahlwei- 
se nach den PF- Einschlei fpunkten, resp. vor dem Flach- 
bahnregler ( = PF : AUX-Pegelsteller {S302/303} gezogen) 
Oder nach dem F lachbahnregler (= AF ; AUX -Pegelstel ler 
{S302/303} gedruckt) . Vom Buffer {IC304} wird das Stereo- 
signal uber die Widerstande {R196/296} (AF-Abgr iff) resp. 
{R197/297} (PF-Abgr iff) zum Monosignal zusammengef uhrt . 
Nach OpAmp {IC304} er folgt die gewunschte Abschwachung 
des AUX-Nutzsignals an den entsprechenden Potent iometern 
{R327/328}, und die Auskopplung uber die Widerstande 
{R329/330} auf die zugeordnete Sammelschiene AUX1 und 
AUX2. 

4.2.8 PFL-Ausgang 19-21 /A-C 



Der Abgriff des PF-Vorhorpf ades erfolgt kanalgetrennt 
nach den PF-E insch lei fpunkten, resp. vor dem F lachbahn- 
regler . Die gedruckte Taste PFL {S304} bewirkt das 
Durchschalten der L/R-PFL-Signale, uber die geof f neten 
FET-Schalter {0106/206} und Koppelwiderstande {R186/286}, 
auf ihre zugeordneten Sammelschienen PFL-L und PFL-R, Ein 
nicht akt ivierter PFL-Ausgang wird uber FET-Schalter 
{0105/205} auf OV-Potent ial gelegt . 



4.2.9 Ubersteuerungsanzeige OVERLOAD 15-16/A-B 



Die Eingangskanale werden an je vier Punkten im Pegel 
uberwacht : am Ausgang des GAIN-Verstarkers/Abschwachers 
{IC102}, nach den Symmetr ierstuf en der PF-Einschlei fpf a- 
de, vor dem Flachbahnregler (vor dem MUTE-Schalter ) und 
nach dem F Lachbahnregler . ubersteuerungen werden durch 
die OVERLOAD-Led signalisiert: Led {DL301} wird uber die 
entsprechende D i ode {D102. . .105} und {D202 . . .205}, Tran- 
si stor {0302} und Schmi tt-Tr igger {IC302} akt i viert . 



4.2.10 Signalisation 

Le i t ungs-S i gna I i sat i on LINE SIGN 7-8 /F 

Folgende Betr i ebszustande bewirken, uber den Treiber- 
transi stor {0301}, das Anz i ehen des LINE SIGN-Relai s 

{K301}: 

- Flachbahnregler {R174/274} geof fnet , 

- Stummschalttaste MUTE {S301} nicht betat igt, 

- Summensammelsch i ene angewah It , 

sowie das Statussignal X SIGN {P5-6/IC302} fur den geof f- 
neten Regler der angewahlten Summeneinheit . 

Fur Fader startanwendungen, etc . steht ein Relais-Schalt- 
kontakt , wahlweise als Ruhekontakt (Drahtbrucke {W301} 
gesetzt ) Oder Arbei tskontakt (Drahtbrucke {W302} gesetzt ) 
an den Bananensteckbuchsen {J301/302} zur Verfugung. 

PFL-Ausgangs-S i gna I i sat i on PFL SIGN 19-20/A 

meldet der CR Moni tor-E i nhei t den Status des aktivier- 
ten PFL-Ausganges, zu Umschaltzwecken (siehe separates 
Kapi tel) . 

4.2.11 OV- (Null-Volt-) Referenz 4-5 /F 



E inige an Masse der ±1 5V-Versorgungsspannung arbei tenden 
NF-Schaltungskomponenten stutzen sich auf das von OpAmp 
{IC11} gener ierte OV-Potent ial . OpAmp {IC303} bezieht 
seine OV von e i nem Ref erenz-Knotenpunkt auf der Sammel- 
schiene. 



4.3 



SUMMEN-AUSGANG 



1.960.321/341 



4.3.1 SummenkanaL 4-6/A-F 

1 .1- Sammelschieneneingang / OQ-Summierverstarker 4/D-F 

Das von der zugeordneten SammeLschiene abqeqriffene Au- 
diosignaL geLangt uber den Pr intsteckerkontakt -CP3-16> an 
den invert ierenden Eingang des OQ-Summierverstarkers 
{IC5> mit extrem niederohmigem Eingangswiderstand. Die 
yiderstande {R63/64} im Gegenkopplungszyeig und die Aus- 
gangsy iderstande der Eingangseinheiten bestimmen die Ver- 
starkung. Die Kapazitaten {C22/25/26} entkoppeln OpAmp 
{IC5> von Glei chspannung und halten etwaige Of f setspan- 
nungsanteile von der SammeLschiene fern. 

2.PF-Einschleifpunkte (INSERT) 4-5/E-F 

- INSERT-Ausgang {J101} 

Das asymmetr 1 sche Signal am Ausgang des OpAmp {IC5} f uhrt 
uber die Widerstande {R66/73} an den invert ierenden {IC6- 
2-6} und nicht-invert ierenden {IC6-2-3} E i ngang der Dif- 
fer enz"Ver stark erst ufe (Dual OpAmp) . Die symmetr i schen 
Ausgangssignale a/b stehen an der Kl inkenbuchse {J101} 
zur Verf ugung. 

- INSERT-Ruckf uhrung TJ102} 

Die Ruckfuhrung des symmetr i schen Einschlei fsignals er- 

folgt uber die Kl inkenbuchse {J102>. OpAmp {IC15} wandelt 
das symmetr i sche Eingangssignal zum asymmetrischen Signal 
fur die interne Wei terverarbei tung (F lachbahnregler ) , 
{R81 *C32> und {R82-C33) bilden ein Filter gegen HF-Ein- 
streuungen. 

3, Summenkanal-Vorhdrpf ad (X-PFL) 4-6/A-C 

Die gedruckte Taste PFL {S13> bewirkt uber FET-Schalter 
{Q1 5} und die Koppelwiderstande -CR88/89} das Durchschal- 
ten des , vor dem X~F lachbahnregler {R218} abgegr i f f enen 
Signals, auf die PFL-Sammelschienen L/R . 

4. 1- F lachbahnregler (FADER) 5-6/D-E 

Am Flachbahnregler {R218> mit %dB-l i nearer Charakteristik 
erfolgt die gewunschte Abschwachung des, uber die DC-Ent- 
kopplungskapaz i tat {C92> zugef uhrten NF-Signals . Bei ge- 
schlossenem (co) Flachbahnregler steuert ein Endkontakt 
diverse elektroni sche Kreise (Faderstart , S i gnal i sat i on, 
Stummschaltf unkt ionen) . 

In der Eingangsverstarkerstuf e {IC7-2} warden Eigendamp- 
f ungen des Flachbahnreglers kompens i ert (abgleichbar an 
Trimmpotent iometer •CR233}). 

Der weitere Si gnalweg ist abhangig von der Position des 

Limi ter /Kompressor-Wahlscha Iters <S10} (siehe nachfolgen- 

des Kapitel 4.3.2 Limi ter/Kompressor , Abschnitt ”limschal-~ 
tung” ) . 

Bei ausgeschaltetern Limi ter/Kompressor (Taste IN {S10> 
ausgerastet) fuhrt der Signalweg uber den geschlossenen 
FET-Schalter {Q19> zur X-Ausgangsverstarkerstuf e . 

5 . 1- Ausgangs-Verstarkerstuf e/-Ubertrager 6-7/A-C 

Die Ausgangsverstarkerstuf e {IC7-1} ist, zwecks Anpassung 
an den geforderten Lei tungspegel , in der Verstarkung ab- 
gleichbar, in einem Ausgangspegelberei ch von +5...+16dBu 

(Tr immpo tent iometer -CR104} . {R105} bildet den Eingang zur 

symmetrierenden Ausgangsstuf e . Sie ist als Gegentaktver- 
starker OC8-2/Q28/29/32/33} {IC8-1 /Q30/31 /34/35> reali- 
siert und arbeitet im A/B- und Bruckenbetr leb . Mit Trimm- 
potent iometer {R108> erfolgt eine Optimierung des KUrr- 

abglei chs . 

uber den Ausgangsubertrager erfolgt die Auskopplung des 

symmetrisch, erdf reien I-Ausgangssignals auf die Studio- 
lei tung {J2}, und die CR-Honi tor-E inhei t -CP5>. 




I INSERT LIM. / COMP. I OUT 
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4.3.2 Limiter I Kompressor 8-13/A-F 

1 . Umschaltung 7-9 /B-D 

Hinweis; HAND Gatter {IC4/N1-4} : Nn“ = OV = 1 am Ausgang 

Nn_ = -ISV = 0 am Ausgang 
B Limiter dem Summenkanal zuschalten: 

Taste IN {S10> eingerastet. Taste {S11> in Stellung X. 
Die gedruckte Taste {S10> bewirkt einerseits uber Kontakt 
•CSlOb} und Kontakt {S11a> das Aktivieren der Status-Led 
{DL3} LIMITER und anderersei ts, uber {SlOa} und {S11b}, 
den negierenden Ausgang an Nand-Gatter {IC4/N1_>. 

FoLge; 

- FET {Q19> sperrt den direkten Summensignalpfad zur Aus- 
gangsstufe {IC7-1}. 

- FET {Q20> schliesst^ angesteuert durch den, den Gatter- 
ausgang {N1_} invert ierenden Transistor \Q21>, und lei- 

tet das X-E i ngangss iqnal auf den Limi ter-SchaLtkreis 

(PDM-VCA) . 

- Die Ruckf uhrung des, uber den Limi tei — Schaltkreis ge- 
Leiteten NF-Signals fuhrt uber den geschlossenen FET 
{Q22> (N1_>N3“) zur Ausgangsverstarkerstuf e {IC7-1}. 

- FET {Q36> sperrt (N2“>N4_) die Ruckkopplung zum Kom- 
pressoi — Schaltkrei s => RATIO. 

- FET <Q26> schaltet (N2“) den Limi ter /Kompressor-Ein- 
schleifpfad (L/C-INSERT) direkt vom Eingang {J103> zum 
Ausgang {J104> durch . 

- FET' s -CQ24/27} trennen den L/C-INSERT vom Limi ter- 
schaLtkrei s . 

a Limi ter/Kompressor dem Einschlei fpf ad (L/C-INSERT) zu- 
schaLten: Taste IN ■CS10> einrasten. Taste {S11> INSERT. 
Die gedruckte Taste {S10> bewirkt einerseits, uber die 
Kontakte {S10b/S11a> das Aktivieren der Status-Led {DL2> 
COMPR . , und anderersei ts , uber die Kontakte {S10a/S11b> 
die Ansteuerung der {IC4 N1/N2}. 

FoLge: 

- FET TQ19> schaltet (N1“) den X-SignaLpf ad direkt zum 
Ausgangsver starker {IC7-1} durch . 

- FET {Q20> (N1”>Q21„) und FET {Q22} (N3_) trennen den X- 
Signalpfad vom Limi ter/Kompressor-Schaltkreis . 

- FET {Q26> (N4“) akt i viert den Kompressor- Schaltkrei s . 

- FET -CQ24} (N2->Q25“) leitet den L/C-INSERT zum Kompres- 
sor-Schaltkrei s durch . 

FET -CQ27} (N4“) fuhrt das geregelte NF-Signal zuruck in 
den L/C-INSERT-Pfad. 

■ Limi ter/Kompressor ausgeschaltet : 

Taste IN {S10> ausgerastet 

Der X-Signalpf ad wi rd uber FET {Q19> (N1“) di rekt auf die 
Ausgangsstuf e durchgeschaltet . 

Der L/C-INSERT-Pfad wird von FET {Q24> (N2“>Q24_) und FET 
■CQ36> (N4_) vom Kompressorschaltkrei s getrennt und steht , 
fur bel iebige Anwendungen, als Verstarkerkanal mi t sym- 
metr isch, erdf reiem E in-/Ausgang zur Verfugung. 

2. Regelkre1s 10-13/A-F 

■ NF-Gleichr i chter 11-12/C-D 

Vom Ausgang des OpAmp {IC12-1> fuhrt ein Signalpfad zur 
E inweg-Glei chr i chterschaltung, bestehend aus ■CIC13-1} und 
den Oioden {012/13} . 

E in wei terer Signalpfad fuhrt das NF-Signal uber <R186> 
mit dem halbwellenglei chger ichteten Signal zusammen. 

a Limi ter-Spi tzendetek tor THERESHOLD 11-12/C-D 

Ampl i tuden des zusammengef uhrten Gleichstromi gnats, wel- 
che eine, an Tr i mmpotent i ometer {R189> einstellbare 
Schwelle (Limi ter-Einsatzpegel) uberschrei ten, bilden 
nach der Strom-Spannungsumsetzung durch OpAmp {IC13-2} 
das Regelsignal fur den Limiter-/ Kompressor- Schalt- 
kreis . 



m Dynami k-Begrenzung RATIO 12/D 

Bei vorgewahlter Kompressor funkt ion (Taste {S11> auf Vor- 
wahl INSERT) schaltet FET {Q36} die Widerstande {R194>, 
{R192} und Potentiometer RATIO {R191> in den Gegenkop- 
plungszweig des Verstarkers {IC13-2}. Die an {R191} ein- 
stellbare Verstarkung der Regelspannung wirkt sich auf 
die Stellgrdsse des Regelkreises (PDM-VCA) aus : Grdssere 

Verstarkung bewirkt grossere Dynami k-E inengung des Pro- 
gramme (RATIO 1:20): kleinste einstellbare Verstarkung 

beschrankt den Kompressor RATIO 1:1.5. 

a Rucklaufzeit RELEASE 12-13/C-D 

Abhangig von der Regelspannung (uberschrei tung des Be- 
grenzer-Einsatzpegels) erfolgt eine sukzessive Auf ladung 
der RC-Kombinat ionen {R195/206/207} {C77/78/79}. An Po- 
tentiometer {R200> kann die Rucklauf zei t , unter Be- 
einf lussung der Ent I adezei t konst ante aus {C77/78/79} 
{R206/207/201}, var i i ert werden. 

Wahrend dem Auf treten einer Regelspannung wird, urn Ver- 
zerrungen infolge Spannungsander ungen zu unterdrucken, 
der Ent ladestrom durch {Q39> unterbrochen. 

■ Integrator 12-13/C-E 

uber OpAmp {IC14-2} erfolgt die Auskopplung der aufgebau- 
ten Kondensator-Ladespannung {C77> . Sie wird am Ausgang 
abgegr i f f en und dem GRM-Instrument zur Anzeige der Ver- 
st arkungsredukt ion zugefuhrt {P5-13} . An demselben Punkt 
erfolgt, bei gedruckter Taste LINK {S12}, die Einschlei- 
f ung e i ner weiteren, im Verbund geschalteten Ausgangsein- 
hei t (Stereokopplung) . 

OpAmp {IC14-1} wandelt die Spannung in e i nen proport io- 
nalen Steuerstrom fur den Pulsdauermodulator des PDM-VCA- 
Schaltkrei ses . 

■ PDM-VCA Detailschema: 15-17/E-F 

(PulsdauermoduL ierter , spannungsgeregelter Abschwacher ) 

Wirkungsweise 

Das am Eingang anstehende {ANALOG IN} anstehende NF-Sig- 
nal wird uber den MOS-FET-Schalter {Q4}, mit einer Takt- 
f requenz von 300kHz auf Massepotent ial gelei tet . 

Die gef orderte Abschwachung des NF-Signals wird durch Mo- 
dulation der Ein-/Aus-Impulsdauer erreicht . 

- NF-E ingang (ANALOG IN) 

Das, bei gedruckter Taste {S10}, auf den Limi ter-/Kom- 
pressor-Schaltkreis durchgeschaltete NF-Signal fuhrt uber 
den Eingang {ANALOG IN} an den MOS-FET-Schalter {Q4} und 
uber das HF-F i Iternetzwerk {R11 -L1 •C6/7} den Ausgang {AN- 
ALOG OUT}. 

- Steuerkreis (CONTROL) 

Der Rechteckoszi Hat or {IC1} schwingt mit einer Festf re- 
quenz von 300kHz / 50%. Das am E ingang {CONTROL} anste- 
hende Steuersignal beeinf lusst (modul iert ) das Tastver- 
haltnis der Rechteckimpulse, mit dem der MOS-FET-Schal- 
ter , uber die Treiberstufen {Q1...3}, durchgeschaltet 
wird: Langere Einschaltimpulse an {Q4} bewi rken grossere 
Abschwachung des NF-Signals . 

- NF-Ausgang (ANALOG OUT) 

Das F i Iternetzwerk {R1 1 -LI • C6/7} am NF-Ausgang bildet ein 
Tiefpassf i Iter 3.0rdnung und be f re it das NF-Signal von 
300kHz-HF-Komponenten . 

Das Ausgangssi gnal des PDM-VCA fuhrt uber den Dual OpAmp 
{IC12} zuruck in den I-, resp. INSERT-Signalpfad: {IC12- 
2} bildet e i nen Impedanzwandler , {IC12-1}, in Verb indung 

mit {R179/180} und {C74/75} ein aktives HF-F i Iter von 
12dB/0kt. 
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3.Limi ter/Kompressor-EinschLei fpf ad (L/C-INSERT) 8-11 /A-F 

Bei gedruckten Tasten {310} und {311} (IN3ERT) steht der 

Kompressor-3chaltkreis fur uni versel Le E insatzzwecke an 

den KL inkenbuchsen {J103/104} zur Verf ugung. 

- L Imi Ler /Koiiipi essor-E inycsny {J103} 8-9/ C-F 

Das symmetr i sch zugef uhrte NF-3ignaL wind von HF-3t6rsig- 
nalen befrei t {R122- C54} {R124* C55} und zum asymmetri- 
schen 3 i gnat fur die interne Wei terverarbei tung gewandelt 
{IC9.2}. OpAmp {IC9 . 1} ermogli cht eine, an Potentiometer 
GAIN {R128} einstellbare Verstarkung, zur Ka L i brier ung 
des Eingangssignalpegels an die +6dBu NennpegeL. 

Uber den FET-3chaLter {Q24} wird das 3 i gnat dem Kompres- 
sorschaLtkreis zugef uhrt . 

- Limi ter/Kompressor-Ausgang {J104} 10-1 1 /A-C 

Der 3ignaLruckfuhrung uber KoppeLwiderstand {R160} und 
FET-3chalter {Q27} in den Einschlei fpfad, folgt OpAmp 
{IC10} aLs 3pannungsfolger und die symmetr ierende Aus- 
gangsstuf e, bestehend aus invert i erender {IC11.1} und 
nicht-invert ierender {IC11.2} Verstarkerstuf e . 



4.3.3 Hochpegel-E ingang 1-2/A-F 



Das symmetr i sch, erdf reie Eingangssignal gelangt von der 
XLR-3teckbuchse {J1} uber das HF-F i Iter {R1/R3} {C1/2} 
auf den E ingangsubertrager {T1 } . Das asymmetr i sch ausge- 
koppelte NF-Signal yird iiber den invert ierend geschaLte- 
ten OpAmp {IC1 . 2} verstarkt . Die Verstarkung i st , zwecks 
Pegelanpassung, an T r i mmpot ent i omet er {9} einstellbar . 
FET-Schalter {Q1} unterbr i cht das Eingangssignal vor dem 
Abschwacher , bei akt i vierter MUTE-Taste {39} . {Q2} legt 
den 3ignalpf ad nach dem Abschwacher auf OV. Diese Funk- 
t ion lasst sich uber eine extern angeordnete, an {J3} (am 
Anschlussf eld der Einheit) angesch Lossene Taste, f ernge- 
steuert auslosen. Led {DL1} Leuchtet bei stummgeschalte- 
tem KanaL . Potentiometer {R13} dient als Abschwacher des 
Hochpegel-E ingangkanals. OpAmp {IC2} bildet e i nen nicht- 
invert ierenden Verstarker und kompensiert die Ini t ial- 
dampf ung des Abschwachers {R13} . 

1 .Panoramasteller 1-2/B-C 
Version 1.960.341 (4CH-SWITCH) ; 

Das als Zug-/Druckschalter {33} kombinierte Doppel-Po- 
tent iometer {R21/22} ermogli cht das Zuschalten (Steller 
gezogen = AFTER PAN) Oder uberbrucken (3teller gedruckt 
= PRE PAN) des Panoramastel lers . 

Version 1 .960.321 : (2CH-3WITCH) : 

Die Zuschaltung des Panoramastel lers erfolgt durch ge- 
meinsames Drucken der 3ummenanwahlschalter II {34} und 
12 {35} . Das Durchgeschaltete AFTER PAN-3ignal wird 
uber die Summenausgange 13 {P3-3} und 14 {P3-7} den 
3ammelschienen II und 12 zugef uhrt . Das PRE PAN-3ignal 
wird di rekt auf die 3ammelschienenausgange II {P3-4} 
und 12 {P3-6} geschaltet . 

2. Summenanwahl 3/A-C 
Die Durchschaltung der NF-3ignale vom Panoramasteller auf 
die entsprechenden 3ummensammelsch ienen (I) erfolgt kon- 
takt los, uber FET~3chalter {Q5 ... 12} . 

Je nach Version ver fugt die 3ummeneinheit uber zwei (2CH- 
3WITCH) Oder vier (4CH-3WITCH) Summenanwahl sc ha I ter 
{34 ... 7} zur Akt ivierung der FET-Schalter . Entsprechend 
gesetzte Drahtbrucken {W3/4/6/7/8/9}, resp. Widerstande 
{R229/230} best immen den anzusteuernden Summenbus II... 4: 



s Version 1 .960.321 2CH-SWITCH 

Di e beiden Summenanwahl sc ha I ter {34} und {35} ermogl i- 
chen folgende Schaltvariat ionen: 

- PRE PAN-Signal 

Wahlweise schaltbar auf II {34} Oder 12 {35}. 

Das Schaltsignal wird jeweils uber den Ruhekontakt des 
zweiten, nicht akt ivierten Wahlschalters gelei tet (”). 

- AFTER PAN-Signal 

Be i de Wahlschalter {34+35} gedruckt, leiten das nach 
dem Panoramasteller abgegr i f f ene L-R Si gnal auf die 
Ausgange 13 und 14 und f uhren bus intern auf die Sammel- 
sch ienen II und 12: 





Schaltsignal 


NF-Signal 


>— 


pL 

J DAW 


--> 34 


S5* > R229 > Q5/6 


R27 > 06 >11 


—> 35 


34^ > R230 > Q7/8 


R29 >08 > 12 


— > 34 


35 > W7 > 09/10 


R31 > 010 > 13 


Lr-— ..> S5 


34 > y9 >011/12 


R33 > 012 > 14 


I Version 1 .960.34' 
Vier separate Si 
je einen zugeordr 
bei der Abgriff 
Zug-/ Druckscha 
vorgewahlt wird: 


4CH-SWITCH 
jmmenanwahlschalter 
leten Sammelschienenai 
/or , Oder nach dem P< 
Iter {33} des Panor 
Schaltsignal 


34. . .7} akt ivieren 
jsgang 11 . . .4, wo- 
Einoramasteller am 
■'amapotent i ometers 
NF-Signal 


c,_[ 


— > 34 


W03 > 05/6 


R28 > 06 >11 




PAN 


> s5 


W06 > 07/8 


R30 > 028 > 12 






-> 36 


W11 > 09/10 


R31 > 029 > 13 




-> 37 


yi2 > 011/12 


R33 > 031 > 14 



3. Hochpegelkanal-Vorh6rpfad HL-PFL 1-4/A-C 

Die gedruckte Taste PFL {38} bewirkt uber FET-Schalter 
{03} und die Koppelw iderstande {R35/36} das Durchschalten 
des, vor dem Hochpegelkanal-Abschwacher {R13} abgegr i f- 
fenen Signals, auf die PFL-Sammelsch ienen L/R . 

4. Hi If sausgange AUX1 • AUX2 1-2/A-D 

Potent iometer AUX1 {R23} und AUX2 {R24} bewirken eine ge- 
wunschte Abschwachung des, auf je eine separate AUX-Sam- 
melsch i ene abgezwei gten NF-S i gnals . 

Der Abgriff erfolgt wahlweise am gekoppelten Zug-/Druck- 
schalter {31/2} des entsprechenden Potentiometers: 

PF (Potent iometer gezogen) : 

NF-Signal-Abgr i f f vor dem Hochpegelkanal- Abschwacher . 
AF (Potentiometer gedruckt ) : 

NF-Signal-Abgr i ff nach dem Hochpegelkanal-Abschwacher . 
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4.4 CR MONITOR 1.960.420 

4.4.1 REGIE-Monitorkanal 1-12/A-C 

H 1 nwe i s : 

Der Moni torkanal besteht aus zwei gleich auf ge- 
bauten SignaLpfaden, fur den Unken und rechten 
KanaL . NachfoLgende Beschreibung beschrankt sich 

auf den Linken Kanal . 

Quellenanwahl 1-2/A-F 

Die sich gegensei t ig ausLbsenden QueLlenwahL sc halter {S1 / 
1...9> er Lauben die Durchwahl f olgender , symmetr i sch 
zugefuhrter Signalquel Len auf die interne SammeLschiene: 
•CS1/1> - mit Erweiterungseinheit AUX MONITOR CR 1 .960.452 
am AUX MONITOR CR angewahlte SignalqueUe 

- ohne AUX MONITOR CR: f rei def inierbare, symmet- 
risch zugefuhrte SignalqueUe 

■CS1 /2> - f rei def inierbare SignalqueUe 

{S1/3> - PFL-Ausgang L/R 

iS1/4> - AUX2-~Ausgang L/R 

{SI/5} - AUX1-Ausgang L/R 

{S1/6> - Tonbande ingang TAPE2 

{SI/7} - Tonbande ingang TAPE1 

{SI/8} - bei 4CH-Versionen: Summenausgange 13+14 

- bei 2CH-Versionen: f rei def inierb. SignalqueUe 
{S1/9} - Summenausgange 11+12 

Eingangsstufe 1-6/A-C 

Die Eingangsstufe ist als symmetr isch, erdf reier Knoten- 
punktverstarker ausgelegt . Die angewahlte SignalqueUe 
fuhrt uber die entsprechenden Widerstande {R1...36} und 
{R37/38} an den Ei ngangsubertrager {T1 } . {C1...4} lei ten 

hochf requente Storsignale auf Massepotent ial ab. Das RC- 
died {R39« C5} verbessert das Rechteckverhalten des E in- 
gangssignals . Das sekundarsei tig ausgekoppelte asymmetr i- 
sche NF-Signal fuhrt zum invert ierenden E ingang des Op- 
Amp {IC1-1 } . {R42/43} kompens i eren, zwecks Opt imi erung 

des Kl irrabstands, den Kupf erwiderstand der sekundarsei- 
t i gen Trans formatorwick lung. 

(Die FET-Schalter {Q5/6} di enen der E inkopplung des PFL- 
Signalpfades in den Moni torkanal (siehe nachfolgenden Ab- 
schni tt ”PFL-Signalpfad" ) . 

Die FET-Schalter {Q9/10} kreuzen, uber die Widerstande 
{R51/121} di e L/R-Si gnal zum Monos i gnal, bei akt ivierter 
Taste MONO {S3}. OpAmp {IC1-2} invertiert di e Phasenlage 
des Signals. 

-20dB-Absenkung des Moni torkanals 7-9/A-C 

Ein OV-Steuersignal an {P4-16b}, ausgelost durch di e TB- 
Einrichtung auf der Hi If ssummeneinhei t 1 .960.500/501 , 
bewirkt eine Volume-Absenkung des Moni torkanals, urn 20dB. 
Das -20dB-Steuers ignal schaltet uber die Transi storen 
{Q15/16} die FET-Schalter {Q13/14} durch. Die Dampfung 
erfolgt uber die Widerstande {R57/58} . 

Option DJ MONITOR MUTING 

Vorberei tet ist eine Schaltung fur "Disc Jockey”-Betr i eb : 
Of f net der Moderator (Disc Jockey) , welcher glei chzei t ig 
das Mi schpult bedient, seinen fur Durchsagen reservi erten 
Mikrofoneingang, werden Moni tor- und KontroU-Lautspre- 
cher stummgeschaltet ( Vermeidung von Ruckkopplungen) : 

Ein an {P5-13} anstehendes OV-Signal (MONITOR & SPEAKER 
MUTE) steuert uber die Transi storen {Q17/18/19}, die FET- 
Schalter {Q1 1/12} an, welche be i de Kanale des Moni tor- 
Signalpfades unterbrechen. Ebenf alls wi rd der Signalpfad 
fur den pult internen KontroUautsprecher unterbrochen 
{Q28/29}. 

Diese Betr iebsart bedingt die Vornahme folgender Mod i f i - 
kat ion : 

- Durchtrennen der Signalisat ionsleitung MIC SIGN der re- 
servierten Mikrofoneinhei t ( linker , ausserster Steck- 
platz) , von der MIC SIGN-Sammelschiene {P5-4} (Durch- 
trennen der Leiterbahn beim Sammelschienenstecker) . 

- Verbinden der abgetrennten Signalisat ionsleitung mi t 
Sammelschienenstecker CP5-133 MON-MUTE der CR MONITOR- 
Einheit . 
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Volume / Balance 7-9/A-C 
Nach dem Pegelsteller {R59/129} folgt die Auf hol-Verstar- 
kerstufe <IC3>, in deren Gegenkopplungszweig die Balance- 
regelung durch die Potent iometer {R63/133> integr iert 
i St . Si e gewahrleistet eine, von der Balanceeinstel lung 
unabhanqiqe, konstante AusqanqsLei stung als Summe be i der 
Kanale . 

Ausgangsstufe 10-1 2/ A-C 
Die elektronisch symmetr ierende Verstarkerstufe {IC4} 
bildet den Ausgang des Monitorkanals. {C19/20} f i Item 
hochf requente Storungen von aussen aus . 



4.4.2 PFL-Signalaufbereitung 1-12/D-F 



Mit der ”PFL TO M0NIT0R”-Schaltung, aktiviert durch die 
Vorwahltaste <S2>, kann das PFL-SignaL auf die Studio- 
Monitor lautsprecher geschaltet werden. Die Umschaltung 
von der Moni tor-Signalquel Le auf das PFL-Signal erfolgt 
automat isch, sobald an einer der Eingangseinhei ten min- 
destens eine PFL-Taste gedruckt ist (Signal PFL SIGN) . 
Led -CDL1> signal is iert di esen Betr iebszustand. Das dabei 
an <P5-5> anstehende OV-Signal PFL SIGN sperrt -CQ1>, 
schaltet {Q2> und {Q3> auf Durchlass ( Schalterkontakt 
{S2-1> geschlossen) , was ein Sperren der FET-Schalter 
<Q5/7> zur Folge hat (Unterbrechen des Moni tor-E ingang- 
signals) . Transi stor {Q4> schaltet uber {Q1 }, -CS2-2> und 
<Q4> die FET-Schalter {Q6/8> durch (Verbinden des PFL- 
Einganges mit dem Moni torkanal) . 



PFL-E ingang 1-8/D-F 

Das E ingangssignal •CP3-1/-2} von der PFL-Sammelschiene 
fuhrt uber die, in der Verstarkung abgleichbaren {R1 56/ 
161} Knot enpunktver starker {IC7}. Nach der Phaseninver- 
t i erung des Si gnals uber OpAmp {IC8> folgt die elektro- 
nische Umschaltung zur Anwahl der Abhorquellen durch den 
Kopf horerselektor {S6-1..-3>; 

Kopfhdrer-Selektor 7-8/ D-F 

■CS6-1} MON 

schaltet uber die FET-Schalter {Q20/22} den Moni torka- 
nal L/R, mit Abgriff nach den Invertern {IC1-2> und 
{IC2-2}, in den PFL-Abhorkanal L/R . 

{S6-2> PFL 

schaltet den PFL-Kanal L/R, uber die FET-Schalter {Q23/ 
25} durch, an Kopf horerbuchsen und Kontrol lautsprecher . 
TS6-3} MON/PFL 

schaltet den Moni torkanal L/R auf den PFL-Kanalausgang 

L und den PFL-Kanaleingang L/R auf den PFL-Kanalausgang 
R , wenn an mindestens einer E ingangs- Oder Ausgangsein- 
hei t die PFL-Vorwahltaste aktiviert ist (Steuersignal 
PFL SIGN) 

- MONITOR L/R -> PFL L 

Die Widerstande {R175/176} f uhren das Monitor L/R-Sig- 
nal zusammen zum Monosignal, welches uber den geof f ne- 
ten FET-Schalter {Q21> dem linken Kopf horerausgang zu- 
gefuhrt wird. FET-Schalter {Q20/22} sperren. 

- PFL L/R -> PFL R 

Die Widerstande -CR170/171 } fuhren das PFL L/R-Signal 
zusammen zum Monosignal , welches uber den geof f neten 
FET-Schalter {Q24} dem rechten Kopf horerausgang zuge- 
fuhrt wird. Die FET-Schalter {Q23/25} sperren. 

Ist keine PFL-Taste auf einer der Eingangseinhei ten ge- 
druckt , wird das Moni torprogramm, kanalgetrennt abgehort . 

Kopfhorerausgang I Lautsprecherausgang 9-12/D-F 

An Potentiometer -CR188/189} wird die Lautst^rke des Kopf- 
horerausganges und des Kontrol lautsprechers eingestellt . 
Nach der Verstarkung durch {IC9> wird das PFL-Si gnal an 
die Kopf horerbuchsen {J1> und {J2> gef uhrt . Bei nicht be- 
legter Kopf horerbuchse {J2> wird das L/R-Signal durch die 
Klinkenbuchse abgegr i f f en, uber die Widerstande <R204/ 
205} zum Monosignal gemi scht und uber TIC 10} und {P4/13b> 
dem Lau t spree her ver starker und Kontrol lautsprecher im Pa- 
nel zugef uhrt . Die belegte Kopf horerbuchse {J2> unter- 
bricht den Signalpfad zum Kontrol lautsprecher . 

Nach Modi f i kat ion fur "Disc Jockey”-Betr ieb (Kap.4.4. 1 ) : 
Die FET-Schalter {Q28/29} schalten den Lautsprecherkanal 
stumm, wenn an {P5-13} ein OV-Signal ansteht COffnen des 
reservierten Mi krof on-E i nganges ) . 



4.4.4 Quellenwahl zur Pegeluberwachung 5-6/C-F 

Mit der rastenden Drucktaste METER {35} wird der Abgriff 
zur Pegeluberwachung durch die Aussteuerungsinstrumente 
am Instrumententrager best immt : 

Die ausgerastete Taste {S5>, in Pos i t i on I , grei f t die 
Pegel der Ausgange 21 und 2 ab und lei tet diese an die 
Anzeigeinstrumente METER1 /2 im Instrumententrager . Die 
gedruckte Taste {S5>, in Pos i t i on MON, grei ft die Pegel 
nach der Moni tor-E i ngangsstuf e ab und fuhrt diese uber 
die Symmetr ierstufe {IC6> den Anzeigeinst rumen ten zu. 

4.4.5 Signalisation 13-14/D-E 

Es stehen drei Drucktasten fur opt i sche Signalisation 
zwi schen Regie und Studio zur Verf ugung; 

{S7} Rastende Drucktaste fur ON AIR- Signalisation (ROT) . 

{S8> Impulsdrucktaste CALL fur Warnsignalabgabe an Studio 
(GELB) 

TS9> Rastende Drucktaste READY fur Berei tschaf ts-Signali- 
sat ion (GRuN) 

Die gedruckte Taste STUDIO ON {S9} schaltet , uber das Re- 
lais {K1}, die Studio-Rotlichtsignalisat ions ein, wenn 
das Signal MIC SIGN an {P5-4} die Durchschaltung mindes- 
tens eines Eingangkanals an ei nen Summenausgang meldet . 

Durch entsprechendes Setzen von Drahtbrucken {WI/II/III} 
werden automat i sche S tummsc halt funk t ionen fur Moni tor- 
und PFL-Kontro I lautsprecher , sowie gegenseit ige Beein- 
f lussung der STUDIO ON und READY-Si gnal i sat ion in die 
Signal i sat ionsschaltung mi teinbezogen. 

Drahtbrucke Voraussetzungen Lautsprecher 

Pos. Signal Taste{S7} REGIE- STUDIO- 

W a b MIC SIGN STUDIO ON MONITOR PFL MONITOR 

*r*'i 

I j — I pX-j aktiv gedruckt stumm stumm stumm 

pX-| I — I aktiv stumm stumm stumm 

pX-, pX-| 

II |- — ! pX-j aktiv gedruckt — stumm 

•^pX-j I — I aktiv — - — stumm 



STUDIO ON Signalisation (ROT) ohne Einf luss 
auf READY-S i gnal i sat i on (GRUN) 

Bei akt ivierter STUDIO ON Signalisation 
er lischt die READY Signalisation (GRUN) 




Legende: i — i eingesetzte Drahtbrucke 

4.4.3 Schaltung PFL TO MONITOR 3-4 /B-C pX-j nicht eingesetzte Drahtbrucke 

— ^ ” — — — — - - - _ — ohne Einf luss 

In der Regel wird die am CR-Monitor angewahlte Signal- a Standard-Ausf uhrung 

quelle {SI-1... -9} uber die REGIE-Moni tor lautsprecher , 
und das PFL-Signal uber Kopf horer und/oder pult internen 
Kontrol lautsprecher abgehort . 




4.5 



HILFSSUMMEN-AUSGANGE AUX1-AUX2 
& STUDIO MONITOR 



1.960.500 

1.960.501 



4.5.1 HUf ssummen-Ausgange AUX1/AUX2 4-9 /A-D 

Die Aufberei tung der OQ-SammeLschienensignale AUX1 und 
AUX2 ertoLgt uber die be i den StromZ-SpannungswandLer Op- 
Amp's '{IC2> und {IC6>. Potentiometer SEND AUX1 {R31 } und 
SEND AUX2 {R57> dienen der NutzsignaL-Abschwachung. Es 
foLgen die nicht-inver tier end angesteuerten Verstarker- 
stufen {IC3/5}^ mi t Abgleichmogl ichkei t der Verstarkung 
an Tr immpotent iometern {R36/62}. 

<R37/63> bi I den die Eingange zu den symmetr ierenden Aus- 
gangsstuf en . Sie sind aLs Gegentaktver starker {IC4-Q2..9} 
{IC7-Q10. . . 17> realisiert und arbei ten im A/B- und Bruk- 

kenbetrieb. An den Tr immpotent iometern {R39/65} erfolgt 

der KL irrabglei ch . 

Uber die Ausgangsubertrager {T1 /2> er foLgt die Auskop- 
pLung der symmetr i sch , erdf rei en Ausgangssignale AUX1 und 

AUX2. 

4.5.2 TB Kommando-S i gnalpf ad 1-7/E-F 

TB Mikrofon und SignaLaufberei tung 1-4/E-F 

Uber {R80/81 • C33> wi rd das E Lektret-Mikrof on {MIC1> mi t 
ei ner Spannung von ca.9V versorgt . 

OpAmp {IC8> bi Ldet den Mi krof on vorver starker , mi t Begren- 
zerschaltung fur einen Regelberei ch von ca. 25dB: 

FET {Q18>, wirksam aLs spannungsgesteuerter Widerstand im 
Gegenkopplungszueig bestimmt die Verstarkung des OpAmp 's 
■CIC8>. ALs RegeLgrosse wird das AusgangssignaL des Ver- 
starkers gLei chger i chtet {D6/7} und die negat i ve Kompo- 
nente dem Gate {Q18> zugef uhrt . Dadurch erhoht sich der 
Durchgangswi der stand uber FET {Q18> und bewirkt ei ne Ver- 
starkungsredukt ion. Die zweite Verstarkerstuf e OpAmp 
{IC9> ist am Tr immpotent iome ter {R91> in der Verstarkung 
auf den NennpegeL von +6dBu abgLeichbar . 

Das TB- SignaL am Ausgang des DuaL OpAmp <IC9> f uhrt uber 
die Widerstande {R98/101} an den invert ierenden {IC8»2> 
und nicht-invert ierenden {IC9»3> E ingang der Di f ferenz- 
Verstarkerstufe. Das symmetr i sche TB-AusgangssignaL a/b 
steht am der Stecker -CP5-9/-10>, sowie zur DurchschaLtung 
{$6} auf dem Studio Monitor, zur Verf ugung. 

TB-SignaLpfade 

ImpuLs-Drucktaste TB STUDIO <S6>: 

Die gedruckte Taste -CS6} bewirkt, 

- uber di e Kontakte {S6a/b>; das DurchschaLten des sym- 
metr ischen TB-SignaLs auf den Ausgang {P4-5a/-6b>, zur 
Ansteuerung ei nes Studio-KontroLLaut spree hers, 

- uber den Kontakt {S6c>; das DurchschaLten des, vor der 
Symmetr i erstuf e {IC8/9> abgegr i f fenen TB-SignaLs, auf 
den L inken KanaL der symmetr ierenden Ausgangsstuf e -CIC- 
11/12} (Ansteuerung der Endstufe zu Studio-Moni tor Laut- 
sprecher ) . 

- uber den Kontakt TS6d>; di e Lautstarkeredukt ion der Re- 
gieLautsprecher urn 20dB. 

ImpuLs-Drucktasten TB-AUX1 {S2> und TB-AUX2 {S3>; 

Sie schaLten, in gedruckter SteLLung, das Kommandosig- 
naL uber die KoppeLwiderstande {R33/59} auf die 
Hi Lf skanaLe AUX1 und AUX2 . G Lei chzei t i g wird, uber die 
SchaLterkontakte <S2b> und ■CS3b>, die Lautstarke der 
RegieLautsprecher urn 20dB reduziert <P4-16> (-> -20dB- 
SchaLtung auf CR Monitor-Einheit) . 

ImpuLs-Drucktasten SLATE {S4+5> : 

Das g Lei chzei tige Drucken dieser Tasten bewi rkt die TB- 
KommentareinspieLung auf die SummensammeLsch i enen 
II... 4 und die Lautstarkeredukt ion der RegieLautspre- 
cher urn 20dB. 
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Studio-Gegensprechen TB RETURN 10-15/E-F 

Das symmetrisch, erdfreie Signal des, dem Moderator im 
Studio zur Verfugung stehenden Gegensprech-Mi krofons, 
fOhrt uber die Anschlusse {P6-6/-7} an den Eingangsuber™ 
trager {T5}. 

Die Anschlusse {P5-12/-13} ermogli chen, bel entsprechen- 
der Beschaltung^ das Einschlelfen elnes Mikrofoneinganges 
PF-INSERT in den TB RETURN-Signalpfad. Ein Gegensprechen 
kann somit uber das Studio-Mikrofon erfolgen. 

Vom Eingangsuber trager fuhrt das Signal uber die Mikro- 
fon-Verstarkerstufen {IC14}. Die erste Stufe bewirkt eine 
Verstarkung von ca.27dB^ die zyeite Stufe 1st in der Ver™ 
starkung im Bereich von ^cD...43dB einstellbar (Potentio- 
meter TB RET {R209}). 

FET-Schalter {Q26> unterbr i cht den TB-Mikrof onkanal , bei 
Betat igung der Stummschaltetaste (TB SIGN) . {027} legt 

dabei den Ausgang auf OV-Potent ial . 

Das Ausgangssignal TB TO PFL {P5-14} fuhrt an den E ingang 
des PFL-Kanalverstarkers auf der CR MONITOR-Einheit 
1 .960.420. 

4.5.3 STUDIO MONITOR 10-18/A-D 

Quellenanwahl 11/A-D 

Die si ch gegenseitig auslosenden Quellenwahlschalter 
{S8.1 ...8.5} er lauben die Durchwahl f olgender , symmet- 
r isch zugef uhrter Signalquellen auf die interne Sammel- 
schiene: 

{S8. 1} - mit Erweiterungseinhei t AUX MONITOR 1 .960.452: 
am AUX MONITOR angewahlte Signalquelle. 

- ohne AUX MONITOR : f rei def inierbare, symmetr isch 
zugef uhrte Signalquelle. 

{S8.2} - am CR MONITOR 1 .960.420 angewahlte Signalquelle. 
{S8.3} - Summen-Ausgangssignale 11+12. 

{S8.4} - bei 4CH-Versionen: Summen-Ausgangss i gna le 13+14 

- bei 2CH“Versionen: f rei def . Signalquelle 
{S8 . 5} - f rei def ini erbare Signalquelle 

Eingangsstufe 12-13/A-D 

Die von den E i ngangsubertragern {T3/4} aus dem internen 
Sammelbus ausgekoppelten Signale fuhren auf die Strom- 
/Spannungsumsetzer {IC10}, real isiert mit einem Dual Op- 
Amp. Mit Potentiometer STUDIO {R145/180} lasst sich der 
Pegel abglei chen (z.B. zur Anpassung an eine Endstufe zur 
Ansteuerung der Monitor lautsprecher) . Uber Dual Op-Amp 
{IC11 } er f olgt eine Kanalverstarkung von 10dB. Die Ver- 
starkerstufen {IC12} und {IC13} bi I den die symmetr ieren- 
den Ausgangsstuf en fur die Studio-Moni torsi gnale L/R . 

Monitor-Stummschaltung STUDIO CUT 13-14/B-C 

- Manuel I akt i vierte Stummschaltung 

Eine im Studio installierte Taste er laubt das ferngesteu- 
erte Stummschalten des Moni tor-Ausganges {P6-14. . .-17} 
durch den Moderator . Das Schaltsignal TB-SIGN fuhrt uber 
den Anschluss {P6-4} an den Optokoppler {DLQ1} und be- 
wirkt durch die FET-Schalter {Q19/24} den Unterbruch der 
Studiomoni tor Signalpfade vor den Abschwachern {R145/ 
180}. Dabei legen die FET-Schalter {Q20/25} den Ausgang 
des Signalpf ades auf OV-Potential . Led STUDIO CUT {DL1} 
signal i siert den stummgeschalteten Monitorausgang. 
Gleichzeitig wird die Schaltung zur 20dB-Absenkung der 
Reg i e-Mon i tor lautsprecher akt iviert . 

- Automat isch aktivierte Stummschaltung (MIC SIGN) 
(Abhangig von der Programmierung der Signalisat ionsschal- 
tung auf der CR-MONITOR Einheit 1 .960.420; si ehe entspre- 
chendes Kapi tel 4.4.1 ) . 

Folgender Betr iebszustand fuhrt, uber den Steuersignal- 
eingang STUDIO MUTE {P5-15} und den geschlossenen Schal- 
ter RE IN {S9} zur Stummschaltung des Mon i tor-Ausganges : 
Angewahlte(r ) Mikrofoneingang, geof f nete(r ) F lachbahnreg- 
ler an E ingangs- und Summen- Einheit(en) . 

Mi t der Taste RE IN {S9} lasst sich diese Funkt ion unter- 
drucken. Dabei fuhrt der Monitorausgang die Modulation 
des Nutzsignals und das TB-Signal . 



4.5.4 Testgenerator 2-3/A-D 

Dem Ruckkopplungszweig des OpAmp {ICIa} lassen sich, uber 
die Vorwahltasten {S1-1 ... 5} RC-Komb i nat i onen {C1 /2-R1 . . . 
10} zuschalten, welche als Schwingkreise die entsprechen- 
de Frequenz erzeugen. OpAmp {ICIb}, und der als verander- 
iicher widerstand geschaltete thi {ui } bilden einen Re- 
gelkreis zur Stabi lisierung der Generator-Ausgangsspan- 
nung: Die gleichger ichtete Ausgangsspannung an {ICIa} re- 
gelt, aufberei tet durch {ICIb}, die Verstarkung des {IC 
la} uber den FET im Gegenkopplungszweig . Das Generator- 
signal steht an {P5-8} zur Verfugung und wird dem Ein- 
gangswahlschalter der Eingangseinheiten zugef uhrt . {SI-6} 
desakt iviert den Schwingkreis und legt den Ausgang auf 
OV-Potential . 



4.6 



MONITORERWEITERUNG 



1 .960.450/452 



Versionen: 

1.960.450 E 1 ngangserwe i terung fur CR MONITOR 1 .960.420 
1 .960.452 E i ngangserwe i terung fur CR MONITOR 1 .960.420 

und STUDIO MONITOR 1 .960.501 

QueUenanwahl 1-3/5-6/A-F 

Je ei n Tastensatz von neun, si ch gegensei t i g auslosen- 
den QuellenwahLtasten erganzen den CR MONITOR, resp. den 
CR- und STUDIO MONITOR um neun Programm-E i ngange . 

Bei der Version 1 .960.452 mi t zwei Tastensatzen f uhren 
die E i ngange parallel auf die entsprechend angeordneten 
Wah Itasten . 

E i ngangsschaltung 4/7/A-D 

(Beschr ieben wird ein Kanal, der zwei moglichen Ein- 
gangsstufen) . 

Die Eingangsstuf e ist als symmetr isch, erdf reier Knoten- 
punktverstarker ausgelegt . Die angewahlte Signalquelle 
fuhrt uber die entsprechenden Koppelwiderstande {R1...36} 
und CR37/38> an den E i ngangsubertrager {T1>. {C1...4} 

lei ten hochf requente Storsignale auf Massepotent ial ab. 
Das RC-Gl ied {R39- C5} unterstutzt das Rechteck verbal ten 
des Eingangssignals. Das sekundarseit ig ausgekoppelte 
asymmetrische NF-Signal fuhrt zum invert ierenden E ingang 
des OpAmp {IC1 . 1 > . Die Widerstande {R42/43} kompensi eren, 
zwecks Opt imierung des Klirrabstandes, den Kupferwider- 
stand der sekundarsei t igen Transformatorwicklung. 

Ankopplung an CR/STUDIO MONITOR 5/8/B-D 

Uber {P4} fuhrt das NF-Signal auf den reservierten E in- 
gang der CR-, resp. STUDIO-Moni tors . Dieser erf ahrt , bei 
erwei terter Monitoreinheit , eine Anderung; 

Siehe entsprechendes Schema: 

CR/MONITOR 1.960.420 (1-3/A-B) 

STUDIO MONITOR 1 .960.501 (1-3/A-B) 

Durch das Setzen der Drahtbrucken {★> warden die b-Sig- 
naladern auf OV gefuhrt , was eine asymmetrische Signal- 
verarbeitung uber E i ngangsubertrager , und eine Signalver- 
starkung durch den nachf olgenden OpAmp, von den zugef uhr- 
ten +0dBu auf Nennpegel +6dBu zur Folge hat . 




PART OF 

STUDIO MONITOR 
1 .960.501 



PART OF 
CR MONITOR 
1 .960.420 



INPUT SELECTOR 
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4.7 INSTRUMENTEN-PANEL 



4.7.1 EingangsschaLtung 1-5/B-C 

Die symmetrischen Pegelabgr 1 f f e erfolgen an den Heteraus- 
gangen: 

- Jfej riduh nETER-wahLschalTerstellung <S5> auf UK HUNilOK^ 

Summensignal 11+2 (X), resp. Moni torsignaL (MON) L/R, 
uber Anschlusse {P7-14. . .~17>. 

- Mit Abgriff am E ingang -CP4-5b/“6a/7b/8a} X3+4, uber An- 
schLusse {P7-18. . .21}. 

Die EingangsschaLtung besteht aus vier gLeichen E ingangs™ 
stufen. Beschrieben wird der , im Schaltbild detai Liert 
dargestel Lte EingangskanaL : 

Das uber den Eingangsubertrager {T101} und den invert ie- 
rend geschalteten strom-/Spannungswandler {ICIOIa} zuge- 
fuhrte Eingangssignal Lasst sich an T r i mmpot ent i omet er 
{R109} auf OdB-Referenzanzeige abgLei chen (+4. . . +16dBu) . 
Die akt ivierte Taste +20dB {S902> beeinf Lusst entspre- 
chend die Si gnalverstarkung durch {IC101a>, uber {Q101 } 
im GegenkoppLungszweig. OpAmp {ICIOlb} bildet mit seiner 
Per ipher ie ein aktives T iefpassf i Lter 3.0rdnung, nach lEC 
und DIN-Standard. 

4.7.2 PPM Ansteuerung 5™13/B-C 



Der als Spi tzenwert-ZDoppeLweggleichr i chter geschaltete 
OpAmp {IC102} steuert mit seiner Ausgangsspannung den 
Emi tter f oLger {Q102} an . D i eser ladt uber den Wi derstand 
{R123> die Kondensatoren {C108/109}. Sie bestimmen, mit 
{R123} die Ansprechzei t von 10ms . Die RuckLauf zei t be- 
st immen die Widerstande -CR124. . . 127> . Die gedruckte Taste 
FAST -CS901 > verringert die Ansprechzei t auf 0.1ms, indem 
der gesperrte Transistor {Q103> die Zei tkonstante aus dem 
RC-Zweig \C108/R126/R127> unwirksam schaltet. Led {DL902> 
signal isiert diesen Betr iebsstatus . 

# 

Es folgt die als Logarithmierer realisierte, temperatur™ 
kompensierende Verstarkerstuf e {IC104} mit den thermisch 
gekoppelten Transistoren {Q104/105> im Gegenkopplungs™ 

zyeig. Der temperaturabhangige Widerstand {R139} kompen™ 
siert temperaturbedingte Abweichungen des Messwerks. 
Trimmpotentiometer {R142> dient dem Abgleich der Anzeige 
auf die Instrumentenskala (™30dB). Of f setspannungen aus 
der Verstarkerstuf e {IC102/103} yerden an Tr immpotent io™ 
meter -CR132} abgegl i chen (™40dB) . 

4.7.3 VU Meter Ansteuerung 5-7/B-C 



Das gleichgerichtete Ausgangssignal an OpAmp {IC102} 
steuert uber {R122> das VU-Metermesswerk aus. Mit Trimm™ 
potent iometer {R109> yird die Referenzanzeige OVU fur 
die Eingangssignale eingestellt. 

4.7.4 GRM Anzeige 10-11/E-F 



Das Aussteuerungssignal fur die GRM-Instrumente wird an 
den Limiter/Kompressor-Regelkreisen der entsprechenden 
Summen-Ausgangseinhei ten abgegriffen und uber {P7-2..-5> 
den Instrumenten zugefuhrt. An den Tr immpotent iometern 
•CR909/911 /913/91 5> er folgt ein Abgleich der Instrumenten™ 
Anzeige. 

4.7.5 AUX Aussteuerungsinstrufnente 1-9/A-B 



Beschrieben wird der, im Schaltbild detai liert aufgezei- 

chnete Pf ad AUX1 , der be i den glei chen Signalpfade AUX1 
und AUX2. 

Das an {P7-10/-1D, von der AUX-Einheit anstehende Signal 

wird durch den Ubertrager {T601> ausgekoppelt und uber 

den, in der Verstarkung abgleichbaren {R603}, OpAmp {IC 

601a>, zur Doppelwegglei chr i chtung uber OpAmp' s {IC601b/ 

602a> mit den Gleichr i chterdioden {D601 . . . 604> gefuhrt. 
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Abhangig von der gewunschten Anzeigecharakterist ik ist 
ein Jumper zwischen den Lotpunkten -CdOI-dOZ} fur ein PPM- 
Instrument, Oder {603-604> fur ein VU-Instrument einge- 
setzt . 

Bei Betrieb mi t PPM-Instrument best immt {C603> die Ruck- 
Laufzeit. Spannungsf oLger {IC602b> treibt das Instrumen- 

tenmesswerk . 

4.7.6 KORRELATOR Ansteuerung 6-8/D-F 



SchaUer I3+4<->I1+2 {S903> best immt durch seine SteLlung 
den Abgriff der SignaLe zur KorreLat ionsgrad-Messung . Sie 
werden eLektroni sch Ober die FET-Schalter {Q901/902} 
durchgeschaLtet . Die kanaLgetrennten SignaLe durchlaufen 
zwei gleiche Pfade, bestehend aus : 

» Hochpass {C701«R702> {C711-R712} mit einer SteiLheit 

von 6dB/0kt . und einer unteren Grenzf requenz bei 340Hz, 
” aktivem Tiefpass {R703/704«C702/703>{R713/714«C712/713> 
{IC701} mit einer SteiLheit von 12dB/0ktave und einer 

oberen Grenzf requenz bei 3,4kHz (abhangig von der Aus- 
steuerung des verarbeiteten Programms) . 

- Begrenzer-Verstarker ; ebenf aLLs mi t {IC701> reaLisiert : 
Fur hohe EingangspegeL wird die Verstarkung reduziert; 
{D701/702> {D711/712> begrenzen die Ausgangsspannung 

auf ca.1,4V®^. Unter Norma LpegeL fuhren die Ausgange 
von {IC701> SignaLe in annahernder Rechteckform. Mit 
abnehmendem PegeL nahert sich das AusgangssignaL der 
Si nusform. Die bei den S i gnaLe werden in der nachfoLgen- 
den MuLt ipLikatorstufe {IC702> miteinander muLt ipLi- 
ziert . 

Die beiden Ausgange ■CIC702-6/-12} biLden mit den Wider- 
standen {R728/729} eine Brucke, zwischen deren Strompf ade 
das Mess instrument geschaLtet ist. Es br i ngt Di f f erenzen 
zwischen den beiden Stromen zur Anzeige. ■CR730-C721 /722> 



tentiometer {R732> dient dem AbgLeich des Instrumentes . 



4.7.7 PFL-Lautsprecher / Verstarker 



1-5/E-F 



Im AnschLuss an {P4-13b> auf der CR MONITOR-E inhei t fuhrt 
das PF-SignaL uber -CP7-22} zur Verstarkung urn 10dB an {IC 
801}. OpAmp {IC801} biLdet mit {C803/804-R804/809. . .811} 
ein akt ives Hochpassf i Lter , mit Einsatzpunkt bei 150Hz 
und e i ner Stei Lhei t von 1 2dB/0kt . Es foLgt die Ansteue- 
rung der Gegentaktendstuf e. 

4.7.8 SignaLisation 12-13/D-F 

Die OV-S i gna Lspannung von der CR MONITOR-E i nhei t zur Ak- 
t ivierung der bed's {DL903/904/905} wird uber {P7-23/-24/ 
-25} und die Vorwiderstande {R905/906/907} auf -6V ge- 
f uhrt . 
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4.8 STROMVERSORGUNG 



4.8.1 Netzteil 1 .960.050 



Das in der 960er RegiepuLt-Ser le eingesetzte SchaLt- 

netzteil basiert auf dem Prinzip der primar geschalteten, 
pulsdauermoduLierten Sperrwandlers . 

1 .Funk tionspr inzip Siehe BLockschaltbi Id 

Die von HF-Komponenten befreite [13. gleichgeri chtete [23 
und gesiebte [33 Netzspannung wird der Pr imarwi ck Lung [43 

des HF-Transformators zugefuhrt und uber MOS-FET-Schalter 

[53 , in einer Taktf requenz von 50kHz, auf Masse geschal- 

tet. yahrend der Leitend-Phase der MosFet- 
Schalter wird die Pr irr.ar-Indukt ivitat aufgeladen. Die ge^ 
speicherte Energie fliesst yahrend der Sperr-Phase der 
MosFet's durch die Dioden [73 ab, und erzeugt an den Kon~ 

densatoren [83 die gewunschte Ausgangsspannung . 

Regelkreis 

Der Regelverstarker [93 grei ft die Ausgangsspannung ab 
und bildet eine RegeLspannung, welche potent ialfrei , uber 
den OptokoppLer [103, dem integrierten Steuerbaustein 
[113 als RegeLgrosse zugefuhrt wird. 

D i eser best immt , anhand einer internen Ref erenz , das 
TastverhaLtni s (PuLsdauer ) , mi t dem der Pr imarstrom, uber 
den eLektronischen Schalter [53 auf Masse geLeitet wird: 
Die Ausgangsspannung steht in proport ionaLem Verhaltnis 
zur Einschalt-Pulsdauer . 

Z.Schaltungsbeschreibung 

Primarstromkreis 1-5/B-C 

Die Netzspannung fuhrt von der 3-poLigen Netzanschluss- 
buchse uber den 2~poLigen NetzschaLter {S1> und die Pri- 
marsicherung {F1} zum HF-Netzf i Lter {Cl . . .5/Ll}. 

Die nachfoLgende Drossel {L2> begrenzt den E inschaltstrom 
und vergrossert den Stromf Lusswinkel : im IIOV-Betrieb 

wird eine der be i den WickLungen {L2/6-1} uber den Span- 
nungswShler {S2> abgeschaltet . 

Ueber den BruckengLeichr ichter -CD1} und die Siebkondensa- 
toren {C6...9} er folgt die GLeichr ichtung und GLattung 
der Netzspannung : im IIOV-Betrieb wird uber den Span- 

nungswahler <S2> ein GLeichr ichterzweig mi t den Siebkon- 
densatoren zur Spannungs-VerdoppLerschaLtung geschaLtet . 
Der BruckengLeichr i chter {D1> und die Kondensatoren {C6. . 
9} warden durch eine SchutzschaLtung vor Ueber spannungen 
geschutzt : 

Eine, uber den Dioden -CD2. . .4> auf tretende, unzuLassig 
hohe Spannung schaLtet den Diac {Q2>, und demzufoLge den 
Triac {Q1> durch . Der dabei auf Minuspotent iaL f Liessende 
Strom hat das DurchschmeLzen der Pr imarsicherung zur FoL- 

ge. 

Die gLeichgerichtete Eingangsspannung fuhrt auf die Pr i- 
marwicklung des HF-Transformators {T1 /3-4-5> und wird, je 
nach Betr iebsstatus, uber die paraLLeL angeordneten, als 
SchaLter reaLisierten MOS-FET ' s auf Mi nuspotent iaL ge- 

fuhrt . 

Sekundarstromkrelse 

8 ±15VDC 6-7/B 

wird aus den Sekundarwicklungen {11/11-12/11-10} gewon- 
nen. Die Wechse I spannungen werden gLeichgerichtet {D9/D10 
/C24...27} und uber die LC-GL ieder {L3/C28}, resp. {L4/ 
C29> gegLattet . Die Ueber spannungs-SchutzschaLtung, be™ 
stehend aus Zenerdiode {D13> und Triac {Q7> spr icht an, 
wenn die Spannung 33V uberschr i tten wird. FoLge: Die pr i- 
marsei tige Strombegrenzung {R12. . .14/IC1} spricht an. 




■ -6VDC 6-7/B-C 

Die WechseLspannung aus Wick Lung {T1/8-9} wird uber 

{D11/C30-31} (GLeichrichtung) und das LC-GLied {L5/C32} 
(GLattung) zur -6V-Ausgangsspannung auf berei tet und uber 
die SchmeLzsi cherung {F2> vor Ueber Last abgesi chert . 

■ 48VDC (Mikrofon-Phantomspeisung) 6-8/C-D 

Die WechseLspannung aus Wi ck Lung {T1/13-14} wird 

gLeichgerichtet {D12>, gegLattet {C33/34} und von HF-Kom- 
ponenten bef rei t {L6/C35}. Der PTC-Widerstand {R51 > di ent 
der Strombegrenzung bei Kurzschluss der 48V-Ausgangsspan- 
nung. Die Stabi Lisierungsschaltung {Q8/9> bef rei t di e 
Ausgangsspannung von Rest-Brummkomponenten . 

■ Interne Stromversorgung fur SchaltregLer 2-5 /C-D 

Aus Wicklung {T1/2-6} wird, uber die GLei chr i chter diode 

{D6}, den Siebkondensator {Cl 1 } und der Spannungsstabi L i- 
sierung {D7>, die 1 2V-Betr i ebsspannung fur den SchaLtre- 
geLkreis gewonnen. 

- yahrend der Initialisierungsphase (EinschaLten des 
Netztei Les) wi rd die Versorgungsspannung fur den RegeL- 
kreis dem primarseitigen BruckengLei chr ichter {DI > ent- 
nommen und uber die Widerstande {R16...29} und die 
StromqueL Le {Q5/Q6/R30/R66} der D i ode {D7> und dem 
Steuerbaustein {IC1 } zugefuhrt . 

- Nach der Initialisierungsphase (Einschw ingen des 
Schaltreglers) er folgt di e Spannungsversorgung aus dem 
Sekundarkreis {T1/2-6}: 

Sobald die, uber GLeichr ichter diode {06} und Siebkon- 
densator {C11} aufbereitete 12V-Versorgungsspannung, am 
Emitter des Transistors {Q5} ansteht , schaltet Transis- 
tor {06} durch ( Spannungsanst i eg uber {R30/66}) und 
sperrt in der Folge Transi stor {05}. 
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RegeLkreis 2-7/ C-E 

Zentrales Element des Regelkrei ses bildet die integ- 
rierte Steuereinheit {IC1}. Sie vereint folgende Steuer- 
funkt ionen: 

■ VCO zur Erzeugung der 50kHz~Takt f requenz fur den 
Schaltregler (100kHz-f2) 

■ PuLsbrei ten-Modulator 

■ Erzeugung der Ref erenzspannung (kurzschlussf est ) 

■ Dynamische Strombegrenzung 

m Ueber- und Unterspannungsuberwachung 

■ Netzbrumm-Unterdruckung 

1 Soft Start-Steuerung (unterdrCickt Einschaltspitzen) 

Als Regelgrosse fur den Steuerkreis werden sekundarseitig 
die ±1 5V-Ausgangsspannung abgegr i f f en und vom RegeLver- 
starker {IC4> uberwacht. Ein dem sekundarseitigen Span- 
nungsverhaltni s entsprechendes Signal aus dem Regelver- 
starker {IC4} wi rd potent ialf rei , uber den Optokoppler 
{DLQ1}, der primarseit ig arbei tenden Steuereinhei t {IC1} 
zugefuhrt. Sie best immt anhand einer intern zur Verf ugung 
stehenden Ref erenzspannung das Tastverhaltnis (Pulsdauer- 
modulat ion) , mi t dem die FET-Schalter £Q3/4> uber die 
Treiberstuf e <IC2> durchgeschaltet werden (Langere 
Pulsdauer = hohere Ausgangsspannung) . 



Schutzschaltungen 

■ Uberwachung der Primarspannung 3/D-E 

Durch die Widerstande <R38/39> wind der Uber-/Unter- 

spannungsbereich der Pr imarspannung best immt und ist an 
Potentiometer {R40> einstellbar . Das uberschrei ten der 
Toleranz bewirkt das Abschalten der Steuereinhei t . 

■ Uberspannungsschutz der FET-Schalter 

Die uber der Pr im^rwicktung <11/3-4-5) angeordnete 
Schaltung <D5/R6/7/C10} dient dem Schutze der FET-Schal- 
ter vor auf tretender Ueberspannung . 

1 Strombegrenzung 

Die Strombegrenzer schaltung ( in der Steuereinheit <IC1> 
integriert) uberwacht den, durch die periodisch geschlos- 
senen FET-Schalter <Q3/4> auf Minuspotential abf liessen- 
den Pr imarstrom. Der dabei auf tretende Spannungsanst ieg, 
resp. Spannungsabf al I uber den Widerstanden <R12 . . . 14> 
dient der Strombegrenzer schaltung <IC1-8> zur Auswertung 
des dynamischen Stromf lusses. Ubersteigt die Spannung an 
<IC1-8} die an <IC1-9> anstehende, an Potentiometer ein- 
steLlbare Ref erenzspannung, werden die FET-Schalter ge- 
offnet. RC-GLied <R32/C13> bildet einen T iefpass . 

■ Temperatur-Uberwachung 

E in NTC-Widerstand <R45> dient als Temperaturfuhler . Er 
bewirkt bei Uberhitzung das Durchschalten des Komparators 
<IC3> und das Ausschalten der Steuereinheit . 



4.8.2 Konverter 1 .960.051 



Pr inzip 

Der Konverter besteht aus einem Aufwarts- Cl 3 und einem, 
in Ser ie geschalteten Halbbrucken- C23 Schaltregler . Der 
Aufwartsregler regelt die Ausgangsspannung durch Puls- 
brei tenmodulat ion . Der Halbbrucken-^Konverter transfor- 
miert lediglich die Ausgangsspannung des Auf wartsreglers 
auf die hohe Spannung am Ausgang des Konverters, wobe i 
die Halbbrucke mi t e i nem f esten Tastverhaltnis von 50% 
arbei tet . 

Funkt ion 

Die E i ngangsspannung gelangt uber die S i cherung <F1 } und 
das HF-Entstorglied <C1/C2/L1> an den Auf wartsschaltreg- 
ler , bestehend aus <L2/Q2/Q3/D4/C6> . Die Schalttransisto- 
ren <Q2/Q3> werden uber die Treiberstuf e <Q4/Q5/R2> ange- 
steuert . Baustein <IC1> verarbei tet die Regelspannung und 
beinhaltet Pulsbrei ten-Modulator und Osz i llator , dessen 
Frequenz durch <C11> und <R13> auf 100kHz f estgelegt ist. 
Die Regelspannung fur die Pulsbrei tenmodulat ion I ief ert 
der Regelverstarker C33 <C7/D26/R15/R33/R34/R35> uber den 
Optokoppler <DLQ1> an <IC1-9>. Tr immpotent iometer <R34> 
dient der Einstellung der Ausgangsspannung . Die Versor- 
gungsspannung fur den Regelverstarker wird aus der Trans- 
formator-Hi If swicklung <T1 - 13-14> gewonnen. 

Die Gleichspannung am Ausgang des Auf wartsreglers wird 
vom Halbbrucken-Konverter <Q12/Q15/T1 /C22/C23> zerhackt 
und mi t Transformator <T1> auf die hohe Ausgangsspannung 
transf ormi ert . Sie wird mi t den Dioden <D19...22> gleich™ 
ger ichtet und uber die Speicherdrossel <L3>, die Diode 
<D24> und den PTC-Widerstand <R36> dem Ausgang zugefuhrt . 
Die Schalttransistoren <Q12/Q1 5} des Halbbrucken-Konver- 
ters werden, angesteuert durch <IC2>, in e i nem Tastver- 
haltni s von 50% wechselweise durchgeschaltet . Der in 
<IC2> integr ierte Taktgenerator arbei tet ebenf alls mi t 
100kHz, hat Slave-Status und wird vom Osz i llator im Mas- 
ter <IC1 } synchronisiert . Die Ansteuerung der Schalttran- 
sistoren <Q12> und <Q15> wurde transf ormator Los real i- 
siert : Die Ausgange <IC2-11/ 14> schalten die Stromquel- 
len <Q9/R22/R20/R18>, resp. <Q8/R21 /R19/R17>, welche ihr- 
ersei ts die bei den Treiberschaltungen <Q13/14> und 
<Q10/11> steuern. Elko <C16> lief ert uber <Q13> die Ein- 
schaltenergie fur MosFet <Q15> und wird jewei Is in der 
Lei tend-Phase von <Q12> uber Diode <D8> neu auf geladen. 




Ebenfalls in <IC2> ist die Strombegrenzerschaltung inte- 
griert ; Die Spannung, welche der Strom-Transf ormator <T2> 
an <R27> erzeugt , fuhrt an den "Shut Down" -E ingang <IC2- 
10} und bewirkt eine pulsweise Uberwachung des, durch die 
Schalttransistoren <Q12/Q15> f liessenden Stromes. Ein 
uberschrei ten der Schwelle hat ein sofortiges Ausschalten 
der Schalttransi storen zur Folge. 

Die an <P11> anliegenden Synchronisations-Impulse, ge- 
langen uber den Optokoppler <DLQ2> (dessen Ausgangstran- 
sistor mit <Q7> in Kaskade geschaltet ist) an den 
Schmitt-Trigger-E ingang des Monoflops . Dieses erzeugt bei 
jeder negat i ven F lanke eines E ingangs impulses einen 
kurzen, posi t i ven Impuls (%200ns). Er dient der Synchro- 
nisation der bei den, in <IC1> und <IC2> integr ier ten Os- 
zi llatoren auf die externa Taktf requenz . 

Mit Transistor <Q1 > und Diode <D2> wird die maximale An- 
steuer spannung fur die MosFet-Transi storen auf ca.15V be- 
grenzt . 

Widerstand <R11> und Kondensator <C13> bewirken ein lang- 
sames Ansteigen der Regelspannung beim Einschalten (Soft 
Start) . 

Der Schaltungszwei g <D3/R6/DLQ3> dient als Schalter fur 
die Stand-by-Signalisat ion: Im Konverterbetr i eb wird die 
Statusbeleuchtung der Netz-POWER ON Taste ausgeschaltet . 
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5.1 ALLGEMEINES 

5.1.1 Pegel-Def Initionen 



■ Relative Pegelangaben In dBu 




Nennpegelangaben In dBu basleren ausschliessUch* auf el- 

nem festgelegten Spannungsyert als Bezugsgrosse: 

Die Bezugsgrosse 0,775V des relatlven Spannungspegels 
In dBu yurde von der yertdef Initlon des absoluten Span- 
nungspegels In dBm ubernommen; jedoch ohne BIndung an 
die Definition (600Q/1mW). 

s Wennpegel In dBu 

NENNPEGEL = STUDIOPEGEL BEI VOLLAUSSTEUERUNG 

Der Nennpegel (auch Lei tungspegel) entspr Icht dem Studlo- 

pegel be I Vollaussteuerung. 

Typische Nennpegel sInd: + 6dBu 1,55Vg^f 

+10dBu * 2,45Veff 

+15dBu * 4,36Veff 



5.1.2 Erlauterungen zum Pegeldlagramm 

Eln Pegeldlagramm blldet fur den Anwender elne wertvolle 
Hllfe bel Programm-EInpegelungen und belm Orten von Feh~ 
lerquellen. Es zeigt die Pegelverhaltnisse elnes Kanals, 
wahrend der Ubertragung elnes def Ini er ten Signals, auf . 
Das begleltende Blockschaltbl Id I llustr lert den Slgnal- 
verlauf uber die aktiven und passi ven Schaltungskompo- 
nenten und stellt den Bezug exponlerter Punkte von Pegel- 
anderungen (dB) zum relatlven NutzpegeL (dBu) her . Ver- 
starkung zeigt auf stel gende, Dampf ung abf al lende Tendenz 
der Pegelkurve . In Erganzung des Kurvenver laufs fur den 
Fremdspannungsabstand, und Endmarklerungen fur ubersteue- 
rungsreserven, lassen sich Regelmogl I chkel ten und deren 
Grenzen erkennen. 

Nachfolgendes, vereinfachtes Bel spiel elnes Pegeldl a- 
gramms, soil elne Interpretation des, fur das MIschpult 
gultige Pegeldlagramm er Lei chtern : 

FUR PULTSPEZIFISCHES PEGELDIAGRAHM: 

»> BITTE KLAPPSEITE SECTION 1/6 AUFSCHLAGEN «< 



■ Aussteuerungspegel 




entspr Icht elnem verbrel teten Wert fur den Vor lauf 
(Lead) des VU-Instrumentes . 



■ Verstarkungs-ZDampfungsmasse In dB 

Relat I ve Pegelangaben In dB geben Auskunf t uber das Ver- 
starkungs-/ Dampfungsmass elner aktiven (z.B. Verstarker- 
stufe), resp. pass I ven (z.B. F lachbahnregler ) Schaltungs- 
komponente, Innerhalb elnes Schaltkrel ses . 



Elnige Bez lehungen (approximative Faktoren) : 



dB 


0 


1 2 3 6 10 


15 


20 


Verstarkung 




1 


1,1 1,2 1,4 2 3,2 


5,6 


10 


r CM\ t V/ 1 \ *\f / 

Dampf ung 


1 


0,9 0,8 0,7 0,5 0,3 


0,2 


0,1 



Interpretat Ion: 

Das unten auf gef uhrte Bel spiel elnes Pegeldlagramms zeigt 
Pegelsltuat lonen elnes Mi krofoneinganges unter folgenden 
Voraussetzungen auf : 

- Elnspeisung: 1kHz SInus-Dauertons 

- EIngangsempf indllchkel t : -70dBu 

- Ausgangs-Nennpegel : +6dBu 

bel folgenden Stellungen der Flachbahnregler : 



FADERSTELLUNG EINGANG 

AUSGANG 


0 

0 


+10 

0 


+10 

+10 


-10 

0 


0 

1 


KURVE 


1 


2 


3 


4 


5 



6 Grenze der ubersteuerungs-Reserve 

7 Fremdspannungs-Kurve 

8 Fremdspannungs-Abstand 



EINSTELLBEREICH 
DER EINGANGS- 
EMPFINDLICHKEIT 
-10. . .-70dBu 




-EINGANGSKANAL- 



-AUSGANGSKANAL- 



VERSTARKUNG / DAMPFUNG 
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5.2 VORAUSSETZUNGEN 
5.2.1 Hinweise 



Jedes, ab Herstel Lerwerk ausgeUeferte Mi schpuLt verfugt 
Liber ein Pruf protokoL L , in dem die resuLtierenden Daten 
aus einer eingehenden Endprufung eingetragen sind, wie 

■ AbgLeich auf kundenspez i f i schen NennpegeL 

■ Daten aus Messungen auf Frequenzgang, KLirrfaktor, Ge- 
rauschabstand, Gerausch und ubersprechen . 

Das Einmessen des MischpuLtes ist bei A'nderungen der Be- 
tr i ebsbedi ngungen (NennpegeL) am Einsatzort Oder nach Mo- 
di f i kat ionen am Mi schpuLt erf order L i ch . Eine turnusgemas- 
se Wartungs-Einmessung wird bei dieser Generation von 
Mi schpuLten nicht mehr beansprucht . 

Einzige Wartungsmassnahme biLdet das nachfoLgend be- 
schr iebene Entmagnet isieren der E ingangsubertrager . 

5.2.2 Entmagnet isieren von Mikrofon- E i ngangsuber tragern 

Uner Laubtes AnschLiessen asymmetr i scher E i ngangsqueL Len, 
Oder unbeabsichtigter MasseschLuss der a/b-Tonadern von 
Mikrofon-Eingangen mi t zugeschaLteter Phantomspeisung, 
treiben die E ingangsubertrager in die Satt i gung und be- 
wirken deren permanente Magnet isierung (Remanenz) . 

0 i ese aussert sich nachtei Lig durch den sogenannten Mi k- 
rofonie-Ef fekt : Leichte mechani sche Einwirkungen auf das 

Mi schpuLt , z.B. das Ant ippen von Einschuben, bewirken 
eine horbare ModuLat ion uber die Lautsprecher , auch bei 
nicht beLegten Mikrofon-Eingangen. 

Auch kann sich Remanenz in den Ubertragern im Lauf e Lan- 
gerer Betr iebsdauer kumuLieren. 

Es empf iehLt sich deshaLb, aLLe Mi krof on-E i ngange per io- 
disch, und vor Einmessvorgangen, zu entmagnet isieren: 

Vorgehen: 

a Mi schpuLt ausschaLten 

(zum Schutze angesch Lossener Lautsprecher) . 

■ NF-Generator an Mi krof on-E i ngang ansch L i essen . 

Dieser muss ein gLeichspannungsf reies SignaL einspei- 
sen, urn eine unerwunschte Magnet isierung des Ubertra- 
gers zu vermeiden. 

Siehe nebenstehendes SchaLtbi Ld: 

- Kondensator C=1OOOpF/10V sperrt GLeichstrom-Antei Le . 

- Widerstand R=600Q dient der Ent Ladung des Kondensa- 
tors von GLeichstrom-Antei Len. 

■ Frequenz 5:32Hz sukzessive auf E inspei spegeL von 0V..3V 
erhohen. 

■ EinspeispegeL L a n g s a m auf 0V zuruckregeLn. 




5.2.3 BenStigte Messgerate und Hi Lf smitteL 

■ Tonf requenz-Generator 1kHz Sinus / Rs ^ 200Q 

■ NF-VoLtmeter , Rz^^ i lOkQ 

■ AbgLei ch-Schraubenzieher , Grosse 2 

■ SammeLschienen-Adapter zur Kontakt ierung ausgebauter 
Einschube mit der SammeLschiene. Es werden benotigt: 

3 Adapter mit 32poL .Kontakt ierung Best. Nr. 1 .228.322 
Nebenstehende Abbi Ldung zeigt Anordnung und Bezei chnun- 
gen der SammeLschienen und die Zuordnung benotigter 
Adapter . 

■ Schaumstof fmatte, Abmessung ca. 400x250mm, 

aLs Unter Lage fur ausgebaute, uber den Adapter mi t der 
SammeLschiene kontaktierte Einschube (werden mit Vor- 
tei L auf das BedienungsfeLd des MischpuLtes geLegt) . 




5.2.4 MessgrundLagen 



■ Voraussetzung: Korrekter AbgLeich der einzeLnen Funk- 

tionsgruppen (Einschube) . 

Hinweis : Ab HersteL Lerwerk ausgeLi eferte (Ersatz-) Ein- 
schube sind werkseitig abgegL i chen und konnen direkt in 
das eizumessende Mi schpuLt eingesetzt werden . 
a Das Einmessen des MischpuLtes erfoLgt bei erreichter 
Betr iebs temper at ur (ca. 15 Minuten nach EinschaLten) . 
a E inschLei fpunkte (INSERTS) , Monitor-, Vorhor- und Kom- 
mando- (TB-) Ausgange sind nicht zu beLasten. 
a Lei tungsausgange sind mi t 600Q Last abzuschLiessen. 
a PrufsignaL : 1kHz / Sinus 

a PegeLref erenz : 0 dBu ° 0,775Vgff 



5.2.5 Messaufbau 

NF-Mi L L i voLtmeter und NF-Generator mussen grundsatz L ich 
uber symmetr i sche Ein-, resp. Ausgange ver f ugen . Asymmet- 
r i schen Messgeraten ist ein Symmetr i er-Ubertrager vor zu- 
schaLten. 

Hinweis: Stehen keine Messgerate mi t symmetr i schen Ein-, 
resp. Ausgangen zur Verfugung, konnen asymetr ische Mess- 
gerate wie foLgt (beheLf smassig) beschaLtet werden : B- 
Lei tung (3) mit Audiomasse (1 ) verbunden, biLden mi t der 
A-Lei tung (2) einen asymmetr i schen Messpunkt . Diese 
SchaLtung ist jedoch nicht fur Messungen hoherer Aussteu- 
erungen anwendbar (CLipping-Ef fekt bei den transf ormatoi — 
Losen INSERT'S) . 





5.2.6 GrundeinsteLLung der Bed i enungse Lemente 

GrundLegende Voraussetzung fur eine korrekte E i nmessung 
des Mi schpuLtes ist die entsprechende Pos i t ion ierung, den 
Messvorgang beeinf Lussender Bed i enungse Lemente . 

Vor jeder Durcfif uhrung eines E i nmessvorganges , ist der 
Status der BedienungseLemente nach nebenstehender , tabeL- 
Lar i schen Auf steL Lung zu kontroLLieren, Oder neu zu er- 
steL Len . 



ALLe F LachbahnregLer in SteLLung 0 



5.2.7 UmpegeLn / Einmessen 



NachfoLgende Kapi teL 
den sich wie foLgt : 



AbgLei chvorschri f ten unterschei 



.3 UMPEGELUNG DES MISCHPULTES 

beschreibt in Kurzform das Vorgehen zur UmpegeLung 
des MischpuLtes, auf einen anderen NennpegeL (Lei- 
tungspegeL ) . 

.4 EINMESSEN DES GESAMTEN MISCHPULTES 

beschreibt den AbLauf fur einen GesamtabgLei ch des 
Mi schpuLtes, weLcher nach Modi fi kat ionen am Mi sch- 
puLt, zur FehLersuche, etc . zur Anwendung geLangt . 

Beim UmpegeLn Oder E i nmessen des MischpuLtes ist die 
auf gef uhrte KapiteLfoLge einzuhaLten ! 

(manche AbgLeiche biLden die GrundLage fur nachfoL- 
gende AbgLei chabLauf e) . 



I BEDIENUNGSELEMENT 1— STATUS ■ 

MONO-Eingangseinheiten 

Phantomspeisung PHANTOM 

Tr ittschaLLf i Lter £Z 

PhaseschaLter 0 

EquaLizer EQ IM 

Hi Lfsei ngange AUX 1/2 

SummenanwahL CHI . . . 

PanoramasteL Ler PAN 

StummschaLttaste MUTE 

- Vorhortaste PFL 

STEREO/HL-E i ngaogse i nhe i ten 

EingangskaLibr ierung CAL 

EquaL i zer EQ IM 

Hi Lfseingange AUX 1/2 

SummenanwahL CH1+2/3+4 

BaLancesteLLer BAL 

StummschaLttaste MUTE 

- Vorhortaste PFL 

MASTER Ausgangseinheiten 

I Kompressor /Limi ter GAIN 



Hochpege Lei ngang HL INPUT 

Hi Lfseingange PFL 

SummenanwahL CHI . . , 

PanoramasteL Ler PAN 

StummschaLttaste MUTE 

- Vorhortaste PFL 

AUX MASTER Hi Lf ssummen-Einhei t 

GENERATOR Off 

Hi Lf sausgange AUX1/2 SEND 

TB-Ausgange STUDIO 

L TB RET 

CR-MONITOR 

Aussteuerungsanzeige METER: I 

Automat ik PFL TO MONITOR 

VoLume CR MONITOR 

Balance BAL 

MonoschaLtung MONO 
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5.3 UMPEGELUNG OES MISCHPULTES KURZANLEITUNG 

KurzanLei tung zur UmpegeLung des MischpuLtes, auf einen 
anderen NennpegeL. 

Hinweis: 

Fur UmpegeLungen zustandige T r i mmpot ent i ometer sind in 
der Regel , nach dem Entfernen des Bodenababdec kb Leches, 
von der Mi schpuLt-Untersei te zugangLich. Ausnahmen sind 
im entsprechenden Abschni tt erwahnt . 

1 .MONO-Eingeinheit 1 1 .960.221/241 

■ Status der Bedienungselemente nach label Le erstellen 
und E ingangswahlsc halter in StelLung LINE posi t ionieren 

■ NF-VoLtmeter an PF INSERT SEND ansch L i essen 

■ NF-Generator an Lei tungse ingang HL INPUT anschliessen 
B Nennpegel/lkHz einspei sen 

B Kontrolle: Sol L-Ausgangspegel an INSERT SEND = +6dBu 
B Korrektur : an Eingangswahlschalter [S3] im Bereich LINE 
und Feinabgleich an zentralem Potentiometer [R64] . 
Vorsicht : 

Ermi ttelte EinstelLungen dur fen wahrend dem Umpegelvor- 
gang nicht mehr verandert werden! 

2.STERE0/HL-Eingangseinheit 1 1 .960.251 .. .254 

Hinweis: 

Fur den Abgleich der Einschlei fpunkte der STEREO-Einschu- 
be mussen diese ausgebaut und durch Einsetzen der Sammel- 
schienen-Adapter 1 .228.321 mi t den Sammelschienen [P3] 
kontaktiert werden. Eine andere Moglichkeit fur den 
Zugang zu den benotigten Tr immpotent iometern CR115/R225] 
besteht im Entfernen der benachbarten Einschube auf der 
rechten Sei te . 

B Status der Bedienungselemente nach TabelLe erstellen 
(Potentiometer [R115/225] CAL in rastende Mittelstel- 
Lung) 

B Linker Kanal CHI : 

- NF-Voltmeter an PF INSERT L SEND anschliessen 

- NF-Generator an E ingang HL INPUT CHI anschliessen 

- Nennpegel/lkHz einspeisen 

- Kontrolle: Sol l-Ausgangspegel an INSERT L SEND = +6dBu 

- Korrektur : an T r i mmpot ent i ometer [R111 ] . 

B Rechter Kanal CH2: 

- NF-Voltmeter an PF INSERT R SEND anschliessen 

- NF-Generator an E ingang HL INPUT CH2 anschliessen 

- Nennpegel/lkHz einspeisen 

- Kontrolle: Sol L-Ausgangspegel an INSERT R SEND = +6dBu 

- Korrektur : an T r i mmpot ent i ometer [R211 ] . 

STEREO/HL-Eingangseinhei t 2, und folgende. . . 

sinngemass gleiches Vorgehen, wie bei STEREO-Eingangs- 
einheit 1 . 

S.Hochpegel Eingang auf MASTER-Einheit 1 .960.321/341 

B Status der Bedienungselemente nach TabelLe erstellen 
B Ausgangseinhei t MASTER 1 ausbauen und liber Adapter mit 
Sammelschienen [P3/P51 kontaktieren, Oder ; Ausgangsein- 
hei t urn einige SteckpLatze nach Links verschieben, bis 
T r i mmpotent i ometer [R9] von der Pultuntersei te zugang- 
lich ist. Die abzugleichende Ausgangseinhei t ist auf 
ihrem zugeordneten SteckpLatz zu belassen. 

B An Hochpegeleingang Sammelschiene mit korrekter MASTER- 
Zuordnung anwahlen. 

B NF-Voltmeter an I INSERT SEND der MASTER-Einheit 1 an- 
schliessen 

B NF-Generator an Hochpegeleingang HL INPUT anschliessen 
B Nennpegel/lkHz einspeisen 
B Kontrolle: 

Sol l-Ausgangspegel an I INSERT SEND = NennpegeL + lOdB 
B Korrektur : an Tr immpotent i ometer [R9] 

Diese EinstelLung bei alien weiteren MASTER-Einheiten 
sinngemass, wie oben beschr ieben, durchfuhren . 

Nach der EinstelLung sind alle Einheiten in ihre zugeord- 
neten SteckpLatze einzusetzen. 



4. MASTER Ausgangs-Nennpegel 1.960.321/341 

B Status der Bedienungselemente nach TabelLe erstellen 
B NF-Voltmeter an Summenausgang I OUT anschliessen 

B NF-Generator an Leitungseingang HL INPUT der MONO-E i n- 
gangseinheit 1 anschliessen 
B Entsprechende Sammelschiene anwahlen 

B Limiter ausschalten (Taste IN ausgerastet) : 

- Nennpegel/lkHz einspeisen 

- Kontrolle: Sol L-Ausgangspegel an X OUT = NennpegeL 

- Korrektur : an Tr immpotent i ometer [R1043 

5. Hilfskan§Le AUX1/AUX2 1.960.500/501 

B Status der Bedienungselemente nach TabelLe erstellen. 

B Eingangsregler AUX1 und AUX2 auf Eingangseinheit 1 zie- 
hen (StelLung PF) und auf Rechtsanschlag aufdrehen 
(Stellung 9) 

B Ausgangsregler SEND AUX1 und AUX2 auf Rechtsanschlag 
aufdrehen (Stellung 9) 

B T r i mmpotent i ometer [R36] und [R62] im Gegenuhrzeiger- 
sinn auf Minimum zuruckdrehen 
B NF-Generator an HL INPUT der MONO-E i ngangse i nhe i t 1 an- 
schliessen 

B NennpegeL einspeisen 
AUX1 

B NF-Voltmeter an Ausgang AUX1 anschliessen 
B Ausgangspegel an Ausgangsregler AUX1 SEND urn 1 5dB* re- 
duzieren 

B Ausgangspegel an Tr immpotent iometer [R36] auf NennpegeL 
abglei chen 
AUX2 

B NF-Voltmeter an Ausgang AUX2 anschliessen 
B Ausgangspegel an Ausgangsregler AUX2 SEND urn 15dB* re- 
duzieren 

B Ausgangspegel an Tr immpotent iometer [R62I auf NennpegeL 
abgleichen 

* (= Verstarkungsreserve) 

6. TB-Mikrofonkanal 

TB AUX (TB uber Hi If sausgange AUXl/2) 

B TB-Mikrofon auf der AUX1 /2-Einheit 1 .960. 500/501 uber 
einen Lautsprecher mit IkHz-Ton beschallen. 

B NF-Voltmeter an Ausgang AUX1 anschliessen 
B Taste TB zu AUX1 drucken 
B Kontrolle: Sol l-Ausgangspegel = NennpegeL 
B Korrektur : an Tr immpotent iometer [R91 ] 

7. Aussteuerungs instrument® (PANEL) 

Vorberei tungen 

B Status der Bedienungselemente nach Tabelle erstellen 
B CR Monitoreinheit: METER-Wah Lschalter ausrasten (Stel- 

Lung I) 

B NF-Generator an HL INPUT der MONO-E i ngangse i nhe it 1 an- 
schliessen 
Wichtig: 

Mi schpuLt muss Betr iebtemperatur errei cht haben (10. . . 
15 Minuten nach Einschalten des Cerates) 

PPM-Haupt i nstrumente 
B PPM METER CHI 

- MONO-E i ngangse i nhei t 1: Sammelschiene CHI anwahlen 

- NennpegeL einspeisen 

- MASTER-Ausgang 1 : Ausgangspegel = NennpegeL 

- Kontrolle: SoLL-Anzeige = OdB/PPM 

- Korrektur : an Tr immpotent iometer [R1093 
B PPM METER CH2, und folgende. . . 



sinngemasses Vorgehen wie bei 
chender Sammelschienenanwahl . 


METER CHI , 


bei 


entspre- 


Abglei chorgane fur Instrument 


1 CH 2 1 


1 CH 3 


1 CH 4 1 


Tr immpotent iometer 


1 R209 1 


1 R309 


1 R409 1 




VU-Haupt i nstrumente 
Grundlage: 

Anzeige 0VU = NennpegeL minus 6dB* (Lead) 

* Die folgende Abgleichanleitung basiert auf e i nem Vor- 
Lauf (Lead) fur die VU-Instrumente = 6dB. 

Wird vom Anwender ein anderer Wert fur den Vor lauf ge- 
wunscht , ist di eser anstelle des Wertes 6dB* ei nzuset- 



B VU METER CHI 

- MONO-E i ngangse i nhe i t 1: Sammelschiene CHI anwahlen 

- NennpegeL minus 6dB* einspei sen 

- MASTER-Ausgang 1: Ausgangspegel = NennpegeL -6dB 

- Kontrolle: Sol L-Anzeige an Instrument METER1 = 0VU 
B VU METER CH2, und folgende. . . 

sinngemasses Vorgehen wie bei METER CH1 , bei entspre- 
chender Sammelschienenanwahl . 

Abglei chorgane fur Instrument | CH 2 I CH 3 I CH 4 I 

T r i mmpotent i ometer | R209 | R309 j R409 | 

AUX Instrumente AUX1/AUX2 

- Status der Bedienungselemente nach Tabelle erstellen 

- Eingangsregler AUX1/AUX2 auf MONO-E i ngangse i nhe i t 1 
Ziehen (Stellung PF) 

- NF-Generator an HL INPUT der MONO-E i ngangse i nhe i t 1 an- 
schliessen 

- NennpegeL einspeisen 

- NF-Voltmeter an Ausgang AUX1 anschliessen 

- An Ausgangsregler SEND AUX1 Ausgangspegel auf NennpegeL 
einstellen 

- NF-Voltmeter an Ausgang AUX2 anschliessen 

- An Ausgangsregler SEND AUX2 Ausgangspegel auf NennpegeL 
einstellen 

B PPM-Instrumente : 

- Kontrolle, unter E inspei sung des Nennpegels : 
SoLL-Anzeige am Instrument = 0dB/PPM 

- Korrektur : an Tr immpotent iometer [R603] fur AUXI 

und [R503] fur AUX2 

fl VU-Instrumente : 

- Kontrolle, unter Einspei sung des Nennpegels minus 6dB'*': 
SoLl-Anzeige am Instrument = 0VU 

- Korrektur : an Tr immpotent iometer [R603] fur AUXI 

und CR503] fur AUX2 

8.Vorh6rkanal PFL 

fl Status der Bedienungselemente nach Tabelle erstellen 
B PFL-Taste an MONO-E i ngangse i nhei t 1 drucken 
B CR MONITOR : - PFL-Taste (Sektion HEADPHONES) drucken 

- METER-Wah Lschalter drucken (Stellung MON) 
B NF-Generator an MONO-E i ngangse i nhei t anschliessen 
B Pegel einspeisen: 

- PuLte mi t PPM-Aussteuerungs i nstrumenten: 

NennpegeL einspei sen 

- PuLte mit VU-Aussteuerungsi nstrumenten: 

NennpegeL minus 6dB* (Lead) einspeisen *(s .Kap. 5 . 6. 2) 
B Kontrolle: SoLl-Anzeige an Aussteuerungs instrument : 
0dB/PPM resp. 0VU 

B Korrektur : an T r i mmpotent i ometer [R1561 fur CHI (L) 
an Tr immpotent iometer [R161 ] fur CH2 (R) 





BTOJOdlR! 



961/962 



D5/5 



5.4 EINMESSEN DES GESAMTEN MISCHPULTES 
5.4.1 Hauptkanai.e 

1. MONO-Eingange 1.960.221/241 

E I n h c 1 1 1 ; 

1 Status der Bedienungselemente nach Tabelle 5.2,6 er™ 
stellen und Eingangsyahlschalter In SteLlung LINE posi- 
tion! eren 

■ NF-Voltmeter an PF INSERT SEND anschliessen 

1 NF-Generator an Lei tungseingang HL INPUT anschliessen 

■ Nennpegel/1kHz einspeisen 

■ KontroUe; Sol l-Ausgangspegel an INSERT SEND = +6dBu 

■ Korrektur : an EingangswahLschalter CS33 im Bereich LINE 
und Feinabgleich an zentralem Potentiometer CR643. 

Einheit 2 . . . : 

Sinngemass gleiches Vorgehen, bei alien MONO-Eingangs- 
einhei ten, wie oben aufgefuhrt. 

Vorsicht : 

Ermittelte Einstellungen durf en wahrend des gesamten 
E inmessvorganges nicht mehr verandert werden! 



2. STEREO/HL-Eingangseinhei ten 1 .960.251 . . .254 

H 1 nye i s : 

Fur den Abgleich der Einschlei fpunkte der STEREO-Ein- 
schube, mussen diese ausgebaut und durch Einsetzen der 
Sammelschienen-Adapter 1.228.321 mi t den Sammelschienen 
[P3/P53 kontakt i ert werden. 

a Status der Bedienungselemente nach Tabelle erstellen 
(Potentiometer CR115/2253 CAL in rastende Mi ttelstel- 
lung) 

E inhei t 1 , linker Kanal CHI : 

1 NF-Voltmeter an PF INSERT L SEND anschliessen 
a NF-6enerator an E ingang HL INPUT CHI anschliessen 
a Nennpegel/lkHz einspei sen 

a KontroUe: Sol l-Ausgangspegel an INSERT L SEND = +6dBu 
a Korrektur : an Tr immpotent iometer CR1 1 1 3 . 

E inheit 1, rechter Kanal CH2; 

a NF-Voltmeter an PF INSERT R SEND anschliessen 
a NF~Generator an E ingang HL INPUT CH2 anschliessen 
a Nennpegel/lkHz einspei sen 

a KontroUe: Sol l-Ausgangspegel an INSERT R SEND = +6dBu 
a Korrektur : an Tr immpotent iometer CR2113. 

Einheit 2 . . . : 

Sinngemass gleiches Vorgehen, bei alien STEREO-E in- 
gangseinhei ten, wie oben aufgefuhrt . 




STEREO/ HL 
INPUT UNIT 




PCB 1.960. 251... 254 





gTry[B)[E[Mj 



3. MASTER-Ausgangseinheiten 1 .960.321 /3A1 

Hinweise: 

Der Abgleich fur E inschLei fpegeL der MASTER-Einhei ten er- 
folgt auf den E i ngangseinhei ten, indem deren Ausgangspe- 
gel angepasst warden (Fader-Auf holverstarkung) . 

HierfOr muss die abzuglei chenue E 1 nydnybe i n'ne i t dusyebaui 
und Liber die Sammelschienen-Adapter 1.2Z8.321 mi t den 
SammeLsch ienen CP3/P5] kontakt iert warden . 

Die KontroLLe des Ausgangspegels am I INSERT erfolgt, 
stel Ivertretend fur alle wei teren Ausgangsei nhei ten, an 
MASTER 1 fur MONO-E i ngangseinhei ten, an MASTER 1 und 2 
fur STEREO-E ingangsei nhei ten. 

■ Status der Bedienungselemente nach Tabelle erstellen 

MONO-E i ngangse i nhe i ten 1 .960.221/241 

i MONO-E i nhe it 1 ausbauen und uber Adapter mi t Sammel- 
sch i enen CP3/P5] kontakt i eren 
1 SammeLsch i ene CHI anwahlen 

i NF-Voltmeter an I INSERT SEND der MASTER-Einheit 1 an- 
schl iessen 

1 NF-Generator an Le i tungse i ngang HL INPUT der MONO-E i n- 
heit 1 ansch L i essen 

■ Nennpegel/lkHz einspei sen 

B KontroLLe; Soil- AusgangspegeL an 1 INSERT SEND = +6dBu 
B Korrektur ; an Tr immpotent iometer [R1643 

GLeiches, sukzessi ves Vorgehen bei alien wei teren MONO- 
E ingangseinhei ten. 

STEREO/HL-E ingangsei nhei ten 1 .960.251 . . .254 

■ STEREO-E i ngangseinhei t 1 ausbauen und uber Adapter mi t 
Sammelschienen CP3/P5] kontakt ieren 

■ Sammelschienen CH1+2 anwahlen 

Linker Kanal CH1 : 

m NF-Vol tmeter an I INSERT SEND der MASTER-E i nhei t 1 an- 
sch I i essen 

1 NF-Generator an E ingang HL INPUT CHI ansch L iessen 
1 Nennpegel/lkHz einspei sen 

m KontroLLe; Soil- AusgangspegeL an X INSERT SEND = +6dBu 

■ Korrektur ; an Tr immpotent i ometer [R1823 . 

Rechter Kanal CH2; 

m NF-Voltmeter an X INSERT SEND der MASTER-Einheit 1 be- 
lassen 

a NF-Generator an E i ngang HL INPUT CH2 ansch I i essen 
B Nennpegel/lkHz ei nspei sen 

1 KontroLLe; Soil- AusgangspegeL an X INSERT SEND = +6dBu 

■ Korrektur ; an Tr immpotent iometer [R2823. 

GLeiches, sukzessi ves Vorgehen bei alien wei teren STEREO- 
E ingangseinhei ten. 




PCB 1 .960.221/241 PCB 1 .960.251 ... 254 







961/962 



D5/7 



4, Hochpegel Eingange CHASTER) 1.960.321/341 

■ Status der Bedienungselemente nach TabeLLe ersteUen 
1 Ausgangseinhei t MASTER 1 ausbauen und uber Adapter mi t 

SammeLschienen CP3/P53 kontakt ieren 
1 NF-Voltmeter an 1 INSERT SEND der M/ySTER-Einhei t 1 an- 

buh L 1 

■ NF-Generator an Hochpegeleingang HL INPUT anschliessen 

■ NennpegeL/1 kHz einspeisen 
1 KontroUe: 

SoLL-Ausgangspegel an 1 INSERT SEND = NennpegeL + lOdB 
1 Korrektur : an Tr immpotent iometer CR93 

Diese Einstellung ist sinngemass bei alien MASTER-Einhei- 
ten auszuf uhren. 

Bevor jedoch die MASTER-E i nhei t yieder eingebaut yird,- 

werden mi t Vortei I die bei den nachfolgenden Einmessvor- 
gange nach Abschni tt 5.3.5 und 5.3.6 durchgef uhrt . 



5. MASTER Ausgangs-Nennpegel 



1.960.321/341 




Status der Bedienungselemente nach Tabel le erstellen 
NF-Voltmeter an Summenausgang I OUT anschliessen 



gangseinhei t 1 anschliessen 



Entsprechende Sammelschiene anwahlen 



A Limiter uberbruckt (Taste IN ausgerastet ) : 

1 Nennpegel/lkHz einspeisen 

1 KontroUe: Sol l-Ausgangspegel an I OUT = Nennpegel 
■ Korrektur : an Tr immpotent iometer [R104] 



B Limiter eingeschaltet (Taste IN gedruckt ) : 

■ Generator-Pegel urn 20dB reduz ieren (= Nennpegel -20dB) 
1 KontroUe: 

SoU-Ausgangspegel an I OUT = Nennpegel minus 20dB 

■ Korrektur : an T r i mmpot ent i ometer [R73 (auf Steckpr int 

mi t PDM-VCA Schaltkreis) 



Abglei chschr i tte A und B wechselwei se wiederholen, bis 
opt imale E instel lung errei cht ist. 



6. Limiter-EinsatzschweUe 

■ NF-Voltmeter an Summenausgang 2 OUT belassen 

■ NF-Generator an Lei tungseingang HL INPUT der MONO-E in- 
gangseinheit belassen 

B Nennpegel einspeisen 

1 Flachbahnregler auf Stellung -*-10 posit ionieren 

A Limiter uberbruckt (Taste IN ausgerastet) : 

■ KontroUe: 

SoU-Ausgangspegel an 2 OUT = Nennpegel +l0dB 

■ Korrektur : an Potentiometer GAIN (Eingangskanal) 

B Limiter eingeschaltet (Taste IN gedruckt) : 

■ KontroUe : SoU-Ausgangspegel an I OUT = Nennpegel+0,2dB 
H Korrektur : an Tr immpotent iometer CR189] (Threshold) 





)Typ[i[H] 
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5.4.2 HUfskanale AUX1/AUX2 1.960.500/501 

Fur diesen E i nmessvorgang benotigte Abglei ch-Tr immpoten- 
tiometer s i nd , be i demont ierter Bodenabdeckung, von der 
Pultuntersei te zugangUch. 

1 Staius der Bedi enungseLemente riach TabelLe eistel ten . 

1 E 1 ngangsreg Ler AUX1 und AUX2 auf E i ngangse \ nhe i t ziehen 
(Stel Lung PF ) und auf Rechtsansch Lag aufdrehen (SteL- 
Lung 9) 

1 AusgangsregLer SEND AUX1 und AUX2 auf Rechtsansch Lag 
aufdrehen (SteLLung 9) 

1 Tr immpotent lometer CR36] und CR623 im Gegenuhrzeiger- 
sinn auf Minimum zuruckdrehen 

■ NF-Generator an HL INPUT der MONO-E i ngangse i nhe i t 1 an- 
schL i essen 

■ NennpegeL einspei sen 
AUX1 

1 NF-VoL tmeter an Ausgang AUXI ansch L i essen 

1 AusgangspegeL an AusgangsregLer AUX1 SEND urn 15dB'*^ re- 

duz i eren 

■ AusgangspegeL an Tr immpotent iome ter CR36] auf NennpegeL 
abgLei chen 

AUX2 

■ NF-VoLtmeter an Ausgang AUX2 ansch L iessen 

■ AusgangspegeL an AusgangsregLer AUX2 SEND urn 1 SdB'*’ re- 
duzieren 

■ AusgangspegeL an Tr immpotent iometer CR621 auf NennpegeL 
abgLei chen 

*(= ubersteuerungsreserve) 



5.4.3 TB-MikrofonkanaL 
SLATE (TB uber 1 SammeLsch iene) 

■ Hi Lfssummeneinhei t AUX 1 .960.500/501 ausbauen und uber 
Adapter 1.228.321 fur SammeLsch ienen CP3/P53, und Adap- 
ter 1 . 228 . 322 fur SammeLschiene CP43, kontakt i eren 

■ NF-VoLtmeter an Summenausgang I OUT anschL iessen 

1 NF-Generator an weisser Cwht 3 und schwarzer CbLk3 Mik- 
rofon-AnschLussL i tze anschL iessen 
1 -40dBu/1 kHz einspeisen 

■ Beide Tasten SLATE drucken 

■ KontroL Le : SoL L-AusgangspegeL an I OUT = NennpegeL 
1 Korrektur ; an Tr immpotent iometer [R893 

TB AUX (TB uber Hi L f sausgange AUX1/2) 
m NF-VoLtmeter an Ausgang AUXI anschLiessen 

■ Taste TB zu AUXI drucken 

1 KontroL Le : SoL L-AusgangspegeL = NennpegeL 

■ Korrektur : an Tr i mmpotent i ometer CR91 3 



AUX UNIT AUX UNIT 




MONO 

INPUT UNIT 







MASTER 

UNIT 





5.4.4 Aussteuerungs-Instrumente (PANEL) 

Vorberei tungen 

1 Status der BedienungseLemente nach label Le erstelLen 
■ CR Mon i tore inheit: METER-Wahlschalter ausrasten (SteL- 

Lung I) 

m NT Generator an ML INPUT der r10N0~E i ngangse i nhe 1 1 1 an— 

schl lessen 
W 1 c h 1 1 g : 

Ml schpult muss Betr i ebtemperatur erreicht haben (10... 
15 Minuten nach E inschalten des Cerates) 




1 . Haupt-Instrumente mi t PPM-Charakterist ik 



2 . Haupt-Instrumente mi t VU-Charakteristik 



PPM METER CHI 

■ MONO-E ingangseinhei t 1 : Sammelschiene CHI anwahlen 
A Nennpegel einspei sen 

1 MASTER-Ausgang 1 : Ausgangspegel = Nennpegel 

■ Kontrol le : Sol l-Anzeige = OdB/PPM 

i Korrektur : an Tr i mmpotent iometer CR109] 

B Generatorpegel auf Nennpegel minus 30dB einstellen 

■ Kontrol le ; Sol l-Anzeige = -30dB/PPM 

■ Korrektur : an Tr i mmpotent iometer [R1421 

C Generatorpegel auf Nennpegel minus 40dB einstellen 

■ Kontrol le : Sol l-Anzeige = -40dB/PPM 

■ Korrektur : an Tr i mmpotent iometer CR1323 

Die Abgleichvorgange B und C beeinf lussen si ch gegensei- 
tig und sind deshalb wechselsei t ig zu wiederholen, bis 
opt imale Einstellung erreicht ist. 

PPM METER CH2. . . 

Sinngemasses Vorgehen wie bei METER CHI, bei entsprechen- 
der Sammelschienenanwahl . Die Zustandi gkei t der Abgleich- 
organe ist aus f olgender Auf stel lung sichtbar : 



Abglei ch 




A 






B 






C 




Instrument CH 


2 


3 


4 


2 


3 


4 


2 


3 


4 


Tr i mmpotent i ometer R 


209 


309 


409 


242 


|342 


442 


232 


332 


432 



Grundlage: 

Anzei ge 0VU = Nennpegel mi nus 6dB* (Lead) 

" Die folgende Abgleichanleitung basiert auf einem Vor- 
lauf (Lead) fur die VU-Instrumente = 6dB. 

Wi rd vom Anwender ein anderer Wert fur den Vor lauf ge- 
wunscht , ist di eser anstelle des Wertes 6dB‘* ei nzuset- 
zen. 



VU METER CHI 

■ MONO-E i ngangse inheit 1 : Sammelschiene CHI anwahlen 
A Nennpegel minus 6dB* einspei sen 



MASTER-Ausna 



■ Kontrol le : Sol l-Anzeige an Instrument METER1 = 0VU 

■ Korrektur : an Tri mmpotent iometer [ R 1 09 3 
B Generatorpegel urn 20dB reduzieren 

(Nennpegel -6dB",-20dB) 

■ Kontrol le : Sol l-Anzeige an Instrument METER1 = -20VU 

■ Korrektur : an Tr i mmpotent iometer [R1323 

Die Abgleichvorgange A und B beeinf lussen si ch gegensei- 
t ig und sind deshalb wechselseit ig zu wiederholen, bis 
opt imale Einstellung errei cht ist. 

VU METER CH2. . . 

Sinngemasses Vorgehen wie bei METER CHI , bei entsprechen- 
der Sammelschienenanwahl . Die Zustandi gkei t der Abgleich- 
organe ist aus f olgender Auf stellung sichtbar : 











3. Instrumente fur Hi If sausgange AUX1/AUXZ 

■ Status der Bedienungselemente nach TabeLLe erstel ten 

■ EingangsregLer AUX1/AUX2 auf MONO-E ingangseinhei t 1 
Ziehen (SteLLung PF) 

1 NF-Generator an HL INPUT der MONO-E ingangseinhei t 1 an- 
5 c h I lessen 

■ Nennpegel einspeisen 

■ NF-VoLtmeter an Ausgang AUX1 anschliessen 

a An Ausgangsregler SEND AUX1 Ausgangspegel auf Nennpegel 
einstellen 

m NF-Voltmeter an Ausgang AUX2 anschliessen 

1 An Ausgangsregler SEND AUX2 Ausgangspegel auf Nennpegel 
einstellen 

PPM-Instrumente : 

1 Kontrolle, unter Einspeisung des Nennpegels : 

Sol l-Anzei ge am Instrument = 0dB/PPM 

1 Korrektur: an Tr immpotent lometer CR603] fur AUX1 

und CR503] fur AUX2 

VU-Instrumente : 

a Kontrolle, unter E i nspei sung des Nennpegels minus 6dB'^: 
Sol l-Anzei ge am Instrument = 0VU 

a Korrektur : an Tr immpotent i ometer CR6033 fur AUX1 

und CR503] fur AUX2 

* siehe Kap. 5. 4.4. 2 





4. GRM-Instrumente 

1 Status der Bedienungselemente nach Tabel le erstel len 
1 MONO-E i ngangse 1 nhe i t 1: Sammelsch iene CH1 anwahlen 
a NF-Generator : Nennpegel +10, 2dB in E i ngangse i nhe it ein- 
spei sen 

GRM1 

a MASTER-Ausgang 1: Ausgangspegel = Nennpegel +10,2dB 
a L imi ter einschalten 

(Taste IN einrasten, Wah Itaste I/INSERT in Stellung 1 ) 
a Kontrol le : Aussch lag an GRM-Instrument = 10 (dB Ver- 

st ark ungsredukt i on) 

a Korrektur ; an Tr immpotent lometer CR909] 

GRM2. . . 

Sinngemasser Abglei ch , unter Anwahl der entsprechenden 
Sammelschiene CH2...CH4 an der E ingangseinhei t . 

Korrektur fur GRM2 an Tr immpotent i ometer [R91 1 ] 
fur GRM3 an Tr immpotent i ometer CR9133 
fur GRM4 an Tr immpotent iometer CR915] 



5. Korrelator 

a Status der Bedienungselemente nach Tabel le erstellen 
a Bei 4CH“Pultversionen : Korrelator den Summenausgangen 

11+2 zuschalten (Taste uber Instrument) 
a MONO-E i ngangse i nhe i t 1: Sammelschiene CHI und CH2 an- 

wahlen 

A NF-Generator : Nennpegel minus 40dB einspeisen 
a An Tr immpotent iometer CR7213 Korrelatoi — Instrument auf 
Max imalausschlag abglei chen 
B NF-Generator ; Nennpegel ei nspei sen 
a MASTER-Ausgang 1 : Ausgangspegel = Nennpegel 
MASTER-Ausgang 2 : Ausgangspegel = Nennpegel 
a An Tr immpotent iometer CR732] genau auf Korrelat ion +1 
abglei Chen 
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5.4.5 Vorhorkanal PFL 

Fur diesen E inmessvorgang zustandige Abg Le i c h-Tr i mmpot en- 
tiometer sind bei demont i enter Bodenabdeckung, von der 
PuLtuntersei te zugangLich. 

■ Status der Bedienungselemente nach label Le erstel Len 

■ PFL-Tdste an nONO-E i ngangse inrie i t 1 drucken 

■ CR MONITOR; - PFL-Taste (Sektion HEADPHONES) drucken 

- METER-Wahlschalter drucken (Stel Lung MON) 

■ NF-Generator an MONO-E i ngangse i nhe i t anschLiessen 

■ PegeL einspeisen: 

- PuLte mi t PPM-Aussteuerungs i ns t rumen ten : 

NennpegeL einspeisen 

- PuLte mi t VU-Aussteuerungsinstrumenten: 

NennpegeL minus 6dB* (Lead) einspeisen 

■ KontroL Le : SoLL-Anzeige an Aussteuerungsinstrument : 
0dB/PPM resp. 0VU 

a Korrektur ; an Tr immpotent iometer [R1561 fur CH1 (L) 
an Tr immpotent iometer [R161 ] fur CH2 (R) 

* siehe Kap, 5. 4, 4. 2 
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1.1 


STUDER 961/962 COMPACT 


MIXING CONSOLES 



Professional mixing consoles with universal application 
range, from stationary to mobile versions in audio prod- 
uction and recording studios, up to the OB console. 

The proven concept of the integral construction of the 
mixing console and the transport case, the built-in power 
supply, and a Logically arranged, optimally accessible 
connector panel ensure that the mixing console can be set 
up quickly in OB applications. With the built-in conver- 
ter (option) the mixing console can be operated also in- 
dependently of an AC source, (e.g. automotive battery). 



STUDER 961; configurable with up to 14 modules 




The large selection of system components and the modular 
design based on 30mm plug-in modules mean that the mixing 
console can be readily configured to specific user 
requirements . 

This series of audio mixers is available in two basic 
models with the principal difference being the number of 
configurable plug-in modules: 



STUDER 962; configurable with up to 20 modules 




1.2 QUICK-REFERENCE DESCRIPTION OF THE MODULES; 



1.2.1 Inputs 

MONO INPUT 1.960.221/241 

■ Microphone input, balanced and floating; sensitivity 
switch-selectable in 4 steps from -69 to -9 dBu, conti- 
nuously variable between steps from 0 to 15 dB. Maximum 
input level: +6 dBu. 

■ Switch-controlled 48 V microphone phantom supply 

■ LINE high-level input, balanced and floating; sensiti- 
vity switch-selectable in 2 stepE5 from -9 to -t-21 dBu, 
continuously variable between steps from 0 to 15 dB. 

■ Switch-controlled bass cut, 12 dB/oct. 

m Switch-controlled shelving equalizer for treble and 
bass, presence/absence filter with adjustable center 
frequency 

■ Insertion points (PF), electronically balanced, nominal 
insertion Level +6 dBu. 

■ MUTE circuit for noncontacting, click-free muting of 
the input channel; reraotable. 

■ 2 AUX outputs, individually adjustable, connectible be- 
fore or after the Linear fader. 

■ Master selection via 2 or 4 push buttons respectively 

■ Panorama potentiometer, can be bypassed 

■ LED-type overload indicator. 

■ Circuitry for studio signalling and fader start appli- 
cation (built-in relay contact). 

STEREO/HIGH-LEVEL INPUT 1.960.251/252/253/254 

■ Stereo high-level input, balanced and floating, aligned 
to the nominal level specified by the user. The gain 
can be varied by ±10 dBm with the GAIN potentiometer. 

■ Switch-controlled equalizer that influences both chan- 
nels; shelving equalizer for treble and bass, presen- 
ce/absence filter with adjustable center frequency. 

■ Insertion point (PF INSERT) electronically balanced, 
nominal insertion Level +6 dBu. 

■ MUTE circuit for noncontacting, click-free muting of 
the input channels, remotable. 

■ 2 AUX outputs, individually controllable, can be con- 
nected before or after the linear fader. 

■ Master selection via 2 or 4 push buttons respectively 

• Balance potentiometer can be bypassed 

■ LED-type overload indicator. 

■ Circuitry for studio signalling and fader start appli- 
cations (built-in relay contact). 

HIGH-LEVEL INPUT 

One additional high-level input is available on each 
master output (see below). 

1.2.2 Outputs 

MASTER OUTPUT 1.960.321/341 

■ Master section in zero ohm amplifier technology 

■ Insertion point (PF INSERT) electronically balanced, 
insertion Level +6 dBu. 

« Output balanced and floating. 

■ Limiter/compressor in PDM/VCA technology, with access 
via bantam jack sockets, can be inserted into any input 
module. Switch-controlled for stereo coupling of two 
input modules (LINK). 

■ Limiter can be connected to the master channel (Line 
protect ion) 

■ Additional high-level input with potent iometei — type 
attenuator; channel muting (remotable), panorama poten- 
tiometer (can be bypassed), master selection keys, PFL- 
channel, and two auxiliary outputs. 

AUXILIARY-MASTER OUTPUTS (AUX) / T8 MODULE 1.960.500 

« Master feeder for auxiliary outputs AUX1 and AUX2. 

■ TB microphone with separate microphone amplifier, for 
control room instructions via studio TB speakers. Con- 
nectible to auxiliary outputs AUX and master bus 
(SLATE) . 



■ Test generator with five selectable fixed frequencies. 

■ Connector and switch for operating panel Light. 

■ Optionally with STUDIO MONITOR section 1.960.501 

(see below) 



Monitor modules 



CR MONITOR 1.960.420 

■ Nonitoring module with reproduction possibility via PFL 
monitor speaker, headphones, and control room monitor 
speaker . 

■ Volume and balance control for control room monitor 
speaker . 

■ MONO changeover for monitor channels. 

■ Group of keys for selecting up to 9 sources to be moni- 
tored. 

■ Switch-controlled PFL TO MONITOR circuit, changes auto- 
matically from the preselected monitoring source to the 
F’FL channel ais soon as the PFL button of at Least one 
of the input modules is pressed. 

■ Volume control for headphones and PFL speaker. 

■ Three selectable monitoring modes via headphones; moni- 
toring of the MONITOR signal, the PFL signal, or both 
at the same time; individually for each earpiece of the 
headphones . 

■ Changeover switch for output meter on the panel for 
indicating either the Level of the master (2) or moni- 
tor (MON) output. 

■ Three push buttons for visual studio signalization by 

red (STUDIO ON), yellow (CALL), and green (READY) 

Lights. 

STUDIO MONITOR 

on module AUXILIARY OUTPUTS AUX 1.960.501 

■ Set of keys foir through-connecting one of the five pos- 
sible monitoring sources to the studio monitor speaker. 

■ Volume control for studio monitor speaker. 

■ F?E IN key for defeating the automatic muting of the 
studio monitor speaker (STUDIO CUT). 

■ TB RET intercom microphone with separate TB RET poten- 
t iometer . 

AUX MONITOR CR 1.960.450 

AUX MONITOR CR/STUDIO 1.960.452 

■ Expands the CR MONITOR or the CR and STUDIO MONITOR by 
nine selectable, common inputs each. 

1.2.4 Instrumenit panel 



■ Main output meter for each output channel, either with 
VU or PPM characteristic. 

■ FAST button for reducing the instrument response time 

■ h(- 20 dB key for increasing the sensitivity of the output 
meter 

■ Assigned to eeich main instrument; gain reduction meter 
CGRM) for indicating the gain reduction by the limiter 
(master module;) . 

■ CORRELATION degree meter for determining the phase re- 
lation of stereo signals. 

■ Output meters for auxiliary outputs AUX1/AUX2, program- 
mable for PPM or VU characteristic. 

■ PFL speaker, adjustable volume, and mutable by assig- 
ning the corresponding headphones socket (CR MONITOR). 

■ Status LEDs for studio signalling. The yellow LED 
(CALL) can be activated from the studio. 

The red POyER LED is on when nominal power is available 
from the AC or DC source (if converter is installed). 

Section 3, OPERATION, describes the various application 

possibilities of the individual modules in detail. 
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1 .7 TECHNICAL DATA 



STUOER 961/962 



1.7.3 Frequency response curve Line input -> I output 



1 .7.1 Measuring parameters 



Voltage specification dBu : 



0 dBu ^ 0,775 Veff 



Channel input faders and master f aders are set to 0 dB 
mark . 

Line outputs are termi nated with 600Q. 

External sources have a sourceimpedance of ^200 Q. 

All data are valid within the frequency band 
from 31.5 Hz ... 16 kHz . 

All indicated levels are measured with a continuous 
sine wave signal and corresponds to the operating level 
(0 VU = 6 dB below peak level). 



1.7.2 Data 



Levels 


■ Microphone input sensitivity: 


-69. 


. .-9 dBu 


■Line input sensitivity: 


-9. . 


.+21 dBu 


■ Level at insertion points : 




+6 dBu 


■ Output level , adjustable within: 


+6. . 


.+15 dBu 


■ Moni tor level 

(transformerless, balanced, unloaded) ; 


+6. . 


.+15 dBu 


Common mode rejection 


a Microphone input : 


15 kHz 


2: 60 dB 


a Line input : 


15 kHz 


i 50 dB 


Impedances 


a Impedance of microphone input : 




^1.6 kQ 


a Impedance of line input : 




^10 kQ 


a Internal impedance of line outputs : 




$ 40 Q 


Frequency response 


a F i Iters switched of f : 


+0.5 


. . .-1 dB 


a 3 dB points, f i Iters switched off : 


4.5 Hz/45 kHz 



(continuously decreasing outside this range) 

■ Bass cut 12 dB/octave, -3 dB: 75 Hz ±5 Hz 

m High frequency equalizer, shelving at 20 kHz: ±15 dB 

■ Low frequency equalizer, shelving at 20 Hz: ±15 dB 

■ Presence equalizer, Q = 1, 

mid-frequency adjustable from 150 Hz... 7 kHz: ±11 dB 



Overload margin 

m Microphone input, max. level for 

1% third harmonic at 31.5 Hz: +6 dBu 

■ Line input , max . level 

for 1% third harmonic at 31 . 5 Hz : +24 dBu 

H Head room before channel fader (1% THD): 20 dB 

■ Head room before master fader (1% THD): 20 dB 

■ Max. line output level, R|_ = 300 Q: +24 dBu 



Unweighted noise voltage MICROPHONE 

according to lEC 468-2 (DIN 45405) 

■ Equivalent input noi se at bandwidth 23 kHz , 

200 Q terminated: $-125 dBu 



Signal-to-noise ratios 

■ Line output, master fader closed: i^95 dB 

n One channel, input and master faders 



at 0 dB mark, unity gain, 
STUDER 961 : 

■ 1 1 channels, all faders at 
STUDER 962: 

■ 16 channels, all faders at 



- 


filter 


off: 


^93 


dB 


- 


filter 


on, linear: 


^92 


dB 


0 


dB mark 


, unity gain, 






- 


f i Iters 


off: 


'>85 


dB 


- 


f i Iters 


on, linear: 


>83 


dB 


0 


dB mark 


, unity gain, 






- 


f i Iters 


off: 


>84 


dB 


- 


f i Iters 


on, linear: 


>82 


dB 



Harmonic distortion 

■ Input and output +6 dBu, at unity gain, 

31.5 Hz. . .16 kHz; <0.03% (70 dB) 

■ at all permissible levels as per level diagram, 

60 Hz. . .10 kHz: <0.1% (60 dB) 



Crosstalk 


a channel to channel , - w.h. Pan 


Pot 


>80 dB 


- with Pan 


Pot 


>70 dB 


a AUX1 to AUX2 




>80 dB 


a Channel bus selector switched of f : 




>90 dB 


a Fader attenuation input : 




>100 dB 


a Fader attenuation master : 




>90 dB 


Power supply 


a Electrical power mains, switchable: 


110 V/220 


V, ±20% 


a Power consumption STUDER 961 : 




55 VA 


STUDER 962: 




80 VA 


a Internal supply voltages ; 
- Amplifiers: 


±15 


V/1.5 A 


- Logic circuits: 


-6 


V/1.5 A 


- Microphone phantom powering: 


+48 


V/0.1 A 


Ambient temperature 


a Operating temperature range : 


0“C 


. . .+50-C 




(32'F. 


. .122'F) 



Humidity according to DIN 40040, category F 

Safety standard 

Mains input accordi ng to lEC standard, publ i cation 65, 
apparatur class I 

Weight fully equipped with case and cover ; 

STUDER 961 : 25 kg/55 lbs approx . 

STUDER 962: 34 kg/75 lbs approx. 

Dimensions 

D i mens i ons in mi llimeters 





1.7.4 Noise curve, typical 



STUDER 961 







I GEN I I LINE 
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1.7.5 Level diagram 



MIC/LINE INPUT UNIT 



MASTER OUTPUT UNIT 




T 



= measuring points 

As a reference for section 5, 



CALIBRATION 
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2.1 



SETUP 



2.1.1 Setup in mobile use 



To ready the mixing console for practical use requires 

only a few manipulations: 

■ Remove lid of carrying case after the two snap closures 
have been unfastened. 

■ Release carrying handle (by squeezing the handle clamps 
on both sides) and lift handle together with the in- 
strument panel out of the guides. 

■ Insert panels into the slots on the top of the console. 

■ Establish connections. 





2.1.2 Installation into desktop 



For installing the mixing console into a desktop, remove 

the two wooden side panels Cl] of the console. 

The required cutout in the plate [2] must be prepared 

according to the following considerations: 

■ Because clamps of the handle mounting brackets, prot- 
rude the cutout depth must be at least 25mm Larger than 
the mixer dimensions. The resulting clearance is to be 
masked with a strip [33 of the corresponding size. This 
strip should have a Leadthrough for the panel connector 
cable. 

■ In order to permit access to the connector panel from 
the top, a cover plate of the corresponding size [53 
can be prepared in place of the coiver strip [33. 

■ Two hardwood strips [63 for supporting the mixing con- 
sole are to be screwed to both sides of the cutout in 
the desk plate. These strips have to be lower than the 
surface of the desktop so that the operating panel will 
be flush with the desktop. Support strip sections per- 
mit a rugged connection with the desk plate. 

■ To ensure that the access to the operating panel will 
not be restricted, the thickness of the desk plate [23 
is to be limited to 30 mm. 
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2.2 



CONNECTIONS 



2.2.1 Power supply / voltage selector 
A Operation with AC supply 

The mixing console is to be matched to the Local line 
voltage by means of the voltage selector [1 ] . 

It becomes accessible when the front panel is removed. 

The two settings cover the following line voltage ranges : 
Position Ca3: 110 VAC ±20% = 90. . .130 VAC 

Position [b] : 220 VAC ±20% = 170. . .260 VAC 

Primary fuse [FI ] corresponding to the operating voltage; 

Range 220 VAC: 1 .6 AT 
Terminal assignment of power inlet : 

Terminal 1: phase 

Terminal 2 : protective ground 

Terminal 3: neutral 

Secondary fuse [F21: -6 VOC 2 AT 

B Operation with converter (option) 

The built-in (or retrof i ttable) converter enables connec- 
tion of the mixing console to any external DC source 
supplying 12... 24 VDC (working range 10. . .30 VDC) . The 
power consumption depends on the type and configuration 
of the mixing console . The external DC source is to be 
connected to the BATT terminals of the CR MONITOR box or 
directly to the 50-pin D-type connector of the CR MONITOR 
unit. 

Principle of operat ion: 

- Automat i c changeover to external DC supply in case of 
power f ai Lure (LED in POWER ON key turns of f ) . 

- Automatic resumption of AC powering when the Line vol- 
tage is restored. 

2.2.2 Microphone phantom supply 

The microphone supply voltage prepared by the power sup- 
ply unit can be through-connected to the microphone in- 
puts on the MONO input module (1 .960.221 .241 ) . 

When the phantom supply is switched on, no unbalanced 
sources must be connected to the corresponding microphone 
inputs . By grounding an input terminal, a DC current 
flows through the balun and drives it to magnetic satura- 
tion) . 



2.2.3 Ground connections 

The OV potent ial of all internal mi xer circuits is taken 
via a common bus ( OV ■ A ) to the central reference point in 
the power supply uni t (OV jumper) and connected to the 
ground Line (normally protective ground) . 

The audio ground L i nes of connected equipment are also 
taken to this reference point via balanced feeder Lines. 
Note : 

When the OV jumper is opened, sources of possibly oc- 
curring hum loops or short circuits to chassi s may be 
Located and eliminated. 



2.2.4 Audio connections 

ALL main inputs and outputs of the mixing console are 
balanced (according to lEC 268-12/US standard) : 

Aud i o inputs: XLR female Pin 1 0V-audio 

Audio outputs : XLR male Pin 2 A-line 

Pin 3 B-Line 

Insertion points INSERT : 

Electronically balanced INSERT output/return, 

via bantam jack sockets 1 0V-audio 

( insertion Level +6 dBu) 2 B-l ine 

3 A-line 
E lectroni cal Ly balanced 




Monitor outputs CR/STUDIO: 



1 2 3 



MICROPHONE 
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2.2.5 Monitor connections 



CR MONITOR output connector (P6) 1 .960.420 

The signals can be picked up directly'^ on the D-type con-^ 
nector and connected to a user-specific distribution sys- 

4»inm /-\r% 4- K A 4- o r» m « -a I K/-kV/ 1 OAH i i ^ rvrvi- a rir» ^ 

vr, Ul.>- «.'W. wv -.v.. ...ww..... 

* (Connection cable with 50-pin D-type connector : 
part No. 1 .960.061 ) 



The CR MONITOR module is fitted with a 50-pin D-type con- 
nector through which varous inputs and all important 

outipuLo of *tho miKiPiy comSoLg gpc “token. 



Signal protocol 



PIN 


SIGNAL 


FUNCTION 








INPUTS 


— 


__ 


NO. 


NAME 








OUTPUTS — 


— 










PRELISTENING " 


— 












CR MONITOR OUTPUTS I 












TALK-BACK/INTERCOM “ 


















SIGNALIZATION " 


— 
















SUPPLY VOLTAGES " 
















01 


OV'L 


OV SIGN. 






■ 














02 


PFL-L 


PRE FADE LISTENING LEFT 










1 


1 




03 


PFL-R 


PRE FADE LISTENING RIGHT 










■ 


■ 




04 


STU'ON 


STUDIO ON 








■ 












05 


AUX-1-A 


AUXILIARY 


OUTPUT 


1-A 












■ 




06 


AUX-1 *B 


AUXILIARY 


OUTPUT 


1-B 












■ 




07 


0V»E 


OV SCREEN CABLE 




■ 














08 


C-1-1-A 


CONNECTOR Cl 


INPUT 


1-A 














■ 


09 


C-1-1-B 


CONNECTOR Cl 


INPUT 


1-B 














■ 


10 


M-2-A 


MASTER X2 


OUTPUT 


A 












1 




11 


M-2-B 


MASTER 12 


OUTPUT 


B 












■ 




12 


AUX-2-A 


AUXILIARY 


OUTPUT 


2-A 












1 




13 


AUX-2-B 


AUXILIARY 


OUTPUT 


2-B 












1 




14 


C-2-1-A 


CONNECTOR C2 


INPUT 


1-A 














1 


15 


C-2-1-B 


CONNECTOR C2 


INPUT 


1-B 














■ 


16 


-SUPPLY 


EXTERN POWER 


~ 




■ 














17 


-SUPPLY 


EXTERN POWER 


- 




■ 














18 


CR*1«A 


CR MONITOR 


OUTPUT 


L-A 








■ 








19 


CR-1-B 


CR MONITOR 


OUTPUT 


L-B 








■ 








20 


TB-A 


TALK BACK 


OUTPUT 


A 






■ 










21 


TB-B 


TALK BACK 


OUTPUT 


B 






■ 










22 


T-1-1-A 


TAPE1 


RETURN 


1-A 














1 


23 


T-1«1-B 


TAPE1 


RETURN 


1-B 














■ 


24 


C-1-2-A 


CONNECTOR Cl 


INPUT 


2-A 














1 


25 


C-1-2-B 


CONNECTOR Cl 


INPUT 


2-B 














■ 


26 


M-3-A 


MASTER 13 


OUTPUT 


A 












1 




27 


M-3-B 


MASTER 13 


OUTPUT 


B 












■ 




28 


T-2-1-A 


TAPE2 


RETURN 


1-A 




j 










■ 


29 


T"2-1-B 


TAPE2 


RETURN 


1-B 














1 


30 


C-2-2-A 


CONNECTOR C2 


INPUT 


2-A 














■ 


31 


C-2-2-B 


CONNECTOR C2 


INPUT 


2-B 














m 


32 


READY 


READY SIGNALISATION 






1 












33 


CAL-LED 


CALL LED SIGNALISATION 




■ 












34 


CR-2-A 


CR MONITOR 


OUTPUT 


R-A 








■ 








35 


CR-2-B 


CR MONITOR 


OUTPUT 


R-B 








■ 








36 


-6V 


- SUPPLY 






1 














37 


PFL-SIGN 


PFL SIGNALISATION 






■ 












38 


CHASSIS 


METAL FRAME 




















39 


T-1-2-A 


TAPE1 


RETURN 


2-A 














a 


40 


T»1-2»B 


TAPE1 


RETURN 


2-B 














a 


41 


M-1-A 


MASTER 11 


OUTPUT 


A 












■ 




42 


M-1-B 


MASTER XI 


OUTPUT 


B 












m 




43 


M'4'A 


MASTER X4 


OUTPUT 


A 












■ 




44 


M-4-B 


MASTER 14 


OUTPUT 


B 












■ 




45 


T-2-2-A 


TAPE2 


RETURN 


2-A 














a 


46 


T-2-2-B 


TAPE2 


RETURN 


2-B 














a 


47 


4-SUPPLY 


EXTERN POWER 


•f 




■ 














48 


+SUPPLY 


EXTERN POWER 


+ 




■ 














49 


CAL- SEND 


CALL S€ND SIGNALISATION 




m 












50 


G.S 


GROUND SIGNALISATION 






m 













Pin assignment 



CR MONITOR CONNECTOR 
to 

CR MONITOR 1 .960.420 
(P6) 


CABLE PLUG CR MONITOR 
to 

- Terminal box 1 .960.151 

- Connection cable 1 .960.061 


D-TYP MALE 


D-TYP FEMALE 






VIEW FROM 


VIEW FROM 


PIN 


WIRE COLOR 






cni ncD CT nc - 










01 


wht 






02 


brn 






03 


grn 






04 


blk/gry/pnk 




- 


05 


gry/wht 








06 


yel/brn 






1 




07 


red/blk/blu 




M IR « 




08 


yel/blk/wht 




w 


w 




09 


yel/blk/brn 










10 


vio 




w 


W 




11 


pnk/gry 






A 




12 


red/blu 




V 


w 




13 


grn/wht 






A 




14 


grn/brn 




w 


W 




15 


yel/wht 






A 




16-1 


blk+red+blu 




w 


W 




I7J 


! L I 




(A 


A 




18 


gry/brn 




W 


w 




19 


pnk/wht 




A 






20 


pnk/brn 




W 


W 




21 


blu/wht 










22 


blu/brn 




• 


• 




23 


red/wht 










24 


red/brn 




• 


• 




25 


blk/wht 










26 


brn/blk 




• 


• 




27 


grn/gry 










28 


yel/gry 




# 


# 




29 


pnk/grn 










30 


pnk/yel 




• 


• 




31 


blu/grn 










32 


yel/blu 




# 


• 




33 


red/grn 










34 


yel/red 




# 


• 




35 


grn/blk 










36 ' 


yel/blk 




• 


• 




37 


blu/gry 










38 


blu/pnk 




• 


# 




39 


red/gry 










40 


red/pnk 




• 66 • 




41 


blk/gry 




50 


17 




42 


blk/pnk 


V 






43 


blu/blk 






44 


red/blk 






45 


brn/wht/blk 






46 


grn/yel/blk 






47- 


red+yel+gry 






48- 


1 _j _i 






49 


grn/wht/blk 






50 


brn/blk/grn 
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Monitor expansions AUX MONITOR CR 1 .960.450 

(P6) AUX MONITOR CR/STUOIO 1.960.452 

The balanced input signals can be connected directly* to 
the D-type connector and to a user-specific distribution 
system or to the terminal box 1.960.154 (opt ion) . 

* connection cable with 50-pin u-type connector : 
part No. 1 .960.062) 



Both versions of the AUX MONITOR module are equipped with 
a 50-pin D-type connector through which the additionally 
selectable signal sources are taken to the mixing con- 
sole. 



Signal protocol Pin assignment 



AUX MONITOR 
CONNECTOR 

to AUX MONITOR UNIT 
1.960.450/452 


CABLE CONNECTOR AUX MONITOR 
to 

- Terminal box 1 .960.1 54 

- Connection cable 1 .960.062 


D-TYP MALE 


D-TYP FEMALE 






VIEW FROM 


VIEW FROM 


PIN 


WIRE COLOR 






cm ncD c T rsc 








VJ V./ U. U. 1 \ ^ U. 










01 


wht 






02 


brn 




03 


grn 




04 


yel 




05 


grn 


— 


06 


pnk 






07 


KEY 




34 1 




08 


red 




• 18 • 




09 


blk 








10 


vio 




• • 




11 


pnk/gry 




• 




12 


red/blu 








13 


grn/wht 




w w 

gk 




14 


grn/brn 




Ok A 




15 


yel/wht 




• « • 




16 


yel/brn 




mk 




17 


gry/wht 




W w 

H 




18 


gry/brn 




lifek 




19~ 


pnk/wht 




• « • 




20 


pnk/brn 








21 


blu/wht 




• # 




22 


blu/brn 




9 




23 


red/wht 




9 9 




24 


red/brn 




9 




25 


blk/wht 




• * • 




26 


blk/brn 




9 




27 1 


grn/gry 




• » • 




28 ! 


yel/gry 




w 




29 ' 


grn/pnk 




9 9 

Mi 




30 


yel/pnk 




w 




31 ^ 


grn/blu 




• . • 




32 


yel/blu 




9 




33 


grn/red 




• . • 




34 


yel/red 




9 




35 


grn/blk 




9 • 




36 


yel/blk 




9 




37 


blu/gry 




9 9 




38 


blu/pnk 




9 




39 


red/gry 




• ^ • 




40 


red /pnk 




• 




41 


gry/blk 




• 33 • 




42 


pnk/blk 




50 


17 




43 


blu/blk 


■ j 




44 


red/blk 




45 


brn/wht/blk 




46 


grn/yel/blk 




47 j 


pnk/gry/blk 




48 : 


red/blu/blk 




49 ! 


grn/wht/blk 




50 i 


grn/brn/blk 



PIN 


SIGNAL 


FUNCTION 




r 

INPUTS 




CH1/L 


NO. 


NAME 








A- 


CH2/R 
-LINE — 














i_ 


B- 


"LINE — 
















AUDIO 


GROUND ■ 


— 
















CONNECTOR CODING — 


















UNASSIGNED " 
















01 


C-1-1-A 


CONNECT. Cl 


(CHI) 


INPUT 


1-A 










a 




a 


02 


C-1-1-B 


CONNECT. Cl 


(CHI) 


INPUT 


1-B 








a 






a 


03 


C-1-2-A 


CONNECT. Cl 


(CH2) 


INPUT 


2-A 










a 


a 




04 


C-1-2-B 


CONNECT. Cl 


(CH2) 


INPUT 


2-B 








a 




a 




05 


C-2-1-A 


CONNECT. C2 


(CH1) 


INPUT 


1-A 










a 




a 


06 


C-2-1-B 


CONNECT. C2 


(CHI) 


INPUT 


1-B 








a 






a 


07 


. . . 


KEY 










a 












08 


C-2-2-A 


CONNECT. C2 


(CH2) 


INPUT 


2-A 










a 


a 




09 


C'2'2'B 


CONNECT. C2 


(CH2) 


INPUT 


2-B 








a 




a 




10 


C-3-1 A 


CONNECT. C3 


(CHI) 


INPUT 


1-A 










a 




a 


11 


C-3-1-B 


CONNECT. C3 


(CHI) 


INPUT 


1-B 








a 






a 


12 


C-3-2»A 


CONNECT. C3 


(CH2) 


INPUT 


2-A 










a 


a 




13 


C«3-2»B 


CONNECT. C3 


(CH2) 


INPUT 


2-B 








a 




a 




14 


C«4=1*A 


CONNECT. C4 


(CHI) 


INPUT 


1-A 










i 




« 


15 


C-4-1-B 


CONNECT. C4 


(CHI) 


INPUT 


1-B 








a 






a 


16 


C-4-2-A 


CONNECT. C4 


(CH2) 


INPUT 


2-A 










a 


a 




17 


C-4-2-B 


CONNECT. C4 


(CH2) 


INPUT 


2-B 








a 




a 




18 


C-5-1-A 


CONNECT. C5 


(CHI) 


INPUT 


1-A 










a 




a 


19 


C-5«1»B 


CONNECT. C5 


(CHI) 


INPUT 










a 






a 


20 


C-5-2-A 


CONNECT. C5 


(CH2) 


INPUT 


2-A 










a 


a 




21 


C-5-2-B 


CONNECT. C5 


(CH2) 


INPUT 


2-B 








a 




a 




22 


C-6-1-A 


CONNECT. C6 


(CHI) 


INPUT 


1-A 










a 




a 


23 


C-6»1-B 


CONNECT. C6 


(CHI) 


INPUT 


1-B 








a 






a 


24 


C-6-2-A 


CONNECT. C6 


(CH2) 


INPUT 


2-A 










a 


a 




25 


C-6-2-B 


CONNECT. C6 


(CH2) 


INPUT 


2-B 








a 




a 




26 


C-7-1-A 


CONNECT. C7 


(CHI) 


INPUT 


1-A 










a 




a 


27 


C-7-1-B 


CONNECT. C7 


(CHI) 


INPUT 


1-B 








a 






a 


28 


C-7-2-A 


CONNECT. C7 


(CH2) 


INPUT 


2-A 










a 


a 




29 


C-7-2-B 


CONNECT. C7 


(CH2) 


INPUT 


2-B 








a 




a 




30 


C-8-1-A 


CONNECT. C8 


(CHI) 


INPUT 


1-A 










a 




a 


31 


C-8-1-B 


CONNECT. C8 


(CHI) 


INPUT 


1-B 








a 






a 


32 


1 C-8-2-A 


CONNECT. C8 


(CH2) 


INPUT 


2-A 










a 


a 




33 


C-8-2-B 


CONNECT. C8 


(CH2) 


INPUT 


2-B 








a 




a 




34 


RES 










■ 














35 


RES 




■ 








j 






36 


RES 




■ 














37 


RES 




■ 














38 


RES 




a 














39 


1 RES 




a 














40 


RES 




a 








1 






41 


RES 




a 


i 












42 


1 OV-E 


OV SCREEN CABLE 








1 

j 


a 










43 


1 RES 











a 


! 












44 


RES 





a 














45 


OV-E 


OV SCREEN CABLE 










a 










46 


CHASSIS 


METAL FRAME 




















47 


C-9-1-A 


CONNECT. C9 


(CHI) 


INPUT 


1-A 










a 




a 


48 


! C-9-1-B 


C0NNECT.C9 


(CHI) 


INPUT 


1-B 








a 






a 


49 


1 C-9-2-A 


CONNECT. C9 


<CH2) 


INPUT 


2-A 










a 


a 




50 


C-9-2-B 


CONNECT. C9 


(CH2) 


INPUT 


2-B 








a 




a 
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sttidio monitor AUX UNIT/STUDIO NONITOR 1.960.501 

All inputs and outputs for studio monitoring (studio mo- 
nitor, intercom, signalization) as well as the outputs of 
the auxiliary masters AUX1 and AUX2 can be tapped on the 
25-pin D-type connector (P6) . 



The input /output signals can be tapped directly* on the 
D-type connector and taken to a user-specific distribut- 
ion system or via the terminal box 1 .960. 154 (opt ion) . 

* (Connection cable with 25-pin D-type connector : 
part No. 1 .960.063) 



Signal protocol Pin assignment 



PIN 


SIGNAL 


FUNCTION AUX OUTPUTS — 




STUDIO MONITOR 




CABLE PLUG STUDIO MONITOR 


NO. 


NAME 


PROGRAM 


INPUTS ■ 








CONNECTOR 




to 




















■k 








to STUDIO MONITOR 


- Terminal box 




1.960.154 






STUDIO MONITOR OUTPUTS ' 


— 










1.960.501 


- Connection cable 


1 .960.063 






!ALK bAUK/lNIfcKCUM 




























SIGNALIZATION " 


— 














D-TYP MALE 


D- 


TYP FEMALE 










SUPPLY VOLTAGES “ 


— 
















VIEW FROM 




VIEW FROM 


PIN 


WIRE COLOR 
























































L/C 








01 


-6V 


-SUPPLY (OUT) 


■ 


























02 


CH-MUTE 


CHANNEL MUTE 








■ 















V 








03 


TB S-SIG 


TALK BACK SEND SIGN 






■ 














ru 

• 


•1 




01 


wht 


04 


TB SIG+ 


TALK BACK SIGN. (+) 


1 




1 


















02 


brn 


05 


OV-L 


GROUND SIGN. (LOGIC) 




1 






















03 


grn 


06 


TB-MIC'B 


TALK BACK MIC-B 






■ 














• 






04 


yet 


07 


TB-MIC'A 


TALK BACK MIC-A 






■ 




















05 


gry 


08 


CHASSIS 


METAL FRAME 


■ 


















• 






06 


pnk 


09 


OV-E 


OV SCREEN CABLE 


























07 


blu 


10 


AUX-1 A 


AUXILIARY OUTPUT 1-A 














■ 






• 






08 


red 


11 


AUX-1-B 


AUXILIARY OUTPUT 1-B 














8 












09 


blk 


12 


AUX-2-A 


AUXILIARY OUTPUT 2-A 














1 






• 






10 


vio 


13 


AUX‘2*B 


AUXILIARY OUTPUT 2-B 














1 












11 


pnk/gry 


14 


STU'I'A 


STUDIO MONITOR OUTPUT 1-A 








8 












• 






12 


red/blu 


15 ’ 


STU-1-B 


STUDIO MONITOR OUTPUT 1-B 








1 


















13 


grn/wht 


16 


STU-2-A 


STUDIO MONITOR OUTPUT 2-A 








■ 












• 






14 


grn/brn 


17 ' 


STU-2-B 


STUDIO MONITOR OUTPUT 2-6 








■ 


















15 


yel/wht 


18 


C-1-1-A 


CONNECT. Cl (CH1) INPUT 1-A 










k/m 














16 


yel/brn 


19 


C-1-1-B 


CONNECT. C1 (CHI) INPUT 1-B 










★/■ 














17 


gry/wht 


20 


C-1-2-A 


CONNECT. Cl (CH2) INPUT 2-A 










k/m 








• 






18 


gry/brn 


21 


C-1-2-B 


CONNECT. C1 (CH2) INPUT 2-B 










k/m 














19 


pnk/wht 


22 


C-2-1-A 


CONNECT. C2 (CHI) INPUT 1-A 












1 








• 






20 


pnk/brn 


23 


C.2-1-B 


CONNECT. C2 (CHI) INPUT 1-B 












i 














21 


blu/wht 


24 


C-2«2-A 


CONNECT. C2 (CH2) INPUT 2-A 












■ 








Hi 






22 


brn/blu 


25 


C-2-2-B 


CONNECT. C2 (CH2) INPUT 2-B 












■ 








w 






23 


red/wht 








““ 


— 


— 


— 


— 


— 


— 






m 






24 


red/brn 


* are assigned 


as inputs of the studio moni tor 


extension 










25 


blk/wht 


when the AUX 


MONITOR CR/STUDIO module 1 .960.452 is 


used 
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2. Fader start faculty 

The input module supplies a N/0 relay contact through 
which the add-on machines can be started by opening the 
I inear f aders . The remote control relay of an input mod- 
ule is enabled if the following preconditions are sat i s- 

f i ed ; 

- Line input (LINE) selected (MONO input module) 

- Linear fader open 

- At least one master bus selected 

- No MUTE button actuated 
Output module: 

- At least one MASTER fader open. 



2.2.7 Input expansion by coupling of audio mixers 

Two expansion methods are available in the event that the 
number of input modules available to the user on one mi- 
xing console are inadequate. They differ as follows : 

1 . Coupling of autonomous mixing consoles 

With coup I i ng kit 1.960.067 for mixers with PPM level 

or 1 .960.068 for mixers with VU level 

comprising interface PCB for installation into main mi- 
xer and cable with 50-pin D-type connector for connec- 
tion to the CR MONITOR output of the expansion mixer. 
(For installation instructions refer to Section 8, "OP- 
TIONS") . 

In this application two (or more) autonomously functio- 
ning mixing consoles are interconnected. In this case all 
outputs such as masters, auxi Li ary masters, and PFL 
outputs of the expansion mi xer are connected to the buses 
of the main mixer . The latter must be equipped with the 
interface PCB 1 .960.065/66. It adapts the output Levels 
of the expansion mi xer via attenuation resi stors to the 
bus level of the main mixer. The output signals of the 
expansion mixer are tapped on the 50-pin D-type connector 
of the CR MONITOR module. 

CAUTION! When a mixing console is coupled to a master 
console, the XLR outputs of the the expansion unit be- 
come unbalanced! 



2. Input expansion by SLAVE mixer 

The SLAVE mi xers available as a spec i al version have the 
same dimensions as the mixing consoles type 961 or 962, 
however they contain only input modules. The main mixer 
can thus be expanded by 12 or 18 inputs respectively 
through di rect bus coupling. 

SLAVE mixers are available in the following versions: 
for 12 additional inputs : 

961 /2CH+3CH f . stereo and 3CH main mixers No. 71 .029.61029 

961/4CH for 4CH main mixers No. 71 .029 . 61049 

for 18 additional inputs 

962/2CH+3CH f . stereo and 3CH main mixers No. 71 .029.62029 

962/4CH for 4CM main mi xers NO. 71 .029.62049 

The scope of supply for the SLAVE mixers includes the 
connection cables and the interface PCB to be installed 
in the main mixer ( for installation instructions refer to 
Section 8 "OPTIONS"). 




EXTENSION MIXER MAIN MIXER 




SLAVE MIXER 



MAIN MIXER 
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2.3 APPLICATION EXAHPLES 



Because of the complexity of the application range, the 
following list does not pretend to be complete. It is 
only intended as an aid in adapt at ing to user-spec i f ic 
requi rements . 



2.3.1 Simple microphone recording 



Functional specification: 
Taping of a studio di scussion 



1 Microphones 

Connect microphones to the MIC inputs of the desired MONO 
input modules. 

I f phantom-supplied microphones are used; 

Enable phantom supply by pressing the PHANTOM button on 
the corresponding input module. 

■ Tape recorders 

Record and reproduce channels of the tape recorder are 
connected to the mixing console via the 50-pin D-type 
MONITOR connector . 

Connect recording channels of all tape recorders to the 
monitoring inputs TAPE1 and TAPE2 (for source/tape mon i - 
tor ing). 

If the outputs of the tape recorders are also to be con- 
nected to the mixing console via the input modules, the 
reproduce signal is to be connected in parallel to the 
TAPE monitoring input and to the desi red LINE or high- 
level (HL) input . 

■ Headphones 

For moni tor ing the mi xer output signals, or the signal 
source connected to the moni tor selector keys . 

Connect the headphones to one of the two headphones soc- 
kets on the CR MONITOR module ( for selectively enabled or 
muted moni tor speaker) . 

■ CONTROL ROOM MONITOR speaker 

Connection via power amplifier on D-type MONITOR OUTPUT 
connector . 

■ TALK-BACK / Studio Monitor 

The talk-back signal control room -> studio TB STUDIO can 
be tapped on the D-type MONITOR connector of the CR MONI- 
TOR module . 

It is possible to connect to this output a pair of head- 
phones, or vi a a power amplifier also a STUDIO MONITOR 
speaker . Control room i nstruct ions are thus taken from 
the internal TB microphone and microphone amplifier to 
the headphones or to the speaker in the studio. 

When the mi x ing console is expanded with a STUDIO MONITOR 
module (AUX MASTER / STUDIO MONITOR 1 .960.501), speaker 
ampl i f iers can be connected vi a the studio outputs of the 
25-pin D-type STUDIO connector . The talk-back signal is 
also connected vi a this output . 

I t is also possible to connect an i ntercom microphone as- 
signed to the studi o for establishing a connect ion bet- 
ween the control room and the studio (even when the input 
f aders are c losed) . 
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2.3.2 Production of a mixed stereo program 



Functional speci fi cat ion: 

Tape recording or direct broadcast of a mi xed program 
of Live comments, contributions from tape and disc 



1 Turntables and tape recorders 

The insert machines are connected to the mixing console 
via high-level inputs . 

Stereo sources occupy one STEREO HL input each or two 
MONO input modules, the CH1 or CH2 master is preselected 
accordingly. 

■ AUX channels 

To enable the participants in the studio to listen to the 
contributions inserted from tape or disc, the latter are 
mixed down via the auxi I iary output AUX1 and fed back to 
the studio via headphones or a speaker . In headphone mode 
the AUX output potentiometers can also be opened. In 
speaker mode these potentiometers must remain closed in 
order to prevent acoustic feedback . When TB AUXI is ac- 
tuated, the control room instructions are connected to 
the studio. 



2.3.3 Orchestra recordings 



Functional specification: 

Tape recording of an orchestra performance . 

Because of the dry acoustics of the studio room, 
reverberat ion is to be added to the main microphone 
and the soloist's microphone. 



m Microphones, tape recorders and monitor speakers 
are connected as in the previously discussed examples . 

1 Stereo microphones 

are preferably connected to adjacent channels. With a 
stereo jumper the I i near f aders of the stereo pair can 
then be coupled and controlled joint ly , e.g. main micro- 
phones and room microphones. 

ffi Reverberation unit 

Reverberation is mixed in through one of the auxiliary 
channels AUX1 or AUX2. 

For underscoring a spatial acoustic impression, it is 
frequent ly necessary to connect a delay network to the 
input of the reverberation uni t . The stereo output of the 
reverberat ion uni t can be mi xed in via the I ine inputs of 
unassigned input modules or via the high-level inputs of 
the master module. 

When the AUX output potentiometer is pulled (PF posi- 
tion) ^ the setting of the linear fader has no influence 
on the signal to whicfi the reverberat ion has been mixed. 
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2.3.4 Duplex with two ancillary studios 

Functional specification; 

Recording or direct broadcasting of a round table 
between a moderator in the local studio and two 
participants in one external studio each . 

iric pa» Li^rpaiiLo vi tii'c i vui sm i. ok/ \jt i <3 t i vwiii 

hear each other as well as the moderator in the local 
studio. Some of the contributions are not audible for 
the participants (feedback) 

■ Auxiliary outputs AUX1 and AUX2 

A monitor i ng signal is mixed for the two external studios 
via one auxi Li ary output each . Thi s signal contains the 
contributions of the other external studio and the local 
studio . The signal is inserted via headphones or speaker . 
The reproduct ion via speaker should not adversely affect 
the intelligibi lity of the program because of unfavorable 
speaker location (direct sonic irradiation of the micro- 
phone) or excessive volume (feedback). 



2.3.5 Qui z with quizmaster and two teams 

Spec i f i cat i on : 

Two teams in separate studios (A/B) are compet ing in 
answering questions put forward by the qui zmaster in 
Studio C . 

Both teams hear the quizmaster via speaker , music 
passages inserted via tape or disc , as well as 
somet imes the contribution of the opposing team. 

The qui zmaster monitors the ent i re program via 
headphones . 

■ Auxi I iary outputs AUXI and AUX2 

Comments from the quizmaster and contributions form tape 
and di sc are mixed via a separate aux i li ary input each 
and rendered audible to the two teams via speakers . If 
desired, the contr ibut ion by one team can be made audible 
to the oppos i ng team (signal path shown with dotted 
Lines) . 



EXTERN STUDIO A LOCAL STUDIO EXTERN STUDIO B 
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2.3.6 Playback recordings 



Specification: 

Multichannel tape recording of a vocal number with 
orchestra accompaniment (8 men) in playback technique 
in several staggered sessions . 



Session Instrumental recording (Tracks 1 and 2) 

■ Recording of the instruments that determine the rhythm 
(drums, bass) on tracks 1 and 2. 

2*^^ Session Instrumental recording (Tracks 3 and 4) 

1 The recordings on tracks 1 and 2 from the first session 
are mixed to the AUX bus vi a the sync track output 
(SYNC) of the tape. 

■ Synchronously to this modulat i on tracks 3 and 4 are 
recorded with the orchestra in the desi red format ion. 
Through headphones the musicians hear the signal mixed 
via auxiliary output AUX1 containing their current pro- 
duction and the reproduction of the sync track 1+2. 

All tracks are to be fully dr i ven in order to obtain 
the best signal-to-noise rat io. 

Reverberat ion can be added to certain instruments al- 
ready in this session if they are not recorded on the 
same track as other instruments for which reverberat ion 
is des i red. In separate recordings the reverberat ion 
should preferably be added during the final mixdown of 
the recording. 



ist SESSION 2^^ SESSION 3''^ SESSION 4^*^ SESSION 



3’'^ Session Vocal recording (Tracks 5... 8) 

■ The recordings on tracks 1...4 from the first and se- 
cond session are mixed via the sync output (SYNC) of 
the tape machine to the AUX bus and to the headphones 
Qf the vocalist. 

■ Synchronously, to this modulation the vocalist ' s perfor- 
mance is recorded in four different takes for selection 
on tracks 5 . . .8 . 



4"^*^ Session Mixdown 

After all instrumental and vocal components have been 
successfully recorded on the corresponding track of the 
master tape, all performances are mixed down to subsidia- 
ry tapes. 

For this purpose the outputs of the multichannel machine 
are connected to the line inputs, and the inputs of the 
subsidiary tape recorders to the I-outputs of the mixing 
console . 

The individual instrumental recordings are mixed with the 
desired version of the vocal recording and if necessary 
reprocessed with respect to equal i zat i on and reverbera- 
tion. The f i Iter networks avai lable in the mixing console 
are connected for equali zat ion and sound modification. 

Reverberat ion is added to individual recording components 
(tracks) by connecting the corresponding auxiliary 
outputs to the bus of the auxiliary master AUX2 to which 
the reverberat ion equipment is connected. Reverberat ion 
components are mi xed down on the desi red I-bus vi a the 
unassigned high-level inputs . 
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2.3.7 Stereo recording/broadcasting studio 
Configuration example 

The foLLowing example outlines the system-oriented use of 
the STUDER 962 mixing console within the scope of a ste- 
reo recording/broadcasting studio. 

Mixing and checking of the broadcas 
STUDER 962 mixing console equipped with 

■ 7 MONO inputs 

■ 8 STEREO/HIGH-LEVEL inputs 

■ 2 MASTER outputs 

■ 1 CR MONITOR 

■ 1 AUX MASTER/STUDIO MONITOR 

■ 1 Monitor expansion CR/STUDIO 

The available program sources are: 

■ 2 Tape machines for recording and reproduction 

■ 2 Turntables 

■ 1 Tape cassette recorder 

■ 7 Microphones 

■ 2 Stereo PSTN Lines 

Opt ions : 

■ 1 Telephone amplifier (STUDER TELEPHONE HYBRID) 

■ Cartridge unit 

■ Reverberation unit 

Additional equipment such as Line amplifiers, output dis- 
tributors, and signal i zat ion controls are installed in a 
19" rack. 

In the studio, an announcer booth is available that of- 
fers the following facilities: 

■ Cough button for own microphone 

■ Talk-back to control room 

■ Studio Light signalling red/green/yel Low; the yellow 
signal of the control room can be activated. 

■ Headphones socket with volume control and switch for 
source selection or talk-back insertion. 



iting program via 

1 .960.221 
1 .960.251 
1 .960.321 
1 .960.420 
1 .960.501 
1 .960.452 




-TO MCR- 
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3.1 imjl 1.960.221/241 

Versions - for stereo and 2 channel mixers: 1 .960.221 

- for 4-channel mixers 1 .960.241 

Universal input module for processing mono signal sources 
or one channel of a stereo signal source, with microphone 
to I i ne I eve I . 

3.1.1 Input preselection C33 

Three signal sources can be accessed with the input sel- 
ector C33: 

1. NIcrophone input MIC ED 3 

Balanced and floating microphone input with input 

transformer . Input sensitivity: -69. . .-9dBu, selectable 

in four 15 dB steps with switch C33 , continuous f ine- 
ad justment between steps from 0...15 dB with central po- 
tentiometer C2] . 

Microphone phantom supply PHANTOM C43 

When button C4] is pressed, any connected condenser mi c- 
rophone is fed by the 48V phantom supply voltage prepared 
inside the mi xer . 

2. Line/high-level input LINE/HL INPUT CE3 

Balanced and f loat ing line/high-level input with input 

transformer . Input sensitivity: -9. . .+21 dBu, selectable 
in two 15 dB steps with switch [31, continuous f i ne-ad- 
justment between steps from 0. . . 15 dB with central poten- 
tiometer [23. 

3. Test generator input GEN 

Test signal from internal generator (AUX-/TB module) 

that can be through-connected via a separate bus and 
whose level can be var i ed with potentiometer C23 between 

0. ..15. dB. Used for cal i brat ion and signalling purposes 
(e.g. for ident i fy ing output I ines) . 

3.1 .2 Fi Iter section 

1. High-pass filter C63 

Switch-controlled high-pass filter with a cutoff fre- 

quency of 75 Hz and attenuation of 12 dB/oct . Suppresses 
low-frequency noise such as rumble, impact sound, solid- 
borne noise, rumble of turntables, etc . 

2. Equalizer EQ IN C103 

Switch-controlled shelving equalizer with treble and 

bass f i Iter, combined with presence/absence f i Iter , for 
frequency response correct ion and sound modification. 
TREBLE f i Iter : [73 accentuat ion/deemphas i s 20kHz ±15 dB 
BASS f i Iter : C93 accentuat ion/deemphas i s 20Hz ±1 5 dB 
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221 
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Presence/absence filter: [83 center frequency 150.. 7000 Hz 

accentuat i on/deemphas i s ±11 dB 




3.1.3 Phase syltch 0 ^53 

Pressing this buttqn [53 inverts the phase of the selec™ 

ted input signal . Applications: quick phase correction of 
a microphone connected with confused polar i ty . 

3.1.4 PF insertion point PF INSERT CB3 

Two bantam jack sockets on the connector panel of the 
module are avai lable for inserting external f i Iter net- 
works, effect devices, etc . or I i mi ter /compressor stages 
bui It into the mixing console. Insertion takes place be- 
fore the linear fader (PF) of the input channel . The IN- 
SERT output and return are electronically balanced. The 
nominal insertion level is +6 dBu. 



3.1.5 L i near fader FADER [173 

Input level potentiometer with effective range between 
+10 dB and -60 dB. When the linear fader is closed (posi- 
tion ©) a limit contact controls various electronic cir- 
cuits such as fader start, signalizat ion, muting, etc. 

Mute button MUTE [153 

When the MUTE button C153 is pressed, the input channel 
is muted (e.g. temporary mut ing of a mi crophone input 
without change of working parameters) . The corresponding 
status LED is on when the MUTE function is enabled. The 
MUTE switching function can be remote controlled by means 
of an externally arranged button (banana socket [A3 on 
connector panel ) . 

Fader start HL SIGN [C3 

A relay N/0 contact for fader start applications can be 
tapped on two banana sockets (C) of the connector panel . 
Any effect device (turntable, tape recorder ) connected 
via the line input can be started by opening the linear 
fader , provided the following conditions are satisfied: 
m Input selector [33 in LINE pos i t i on 

■ Master selector [133 pressed 

■ MUTE button [153 not actuated 

■ Control of the selected master module open 



3.1 .6 Panorama potentiometer PAN E141 



The AF signal taken via the panorama potentiometer is 
branched into an L-signal and an R-signal and taken to a 
separate I-bus each (corresponding to the master selec- 
tion) . In the center position M, identical signals are 
Supplied to both buGCG . The directional assignment corre- 
sponds to the marks L and R . In the limit position of the 
potentiometer (stop) , the opposite signal branch is 
muted. The way the panorama potentiometer is brought into 
the circuit depends on the version of the master module; 
4-CH version: 

Panorama potent iometer [143 (push-pull switch) pulled 
2-CH version; 

Both master selection buttons [133 CH1+CH2 engaged. 



3.1 .7 Master selection CH1 . . . [133 

Depending on the version of the mixing console and the 

configured input modules, the operation of the master se- 
lection differs as follows : 

1 .960.221 -2CH/2SWITCH (2-channel & stereo mixers) 

Two push buttons for separate select ion of buses II , 12 
1 .960.241 -4CH/4SWITCH (4-channel mixers) 

Four push buttons for separate selection of buses XI, 
12, 13, and 14. 

3.1.8 PFL output [163 

The pushed button [163 conducts the AF signal tapped be- 
fore the I i near fader to the PFL bus which means that the 
input signal can be prelistened even when the I i near fa- 
der is closed. 

3.1 .9 Auxiliary outputs AUX1 *AUX2 [11/123 

Two separately controllable auxi liary outputs take the 
signal tapped before (PF ) or after ( AF ) the linear fader 
to separate AUX buses. The tapping point is selected on 
the combined AUX controls implemented as push-pull swit- 
ches . The auxiliary outputs are used for mixing in rever- 
beration, for playback , f oldback or monitoring channel . 

3.1.10 Overload indicator OVERLOAD [13 



When the LED [13 is on this means that the maximum admis- 
sible level has been exceeded on one of five moni tored, 
internal points such as INSERT output and return, before 
and after the I inear fader . 








961/962 



3.Z STEREQ/NIGH~LE¥IL INPUT 
Versions - for stereo and 2 ch. 



1.960. 251... 254 



- for stereo and 2 channel roiKers 

with equalizer 

- for 4-channel mixers 

with equalizer 



1.960.251 

1.960.242 

1.960.253 

1.960.254 



High-level input module for processing a stereo signal 

source with line level . 



3.2.1 Inputs 



HL mPUT CH1/CH2 EDI 



Stereo high-level input, balanced and float ing, with in- 
put transformer . Sensitivity: internally aligned accor- 
ding to the user-spec i f ied level ; adjustable by ±10 si 
for cal ibrat ions on potentiometer GAIN C2] . 



3.2.2 Filter section 



Equalizer 

Shelving equalizers with treble and bass filters that 
can be brought into the circuit jointly for both chan- 
nels. Combined with a presence/absence f i Iter for sound 
modi f i cat ion and correct ion of f requency response. 

TREBLE f i Iter : C33 accentuat ion/deemphasis 20kHz ±15 dB 
BASS filter: C51 accentuat ion/deemphas is 20Hz ±1 5 dB 



CdB] 

+ 15— 
+1Z— 
+09— p" 
+06— ||; 
+03—1’ 
± 00 —# 



20Hz 100Hz 




Presence/absence f i Iter : C4] center frequency 150. .7000 Hz 

accentuation/deemphasis ±1 1 dBi 




0 



Aux ‘ri , 

□ Ml 






AUX 

3 l-Le 









1 252 253 25 



■ 
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3.2.3 Insertion points PF INSERT CBl 

Two bantam jack sockets each on the connector panel of 
the module permi t insertion e.g. of internal I imi ter /com- 
pressor stages (on master module) or external f i Iter net- 
works, etc . The insertion points are located before the 
1 1 rifcfdF’ f duel' (PF). The INSERT output and return are elec 
tronical ly balanced. The nominal insertion level is +6dBu 



3.2.4 Stereo f ader FADER [133 

Mechanically coupled 2-channel level potentiometer, range 
+10 to -60 dB. When the linear fader is closed (©) a li- 
mit contact controls various electronic circuits such as 
fader start , signali zat ion, mut i ng, etc . 

Mute button MUTE till 

When the MUTE button C113 is pressed, the input chan- 
nels are muted without change in the fader pos i t i on . The 
corresponding status LED is on when the MUTE function is 
enabled. The MUTE switching function can be remote con- 
trolled by means of an externally arranged button (banana 
socket C A] on connector panel) . 

Fader start HL SIGN CC3 

A relay N/0 contact for fader start applications can be 
tapped on two banana sockets (C) of the connector panel . 
Any effect device (turntable, tape recorder) connected 
via the line input can be started by opening the linear 
fader , provided the following condi t ions are satisfied: 
m Master selector [93 pressed 
■ Control of selected master module open 
M wq mute button actuated 

3.2.5 Balance BAL [103 

The balance potent iometer implemented as a combined push- 
pull control [83 which in the pulled state is effective 
for the channel direction assignment L-R. When the knob 
is pushed in, the channels are balanced regardless of the 
rotary pos i t i on . 

3.2.6 Master selection CH1+2/CH3+4 [93 

When button [93 is pressed, both channel outputs are si- 
multaneously connected to the corresponding master bus 
X1+2, or 11+2 or X3+4 in the case of 4-CH mixers. 

3.2.7 Auxiliary outputs AUX1 • AUX2 £7/83 

The two separately controllable auxi Li ary outputs conduct 
the input si gnal of both channels which has been combi ned 
as a MONO signal . The signal is tapped on the combined 
push-pull switch of the level potentiometer: 

Potent iometer pulled = tapping before linear fader (PF) 

Potentiometer pushed = tapping after linear fader (AF) 

The auxiliary outputs signals are mixed down via the AUX 
master output module. 

3.2.8 PFL output £123 

When the PFL button £123 is pushed, the signals tapped 
before the linear fader and after the insertion points 
are taken individually to a separate PFL bus which means 
that the input signal can be prelistened even when the 
linear fader is closed. 

3.2.9 Overload indicator OVERLOAD £13 

LED £13 is turned on when the maximum admissible level on 
one of the eight monitored internal points (INSERT out- 
puts and returns, before and after the linear fader) is 
exceeded. 
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3.3 MASTER OUTPUT 1.960.321/341 

Versions : for stereo and 2-channel mi xers : 1 .960.321 

for 4-channel mixers: 1 .960.341 

The master uni t comprises three f unct ional blocks : 

■ Master sect ion 

■ Limi ter/compressor stage with separate insertion path 
1 High-level input 

3.3.1 Master channel MASTER 

1 Linear fader CIS] / 1 output I OUT CEl 

The AF signal tapped on the corresponding 1 bus is ta- 
ken to the desired attenuator and via the I inear fader 
with dB characteristic to the balanced and f loat ing 1 
output X OUT [El. When the linear fader is c losed (©), a 
limit contact controls various electronic circuits such 
as fader start , signalizat ion, mut ing, etc . 

PF Insertion points I INSERT CB] 

Two bantam jack sockets CB] are avai lable on the con- 
nector panel for inserting external f i Iter networks, ef- 
fect devi ces , or mi xer-i nternal limi ter /compressor 
stages . The insertion point is located before the linear 
fader (PF). the INSERT output and return are electroni- 
cally balanced. The nominal i nsert ion level is +6 dBu. 

Master channel prelistening button 1 PFL [14] 

The PFL signal which is tapped independently of the 
fader setting can be connected to the two PFL buses by 
pressing button C14] which means that the master channel 
can also be prel i stened when the I inear fader is closed. 

3.3.2 Limiter/compressor 



The limi ter /compressor stage which can be brought into 
the circuit with the IN button [131 , is used for limiting 
the level (limiter) and the dynamic range (compressor) . 
For external appl icat ions it can be connected to the se- 
parate LIMITER/COMPR insert ion path (with button C41 X / 
INSERT): 

1 . Master channel I [4] 

When the preselection button C4] is released (position 
X), the limiter section connects the master channel (LI- 
MITER LED is on) and serves as a level limi ter for pro- 
tecting the output I ine from overloads. The RATIO and the 
GAIN controls are di sabled in this appl i cation . The level 
limit is +6 dBu and can be al i gned i nternal ly . 

Stereo coupling LINK C2] 

When the LINK button C2] is engaged, the limiter control 
circuits of the master uni t processing a signal are coup- 
led. This results in a gain control in which the control- 
led variable is determined by the channel on which the 
h i gher control voltage is avai lable. 

The reduction of the limiter is indicated by the GAIN RE- 
DUCTION METER on the instrument panel . 

2. Li mi ter /compressor insertion path INSERT C4] 

When the preselection button [43 is engaged (INSERT po- 
sition), the limi ter /compressor circuit is avai lable on 
the balanced jack sockets CC3 for insertion into the PF 
i nsert i on path of any input or master module . 

The following parameters of the I imi ter /compressor f unc- 
t i on can be altered: 
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Compression ratio RATIO E63 

1:1.5 up to limiter characterst ic 1:20 
Resetting time RELEASE E53 

The resetting time can be inf Luenced with potentiometer 
[53, however, it basically depends on the program to be 
processed. 

icnannel gain gain £13 

The gain of the limiter/compressor insertion path can 

be varied on the input with the GAIN potentiometer Cl 3. 

This amplifier is also avai lable for any other applica- 
tion when the limiter/compressor is switched of f . 



3.3.3 High-level input HL INPUT 

Input HL INPUT £D3 

Balanced and floating high-level input . The input sen- 
sitivity can internally be aligned to nominal level . 

Level potentiometer INPUT [133 

The input signal can be attenuated as desired with the 
INPUT potentiometer [73 . 

Mute button MUTE C143 

yhen the MUTE button [133 is pressed, the high-level 
input is muted without changing the setting of the chan- 
nel potentiometer [73 . The corresponding status LED is ON 
when the MUTE function is enabled. The MUTE function can 
be remote controlled via an externally arranged button 
(banana socket CA3 on the connector panel) . 

Panorama potentiometer PAN [123 

The AF signal taken via the panorama potentiometer is 
branched into an L-signal and an R-signal and taken to a 
separate 1 bus each (corresponding to the master selec- 
tion [113. In the center pos i t i on M, identical signals 
are supplied to both buses. The directional assignment 
corresponds to the marks L and R . In the limit pos i t i on 
of the potentiometer (stop) , the opposite signal branch 
is muted. 

The way the panorama potentiometer is brought into the 
circuit depends on the version of the MASTER module; 

4-CH version: 

Panorama potentiometer [123 (push-pull switch) pulled 
2-CH version: 

Both master selection buttons [113 CH1+CH2 engaged. 

Master selection CHI... [113 

When this button is pressed, the high-level input is 
connected to the corresponding I bus . 

Prelistening button for high-level input HL-PFL [83 

When this button [8> is pressed, the PFL signal tapped 
independently of the level potentiometer setting [73 is 
connected to both PFL buses . 

Auxiliary outputs AUX1 -AUX2 [9/103 

Two separately controllable outputs connect the audio 
signal tapped either before or after the HL channel po- 
tent iometer to the two AUX buses . 

Potent iometer pulled = tapping before HL potent iometer :PF 
Potentiometer pushed = tapping after HL potent iometer :AF 
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3.4 CR MONITOR 



1.960.420 



Central monitoring module comprising: 

■ CONTROL ROOM MONITOR channel with 9 select i on buttons 
for connecting moni tor ing sources to the control room 
moni tor speakers . 

■ PPL Channel tor through-connect i ng the prelistening 
signal to the pre listen ing faci lities such as headphone 
outputs, PFL moni tor speakers or control room monitor 
speakers. 

1 STUDIO signal izat ion faci lities for red, yellow, and 
green signal lights. 

1 Selector buttons for output meter 

3.4.1 CONTROL ROOM monitor section 

Selector buttons Cl... 93 

Nine inter locked source selection buttons are avai I able 

for connecting the f ol lowi ng monitoring signals to the 

CONTROL ROOM moni tor speakers (or output amplifiers): 



C13 a) User-defined signal source RES 

b) With monitor expansion: 

signal source selected on AUX MONITOR CR AUX 

C23 User-def ined signal source RES 

[31 Signal from PFL OQ-ampli f ier L/R PFL 

C41 Signal from auxi liary master output AUX2 

[53 Signal from auxi liary master output AUXI 

[63 Tape recorder input (source/tape monitoring) TAPE2 

C73 Tape recorder input (source/tape monitoring) TAPE1 

[83 a) 2CH mi xer : user-def inable signal source RES 

b) 4CH mixer : s i gna I from I outputs (MASTER) 13+14 

[93 Signal from I outputs (MASTER) 11+12 

Volume control CR MONITOR [123 

The volume of the CONTROL ROOM speakers can be adjusted 
with the central potentiometer [123 via the preamplifier. 



Balance BAL C133 

Spatial acoust i c imbalances, caused by the s i t i ng of 
the CONTROL ROOM speakers, can be compensated with the 
external potentiometer [133 . 



Mono reproduction MONO [143 

When the MONO button [123 is engaged, the MONITOR L/R 
signal is combined into a monophoni c monitoring s i gna I . 



3.4.2 PFL monitor section 

Headphones sockets [22/233 

PFL moni tor speaker 

When the headphones are plugged into the upper socket 
[223 , the PFL moni tor speaker in the instrument panel is 
muted. 

Headphones selector MON PFL [193 

When button [193 is pressed, the mono MONITOR channel 
can be heard through the left-hand earpiece and the mono 
PFL bus signal via the right-hand earpiece, provided at 
least one PFL button of the m i x i ng console is pressed. I f 
no PFL button is active, both earpieces reproduce the 
stereo ( individual channels) signal of the MONITOR spea- 
ker . 

Headphones selector PFL C203 

Causes reproduction of the PFL signal of each channel 
(stereo) through the two earpieces . 

Headphones selector MON [21 3 

Causes reproduction of the MONITOR signal of each chan- 
nel (stereo) through the two earpieces . 
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3.4.3 Monitoring mode "PFL to MONITOR" [113 



Normally the source selected on the CR monitor is ren- 
dered audible via the CONTROL ROOM monitor speaker, and 
the PFL s i gna I via headphones and/or PFL monitor speaker . 
The activated "PFL TO MONITOR" button causes automatic 
changeover of the preselected MONITOR signal source to 
the PFL signal as soon as at least one input or output 
module is activated. The PFL signal is now reproduced via 
the CONTROL ROOM speakers. The corresponding LED signals 
the "PFL TO MONITOR" mode. Any current program processing 
is not influenced. 

As soon as none of the PFL buttons is activated, the mo- 
nitoring signal swi tches automatically to the preselected 
MONITOR source. 



3.4.4 Meter changeover METER C103 

Button [103 released: ll-^-Z 

The output meters indi cate the levels avai lable on 
outputs II and 12. 

Button C103 pressed: MON 1+2 

The output meters indicate the level avai lable on the 
control room moni tor channels 1+2 . 

3.4.5 Signalization 



For studio signalling, three push buttons coupled with 
visual status/feedback indicators (LEDs on instrument pa- 
nel) are avai lable; 

Yellow signal light CALL [153 

Momentary-action push button for emitting a signal to 
the studio. 

Status indication: yellow LED on instrument panel which 

can be used as a feedback signal from the studio, if 
wi red correspondingly . 

Green signal light READY [163 

Self-locking push button for controlling the ready sig- 
nalization in the studio. Status indication: green LED on 
instrument panel . 

Note : 

A logi cal combinat ion of the READY signal with the status 
of the STUDIO ON signalization (READY lamp turns off when 
STUDIO ON is activated) can be implemented through inter- 
nal wiring. 

Red signal light (ON AIR SIGN) STUDIO ON [173 

When button [173 is pressed, the bui It-in relay for 
controlling the red on-ai r light is energi zed if the fol- 
lowing condi t ions are satisfied: - At least one micro- 

phone channel open 

- No MUTE switches activated 

- Master selected 
Master module(s) 

- At least one linear fader open 

Status indication: red LED on instrument panel . 



3.4.6 CR MONITOR connection box (option) 1 .960.151 

The CR MONITOR connection box is hooked up via a multi- 
conductor cable to the 50-pin D-type connector . All im- 
portant connections thus become avai lable on a clearly 
arranged panel : 

■ Terminals for studio signalization equipment 

m Terminals for external DC supply (with optional conver- 
ter) 

1 Terminals for control room monitor speaker (via output 
amplifier) 

■ Inputs/outputs for two record/ reproduce tape machines 

■ Additional inputs for control room monitor . 
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3.5 AUXILIARY HASTER OUTPUTS AUX1-AUX2 & 1.960.500 

STUDIO MONITOR 1.960.501 



Versions : 

AUXILIARY-MASTER OUTPUTS AUX1-AUX2 1 .960.500 

compf i t> 1 ny : 

1 Auxiliary-master output potent iometer AUX1/AUX2, 

1 Studio TB facility with integrated microphone 

■ Test AF generator 

■ Switch and terminal for operator panel illumination 
AUXILIARY-MASTER OUTPUTS AUX1«AUX2 

& STUDIO MONITOR 1.960.501 

Same configuration as above, plus 

■ STUDIO moni tor with group of keys for through-connec- 
ting the signal sources to the studio monitor faci Lity . 

3.5.1 Auxiliary-master outputs AUX1/AUX2 

Auxiliary-master output potentiometer AUX1/2 SEND [6/73 

Aux i I i ary-master outputs individually controllable with 
rotary potentiometer C6/7] . 

Depending on the version the outputs can be tapped on XLR 
sockets (model 1 . 960 . 500) or on the 25-pin D-type connec- 
tor (model 1 .960.501 ) on the connector panel of the mod- 
ule . 

Inside the mixer the AUX output signal is taken to the CR 
MONITOR where it is avai lable for connection to the de- 
sired source (source selector buttons) . 

The aux i I i ary outputs are used for mi x ing in reverbera- 
tion, or as a playback , foldback , or monitor ing channel . 

Talk-back via auxi I i ary-master outputs AUX1/2 TB [5/83 
When button C5/83 is pressed, the TB microphone bui It 
into the mixer is enabled and connected to the auxi liary- 
master output . 

3.5.2 Talk-back / Intercom TB 



CONTROL ROOM TALK-BACK 

Instructions gi ven vi a the bui It- in microphone C43 can be 
transmitted as follows : 

■ Momentary-action push button TB STUDIO [103 pressed: 
the TB commentary is routed to the STUDIO TB moni tor 
speaker . 

1 Momentary-action push button TB AUXI and/or TB AUX2 
pressed: the TB signal is routed to the selected aux i- 
l i ary outputs . 

■ Momentary-action push buttons SLATE C93 pressed con- 

current ly : the TB signal is routed to the I buses (!). 

I f the microphone is enabled with one of the above 
keys, the volume of the internal PFL monitor speaker 
and the CR MONITOR channel is decreased by 20 dB. 

The TB mi crophone ampl i f ier is equipped with a limiter 
for prevent ing overloads . 

STUDIO talk-back (TB RETURN) (only version 1.960.501) 
A microphone avai lable to the moderator in the studio 
enables talk-back with the control room (TB RETURN) . When 
the moderator actuates the TB RETURN remote control 
button, the STUDIO MONITOR speaker is muted. This opera- 
t ing state is signalled to the control room by the STUDIO 
CUT LED . The TB RETURN signal is reproduced via the head- 
phones sockets of the CR MONITOR and the PFL speaker . The 
volume can be adjusted with the TB RET Cl 1 3 potentiome- 
ter . 
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3.5.3 STUDIO MONITOR (only version 1.960.501) 



Selector buttons C13...173 

Five interlocking source selector buttons are avai lable 



for t hrough-connec t i ng the following monitoring signals 
to the STUDIO MONITOR speakers; 

L i 5 3 a) user-definable signal source RES 

b) with monitor expansion*: signal source 

selected on AUX MONITOR STUDIO AUX 

C143 signal source selected on CR MONITOR CR MONITOR 

[153 user-def inable signal source RES 

[163 a) 2CH mixer: user-def inable signal source RES 

b) 4CH mi xer : signal from X outputs X3+I4 

[173 Signal from X outputs (MASTER) X1+X2 



*) Up to 13 signal sources can be selected with the 
moni tor expansion AUX MONITOR STUDIO. 

The output level of the monitor channel can be adjusted 
with potent lometer [123 for controlling the volume. 

STUDIO MONITOR automatic muting 

The STUDIO MONITOR channel is muted as soon as a micro- 
phone input is connected to an output module and any 
input and output faders are opened. 

This function can be suppressed from the control room by 
actuat ing the RE IN [183 button. Manual muting of the 
STUDIO MONITOR channel is also possible via a remote con- 
trol button (TB RETURN) from the studio, as previously 
described. 

3.5.4 Test generator GENERATOR 



Five fixed frequencies, 16-, 10-, 1kHz, 100Hz, and 31 . 5Hz 
are avai lable for through-connection vi a the MONO input 
module . They are used for calibrating I i nes and for I ine 
ident i f icat ion. 

3.5.5 STUDIO MONITOR connection box (option) 1 .960.154 



The STUDIO MONITOR connection box (combined with the AUX 
MONITOR connector panel) is hooked up via a mult i conduc- 
tor cable to the 25-pin D-type connector of the auxilia- 
ry-master uni t . The following connections thus become 
avai lable on a clearly arranged panel : 

■ Terminals for studio monitor speaker (via output amp I i - 
f ier) . 

■ XLR output sockets of the auxi liary outputs AUX1 and 
AUX2. 

■ Socket for studio TB microphone 

■ Remote control termi nal for STUDIO TB RETURN 
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3.6 MONITOR EXPANSION 1.960.450/452 

3.6.1 Monitor expansion module AUX MONITOR 



Versions: 

Control room monitor expansion AUX MONITOR CR 1 .960.450 
Expands the CR MONITOR 1 .960.420 with 9 addi t i onal keys 
for a total of 17 source selection possibi I i t ies . 
Control room/studio monitor expansion 

AUX MONITOR CR/STUDIO 1 .960.452 
Expands the CR MONITOR 1 .960.420 and the STUDIO MONITOR 
1 .960.501 with 9 addi t ional keys for a total of 17 (CR 
MONITOR) or 14 (STUDIO MONITOR) source selection possi- 
bilities. 

The input signal sources are connected to the mixing con- 
sole via balanced and floating terminals of the 50-pin D- 
type AUX MONITOR connector . 

3.6.2 AUX MONITOR connection box (option) 1 .960.154 

The AUX MONITOR connection box (combined with STUDIO MO- 
NITOR connector panel) is hooked up via a mult iconductor 
cable to the 50-pin D-type connector of the monitor ex- 
pansion module 1 .960.450 or 1 .960.452. This box provides 
XLR input sockets on the logically arranged connector pa- 
nel for any selectable signal source. 
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3.7 INSTRUMENT PANEL 




3.7.1 Instrumentation 



The configuration of the instrument panel depends on the 
type of mixer (961/962), the number of channels, as well 
as the user-specific requirements. In the standard ver- 
sion each master channel is equipped with a main output 
meter [23; opt ional ly with VU characteristic (volume 
units) or PPM character ist ics (peak program meter) . The 
+20 dB button [43 is used for increasing the speed of the 
instrument needle def lect ion . The response time of PPM 
instruments can be reduced from 10 ms to 0.1 ms by means 
of the FAST Cl 3 button. Each master channel is assigned a 
GRM instrument C33 which indicates the gain reduction by 
the limiter in dB. 

The level of the auxiliary outputs AUX1 and AUX2 is indi- 
cated by separate instruments C63, either with VU or PPM 
character i Stic. 

Stereo mixing consoles can be equipped with a CORRELATOR 
instrument C53 which indicates the phase relation of a 
stereo signal in correlation degrees and which checks the 
signal for stereo compatibility. 

Three LEDs C73 visually indicate the status of the studio 
signalization faci lity on the CR MONITOR module. A red 
LED signals that the mixing console is ready (POWER ON). 
The PFL moni tor speaker C83 reproduces the signal of the 
prel i stening and TB RETURN path . Its controls (ON/OFF, 
volume) are located on the CR MONITOR module. 

3 . 7.2 PP meter (Peak program meter / modu Lome ter) 



The PPM instrument (peak program meter) is able to indi- 
cate peak values of up to 10 ms, or up to 0.1 ms durat ion 
(-1 dB) if the FAST Cl 3 button is pressed. 

A reading of > 0dB indicates an over load. The sensitivity 
of the instrument can be increased by 20 dB by pressing 
button [43. In this way output noise can be indi cated 
during modulat ion pauses . 

3.7.3 VU meter 



The output indication in VU (volume units) takes into 
consideration physiological aspects based on the charac- 
teristic of the human ear ( loudness) and is not suited 
for indicating transient peaks . 

The lead, the def i nit ion of which can vary from country 
to country, can be selected by the user. The factory 
adjusts the instrument to an indication of 0 VU relat ive 
to a level of +4 dBu ( lead = 6dB) . 

The instrument sensitivity can be increased by 20 dB with 
button [43 . 



3.7.4 GRM instrument 



A GRM instrument (gain reduction meter) [33 is assigned 
to each main output meter . 

It indicates the magnitude of the gain reduction by the 
connected limi ter in the corresponding master output or 
use of the compressor in the case of an externally looped 
in limiter/compressor . 

Note: 

The limi ter looped into the master channel should be spe- 
cifically used as a line protection device. It is not 
suited for continuous limiting of output signals for the 
purpose of sound modification. Distortion-free signal 
processing is only ensured if the gain reduction is kept 
to a minimum. 

3.7.5 AUX output meters 



Out meters [63 for continuous monitoring of the levels on 
the auxi liary outputs AUXl/2, programmable according to 
the character i st i c of the main output meter ( VU or PPM) . 



3.7.6 CORRELATION meter 



The correlation meter indicates the current phase diffe- 
rence between the two stereo signals L AND R in correla- 
tion degrees and independently of the level . 

An approximate value for compatible stereo signals is a 
correlat ion degree of +5... +0.7. 

Interpretation of the instrument scale: 

-1 -0.5 0 +0.5 +1 



±180- ±135* ±90* ±45* 0* 




Application examples: 

■ Checking the mono compat ibi lity of stereo programs . 

A stereo program reproduced in mono mode must be chec- 
ked for optimum compatibility. Incompatible stereo sig- 
nal components reproduced in mono mode can cause par- 
tial extinct ion. 
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■ Checking the phase relation in stereo di sc productions. 
The scanning capability of a reproduced scanning system 
is much inferior for vertical deflection than for hori- 
zontal deflection. 

Signals in phase opposition with high level and low 
frequencies require a large vertical deflection and 
^riould, therefore, be prevented. 

■ Modulation of FM stereo transmitters. 

High frequency difference signals on an FM transmission 
link cause inadmissible distortions. 

3.7.7 PFL monitor speaker 



Bui It- in speaker C81 for prefader listening and TB inter- 
com signal from the studio. It carries the same signal as 
the headphones sockets of the CR MONITOR module and can 
be muted by seizing the corresponding headphones socket . 
The potentiometer for adjusting the volume is located on 
the same module. 

3.7.8 Signalization 



Three correspondingly colored LEDs constitute the visual 

status indication of the studio signalization facility on 

the CR monitor module. 

■ STUDIO ON is active under the following conditions: 

- Corresponding signalization button activated 

- At least one microphone channel open and corresponding 
MUTE button not actuated 

- Master selected 

- Linear fader on output module open. 

■ The READY LED is on when the corresponding signaliza- 
tion button has been actuated. 

■ The CALL LED is on when a remote control button in the 
studio or (if correspondingly wired) the corresponding 
signalization button of the CR MONITOR module has been 
actuated. 

The POWER LED signals that the mixing console is ready 

for operat ion (±15V supply) . 
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EXPLANATIONS 



1 General notes 

The following circuit descriptions are based on the in- 
dividual function blocks in the standard models of the 
STUDER m i X i ng console series 961/962. No special referen- 
ce is made to opt ional circuit versions . Because of evo- 
lut ionary developments, dev i at ions in the funct ional des- 
cription cannot be precluded. 

■ Block diagrams 

The block diagrams give a general summary of the des- 
cribed function blocks . For detai led information please 

fold out the corresponding circuit diagram in Section 6. 

■ Circuit diagrams Refer to Section 6, DIAGRAMS 

The corresponding diagram can be found in table of con- 
tents to Section 6, DIAGRAMS, based on the corresponding 
module identification number . 

Indexing: 

Indexes of circuit components that relate to the circuit 
diagram are identified between braces : 



i . > = indexing of electroni c components in diagram 



Coordinates : 

A coordinate network superposed on the circuit diagram 
permits quick localization of the described function 
block . The corresponding coordinates are listed on the 
right of the headings . 

Example Corresponding sector 03-04 /C 
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4.1 MONO INPUT 1.960.221/241 



4.1.1 Input circuits / Input amplifier 



Three inputs are available that can be connected to the 

input selector {3> : 

■ Microphone input 

with switch-controlled phantom supply 
1 Line/high-Level input 
s Test generator input 

1 . Microphone input (US PAT. 4,567,442) 2-3/D-F 

The RF input f i Iter {L1”C14/1 5”27/30> removes stray RF 

pickup from the balanced source signal {XLR-A3} which is 
taken to the series connected primary windings of the 
transformers {T2> and {T3>. 

The secondary winding {T2-2-4} leads to the inverting 
input of the opamp {IC1”2/3> and is terminated by a vir- 
tual short circuit <IC1"3>. As a result the voltage 
output on the transformer is nearly zero and causes neg- 
ligible harmonic distortion. {C17-C16“R31 > determine the 
square-wave behavior, and {R32> the gain of the opamp 
{IC2}. 

The output of the opamp {IC2-6} drives the transformer 
■CT3> with Low impedance. As a result the opamp output 
voltage is returned into the primary circuit (series ne- 
gative voltage feedback). Negative feedback minimizes the 
distortion of the output voltage induced in {T3>. This 
output voltage is decoupled via the third winding of the 
transformer {T3-6-8} and taken to opamp {IC3} connected 
as a voltage follower. {C18“R34> linearize the frequency 
response of the transformer {T3>. 

Input sensitivity 4-5/D-E 

Depending on the preselected sensitivity setting TS3>, 
one of the four FET switches {Q8...11} is connected and 
through corresponding tapping of the resistor network 
{R44...48} determines the dropping resistance to the in- 
verting input of opamp {IC8>, and the magnitude of the 
feedback resistance (gain), 

FET {Q35> connects the microphone input to the nodal 
point amplifier {IC4>. Potentiometer {R64} permits conti- 
nuous adjustment of the input sensitivity within the ran- 
ge of 0 to 15 dB. When the mi crophone input is not enab- 
led, FET -CQ12}, triggered by -CQ34>, short-c i rcui ts the 
feedback branch {R51>. 

Microphone phantom supply 2/D-F 

With the Locking push button {S1>, the microphone 
supply voltage 48V-(12V-) prepared by the power supply is 
connected via the prec ision resi stors {R28/R29> to the 
phantom circuit of the balanced microphone supply line. 

2. Line/ high- level input 2-5/B-C 

The balanced high-level input source is taken via the 

RF input f i Iter {Cl /2~R1-3/5> to the transformer {T1 } 
where the input voltage is decoupled on the secondary 
side and taken to the inverting amplifier {IC1>. 

The FET switches {Q5...7} in conjunction with the input 
selector {S3} connect the line input {Q6> and determine 
the input impedance {Q5/7}. Intermediate values can be 
steplessly set on potent iometer {R64> . 

3. Test generator input 2-5 /A-B 

Depending on the setting of the input selector {S3}, 
{Q1/2> connect the internal test generator from the sepa- 
rate bus to the nodal point amplifier {IC4> . The Level of 
the generator signal can be ad justed with the central 
potentiometer {R64> of the input selector within the ran- 
ge of 0 to 15 dB. 
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4.1 .2 Filter section 

High-pass filter 7-9/C-D 

The RC combination {R68/70~C38/39> and opamp {IC4} con- 
stitute an active high-pass filter of the 2nd order with 
a cutoff frequency of 75 Hz and an attenuation of 12 
ClB/ QC I . 

Connected to the input of the non inverting opamp input is 
a passive low-pass comprising the RC element {R69“C40>. 
yhen button {S2> is pressed^ the filter network is enab- 
led via FET {Q15>. 

Equalizer 10-12/B-E 

Shelving equalizer (TREBLE/BASS) and presence/absence 

f i Iter that can be brought into the circuit via button 
{S4> via FET switch -fQ38} and {Q36} respectively. 

When the bridge circuit of the equalizer network is alig- 
ned (R88 and R90 in center position), the series resi stor 

{R86> and the negative feedback resistor {R91> set the 
gain of the inverting opamp {IC8> to a factor of -1. 

- TREBLE filter 

The treble content can be emphas i zed/deemphas i zed by ±1 5 
dB on potentiometer -CR88}. The corner frequencies are de- 
ter mi ned by the time constants of the corresponding RC 
network : {R89xC43||C45>. Resi stor {R89> limits the adjust- 
ment range to ±15 dB. 

- BASS filter 

The bass content can be emphas i zed/deemphas i zed by ±15 dB 
on potentiometer {R90>. The corner frequencies are deter- 
mined by the time constants of the corresponding RC net- 
work: {R90xC44>. Resistor {R86> or {R91> respectively li- 
mits the adjustment range to ±1 5 dB. 

- Presence/absence filter 

The opamp OC9> controlled as an inverting amplifier and 
the Wien bridge connected to the + input const i tute an 
active presence/absence filter. 

{R99> and {R101> in the negative feedback branch deter- 
mine the gain factor of -1 . The f i Iter resonance frequen- 
cy and the center frequency (150. . .7000 Hz) are aligned 
on the dual-operated potentiometer {R100/R102>. By con- 
necting the filter into the feedback branch of the ampli- 
fier <IC9}, the aligned f requency range can be boosted 
and attenuated by ±1 1 dB (Potentiometer {R96>. 



INSERT return <J4> 16/A-C 

The balanced insertion signal is returned via the jack 
socket 1J4>. <IC11 (1/2> (dual opamp) converts the balan- 
ced input signal to an unbalanced signal for subsequent 
internal processing (linear fader) . 

■{R13”C67> and {R133-C68} constitute an RF input filter. 

4.1.5 L i near fader 15/D 

Linear fader {R159} 

with conductive plastic resistance str ip, and limit 
contact for electronic switching functions for fader 
start, signalization, muting, etc . 

Opamp {IC12} compensates the 10 dB initial attenuation of 
the linear fader; adjustable on potentiometer {R164>. 

Mute button 14-16/D-F 

When the MUTE button {S9} is pressed, the audio signal 
is interrupted before the linear fader : FET switch iQ21> 

opens, controlled by inverter {Q21>; FET switch {Q22} ap- 
plies 0 V to the audio signal path . 

This function can be controlled from an externally arran- 
ged switch (0 V = MUTE) via {J5> (e.g. in the case of 
computei — aided aud i o productions) . 

4.1 .6 Panorama potentiometer 18/D 

■ Version 1 .960.241 

With the push-pull switch {S14} integrated in the dual- 
operated potentiometer {R168/169}, the panorama potentio- 
meter can be brought into the circuit (potent iometer 
pulled = AFTER PAN) or bypassed (potentiometer pushed = 

PRE PAN). 

■ Version 1.960.221: 

The panorama potent iometer is brought into the circui t by 
concurrently pressing the master selection buttons XI and 
12. The connected AFTER PAN signal is taken via the mas- 
ter outputs 13 and 14 to the buses XI and X2. The PRE PAN 
signal is connected directly to the bus outputs XI and X2 
(also refer to Section 4.1.7). 

In the limit positions of the panorama potent iometers, 
the opposi te channel is interrupted. 



4.1.3 Phase switch 13-14/D-E 4.1.7 Master selection 19-22/A-F 

When button {S5> is pressed, the phase of the output sig- The aud i o signal path from the panorama potentiometer to 

nal is inverted. The signal available vi a {Q38-R1 05/106} the corresponding master buses (X ) is connected via the 

(equalizer enabled) or {Q36-R108/111} (equalizer bypas- noncontacting FET switches 1025/27/29/31}. Outputs that 

sed) is taken to the inverting opamp 1IC9} vi a 1039} and are not active are connected to OV via FET swi tches 1026/ 

its phase is inverted by 180* . 28/30/32}. 

When the phase switch 1S5} is of f , the opamp 1IC9} ope- 
rates as a voltage follower ; it does not inf luence the Depending on the mi xer model the input units are conf igu- 

phasing of the input signal . red with a number of master selectors 1S10. . . 13} for ena- 

bling the FET swi tches . The master bus X1..4 to be con- 

4.1.4 PF insertion points 14-16/A-C trolled is determined by the setting of jumpers 1W3...10} 

INSERT output 1J3> 14/A-C 

The unbalanced s i gna I on the output of the opamp 1IC9} 
is taken via the three resi stors 1R125/131} to the inver- 
ting 1IC10-2} and non invert ing 1IC10-5} input of the dif- 
ferential amplifier stage (dual opamp) . The balanced 
output signals a/b are available on the jack socket 1J3}. 
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■ Version 1 .960.221 2CH/2SWITCH 

The folloying circuit versions are possible with the two 
master selectors {S10} and 

PRE PAN signal 

Selectively connectible to 11 CS10) or X2 (S11). 

The switching signal is taken via the break contact of 

the second, nonactivated selector switch (*). 

AFTER PAN signal 

If. both selector switches {S10+S11} are pressed, the L~ 
R signal tapped after the panorama potentiometer is con- 
nected to the outputs 13 and Z4 and are connected inter- 
nally to the buses XI and 12. 

Switching signal Audio signal 

S10 S11*> w04 > Q25/26 R171 > Q25 > II 

L-— — > S11 S10'^> y06 > Q27/28 R175 > Q27 > X2 

f-l — — -> S10 S11 > y08 > Q29/30 R178 > Q29 > 13 

L| PAN + _ 

Lr— — > S11 S10 > yiO > Q31/32 R182 > Q31 > X4 



B Version 1 .960.241 4CH/4SyiTCH 

Four separate master selector switches <S10...S13> ena- 
ble the corresponding bus output XI.. 4, The tapping point 
can be preselected before or after the panorama potentio- 
meter with the aid of the pul l/push switch -CS14} : 

Switching signal Audio signal 

r—> S10 W03 > Q25/26 ~Tl7^> > nl 



y07 > Q27/28 I R175 > Q27 > Z2| 



> Q29/30 R178 > Q29 > 13 



> Q31/32 R182 > Q31 > 14 



4.1.8 PFL output 



15-16/E-F 



Activated by the pressed PFL button {S6>, the FET swit- 
ches {Q20/21} connect the signal tapped before the linear 
fader to the PFL bus. 



Auxiliary outputs AUX1“AUX2 



14-15/E-F 



The signal tapped before or after the linear fader CPF) 

is added to the AUX buses -CAUX-1 /AUX-2} via two rotary 
potentiometers {R143/145> fitted with push/pull switches 
TS7/S8}. 



4.1.10 Overload indicator 7-9/B 

The level of the input circuit is checked on five points: 
at the output of the nodal point amplifier {IC4-1}, at 

the outputs of the INSERT balancing element {IC10}, at 

the output of the INSERT unbalancing element 

before and after the linear fader -CR1 59} respectively, 

and at the output of the booster amplifier {IC12}. 

Over loads are signalled by the OVERLOAD LED: LED {DL2> is 
enabled via the corresponding diode {D6...10}, transistor 

{Q14>, and Schmitt Trigger {IC7>. 

4.1.11 Signal ization 

Line signalization LINE/HL SIGN 6-8/E-F 

Via the logic evaluation OC5/6} and the inverting 

switching transistor <Q16}, the following states cause 
the LINE SIGN relay {K1> to be energized: 

" Input selector {S3} set to line input LINE 

- Muting switch MUTE {S9> OFF 

- Linear fader {R159} open 

- Master bus selected, switch {S10...13} actuated 
Master module: 

- Linear fader open. 

The relay contact {K1/S1} functioning either as break 

contact (jumper {W1} set) or make contact ( jumper {y2> 

set) is available for controlling the signalization 
equipment . 

Microphone signalization MIC SIGN 7-o/E-F 

The following states enable C-15 V > 0 V) the MIC SIGN 
output {P5”4> after the logic evaluation {IC5/6}. 

Input module: 

- Input selector {S3} set to microDhone input MIC 

- MUTE switch {S9} OFF 

- Linear fader {R159> open 

- Master bus selected, switch {S10...13} actuated 
Master module: 

“ Linear fader open 

4.1.12 Zero Volt reference 17/A-C 

All audio circuit components operat ing with the chassis 

ground of the ±15 V supply use the 0 V potential produced 
by opamp {IC11}. The latter obtains its 0 V from a refe™ 
fence nodal point on the bus. 
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4.2 STEREO/HIGH-LEVEL INPUT 1 .960.251 .. .254 

Notes : 

■ The stereo/high-LeveL input module contains tyo identi- 
cal amplifier chains for stereophony. 

■ The corresponding circuit diagram in Section 6 illus- 
tr’dtcb the Ifejft-hdnu uhanriel in uetdil and trie right- 
hand channel in the form of a block diagram. 

1 Components of the two channels with analogous function 
are identified by the first index number: 

{R125>= left-hand channel / {R225}= right-hand channel. 

■ The following description relates only to the left-hand 
channel . 

4.2.1 Input circuit 1-6/A-D 

The balanced and floating input signal is cleaned from 
stray RF pickup by {C101~R105> {C102-R106} and coupled by 
the inverting transformer {T101> to the inverting input 
of the amplifier {IC101}. The line level can be matched 
with the trimmer potentiometer Opamp {I Cl 02} am- 

pl 1 f ies/attenuates the unbalanced useable signal adjusta- 
ble with the GAIN potentiometer {R115} within the range 
of ±10 dB. 

Onward conduction of the signal depends on the version of 
the input module; 

Vers 2 ons_W 2 th_f 2 iter_sect 2 on (1.960.252/254) are equipped 
with selector switch {S102> through which the filter net- 
work can be brought into the circuit or bypassed (refer 
to subsequent Section ^Filter section"). 
^§L§i 9 QS_yiih 9 yl_liiier_sect 2 on (1.960.251/253) conduct 
the signal via the inserted jumpers {W105/106} directly 
to the buffer {IC104}. 

4.2.2 Filter section (only versions 1 .960.252/254) 

Equalizer 7-9/B-D 

The ‘ pressed button {S102} interrupts the equalizer by- 
pass branch (FET switch {Q101/113}) and conducts the au- 
dio signal via the coupling capacitor {C107> to the equa- 
lizer filter network comprising treble filter^ bass fil- 
ter, and presence/absence f i Iter . The tone of the two 
channels L/R is controlled in parallel via the coupled 
potentiometer . 

When the bridge of the equalizer (potentiometers {R124> 
and {R125> is in the center position) , the gain of the 
inverting DUAL opamp {10103} is set to a factor of -1 by 
the series resistor <R121> and the feedback resistor 

{R127>. 

- TREBLE filter 7/B-C 

The emphas i s/deemphas i s of the treble content can be va- 
ried by ±15 dB with potentiometer {R124> . The corner fre- 
quencies are determined by the time constants of the cor- 
responding RC network : {R123x(C109)||C111}. {R123> limits 

the range of adjustment to ±15 dB. 

- BASS filter 7/B-C 

The emphas is/deemphasi s of the bass content can be varied 
by ±15 dB with potentiometer {R125}. The corner frequen- 
cies are determined by the time constants of the corres- 
ponding RC network: {R125x(C1 10)!!C111}. {R122> and {R126} 
limit the range of adjustment to ±15 dB. 

- Presence/absence filter 8-9/B-C 

The active presence/absence filter consists of the second 
par t of the dual opamp {IC9> driven as an inverting am- 
plifier and the Wien bridge connected to the + input . The 
series res i stor {R134> and the negat i ve feedback resistor 
{R135} determine the gain factor of -1 . The filter reso- 
nance frequency and the center frequency (150. . .7000 Hz) 
are preselected on the dual-operated potentiometer {R132/ 

1 33} . By including the f i Iter into the feedback branch of 
the amplifier {I Cl 03} the aligned frequency can be empha- 
sized and deemphasized within the range of ±15 dB (poten- 
t iometer {R138}) . 
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4.2.3 PF insertion point 11-14/A-C 

INSERT output {J102} 

The unbalanced signal on the output of the voltage fol- 
lower opamp {IC104} is taken via the resi stors {R140/143} 
to the inverting {IC105~2> and noninverting {IC105~5> 
input of the differential arnpliflei' stages (dual upamp). 
The balanced output signals a/b are avai I able on the jack 
socket ( ji02) . 

INSERT return {J103> 

The the balanced insertion signal is returned via the 
jack socket {J103}. {IC106} (1/2 DUAL opamp) transforms 

the balanced signal to an unbalanced signal for subse- 
quent internal processing (fader) . {R163~C130> and <R164*“ 

C129} constitute an RF filter. 

4.2.4 Linear fader 15-17/B-D 

Linear fader {R174/274} 

Mechanically coupled 2-channel linear fader with con- 
ductive plastic resistor strips for dB- I inear signal at- 
tenuation . 

A limit switch controls the electronics for signalizat ion 
purposes and interrupts the audio signal path when the 
linear fader is closed (©) in favor of high switch-off 

attenuat ion . 

The dual opamp {IC107} constitutes the booster amplifier, 

the gain of which can be adjusted with trimmer potentio- 
meter {R182} for compensating tolerances in the resistan- 
ce film. 

Mute switch 

When the MUTE switch {8301} is pressed, the audio sig- 
nal is interrupted before the linear faders: FET switch 

{Q102> opens, controlled by inverter {Q103}; FET switch 
{Q104> connects the audio signal path after the fader to 
0 V potential. 

LED {DL203} is on when both channels are muted. 

The MUTE function can be externally controlled via {J103} 
(switch -> 0 V = MUTE enabled). 

4.2.5 Balance 17/C-D 

The BAL control {R181/281} combined with a push-pull 
switch {8104/2104} is only effective for one channel di- 
rection in the pulled condition. The reverse coupled po- 
tentiometers {R171/281} inf luetKe the gain or attenuat ion 
of the assigned amplifier stages in such a way that the 
aggregate of the two output levels remains constant when 
the balance is varied. 

When the BAL control is in the pushed condition, the po- 
tentiometers {R181/281} are bypassed by {R80/280}; the 
balance between the channels is not affected. 

4.2.6 Master selection 19-21 /D-F 

When the master selector CH1+CH2 {8105} and/ or CH3+CH4 
{$205} (4-channel mixer) is pressed, the corresponding 
buses are connected to the assigned X bus . 

The connection is established via noncontacting FET swit- 
ches {Q108/110}{Q208/210} and decoupling resistors {R190/ 
193}{R290/293}. When the master selector is not actuated, 
the channel outputs are connected via FET switches {Q107 / 
109} {Q207/209} to 0 V potential (controlled by the 

Schmitt trigger inverter {IC201 }) . 



4.2.7 Auxiliary outputs AUXI -AUX2 23-25/D-F 



The aux i I iary master outputs are tapped either before the 
PF insertion points or before the I i near fader (=PF ; AUX 
level potent iometer {8302/303} pulled) or after the 
I inear fader (=AF ; AUX level potent iometer {8302/303} 
prebSeu) . The 5 ler eo signal 1 s conib I ned to a mono 5 1 gna I 
before the buffer {I £304} via resi stors {R196/296} (AF 
tapping) or {R197/297} (PF tapping) . The wanted AUX sig- 
nal is attenuated after opamp {IC304} with the correspon- 
ding potent i ometers {R317/328}, and is decoupled via the 
resi stors {R329/330} to the assigned bus AUX1 and AUX2 . 

4.2.8 PFL output 19-21 /A-C 

The PF prelistening path is tapped separately for each 
channel before the PF insertion points or before the 
I inear fader respectively. When the PFL button {8304} is 
pressed, the L/R PFL signals are connected via the opened 
FET swi tches {Q106/206} and coupling resistors {R186/286} 
to the respective buses PFL-L and PFL-R . A nonact i vated 
PFL output is connected to 0 V potent ial via FET switch 
{Q105/205}. 

4.2.9 Overload indicator 15-1 6/ A-B 



The level of the input channels is moni tored on four 
points : at the output of the GAIN ampl i f ier/ attenuat or 

{IC102}, before the balancing stages of the PF insertion 
paths, before the linear fader (before MUTE switch) , and 
after the linear fader . 

Over loads are signalled by the OVERLOAD LED: LED {DL301} 

is act i vated via the corresponding diode {D102. . .105} and 
{D202. . .205}, transistor {302}, and Schmitt trigger 

{IC302}. 

4.2.10 Signalizat ion 

Line signalizat ion LINE SIGN 7-8/F 

The following operating states have the effect that the 
LINE SIGN relay {K301} is energi zed via the dr i ver tran- 
si stor {Q301}: 

- Linear fader {K174/274} open 

- MUTE button {8301 } not actuated 

- Master bus selected, 

as well as the status signal X SIGN {P5-6/IC302} for the 
opened potentiometer of the selected master . 

A relay switch contact , functioning either as a break 
contact ( jumper {W301} set) or as a make contact ( jumper 
{302 set) is avai lable for fader start appl i cat ions on 
the banana sockets {J301/302}. 

PFL output signalizat ion PFL SIGN 19-20/ A 

signals the status of the enabled PFL output to the CR 
moni tor module for changeover purposes (refer to separate 
Section) . 

4.2.11 0 V (zero Volt) reference 04-05 /F 

All audio circuit components operat ing with the chassis 
ground of the ±15 V supply use the 0 V potential produced 
by opamp {IC1 1 } . Opamp {10303} obtains its 0 V from a 
reference nodal point on the bus . 
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4.3 MASTER OUTPUT 1 .960.321/341 

4.3.1 Master channel 4-6/A-F 

1 . 1 bus Input / OQ summing amplifier 4/0-F 

The audio signal tapped on the corresponding bus is taken 

via the card edge contact {P3-16> to the inverting input 
of the OQ amp I i f i er {IC5> with extremely low input resis- 
tance. The resistors {R63/64> in the negative feedback 
branch and the output resistors of the input modules de- 
termine the input gain. The capacitors {C22/25/26} decou- 
ple the opamp {IC5> from the DC voltage and keep the bus 
free from possibly offset voltage components . 

2. PF insert ion point 4-5/E-F 

- INSERT output {J101> 

The unbalanced signal on the output of opamp {IC5> is 
taken via the resistors {R66/73> to the inverting {IC6- 
2-2} and non inverting {IC6-2“3> input of the differential 
amplifier stage (dual opamp) . The balanced outputs sig- 
nals a/b are available on the jack socket {J101>. 

- INSERT return -CJ102} 

The balances insertion signal is returned via the jack 
socket {102>. Opamp -CIC15} converts the balanced input 
signal to an unbalanced signal for subsequent internal 
processing (linear fader) . {R81-C32} and ■CR82~C33> form a 
f i Iter to eliminate stray RF pickup. 

3. Master channel prelistening path (I-PFL) 4-6/ A~C 
When the PFL button {S13> is pressed, the signal tapped 
before the X linear fader {R218} is connected to the PFL 
bus L/R via FET switch {Q15} and coupling resistor 

{R88/89}. 

4. I linear fader 5-6/ D-E 
The the audio s i gna I supplied via the DC decoupler •CC92} 
is attenuated on the linear fader {R218} with %dB-linear 
character i st ic . When the Linear fader is closed (m), a 
limit contact controls various electronic circuits ( fader 
start, signalization, muting functions) . 

The inherent attenuat ion of the linear fader is compensa- 
ted (adjustable with trimmer potentiometer <R233>) in the 
input amplifier stage. 

The subsequent signal path depends on the setting of the 
I imiter/compressor selector switch *CS10> (refer to Sec- 
tion 4.3.2, "Limiter /compressor, paragraph "Changeover" ) . 
When the I i mi ter /compressor is switched off (IN button 
<S10> released) , the signal path runs from the closed FET 
switch -CQ19> to the X output amplifier stage . 

5. I Output amplifier stage/ transformer 6-7/ A-C 
The gain of the output amplifier stage ■CIC7-1} can be ad- 
justed Wi thin the range of +5 to +16 dBu (trimmer poten- 
t iometer {R104> for matching to the desired line level . 
•CR105} const i tutes the input to the balanc ing output 
stage. It is implemented as a push-pull amplifier LIC8- 
2/Q28/29/32/33} OC8-1 /Q30/31 734/35} and works in A/B and 
bridge mode. The distortion can be optimized with trimmer 
potent iometer CR108} . The balanced and floating X output 
signal is decoupled via the output transformer to the 
studio line <J2}, and the CR moni tor . 
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4.3.2 Limiter/compressor 8-13/A-F 



1 . Changeover 7-9/B-D 

Note: NAND gate <IC4/N1-N4>: Nn- = 0 V = 1 on output 

Nn_ = "15 V = 0 on output 

■ Connecting the limiter to the master channel; 

IN button iS10> engaged^ button {511} in position Z. 
When button {S10} is pressed, the LIMITER status LED 
{DL3> is enabled via contact {SlOb} and contact <S11a>, 
and the the negating output is connected to the NAND gate 
■CIC4/N1_>. 

Consequence; 

- FET -CQ19} blocks the direct master path to the output 
stage {IC7-1}. 

“ FET {Q20} closes, controlled by the gate output 

inverting transistor {Q21}, and conducts the I input 
signal to the limiter circuit (PDM-VCA). 

- The audio signal conducted via the limiter circuit is 
taken via the closed FET {Q22> (N11_,>N3-) to the output 
amplifier stage {IC7~-1>. 

- FET \Q26> connects (N2™) the limiter /compressor inser- 
tion path (L/C-INSERT) directly from the input {J103} 
to the output {J104>. 

- FETs {Q24/27} disconnect the L/C-INSERT from the limi- 
ter circuit. 

■ Connecting the I imi ter/compressor to the insertion path 
(L/C-INSERT): 

Engage IN button {S10>, INSERT button 
When button {S10> is pressed, the status LED {DL2} is 
enabled via the contacts {SS10b/S11a>, and {IC4 N1/N2} is 
controlled via the contacts {S10a/S1 1b} . 

Consequence: 

- FET -CQ19} connects (N1-) the Z signal path directly to 
the output amplifier {IC7-1}. 

- FET {Q20> (N1->Q21_) and FET {Q22} CMZJ disconnected 
the I signal path from the I imi ter/compressor circuit. 

- FET {Q26> (N4-) enables the compressor circuit. 

- FET {Q24} (N2-~>Q25“) connects the L/C INSERT to the 

compressor circuit. 

FET {Q27> (N4-) returns the controlled audio signal 

back to the L/C INSERT path . 

1 Limiter/compressor syitched off: 

IN button {S10> released 

The I signal path is connected via FET {Q19> (N1-) direc- 
tly to the output stage. 

The L/C-INSERT path is disconnected by FET -CQ204> (N2- 

>Q24_) and FET <Q36> (N4_) from the compressor circuit 
and is available as an amplifier channel with balanced 
and floating input/output for any application. 

2. Control loop 10-1 3/ A-F 

■ AF rectifier 11-12/C-D 

From the nodal point, the output of opamp {IC12-1}, a 
signal path leads to the rectifier circuit comprising {IC 
13-1} and diodes {D12/13} which rectify the signal in 

half waves . 

An additional signal path combines the audio signal via 
LR186> with the half-wave rectified signal. 

a Li mi ter /peak detector THRESHOLD 11-12/C-D 

Amplitudes of the combined DC signal that exceed the 
threshold set with trimmer potentiometer <R189>, form af- 
ter the current-to-voltage conversion by opamp {IC13-2} 
the control signal for the limiter/compressor circuit. 



1 Dynamic range limitation RATIO 12/D 

When the compressor function is preseleted (button {S11> 
on INSERT preselection), FET {Q636> connects the resis- 
tors ■CR194}, {R192} and the RATIO potentiometer {R191> to 

The negative feedback branch of the amplifier iICI5“2>. 
The control voltage, the gain of which can be adjusted on 
{R191>, influences the correcting variable of the closed 
loop (PDM-VCA): higher gains cause greater dynamic range 
restriction of the program (RATIO 1:20); the smallest ad- 
justable gain limits the compressor RATIO to 1:1.5. 

■ Resetting time RELEASE 12-13/C-D 
The RC combination {R195/206/207} {C77/78/79} is succes- 
sively charged as a function of the control voltage (ex- 
ceeding of limiter attack level) . The release time can be 

varied by influencing the discharge time constant of {C77 
/78/79> {R2O6/2O7/201}. 

When a control voltage is present , the di scharge current 
is interrupted by {Q39> in order to prevent distortions 
caused by voltage f luctuat ions . 

i Integrator 12-13/C-E 
The bui It up capac itor charging voltage {C77} is decou- 
pled via opamp {IC14-2}. It is tapped at the output and 
taken to the GR meter which indicates the gain reduction 
{P5-13}. When the LINK button {S12> is pressed, an addi- 
tional output module connected as an integrated unit is 
inserted (stereo coupling) . Opamp {IC14-1} converts the 
voltage to a proportional control current for the pulse 
durat ion modulator of the PDM-VCA circuit. 

■ PDM-VCA Detail diagram: 15-17/E-F 

(Pulse duration modulated, voltage-controlled attenua- 
tor) 

Principle of operation: 

The audio signal available on the input {ANALOG IN} is 
connected to ground potential via MOSFET switch {04} with 
a clock frequency of 300 kHz . 

The required attenuat ion of the audio signal is achieved 
by modulating the ON/OFF pulse duration . 

- AF input (ANALOG IN) 

The audio signal that is connected to the I imi ter/com- 
pressor circuit when button {510} is pressed is taken via 
the {ANALOG IN} input to the MOSFET switch {04} and via 
the RF filter network {R1 1-L1~C6/7} to the {ANALOG OUT} 
output . 

- Control circuit 

The square-wave osci llator {IC1 } osci Hates with a fixed 
frequency of 300 kHz / 50%. The control signal aval lable 
on the {CONTROL} input influences (modulates) the pulse 
duty factor of the square-wave pulses with which the MOS- 
FET switch is connected via the driver stages {01... 3}: 
longer ON pulses at {04} result in greater attenuation of 
the audio signal . 

- AF output (ANALOG OUT) 

The filter network {R11“L1“C6/7} at the AF output consti- 
tutes a low-pass f i Iter of the third order and removes 
the 300 kHz RF components from the audio signal . 

The output signal of the PDM-VCA leads back via the dual 
opamp {IC12} to the I path or INSERT path respectively: 
{IC12-2} is an impedance transformer; {IC12-1}, in con- 
junct ion with {R179/180} and {C74/75} is an active RF 
f 1 Iter of 12 dB/oct . 





3. Li mi ter /compressor insert . path (L/C-INSERT) 8-11/A-F 

When buttons <S10> and {S11> (INSERT) are pressed, the 
compressor c ircui t is available on the jack sockets {J103 
/104> for universal use. 

I IH 9 I. I I ipu I T t %a I 

RF noise is eliminated by {R122~C54} {R14”C55> from the 
the supplied balanced audio signal and converted to an 
unbalanced signal for interal reprocessing {IC9.2> . Opamp 
{IC9. 1> produces a gain that can be adjusted on the GAIN 
potentiometer -CR128} for calibrating the input signal le- 
vel to the +6 dBu nominal levels . 

The signal is taken via FET switch -CQ24> to the compres- 
sor circuit. 

- Limiter /compressor output {J104> 10-11 /A-C 
After the signal has been returned into the insertion 
path via coupling resistor -CR160> and FET switch {Q27>, 
it is input to the opamp {IC10> operating as a voltage 
follower, and the balancing output stage implemented by 
inverting <IC11.1> and non inverting *CIC11;2> ampli f ier 
stages . 



4.3.3 High-level input 1-2/A-F 

The balanced and float ing input signal is taken from the 
XLR socket {J1> vi a the RF f i Iter {R1/2/4} <Cl/2> to the 
input transformer {T1> . The unbalanced decoupled audio 
signal is amplified by the inverting opamp {IC1=2}= The 
gain can be adjusted with trimmer potent iometer {9> for 
matching the level . FET switch {Q1> interrupts the input 
s i gna I before the attenuator when the MUTE button {S9> is 
actuated. {Q2} applies 0 V to the signal path following 
the attenuator . This function can be remote controlled 
via an externally arranged button, connected to {J3> (on 
the connector panel of the module) . LED <DL1 ) is on when 
the channel is muted. Potentiometer <R13> serves as an 
attenuator for the high-level input channel . Opamp {IC2> 
is a noninverting amplifier and compensates the initial 
attenuation of the attenuator {R13>. 

1 . Panorama potentiometer 1-2/B-C 

Version 1 .960.341 (4CH-SWITCH) : 

The push/pull switch {S3> integrated in the dual-ope- 
rated potentiometers -CR21 /22> can be used for connec- 
ting (potentiometer pulled = AFTER PAN) or bypassing 
(potentiometer pushed = PRE PAN) the panorama potentio- 
meter . 

Version 1 .960.321 (2CH-SWITCH) : 

The panorama potentiometer is brought into the circuit 
by concurrent ly pressing the master selector switches 
II -CS4} and 12 -CS5>. The connected AFTER PAN s i gna I is 
taken via the master outputs 13 <P3-3> and 14 {P3-7> to 
the buses 11 and 12. The PRE PAN signal is taken direc- 
tly to the bus outputs 11 -CP3-4> and 12 {P3-6}. 

2. Master selection 3/A-C 
The audio signal from the panorama potent iometer is con- 
nected to the corresponding master buses (I) with noncon- 
tacting FET switches -CQ5. . .12>. 

Depending on the version, the master unit is equipped 
with two (2CH-SWITCH) or four (4CH-SWITCH) master selec- 
tors for enabling the FET switches . Correspondingly set 
jumpers -CW3/4/6/7/8/9} or resistors {R229/230} determine 
the master bus II... 4 to be controlled: 



1 version 1 .960.321 2CH-SWITCH 

The two master selectors {S4> and -CS5> permit the fol- 
lowing circuit arrangements: 

- PRE PAN signal 

Either connectible to XI {S4> or 12 {S5>. The switching 
signal is conducted via the break contact of the inac- 
tive selector swi tch (”). 

- AFTER PAN signal 

If both selector switches {S4+S5> pressed, the L-R sig- 
nal tapped after the panorama potentiometer is taken to 
the I 3 and I 4 outputs and to the buses XI and X2: 

^ Switching signal Audio signal 
, > S4 S5^ > R229 > Q5/6 R27 > Q6 > XI 




■ Version 1 .960.341 4CH-SWITCH 

Four separate bus selector switches <S4...7> enable one 
of the assigned bus outputs 11.. 4 each . Tapping of the 
signal can be preselected before or after the panorama 
potentiometer by means of the pull/push switch -CS3> of 
the panorama potent iometer : 



Swi tchinq signal Audio signal 




3. High-level channel prelistening path HL-PFL 1-4/ A-C 
When the PFL button {S8> is pressed, the signal tapped 
before the high-level channel attenuator {R13> is connec- 
ted via FET switch <Q3> and coupling resistor {R35/36} to 
the PFL buses L/R . 

4. Auxiliary outputs AUX1-AUX2 1-2/A-D 

Potentiometer AUX1 {R23} and AUX2 {R25> give the audio 
signal, branched to a separate AUX bus each, the desired 
attenuation. 

The s i gna I is tapped selectively on the coupled pull/push 
switch -CS1/2> of the corresponding potentiometer : 

PF (potent iometer pulled) : 

AF signal tapped before the high-level channel atten- 
uator . 

AF (potentiometer pushed) : 

AF signal tapped after the high-level attenuator . 







4.4 


CR MONITOR 






1.960.420 


4.4.1 


CONTROL ROOM 


monitor 


channel 


1-12/A-C 


Note: 


The monitor 


channel 


consists of 


two signal paths 



that are identical for the left-hand and the 
right-hand channel . The following description re- 
fer only to the left-hand channel . 

Source selection 1-2/A-F 

The interlocked source selection switches {S1/1...9> per- 
mit connection of the following balanced signal sources 
to the internal bus; 

{S1/1} - With expansion module AUX MONITOR CR 1.960452 
Signal source selected on AUX MONITOR CR 

- Without AUX MONITOR CR: user-definable, balanced 
signal source 

{S1/2} - User-def inable signal source 

{S1/3> - PFL output L/R 

{S1/4> - AUX1 output L/R 

iS1/5> - AUX2 output L/R 

TS1/6} - Tape input TAPE2 

-CS1/7> - Tape input TAPE1 

<S1 /8> - For 4CH versions: bus outputs 13+14 

- For 2CH versions: user-def inable signal source 
•CS1 /9> - Master outputs 11+22 

Input stage 1-6/A-C 

The input stage is laid out as a balanced, f loat ing nodal 
point amplifier. The selected signal sources is taken via 
the corresponding resistors {R1 . . .36> and {R37/38> to the 
input transformer {T1>. <C1 . . .4> di scharge noise signals 

to ground potential . The RC element ■CRC39~C5> supports 
the square-wave behavior of the input signal . The unba- 
lanced audio signal decoupled on the secondary side is 
taken to the inverting input of the opamp {IC1-1}. For 
optimizing the distortion factor , {R42/43} compensate the 
copper resistance of the secondary transformer winding. 
(The FET swi tches <Qr/6> couple the PFL signal path to 
the moni tor channel (refer to subsequent Sect ion "PFL 
s i gna I path" ) ) . 

The FET switches -CQ9/10} cross the L/R signal to a mono 
signal via resistors {R51/121> when the MONO button <S3> 
is actuated. Opamp {IC1-2> inverts the phasing of the 
signal . 

-20 dB attenuation of the moni tor channel 7-9/A-C 

A 0 V control si gna I on <P4-16b>, initiated by the TB 
equipment on the auxi liary master module 1 .960.500/501 
causes the volume of the monitor channel to be attenuated 
by 20 dB. The -20 dB control s i gna I connects the FET swi- 
tches -CQ13/14> via the transistors {Q15/16}. The atte- 
nuat ion is performed vi a the resistors {R58/128}. 

Option DJ MONITOR MUTING 

Prepared is a c ircui t for di sc jockey mode ; 

When the moderator (di sc jockey) who also operates the 
mixing console opens the microphone input reserved for 
his announcements, the monitor and control speaker are 
muted (to prevent feedback) : 

A 0 V signal (MONITOR & SPEAKER MUTE) available on <P5- 
13} controls the FET swi tches {Q11/12> via the transis- 
tors {Q17/17/191 which interrupt both channels of the si- 
gnal path . The s i gna I path for the internal monitor spea- 
ker is also interrupted <Q28/29>. 

However , this mode requi res the following modifications: 

- Cutting the MIC SIGN signalizat ion line of the reserved 
microphone module (far left connector mounting loca- 
tion) from the MIC SIGN bus <P4-5> (by opening the 
pr inted conductor on the bus connector) . 

- Interconnection of the disconnected signalizat ion line 
with the bus connector -CP5-13> MON-MUTE of the CR MONI- 
TOR module. 






7-9/A-C 



Volume/Balance 

The level potentiometer TR59/129> is followed by the boo- 
ster amplifier {IC3> in whose negative feedback branch 
the balance control is integrated with the potentiometers 
{R63/133}. They ensure aggregate output of both channels 

is independent of the balance setting. 

Output stage 

The electronically balanced amplifier stage -CIC4> is the 
output of the monitor channel . {C19/20> f i Iter out exter- 
nal RF noi se . 



4.4.2 PFL signal preparation 1-12/D-F 

PFL input 1-8/D-F 

The input signal {P3-1/-2} from the PFL bus is taken to 
the variable-gain nodal point ampli f iers {IC8> vi a the 
resistors {R156/161>. The phase inversion of the signal 
via opamp {IC8> is followed by the electronic changeover 
for selecting the moni tor i ng sources by means of the 
headphones selector -CS6-1 . . .~3> . : 

Headphones selector 7-8/D-F 

{S6-1> MON 

connects the monitor channel L/R vi a the FET switch 
{Q20/21} with tapping after the inverters {IC1-2> and 
{IC2> to the PFL monitor channel L/R . 

LS6-2} PFL 

connects the PFL channel L/R via the FET switches -CQ23/ 
25} to the headphone sockets and the moni tor speaker . 
{S6-3} MON/PFL 

connects the moni tor channel L/R to the PFL channel 

output L and the PFL channel input L/R to the PFL chan- 
nel output R when the PFL preselection key is actuated 
on at least one input or output module (control signal 
PFL SIGN). 

- MONITOR L/R -> PFL L 

The resi stor {R175/176} combine the monitor L/R signal 
to a mono s i gna I which is taken via the open FET switch 
{Q21> to the left-hand headphones output . FET switches 
<Q20/22> block. 

~ PFL L/R -> PFL R 

The resistors -CR170/171} combine the PFL L/R signal to 
a mono signal which is taken via the open FET switch 
<Q24> to the right-hand headphones output . The FET 
switches {Q23/25} block . 

If no PFL key is pressed on one of the input modules, the 
monitor program can be monitored individually for each 
channel . 

Headphones output / speaker output 10-12/D-F 

The volume of the headphones output and the moni tor spea- 
ker can be controlled with potent iometer {R188/189}. Af- 
ter ampli f i cat ion by {109}, the PFL s i gna I is taken to 
the headphones socket -CJ1} and <J2>. When the headphones 
socket TJ2> is not used, the L/R s i gna I is tapped by the 
jack socket, mixed via resistors {R203/205} to the mono 
signal and taken in parallel to the speaker amplifier and 
the monitor speaker via TIC10> and -CP14-b>. As soon as 
the headphones socket {J2> is used, the signal path to 
the monitor speaker is interrupted. 

After modification for di sc jockey mode (refer to Section 
4.4.1): 

The FET switches ■CQ28/29> mute the speaker channel when a 
0 V si gna I is avai I able on {P5-13> (opening of the reser- 
ved mi crophone input) . 

4.4.3 PFL TO MONITOR circuit 3-4/B-C 

Normal ly the signal source TS1-1 . . .-9} selected on the CR 
moni tor is monitored via the CONTROL ROOM moni tor spea- 
kers , and the PFL signal via the headphones and/or the 
moni tor speaker built into the mixing console. 



With the "PFL TO MONITOR" circuit, enabled with the pre- 
selector button -CS2}, the PFL signal can be connected to 
the studio monitor speakers. The monitor signal source is 
changed automat ically to the PFL signal as soon as at 
least one PFL button is pressed on the input module (sig- 
nal PFL SIGN) . LED LDLl > signals this operating state . 
The 0 V signal PFL SIGN {Q1} available on {P5-5> blocks 
<Q1> and makes {Q2> and via the closed switch contact 
{S2-1> also {Q3> conductive with the result that the FET 
switches {Q5/7> block (the moni tor input signal is inter- 
rupted) . Transistor {Q4> conducts the FET switches {Q6/8> 
via {Q1>, {S2-2> (connects the PFL input to the monitor 

channel) . 

4.4.4 Source selection for level monitoring 5-6/C-F 

Tapping for monitoring the level by the output meters on 
the instrument panel is determined with the self-locking 
push METER button {S5}. 

The released push button {SS5> in position I taps the 
levels on the outputs II and 2, and conducts these to the 
display instruments METER 1/2 in the instrument panel . 
The pressed button {S> in pos i t i on MON taps the levels 
after the monitor input stage and takes these to the ba- 
lancing stage {IC6> of the di splay instruments. 

4.4.5 Signal izat ion 13-14/D-E 

Three push buttons are avai lable for visual si gna I izat ion 
between the control room and the studio. 

{S7> Locking push button for ON AIR si gna I izat ion (RED) 
■CS8} Momentary-action CALL push button for attention 
signals to the studio (YELLOW) 

{S9> Locking STUDIO ON button for ON AIR si gna I izat ion 
(RED) 

When the STUDIO ON button {S9} is pressed, relay {K1> 
activates the red studio on light if the MIC SIGN on <P5- 
4} signals that at least one input channel has been con- 
nected to a master output . 

By corresponding setting of jumpers {W1 . .3}, the automa- 
tic mut ing functions for monitor and PFL monitor speaker 
as well as mutual influence of the STUDIO ON and READY 
signal i zat ion are included into the signal i zat ion cir- 
cuit. 

Jumper Preconditions Speaker 

Pos. Signal Button S7 CONTROL ROOM I STUDIO- 

a b MIC SIGN STUDIO ON MONITOR PFL [MONITOR 

*pX-| (-X-I 

W1 j — I j-X-| active pressed muted muted 

pX-j I — I active - — • muted muted 

r**! -"T 

W2 j — I pX-j active pressed — muted 

^pX-| I — I active muted 

STUDIO ON si gna I izat ion (red) without 
influence on READY signalization (green) 

When STUDIO ON signalization is active, 
the READY signal (green) is turned off. 

Legend: j— ] Jumper set 

px-| Jumper removed 
- — No inf luen.ce 
* Standard version 




muted 

muted 
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4.5 AUXILIARY HASTER OUTPUTS AUX1“AUX2 1.960.500 

& STUDIO NONITOR 1.960.501 



4.5.1 Auxiliary master outputs AUX1/AUX2 4-9 /A-0 



The OQ bus signals AUX1 and AUX2 are prepared by the two 
voltage transformer opamps iiu2> and iiu6>. potentiome- 
ters SEND AUX1 {R31> and SEND AUX2 {R57> attenuate the 
useful signal . These are followed by the non inverting 
controlled ampl i f ier stages {IC3/5>, the gain of which 
can be aligned on tr immer potentiometers {R36/62}. 
{R37/63} are the inputs to the balanced output stages. 
They are implemented as push-pull amplifiers <IC4”Q2. . .9> 
■CIC7“Q10> and operate in A/B and bridge mode . The distor- 
tion can be aligned on the trimmer potentiometers <R39/ 
65}". The balanced and floating output signals AUX1 and 
AUX2 are decoupled via the output transformers -CT1 /2> . 



4.5.2 TB signal path 1-7/E-F 

TB Microphone and signal preparation 1-4/E-F 

The electret microphone -CMIC1 } is supplied with approx . 
9V Via {R80/81"C33>. 

Opamp {IC8> is the microphone ampli f ier with a I imi ter 
circuit for a control range of approx . 25 dB: 

FET <Q18>, acting as a voltage-controlled resistor in the 
negative feedback branch, determines the gain of opamp 

<IC8}. 

The controlled variable is the rectified output signal of 
the amplifier {06/7} and the negative component taken to 
gate {Q18>. If this negative voltage component exceeds 
the threshold set with the trimmer potentiometer, the vo- 
lume res i stance increases vi a FET -CQ18}, thereby decrea- 
s ing the gain. The gain of the second amplifier stage 
opamp -CIC9} can be aligned to the nominal level of +6 dBu 
with trimmer potentiometer {R91}. 

The TB- signal on the output of the dual opamp <IC9> is 
taken via the resistors {R98/101> to the inverting {IC8~ 
2} and non invert ing {IC9.3} input of the differential am- 
plifier stage. The balanced TB output signals a/b are 
avai lable on the D-type socket {P5-9/10> as well as for 
connection {36} to the studio monitor . 

TB signal paths 

Momentary-action push button TB STUDIO {S6>. 

Pressing button {36} has the following effect ; 

- The balanced TB signal is connected via contacts {S6a/ 
b} to the output {P4-5a/-6a} for driving a studio spea- 
ker . 

- Via contact {S6c}, the TB signal tapped before the ba- 
lancing stage {IC8/9} is taken to the left-hand channel 
of the balancing output stage {IC 11/12} (controls 
output stage to the studio monitor speaker) . 

- Via contact {S6d}, the volume of the control room spea- 
ker is reduced by 20 dB. 

Momentary-action push buttons TB-AUX1 {32} and TB-AUX2 

{S3}: 

When pressed, they connect the TB signal via the coup- 
L ing resi stors {R33/59} to the auxi liary channels AUX1 
and AUX2 . At the same time the volume of the control 
room speaker is reduced via the switch contacts {S2b} 
and {S3b} by 20 dB {P4-16} (-> -20 dB circuit on CR 
monitor module) . 

Momentary-action push button SLATE {S4+5}: 

When these two buttons are pressed simultaneously, the 
TB commentary is inserted on the master buses II... 4 
and the volume of the control room speaker is reduced 
by 20 dB. 
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4.6 NONITOR EXPANSION 1.960.450/452 

Versions : 

1 .960.450 Input expansion for CR MONITOR 1 .960.420 
1 .960.452 Input expansion for CR MONITOR 1 .960.420 

and STUDIO MONTOR 1.960.501 

Source selection 1-3/5~6/A-F 

One set of nine interlocked source selection buttons 
each expand the CR MONITOR or the CR and STUDIO MONITOR 
respectively by nine program inputs . 

In the version 1 .960.452 with two sets of keys, the 
inputs are taken in parallel to the correspondingly ar- 
ranged selector buttons . 

Input circuit 4/7/A-D 

(Described is one channel of the the two possible input 
stages) 

the input stage is designed as an unbalanced and floating 
nodal point amplifier . The selected signal source is ta- 
ken vi a the corresponding coupling resistors {R1 . . .36} 
and {R37/38> to the input transformer {T1>. {Cl . . .4} dis- 
charge high-frequency noi se si gnals to ground potential. 
The RC element {R39~C9> supports the square-wave behavior 
of the input signal . The unbalanced audio signal decoup- 
led on the secondary side is taken to the inverting input 
of opamp {IC1.1}. The resistors {R42/43} compensate the 
copper resi stance of the secondary transformer winding in 
order to optimize the distortion factor . 

Coupling to CR/STUDIO MONITOR 5/8/B-D 

The audio signal is taken vi a {P4> to the reserved input 
of the CR or STUDIO monitor . The latter is mod i f i ed when 
the monitor module is expanded; 
refer to corresponding diagram. 

CR/MONITOR 1.960.420 (1-3/A-B) 

STUDIO MONITOR 1 .960.501 (1-3/A-B) 

When the two jumpers {*> are set , the b-signal conductors 
are connected to 0 V with the result that the signals are 
processed unbalanced via input transformers and the sig- 
nals are amplified by the subsequent opamp from the avai- 
lable 0.3 dBu to the nominal level of +6 dBu . 




INPUT SELECTOR 
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4.7 INSTRUMENT PANEL 



4.7.1 Input circuit 1-5/B-C 

The levels are tapped (balanced) on the buses: 

- depending on the position of the METER selector switch 

J" C C 1 A. U r'n Mr\M t T/no jui j _• i 

J VI I t lie; vi\ rivu x i vr\ , L i ic itiao I. Cl 3 I ytlca L L I ~rc \ t J Ul' 

the monitor signal (MON) L/R via terminals {P7-14. . 

17>. 

- When tapped on the input {P4-5b/-6a/7b/8a> of the mas- 
ter buses 13+4, via terminals {P7-18. . .21>. 

The input circuit consists of four identical input 
stages. Only the input channel illustrated in the circuit 
diagram is, therefore, described below: 

The input signal arr iving vi a the input transformer 
{T101} and the inverting current-to-voltage transformer 
-CIC101 a> can be aligned to 0 dB reference indication 
(+4. . .+16 dBu) with trimmer potent i ometer {R109>. 

The actuated +20 dB button {S902> with the LED status 
indication {DL901} influenced the signal amplification by 
■CIC101a> correspondingly via {Q101> in the negative feed- 
back branch . Opamp {IC101b> with its per ipheral consti- 
tutes an act i ve low-pass filter of the 3rd order accor- 
ding to lEC and DIN standards . 

4.7.2 PPM control 5-13/B-C 

The output voltage of the opamp {IC102} wired as a peak/ 
full-wave rectifier controls the emitter follower {Q102}. 
Via the resistor -CR123}, the latter charges the capaci- 
tors {IC108/109}. Together with <R123> they determine the 
response time of 10 ms . The release time is determined by 
the resistors {R124. . .127}. When the FAST button <S901> 
is pressed, the response time is shortened to 0.1 ms be- 
cause the blocked transistor {Q103> defeats the time con- 
stant of the RC branch {C108/R126/R1 27> . LED -CDL902} sig- 
nals this operat ing state . 

This circuit is followed by a temperature-compensated lo- 
garithmic amplifier stage {IC104> with the thermally cou- 
pled transistors -CQ104/105> in the negative feedback 
branch . The temperature-sens i t i ve resistor <R139> compen- 
sates temperature-related deviations of the measurement 
indication. The reading on the instrument scale (-30dB) 
can be calibrated with the tr immer potentiometer {R142>. 
Offset voltages from the ampli f ier stage {IC102/103} are 
aligned (-40 dB) with trimmer potent i ometer <R132>. 

4.7.3 VU-meter control 5-7/B-C 



The rectified output signal on opamp <IC102} drives the 
VU-meter via {R122> . The 0 VU reference indication for 
the input signals can be aligned with tr immer potentiome- 
ter {R109>. 

4.7.4 6RM indication 10-11/E-F 

The s i gna I for the GRM instrument is tapped on the limi- 
ter/compressor control circuits of the corresponding mas- 
ter output module and taken via {P7-2...-5} to the in- 
struments. The instrument reading can be calibrated with 
the tr immer potentiometers {R909/91 1 /913/91 5> . 

4.7.5 AUX output meters 1-9/A-B 

Described is only the AUX1 path illustrated in the cir- 
cuit diagram since the AUX2 path is identical to AUX1 . 

The modulat ion avai lable on <P7-10/-11> from the AUX bus 
is decoupled via the transformer -CT601> and taken via the 
opamp TIC601a> with alignable gain <R603> to the full- 
wave recti f ier comprising opamps {IC601b/602a> with rec- 
tifier diodes TD601 . . . 604} . Depending on the installed 
output meters, a jumper is inserted between the solder 
points -C601-602} for a PPM instrument , or {603-604} for a 
VU instrument . 
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If a PPM istrument is installed^ {C603> determines the 
release time. The measuring circuitry is driven by the 

voltage follower {IC602b>. 

4.7.6 CORRELATOR control 6-~8/D”F 



The sett lily uf switCncS Z3+4'<“>'I1+Z \3903}' dctci iiiiiicS the 

tapping point of the signal for correlat ion measurement . 
The signals are connected electronically via the FET 
switches {Q901/902}. The individual channel signals are 
conducted through identical paths comprising: 

- High-pass {C701“R702> {C711~R712> with a slope of 6 

dB/octave and a lower cutof f frequency of 340 Hz. 

- Active low-pass {R703/704“C702/703> TR713/714-C712/713} 
{IC701 } with a slope of 12 dB/octave and an upper 
cutoff frequency of 3.4 kHz (depending on the level of 
the program bei ng processed) . 

- Limiter/ amp I i f i er ; also implemented in <IC701>: 

for high input levels the gain is reduced; {0701/702} 
{0711/712} limit the output voltage to approx. 1 .4 Vss. 
Below the normal level the outputs of {IC701} conduct 
signals in nearly square-wave form. With increasing le- 
vel the output signal approaches a sine-wave shape. The 
two signals are multiplied in the subsequent multiplier 
stage {IC702} . 

The measuring i nstrument is connected between the current 
paths of the bridge comprising the two outputs {IC702/6/- 
12} and the resistors {R728/729}. 

4.7.7 PFL speaker / amplifier 1-5/E-F 



Following {P4-13b} on the CR MONITOR module, the PF sig- 
nal is taken via {P7-22} to {IC801} for ampli f i cat ion by 
10 dB. Opamp {IC8Q1} together with {C804/805} {R804} 
forms an active h igh-pass f i Iter with an attack point of 
150 Hz and a slope of 12 dB/octave. Thi s circuit is fol- 
lowed by the control of the push-pull output stage for AB 
operat ion. {Q801/803} determine the bias voltage of the 
output trans i stors {Q802/804} . 

4.7.8 Signalizat ion 12-13/D-F 

The 0 V signal voltage from the CR MONITOR module to the 
activated LEDs {DL903/904/905} is connected via {P7-24/- 
2S/-26} and the series resistors {R905/906/907} to -6 V. 
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4.8 POWER SUPPLY 



4.8.1 Power supply unit 1 .960.050 



The switching power supply used in the Series 960 is 
based on the principle of a primary switched, puLse-modu- 
laied switching regulator . 

1 . Principle of operation refer to block diagram 



The recti f ied C2] and f i Itered C2] line voltage from 
which the RF component has been removed Cl] is input to 
the pr imary windi ng C43 of the RF transformer and connec- 
ted via MOSFET switches [53 with a frequency of 50 kHz to 
negative potential . During the ON state of the MOSFET 
swi tches, the primary inductor is charged. During the OFF 
state of the MOSFETs the stored energy is di scharged via 
diodes C73 and produces the desi red voltage on the capa- 
citors [83. 

Control loop 

The controlling amplifier C93 taps the output voltage 
and forms a control voltage that is taken (floating) via 
the optocoupler C103 to the i ntegrated control chip [113 
as the controlled variable. 

Based on an internal reference this chip determines the 
pulse duty factor (ratio of pulse duration to pulse spa- 
cing) with which the primary voltage is connected to the 
ground potential via the electronic switch [S53 : the 

output voltage is proport ional to the pulse duty factor . 

2. Circuit description 

Primary circuit 1-5/B/C 

The line voltage is taken from the 3-pin power socket 
via the 2-pole power switch <S1> and the pr imary fuse 
■CF1> to the RF line filter {C1...4/L1>. 

The subsequent choke {L2} limits the i nrush current and 
enlarges the angle of current f low: in 110 V operation 

one of the two windings <L2/6-1> is switched off through 
the voltage selector {S2> . 

The line voltage is recti f ied and smoothed via the bridge 
recti f ier {DI > and the filter capac i tors {C6...9}: in 110 
V operat ion one rectifier branch with the filter capaci- 
tors is connected to the voltage doubling circuit . The 
bridge recti f ier {D1> and the capac i tors {C6...9> are 
protected from excess voltages by a protect ion circuit: 
Any inadmissibly high voltage across diodes {D2... 43- 
makes the di ac {Q2> and consequently the triac {Q1> con- 
ductive. The current flowing to negative potential causes 
the pr imary fuse to blow. 

The rect i f ied input voltage is taken to the pr imary win- 
ding of the RF transf ormer {T1/3-4-5} is conducted to 
negative potential via the parallel connected MOSFETs, 
implemented as switches . 

Secondary circuit 6-7 /B 

• ±15 VDC 

is developed from the secondary windings {T1 /11-12/11- 
10>. The AC voltages are rectified through a single-way 
connection each {D9/D10/c24. . .27} and smoothed via the LC 
elements {L3/C28> or {L4/C29} respectively. The overvol- 
tage protection circuit comprises Zener diode {D13> and 
triac {Q7} responds when the voltage exceeds 33 V. Conse- 
quence: The primary current limitation {R12 . . . 14/IC1 > re- 
sponds . 




a ~6 VDC 6-7/B-C 

The AC voltage from the winding {T1/8-9> is prepared 
via the single-way connection {D11 /C30’31> (rectifica- 
tion) and the LC element {L5/C32> (smoothing) to the -6 V 
output voltage and protected from overloads by the wire 
fuse {F2}. 

a 48 VDC (microphone phantom supply) 6-8/C-D 

The AC voltage from the winding {T1/13-14> is rectified 
{DI 2}, smoothed {C33/34}, and RF components are elimi- 
nated {L6/C35> . The PTC resistor {R51> limits the current 
in the event of a short circuit of the 48 V output vol- 
tage . The stabi I i zat ion circuit {Q8/9> removes residual 
ripple components from the output voltage. 

a Internal power supply for switching regulator 2-5/C-D 
The 12 V operat ing voltage for the switching regulator 
circuit is prepared from winding {T1/2-6} via the rect i- 
f ier d i ode {D6>, the filter capac i tor {C11>, and the vol- 
tage stabi I i zer {D7> . 

- Dur ing the initialization phase (energizing of the po- 
wer supply) , the supply voltage for the control circuit 
is taken from the br i dge recti f i er {DI > on the pr imary 
side and taken via the resi stor {R16...29} and the po- 
wer source {Q5/Q6/R30/r66} to the diode {D7> and to the 
power supply inputs of the control components on the 
pr imary side. 

- After the initialization phase (stabi li zat ion of the 
switch ing regulator ) , the voltage is supplied from the 
secondary circuit {T1/2-6>: 

As soon as the 12 V supply voltage is avai lable via the 
recti f ier diode {D6> and the filter capacitor {Cl 1> on 
the emitter of trans i stor {Q5>, t rans i stor {Q6> becomes 
conductive (voltage rise across {R30/66}) and conse- 
quently blocks transi stor {Q5> . 
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Control Loop 2-7/ C-E 

The central element of the control loop is the integ- 
rated control unit {IC1>. It combines the following con- 
trol functions : 

1 VCO for producing the 50 kHz c lock frequency for the 
switching regulator (100 kHz-5-2) 

1 Pulse width modulator 

ffl Preparation of the reference voltage (short-circuit 

proof) 

B Dynami c current limitation 
■ Over and undervoltage monitoring 
m Suppression of line r ipple 

1 Soft start control (suppresses inrush peaks) 

The controlled var iable for the control loop is the ±1 5 V 
output voltage tapped on the secondary side which is mo- 
nitored by the controlling amplifier {IC4>. A signal from 
the controlling amplifier {IC4}, corresponding to the se- 
condary voltage ratio, is taken (floating) via the opto- 
coupler {DLQ1> to the control uni t {IC1 > working on the 
primary side. Based on the internally avai lable reference 
voltage, the latter determines the pulse duty factor 
(pulse durat ion modulation) with which the FET swi tches 
<Q3/4> are connected via the driver stage {IC2> ( longer 

pulse width = higher output voltage) . 



Protective circuits 

■ Monitoring of the primary voltage 3/D-E 

The overvoltage and undervoltage range of the pr imary 

voltage is determined by the resi stors -CR38/39} and can 
be adjusted with potentiometer {R40}. The control unit is 
switched off when the tolerance is exceeded. 

■ Overvoltage protection for FET switches 

The circuit {D5/R6/7} arranged across the primary win- 
ding -CT1/3-4-5} protects the FET switches from overvol- 
tages. 

■ Current Limitation 

The current limiting circuit ( integrated in the control 
uni t {IC1}) monitors the primary current flowing to nega- 
tive potential via the periodically closed FET swi tches 
-CQ3/4}. Any voltage surge or drop across the resi stors 
{R12...14} is used by the current limiter circuit {IC1-8} 
for evaluating the dynamic current flow. I f the voltage 
on { 101 - 8 } exceeds the potentiometer adjustable reference 
voltage avai lable on {IC1-9}, the FET swi tches open. The 
RC element {R32/C13} is a low-pass . 

■ Temperature monitoring 

An NTC resi stor {R45> is used as a temperature sensor . 
I f overheated, the comparator {IC3} becomes conduct i ve 
and the control unit is switched off via the undervoltage 
input {IC1-6}. 



4.8.2 Converter 1 .960.051 



Principle 

The converter consi sts of a boost regulator Cl] and a 
ser i es connected half-wave switching regulator C23. The 
boost regulator controls the output voltage by means of 
plulse width modulation. The half-wave converter trans- 
forms only the output voltage of the f orward gain control 
to the high voltage on the output of the converter . The 
half bridge operates with a fixed pulse duty factor of 
50% 

Function 

The input voltage is taken via the fuse {FI} and the RF 
interference f i Iter {C1/C2/L1} to the boost regulator 
compr ising {L2/Q2/D4/C6} . The switching transi stors {Q2/ 
Q3} are controlled vi a the driver stage {Q4/Q5/R2} . Chip 
{IC1} processes the control voltage and comprises the 
pulse width modular and the oscillator, the frequency of 
which is defined as 100 kHz by {C11 } and {R13}. The con- 
trol voltage for the pulse width modulation is supplied 
by the controlling ampl i f ier C31 {C7/D26/R1 5/R34/R35} via 
the optocoupler {DLQ1} on {IC1-9}. Trimmer potentiometer 
{R34} sets the output voltage. The supply voltage for the 
controlling amplifier is prepared from the auxiliary 
transf ormer winding {T1"13-14}. 

The DC voltage on the output of the boost control is 
chopped by the half-bridge converter {Q12/Q15/T1 /C22/C23} 
and transformed with {T1} to the high output voltage. It 
is rectified with the diodes {019. . .22} and taken to the 
output via the choke {L3}, the diode {D24}, and the PTC 
resi stor {R36}. The switching transistors {Q12/Q15} of 
the half-bridge converter are dr i ven with a pulse duty 
factor of 50% controlled by {IC2}. The clock generator 
integrated in {IC2> also operates with 100 kHz, has slave 
status , and is synchronized by the oscillator in the mas- 
ter {IC1}. The switching transistors {Q12} and {Q15} are 
controlled without transf ormers : the outputs {IC2-1 1/14} 
switch the power sources {Q9/R22/R20/18} or {Q8/R22/R20/ 
R18} respectively which in turn control the two driver 
circuits {Q13/14} and {Q10/11}. The electrolytic capaci- 
tor {C16} supplies via {Q13} the switch-on energy for 
MOSFET {Q15} and is recharged during the ON state by 
{Q12} via d i ode {08} . 




Also integrated in {IC2} is the current limitation cir- 
cuit: the voltage produced by the current transformer 
{T2} on {R27} is taken to the shutdown input {IC2-10} and 
causes pulse by pulse monitoring of the current flowing 
through the switching transi stors {Q12/Q15}. If the thre- 
shold is exceeded, the switching transi stors are switched 
off immediately. 

The synchronizing pulses avai lable on {pin 11} are taken 
via the optocoupler {DLQ2} (the output transformer of 
which is connected in cascade) to the Schmitt trigger 
input of the monof lop. For each negative slope of an 
input pulse the latter produces a short , positive pulse 
(%200 ns) which is used for synchronizing the two osci l- 
lators, integrated in {IC1} and {IC2} with the external 
c Lock frequency. 

The maximum control voltage for the MOSFET transistors is 
I imi ted to approx . 1 5 V with transi stor {Q1 } and diode 

{D2}. 

Resistor {R11} and capacitor {C13} cause a slow rise in 
the control voltage when power is switched on (soft 
start) . 

The circui t branch {D3/R6/DLQ3} serves as a switch for 
the stand-by-signalzation: in converter operation the 
status LED in the POWER ON button is switched off . 
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5.1 GENERAL 



5.1.1 Level definitions 



■ Relative level specification in dBu 



a HQ. I n 77*;: \t . . 



The nominal Levels specified in dBu are str ict ly * based 
on a defined voltage as the reference quantity: 

* The reference quant i ty 0.775 V of the relative voltage 
level in dBu has been taken from the value definition 
of the absolute voltage Level in dBm; however the defi- 
nition (600Q/1mW) has not been adopted. 

B Nominal level in dBu 



NOMINAL LEVEL = STUDIO LEVEL AT PEAK LEVEL 



The nominal level (also line level) corresponds to the 
studio level at saturat ion . 

Typi cal nominal levels are: +6 dBu - 1.55 Vgff 

+10 dBu * 2.45 Vgff 
+15 dBu 4.36 Vgff 



5 . 1.2 Explanations to the level diagram 



A level diagram is a valuable aid to the user for alig- 
ning the program levels and localization of fault sour- 
ces . It indicates the level conditions of a channel 
during the transmission of a defined signal . The accom- 
panying block diagram illustrates the signal pattern ac- 
ross the active and passive circuit components and estab- 
lishes the reference of exposed points of level changes 
(dB) to the relat ive useful level (dBu) . The gain indi- 
cates rises, the attenuation indicates falls in the level 
curve . In addi t ion to the curve progression for the sig- 
nal-to-noi se ratio and end markings for the overload mar- 
gin, the control faci lities and thei r limits can be reco- 
gni zed. 

The following simplified example of a level diagram 
should help to interprets the level diagram applicable to 
the mixing console. 



FOR MIXER-SPECIFIC LEVEL DIAGRAM: 

»> PLEASE OPEN FOLDOUT PAGE SECTION 1/6 «< 



B Modulation level 



0 HD ppM — MQMT M A|_ LEVEL 

0 VU = NOMINAL LEVEL less 6 dB * 



Corresponds to a widely used value for VU instrument 
lead. 

B Gain/ attenuation in dB 

Relative level specif i cat ions in dB give information on 
the gain/attenuat ion of an active (e.g. ampL i f ier stage) 
or passive (e.g. linear fader) component within a cir- 
cuit. 

Some relationships (approximative factors) : 



dB 


0 


1 


2 


3 


6 


10 


15 


20 


Gain 


1 


1.1 


1.2 


1 .4 


2 


3.2 


5.6 


10 


r gMm X ui \*^ / 

Attenuation 


1 


0.9 


0.8 


0.7 


0.5 


0.3 


0.2 


0.1 



Interpretation: 

The example of a level diagram listed below indicates the 
level si tuat ion of a microphone Input under the following 
conditions: 

- Input : 1 kHz sine-wave continuous tone 

- Input sensitivity -70 dBu 

- Nominal output level +6 dBu 

with the I inear fader in the following positions : 



FADER SETTING 

OUTPUT 


0 

0 


+10 

0 


+10 

+10 


-10 

0 


-20 

0 


CURVE 


1 


2 


3 


4 


5 



6 Limit of overload reserve 

7 Signal-to-noise curve 

8 Signal-to-noise ratio 



EXAMPLE 



•INPUT CHANNEL- 
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LEVEL 
















-OUTPUT CHANNEL- 



/ 



ATTENUATION 
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5.2 PREREQUISITES 



5.2.1 General information 

A test report is bypacked to each factory-shipped mixing 
console in which the data of a detai led test are recorded 
such as : 

■ Alignment to the nominal level spec i f ied by the custo- 
mer 

■ Data from measurements concerning frequency response, 
distortion, S/N ratio, and cross talk 

The mixing console needs to be recalibrated if the opera- 
ting conditions (nominal level) at the place of service 
change or if modifications are made to the mixing con- 
sole. Per iodic recalibration is no longer required in 
this generation of mixing consoles . 

The only maintenance required is the subsequently descr i- 
bed demagnet i zat ion of the input transformers. 

5.2.2 Demagnetizing the microphone input transformers 

Inadmi ssible connection of unbalanced input sources or 
unintent ional ground connection of the a/b audio leads of 
microphone inputs to a connected phantom supply drive the 
input transformers into saturat i on and cause permanent 
magnetization (remanence) . 

This detrimental effect is manifested through so-called 
microphonic noise; Light metal I i c vibrations of the mi- 
xing console, e.g. tapping agai nst plug-in modules , prod- 
uce audible modulations via the speakers, even if the 
microphone inputs are not opened. 

The residual magnetism in the transformers can also ac- 
cumulate over extended operating times. 

We therefore recommend to demagnetize all microphone 
i nputs periodically and before calibration work. 

Procedure: 

■ Switch mixing console off 

(to protect the connected speakers) . 

■ Connect audio generator to the microphone input . 

The generator should supply a signal without DC content 
in order to prevent unwanted magnetization of the 
transformer . 

Refer to the opposite circuit di agram; 

- Capacitor C = 1000 pF/1,0 V blocks the DC components . 

- Resistor R = 600 Q removes DC components from the 
capacitors 

■ Slowly increase ^32 kHz frequency to supply Level from 
0 V to 3 V. 

■Slowly decrease supply level to 0 V. 




5.2.3 Required measuring instruments and aids 

8 AF generator 1 kHz sine-wave / Rs ^ 200 Q 

■ AF voltmeter , Rzin ^ 10 kQ 

a Alignment screwdriver si ze 2 

■ Bus adapter for connecting removed modules to the bus . 
The following are required; 

3 adapter with 32-pin connector Part No. 1 .228.322 
The opposite i L Lustration shows the arrangement, the 
designat ions of the buses, and the assignment of the 
necessary adapters. 

■ Foam rubber pad, approx . 400x250 mm as a soft surface 

for removed modules that are connected to the bus via 
the adapter (the pads are preferably placed on the ope- 
rating panel of the mixing console) . 




5.2.4 Measuring principles 



■ Prerequisite; correct alignment of the individual 
functional assemblies (modules) . 

Note: The factory-shipped (replacement) modules are al- 
ready aligned and can be installed di rect Ly in the mi- 
xing console to be calibrated. 

■ The mixing console should only be calibrated when the 
operating temperature has been attained (15 minutes af- 
ter power ON) . 

■ Insertion points, monitor, prelistening, and talk-back 
outputs should not be Loaded. 

a The line outputs are to be terminated with 600 Q . 

■ Test signal : 1 kHz / sine-wave 

■ Level reference : 0 dBu = 0.775 Vef f 



5.2.5 Measuring setup 

The AF mi LLivoLtmeter and AF generator must feature ba- 
lanced inputs and outputs . A balun is to be connected to 
the input of unbalanced measuring instruments. 

Note: I f no measuring instruments with balanced inputs 
and outputs are avai lable, unbalanced measuring instru- 
ments can be connected (by way of expedient) in the fol- 
lowing way : b-l ine (3) connected to audio ground (1) to- 
gether with the a- I ine (2) forms an unbalanced measur i ng 
poi nt . However , this circuit is not sui ted for measuring 
h i gher levels (clipping effect on the transformer less IN- 
SERTS) . 

f = Measuring points referr ing to Level diagram: 
Please open foLdout page SECTION 1/6 




5.2.6 Basic setting of the controls 

A basic precondition for correct calibration of the mi- 
xing console is the corresponding positioning of the con- 
trols that influence the measur ing operation. 

Before you start with the calibration process, check the 
status of the controls according to the oppos i t e table 
and change the settings accordingly if necessery . 

Important 1 

I All Linear faders in position "0" 



5.2.7 Level alignment / calibration Tips 

The following alignment instruction Sections are struc- 
tured as follows: 

5.3 LEVEL ALIGNMENT OF THE MIXING CONSOLE 

contains a brief description of the procedure for 
aligning the Levels of the mixing console to a 
di f ferent audio level (Line Level) . 

5.4 CALIBRATION OF THE COMPLETE MIXING CONSOLE 
describes the sequence for complete cal ibr at ion of 
the mi xer . This procedure is necessary after modi- 
fications to the mixing console, for troubleshoo- 
ting, etc . 



CONTROL 

MON -input modules 



STATUS 




Phantom supply 
High-pass f i Iter 
Phase switch 
Equal i zer 
Auxi liary inputs 
Master selector 
Panorama pot . meter 
Mute button 
- Prelistening button 
STEREO/HL input modules 




Input calibration 
Equalizer 
Auxi Liary inputs 
Master selector 
Balance pot .meter 
Mute button 
- Prelistening button 
MASTER output modules 




Compressor / I imi ter 



High-level input HL 
Aux i L i ary inputs 
Master selector 
Panorama pot. meter 
Mute button 
- Prelistening button 
AUX MASTER module 



GAIN 

IN 

I 

RELEASE 

RATIO 

INPUT 

PFL 

CHI . . . 

PAN 

MUTE 

PFL 




GENERATOR 

Auxi liary outputs 

TB outputs 

CR -MON I TOR 



OFF 

AUX1/2 SEND 

STUDIO 

TB REET 




Output meter METEF^ I ■ 

The spec i f i ed sequence of the steps is to be followed Automat i c mode PFL TO MONITOR ■ 

for realigning the level or recalibrating the mi xer ! Volume CR MONITOR ■ 

(certain alignments form the basis for subsequent Balance BAL ■_ 

alignment operations) . Mono circuit MONO ■ 
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5.3 REALIGNING THE LEVEL OF THE MIXING CONSOLE 

QUICK REFERENCE INSTRUCTIONS 

Quick-reference instructions for aligning the mixing con- 
sole to a di f f erent nominal level . 

Note; 

The trimmer potentiometers for aligning the levels are 
normally accessible from the underside of the mixing 
console after the bottom panel has been removed. Excep- 
tions are specifically mentioned in the corresponding 
Section. 

1 . MONO input module 1 1 .960.221/241 

■ Set the controls to the states speci f ied in the table 
and turn the input selector to the LINE position. 

■ Connect audio voltmeter to PF INSERT SEND 

■ Connect audio generator to the line input HL INPUT 

■ Feed nominal level / 1kHz 

■ Check : desired output level on INSERT SEND = +6 dBu 

■ Correction; on input selector [S3] within the LINE ran- 
ge and fine-adjustment on central potent iometer [R64] . 

Caution: 

Once the settings have been determined they must not be 
changed in the course of subsequent alignment proced- 
ures ! 

2. STEREO/HL input module 1 1 .960.251 .. .254 

Note; 

For aligning the insertion points, the STEREO modules 
must be removed and be connected to the buses [P31 by 
inserting the bus adapter 1 . 228.321 . Access to the requi- 
red trimmer potentiometers [R115/R225] is also possible 
by removing the adjacent module on the right-hand side. 

■ Set the controls to the states specified in the table 
(CAL potentiometer [R115/225] in locking center posi- 
tion) 

■ Left-hand channel CHI : 

- Connect audio voltmeter to PF INSERT L SEND 

- Connect audio generator to HL INPUT CHI 

- Feed nominal level / 1 kHz 

- Check ; desired output level on INSERT L SEND = +6 dBu 

- Correction: on trimmer potentiometer [R1 1 1 1 . 

■ Right-hand channel CH2; 

- Connect audio voltmeter to PF INSERT R SEND 

- Connect audio generator to HL INPUT CH2 

- Feed nominal level / 1 kHz 

- Check : desired output level on INSERT R SEND = +6 dBu 

- Correction: on trimmer potentiometer [R211 ] . 

STEREO/HL input module 2 and additional modules. . . 
Analogous procedure as for STEREO input module 1 . 

3. High-level input on MASTER module 1 .960.321/341 

■ Set controls to the states indicated in the table. 

■ Remove output module MASTER 1 and connect it via the 
adapter to the bus CP3/P5] , or ; shift output module by 
a few slots to the left unt i I the trimmer potentiometer 
[R9] becomes accessible from inside the mixing console. 
The output module to be aligned is to be left in its 
original slot . 

■ On the high-level input select the bus with correct 
MASTER assignment . 

■ Connect audio voltmeter to the 2 INSERT SEND or MASTER 
module 1 . 

■ Connect audio generator to the high-level input HL 
INPUT. 

■ Feed nominal level / 1 kHz . 

■ Check ; Desired output level on 2 INSERT SEND = nominal 
level + 10 dB. 

■ Correction; with trimmer potentiometer [R9] . 

Repeat these alignments analogously for all additional 
MASTER modules as described above. 

Restore all modules to their original slot after the ali- 
gnments have been made. 



4. MASTER output nominal level 1 .960.321 /341 

■ Set controls to the status indicated in the table. 

■ Connect audio voltmeter to the master output 2 OUT. 

■ Connect audio generator to the line input HL INPUT of 
the MONO input module 1 . 

■ Select corresponding bus . 

■ Swi tch limi ter off (IN button released) ; 

- Feed nominal level / 1 kHz 

- Check : desired output level on 2 OUT = nominal level 

- Correction: on trimmer potentiometer [R1041. 

5. Auxiliary channels AUX1/AUX2 1 .960.500.501 

m Set controls to the status indicated in the table. 

■ Turn input potentiometers AUX1 and AUX2 to the clock- 
wise limit position (position 9) . 

■ Turn trimmer potent iometers [R36] and [R623 to the 
counterclockwise minimum pos i t i on . 

■ Connect audio generator to the HL INPUT of the MONO 
input module 1 . 

■ Feed nominal level . 

AUX1 

■ Connect audio voltmeter to the output AUX1 . 

■ Decrease output level on output potentiometer AUX1 SEND 
by 15 dB *. 

■ Align output level with trimmer potentiometer [R36] to 
nominal level . 

AUX2 

■ Connect audio voltmeter to the output AUX2. 

■ Decrease output level on output potentiometer AUX2 SEND 
by 15 dB *. 

■ Align output level with trimmer potentiometer [R62] to 
nominal level . 

* (= spare gain capacity) 

6. TB microphone channel 

TB AUX (TB via the auxiliary outputs AUX1/2) 

■ Expose TB microphone on the AUX1/2 module 1 .960.501 via 
the speaker to a 1 kHz tone. 

■ Connect audio voltmeter to AUX1 output . 

■ Press TB button of AUX1 . 

■ Check : desired output level = nominal level 

■ Correction : with trimmer potent i ometer [R91 ] . 

7. Output meters (PANEL) 

Preparatory steps 

■ Set controls to the states specified in the table . 

■ CR monitor module : release METER selector button (2 po- 
sition) . 

■ Connect audio generator to HL INPUT of the MONO input 
module 1 . 

Important ; 

The mixing console must be at operating temperature (10 
to 15 minutes after it has been powered on) . 

PPM main instrument 

■ PPM METER CHI 

- MONO input module 1 : select master bus CHI. 

- Feed nominal level . 

- MASTER output 1 ; output level = nominal level . 

- Check : desired reading = 0 dB/PPM. 

- Correction; with trimmer potentiometer CR109] . 

■ PPM METER CH2, and subsequent. . . 

Analogous procedure as for METER CHI , with bus selected 
correspondingly . 

Alignment element for instruments I CH 21 CH 31 CH 41 

Trimmer potentiometer | R209[ R309| R409j 



Main VU instruments 
Underlying principle: 

0 VU indication = nominal level less 6 dB * ( lead) 
* The following alignment instruction is based on a lead 
of 6 dB for the VU instruments. 

I f the user desires a different value for the lead, the 
corresponding value is to be applied in place of 6dB * . 

■ VU METER CHI 

- Select MONO input module 1 ; select bus CHI . 

- Feed nominal level less 6 dB * . 

- MASTER output 1 : output level = nom i na I level -6 dB. 

- Check : Desired reading on instrument METER1 = 0 VU . 

■ VU METER CH2 and subsequent . . . 

Proceed analogously as for METER CHI , with correspon- 
dingly selected bus. 

Al i gnment element for instruments CH 2 I CH 3 I CH 4 I 
Trimmer potentiometer R209 | R309 | R409 | 

AUX instruments AUX1/AUX2 

- Set controls to the states specified in the table. 

- Pull input potentiometer AUX1/AUX2 on the MONO input 
module 1 (PF position) . 

- Connect audio generator to the HL INPUT of MONO input 
module 1 . 

- Feed nominal level . 

- Connect audio voltmeter to AUX1 output . 

- Align SEND AUX1 output potentiometer to nominal level . 

- Connect audio voltmeter to AUX2 output . 

- Align SEND AUX2 output potentiometer to nominal level . 

■ PPM instruments : 

- Check whi le feeding nominal level : 

Desi red reading on instrument = 0 dB/PPM 

- Correction: with trimmer potentiometer [R6031 for AUX1 

and [R503] for AUX2 

■ VU instruments: 

- Check whi le feeding nominal level less 6 dB *: 

Desired reading on instrument = 0 VU . 

- Correction: with trimmer potentiometer [R603] for AUX1 

and [R503] for AUX2 

8. Prefader Listening channel PFL 

■ Set controls to the states spec i f ied in the table. 

■ Press PFL button on MONO input module 1 . 

■ CR MONITOR; - press PFL button (HEADPHONES section) 

- press METER selector (MON pos i ton) 

■ Connect audio generator to MONO input module . 

■ Feed the following Level : 

- Mixing consoles with PPM instruments: 

Feed nominal level . 

- Mixing consoles with VU instruments: 

Feed nominal Level Less 6 dB * ( lead) ( refer to Sec- 
tion 5.6.2) . 

■ Check; desired reading on output meter : 

0 dB/PPM or 0 VU respectively. 

■ Correction: with trimmer potentiometer [R156] for CHI /L 

with trimmer potentiometer [R161 ] for CH2/R 





5.4 



ALIGNING THE COMPLETE MIXING CONSOLE 



5.4.1 Main channels 




1 . MONO inputs 


1.960.221/421 



Module 1 ; 



■ Set controls to the states specified in the table 5.2.6 

and turn the input selector to the LINE position, 
a Connect audio voltmeter to PF INSERT SEND, 
a Connect audio generator to line input HL INPUT. 

■ Feed nominal level / 1 kHz . 

1 Check : desired output level on INSERT SEND = 6 dBu. 

■ Correct ion: on input selector [S3] within the LINE ran- 
ge, and fine-adjustment on central potentiometer CR643. 

Module 2. . . : 

Analogous procedure for all MONO input modules as des- 
cribed above. 

Caution; 

Once the alignments have been determined they must not 
be changed in the course of subsequent calibration pro- 
cedures ! 




2. STEREO/HL input modules 1 .960.251 .. .254 

Note: 

In order to align the insertion points of the STEREO 
input modules it is necessary to remove them and to 
connect them to the master buses [P3/P53 by inserting 
the bus adapter 1 .228.321 . 

m Set controls to the states specified in the table (CAL 
potentiometer CR11 5/2253 in locking center position) . 

Module 1 , left-hand channel CHI : 

■ Connect audio voltmeter to PF INSERT L SEND . 

■ Connect audio generator to HL INPUT CHI . 

■ Feed nominal level / 1 kHz . 

m Check : desired output level on INSERT L SEND = +6 dBu 

■ Correction: with trimmer potentiometer [R1113. 

Module 1 , right-hand channel CH2: 

■ Connect audio voltmeter to PF INSERT R SEND . 

■ Connect audio generator to HL INPUT CH2 . 

■ Feed nominal level / 1 kHz . 

1 Check : desi red output level on INSERT R SEND = +6 dBu 

■ Correction; with trimmer potent i ometer [R2113. 

Module 2. . . : 

Analogous procedure for all STEREO input modules as de- 
scribed above . 
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3. MASTER output modules 1 ,960.321/341 

Notes : 

The insertion Level of the MASTER modules is aligned on 
the input modules by aligning their output level (fader 
booster gain). 

For This purpose it is neuessary to remove the input mod 

ule to be aligned and to connect it to the buses CP3/P51 
via the bus adapter 1 .228.321 . 

The output level on X INSERT is checked vicariously for 
all other output modules on MASTER 1 for MONO input mod- 
ules, and on MASTER 1 and 2 for STEREO input modules . 

a Set controls to the states speci f ied in the table. 

MONO input modules 1.960.221/241 

■ Remove MONO module 1 and connect it to the bus [P3/P53 
via the adapter . 

H Select bus CH1 . 

■ Connect audio voltmeter to X INSERT SEND of the MASTER 
module 1 . 

■ Connect audio generator to the line input HL INPUT of 
the 

MONO module 1. 

a Feed nominal level / 1 kHz . 

a Check : des i red output level on X INSERT SEND = +6 dBu . 
a Correction: with tr immer potentiometer CR164] . 

Repeat the foregoing procedure for all additional MONO 

input modules. 

STEREO input modules 1 .960.251 . . .254 

a Remove STEREO input module 1 and connect it to the bus 
CP3/P5] via the bus adapter . 

1 Select buses CH1+2. 

Left-hand channel CHI : 

a Connect audio voltmeter to X INSERT SEND of the master 
module 1 . 

a Connect audio generator to the HL INPUT CHI . 
a Feed nominal level / 1 kHz . 

a Check ; desired output level on X INSERT SEND = +6 dBu. 
a Correction: with tr immer potentiometer CR182] . 

Right-hand channel CH2: 

a Connect audio voltmeter to X INSERT SEND of the master 
module 1 . 

a Connect audio generator to the HL INPUT CH2 . 
a Feed nominal level / 1 kHz . 

a Check : desired output level on X INSERT SEND = +6 dBu. 
a Correct ion: with trimmer potent i ometer CR2823. 

Repeat the f oregoi ng procedure for all additional STEREO 
input modules . 




PCB 1 .960.221/241 PCB 1.960.251. ..254 
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4. High-Level inputs (MASTER) 1 .960.321/341 

■ Set controls to the states specified in the table. 

1 Remove MASTER 1 output module and connect it to the 
buses CP3/P5] via the bus adapter , 

■ Connect audio voltmeter to 1 INSERT SEND of the MASTER 

. I ^ ^ 

V w I • 

a Connect audio generator to the high-level input HL 
INPUT. 

a Feed nominal level f 1 kHz . 
a Check : 

Desired output level on I INSERT SEND = 
nominal level +10 dB. 

a Correct ion: with trimmer potent iometer CR9] . 

This alignment is to be repeated analogously for all MAS- 
TER input modules . 

Before you reinstall the MASTER module we recommend that 
you per form the two cal i brat ion procedures described in 
Sections 5.3.5 and 5.3.6. 

5. MASTER output nominal level 1 .960.321/341 

a Set controls to the states specified in the table, 
a Connect audio voltmeter to the master output 1 OUT . 
a Connect audio generator to the line input HL INPUT of 
the MONO input module 1 . 
a Select corresponding bus . 

A Limiter bypassed (IN button released) : 
a Feed nominal level / 1 kHz . 

a Check : desired output level on I OUT = nominal level . 

1 Correct ion: with trimmer potent iometer CR1043. 

B Limiter switched on (IN button engaged) 
a Decrease generator level by 20 dB 
(= nominal level -20 dB) . 
a Check : 

Desired output level on I OUT = nominal level less 20dB 
a Correct ion: with trimmer potent iometer CR7] (on plug-in 
PCB with PDM-VCA circuit) . 

Alternately repeat alignment steps A and B unt i I optimal 
alignment is attained. 

6. Limiter attack threshold 

a Leave audio voltmeter connected to master output 1 OUT. 
a Leave audio generator connected to line input HL INPUT 
of the MONO input module . 
a Feed nominal level . 

a Set linear fader to the +10 dB pos i t i on . 

A Limiter bypassed (IN button released) : 

a Check : desired output level on 1 OUT = nominal level 

+10 dB. 

a Correction: with GAIN trimmer potent iometer ( input 

channel) . 

B Limiter swi tched on (IN button engaged) 
a Check : 

Desired output level on I OUT = 
nominal level less 0.2 dB. 

a Correction: with trimmer potentiometer CR189] (thres- 

hold). 






5.4.2 Auxiliary channels AUX1/AUX2 



1.960.500/501 



The trimmer potent iometers required for this calibration 

procedure are accessible from the underside of the mixing 

console after the bottom cover has been removed. 

1 bet controls to the states specified in the table . 

■ Pull the input potent iometers AUX1 and AUX2 on the 
input module (PF posi t ion) and turn them to the right- 
hand limit pos i t ion < pos i t i on 9) . 

1 Turn output potent i ometers SEND AUX1 and AUX2 to the 
r i ght-hand limit posi t ion (pos i t i on 9) . 

1 Turn trimmer potentiometers [R36] and CR623 to the 
counterclockwi se minimum pos i t i on . 

1 Connect audio generator to the HL INPUT of the MONO 
module 1 . 

■ Feed nominal level . 

AUX1 

m Connect audio voltmeter to the AUX1 output . 

■ Decrease output level with potent iometer AUX1 SEND by 
15 dB *. 

1 Align output level to nomi nal level with tr immer poten- 
t i ometer CR36] . 

AUX2 

■ Connect audio voltmeter to the AUX2 output . 

1 Decrease output level with potent i ometer AUX2 SEND by 
15 dB 

i /\iign output level to nom i na I level with trimmer poten- 
tiometer CR62] . 

* (=spare overload capac i ty) 

5.4.3 TB microphone channel 

SLATE (TB via I bus) 

1 Remove auxi liary master module AUX 1 .960 . 500/501 and 
connect it vi a the adapter 1 . 228 . 321 to buses CP3/P51 
and vi a adapter 1 .228.322 to the bus CP4] . 

1 Connect audio voltmeter to the master output 1 OUT. 

■ Connect audio generator to the white (wht ) and black 
(blk) microphone leads . 

■ Feed -40 dBu / 1 kHz. 

■ Press both SLATE but+ons . 

■ Check : desired output level on I OUT = nominal level . 

B Correction: with trimmer potentiometer CR893. 

TB AUX (TB via auxiliary outputs AUX1/2) 

■ Connect audio voltmeter to the AUXI output . 

■ Press TB of AUXI . 

B Check ; desired output level = nominal level . 

B Correct ion: with tr immer potent iometer C R91 ] . 
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5.4.4 Output meters (PANEL) 

Preparatory steps: 

1 Set controls to the states specified in the table. 

■ CR moni tor module: release meter selector switch (I po- 
sition). 

a Connect audio generator to IHL INPUT of the MONO input 

module 1 . 

Important : 

The mixing console must have attained operat ing tempe- 
rature (10 to 15 mi nutes after power has been switched 
on) . 



1. Main instruments with PPM characteristic 

PPM METER CHI 

■ MONO input module 1 : select bus CHI . 

A Feed nominal level. 

1 MASTER output 1 : output level = nominal level . 

■ Check : desi red reading = 0 dB/PPM 

ffl Correction: with trimmer potentiometer CR109] . 

B Align Generator level to line level less 30 dB. 

1 Check : desired reading = -30 dB/PPM 
1 Correct ion: with trimmer potentiometer CR1423 . 

C Align generator level to nominal level less 40 dB. 

■ Check : desired reading = -40 dB/PPM. 

1 Correction: with trimmer potentiometer CR1323. 

There is mutual influence between the alignment proced- 
ures B and C which means that they must be alternately 
repeated unt i I optimum alignment is achieved. 

PPM Meter CH2. . . 

Proceed analogously as for METER CHI and select corres- 
ponding bus . The alignment controls can be found in the 
following table: 





2 . Main instruments with VU characteristic 
Pr inc iple: 

0 VU indication = nominal level less 6 dB * (lead) 
* The following alignment instructions are based on a VU 
instrument lead of 6 dB. 

If the user desires a different lead, his own value is 
to be used instead of 6 dB*. 

VU METER CHI 

■ MONO input module 1 : select bus CHI . 

A Feed nom i na I level less 6 dB *. 

■ MASTER output 1: output level = nominal level - 6 dB. 

■ Check : desired reading on METER 1 instrument = 0 VU . 

■ Correction: with trimmer potentiometer [R109I. 

B Decrease generator level by 20 dB. 

(nominal level -6 dB *, -20 dB) 

■ Check : desired reading on METER 1 instrument = -20 VU. 

■ Correction: with tr immer potentiometer CR1323. 

There is mutual inf luence between the alignment proced- 
ures A and B which means that it must be alternately 
repeated unt i I opt imal alignment is achieved. 

VU METER CH 2. . . 

Analogous procedure as for METER CHI with correspondingly 
selected bus . The alignment controls can be found in the 
following table : 
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3. Instruments for auxiliary outputs AUX1/AUX2 



■ Set controls to the states specified in the table . 

■ Pull input potentiometer AUX1/AUX2 on MONO input module 
1 (PF posit ion) . 

a Connect audio generator to HL INPUT of the MONO input 

mudule 1 . 

■ Feed nominal level. 

1 Connect audio voltmeter to AUX1 output . 

1 Align output level to nominal level with the aid of the 
SEND AUX1 output potentiometer . 

1 Connect audio voltmeter to AUX2 output . 

■ Align output level to nominal level with the aid of the 
SEND AUX2 output potentiometer . . 

PPM instruments: 

■ Check whi le feeding nominal level : 

Des i red instrument reading = 0 dB/PPM. 

■ Correction : with trimmer potentiometer CR6033 for AUX1 

and CR5033 for AUX2 

VU instruments: 

a Check while feeding nominal level less 6 dB *: 

Desired instrument reading = 0 VU. 
a Correct ion ; with trimmer potentiometer CR6033 for AUX1 

and CR5033 for AUX2 

* see 5. 4.4. 2 




INPUT UNIT 



AUX UNIT 



AUX1 



AUX2 





AUX1 ^ 


rA 


AUX i OUT 




vy 






& 






o 







1 .960.501 1 .960.500 




4. GRM instruments 



a Set controls to the states specified in the table, 
a MONO input module 1 : select bus CHI . 
a Audio generator : feed +10.2 dB to input module . 

GRM1 

a MASTER output 1 : 

output level = nominal level + 10.2 dB. 
a Switch limiter on 

( Engage IN button, I/INSERT button in I position) . 
a Check : deflection on GRM instrument = 10 (dB gain red- 

uction) . 

a Correction: with tr immer potentiometer [R9093 . 

GRM2 

Analogous alignment with corresponding selection of the 
buses CH2...CH4 on the input module. 

Correct ion for GRM2 with tr immer potentiometer CR91 1 3 

for GRM3 with tr immer potentiometer [R9133 

for GRM4 with tr immer potentiometer CR91 53 



5. Correlator 



a Set controls to the states speci f ied in the table, 
a For 4CH mixer versions : connect correlator to the mas- 

ter outputs 11+2 (button above instrument) . 
a MONO input module 1: select bus CHI and CH2 . 

A Audio generator : feed nominal level less 40 dB. 
a Align correlator instrument to maximum deflection with 
the aid of tr immer potentiometer CR721 3 . 

B Audio generator : feed nominal level . 
a MASTER output 1: output level = nominal level 
MASTER output 2: output level = nominal level 
a Align to exact correlat ion of +1 with tr immer potentio- 
meter CR7323 . 
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5.4.5 Prefader listening channel PFL 



The trimmer potentiometers required for thi s alignment 
are accessible from the underside of the mixing console 
after the bottom panel has been removed. 

■ Set controls to the states defined in the table. 

■ Press PFL button on MONO input module 1. 

■ CR MONITOR : - press PFL button (HEADPHONES section) . 

- press METER selector (MON position) . 

B Connect aud i o generator to MONO input module. 

B Feed level: 

- Mixing consoles with PPM output meters : 

Nominal level . 

- Mixing consoles with VU output meters : 

Nominal level less 6 dB * ( lead) 

B Check: desired reading on output meter: 

0 dB/PPM or 0 VU respectively. 

B Correction: on trimmer potentiometer [R1561 for CHI (L) 
on trimmer potentiometer [R1611 for CH2 (R) 

* see 5. 4. 4. 2 
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6 SCHEMATA 



INHALT 




Sei te 


SAMMELSCHIENEN 




6/ 3 


MODULN 


I dent . Nr . 




MONO-EINGANGSEINHEIT 


1.960.221 

1.960.241 


6/ 7 




STEREO-/ HOCHPEGEL-EINGANGSEINHEIT 


1 .960.251 

1 .960.252 

1.960.253 

1.960.254 


6/15 




SUMMEN-AUSGANGSEINHEIT 


1.960.321 

1.960.341 


6/23 





MONITOREINHEIT CR 1.960.420 6/29 



6 DIAGRAMS 



CONTENTS 




page 


BUS BOARDS 




6/ 3 


MODULE 


Ident .Nr . 




MONO INPUT UNIT 


1 .960.221 
1 .960.241 


6/ 7 




STEREO-/ HIGH LEVEL INPUT UNIT 


1 .960.251 

1 .960.252 

1.960.253 

1.960.254 


6/15 



MASTER OUTPUT UNIT 


1 .960.321 


6/23 




1.960.341 





MONITORING UNIT CR 1.960.420 6/29 



HILFSSUMMEN-AUSGANGSEINHEIT 


AUX 




6/35 


AUXILIARY OUTPUT UNIT 


AUX 






6/35 


ohne STUDIO 


MONITOR 


1.960.500 




w. h . 


STUDIO 


MONITOR 


1 .960.500 




mit STUDIO 


MONITOR 


1.960.501 




with STUDIO 


MONITOR 


1 .960.501 





MONITOR-ERWEITERUNGSEINHEIT 6/43 

AUX CR 1.960.450 

AUX CR/STUDIO 1.960.452 





INSTRUMENTEN-PANEL 


2 KANAL 1.961.902 6/47 

4 KANAL 1.961 .904 




NETZTEIL 


1.960.050 6/53 




KONVERTER 


1.960.051 6/57 


BEMERKUNGEN ZU SCHALTBILDERN 


Einige zusatzliche, in den 


Schaltbi Idem aufgefuhrte 


Funktionen, haben keine Gultigkeit fur die Mischpulte 


der Typen STUDER 961/962 


und sind nicht zu beachten. 



Der moduLare Aufbau von STUDER MischpuLten bewirkt, dass 
gleiche Schaltungskonzepte uber das gesamte Spektrum ei- 
ner MischpuLteserie, wie der Serie STUDER 960, zur An- 
wendung geLangen. So basieren Einschube des erweiterten 
RegiepuLtes STUDER 963 weitgehend auf Schaltungskonzepten 
der Kompakt-Mischpultreihe STUDER 961/962, und haben dem- 
zufolge dieseLben SchaLtbUder aLs Grundlage. 



MONITOR EXTENSION UNIT 6/43 

AUX CR 1.960.450 

AUX CR/STUDIO 1 .960.452 



METER PANEL 2 CHANNEL 1.961.902 6/47 

4 CHANNEL 1.961.904 



POWER SUPPLY 1.960.050 6/53 



CONVERTER 1.960.051 6/57 



COMMENTS TO THE CIRCUIT DIAGRAMS 



Some additional functions shown in the circuit dia- 
grams do not apply to the STUDER mixing consoles 
types 961/962 and should be disregarded. 



Because of the modular design of the STUDER mixing con- 
soles, the same circuit concepts are used throughout the 
entire range of mixing consoles, such as the STUDER Se- 
ries 960. For this reason the modules of the expanded 
mixing consoles STUDER 963 are largely based on the cir- 
cuit engineering of the compact mixing consoles STUDER 
961/962 and consequently refer to the same circuit diag- 
rams . 






STUDER 961 /962 



ABBREVIATIONS 



CODE LETTERS AND COLORS 



COMPONENTS 



B 


bulb 


LC 


LC Display 


BA 


battery, accumulator 


LS 


loudspeaker 


BR 


optocoupier b->ldr 


M 


motor 


C 


capacitor 


ME 


meter 


D 


diode, DIAC 


MIC 


microphone 


DL 


LED light-emit. diode 


MP 


mechanical part 


DLQ 


optocoupier LED=>QP 


P 


plug (male) 


DLR 


optocoupier LED->DLR 


PU 


pick up 


DLZ 


LED array, 7s. display 


Q 


transistor 


DP 


photodiode 


QP 


phototransistor 


DZ 


rectifier 


R 


resistor 


EF 


headphones 


RP 


photosensitive resist. 


F 


fuse 


RT 


temp, sensit. resist. 


FL 


filter 


RZ 


resistor array 


H 


head (sound-/erase-) 


S 


switch 


HC 


hybrid circuit 


T 


transformer 


HE 


hall element 


TL 


delay line 


1C 


integrated circuit 


TP 


test point 


J 


jack (female) 


W 


wire, stranded wire 


JS 


jumper 


X 


socket, holder 


K 


relay, contactor 


XB 


lamp socket 


L 


coil, inductance 


XF 


fuse holder 


LC 


LC Display 


XIC 


1C socket 


LS 


loudspeaker 


Y 


quartz, piezo element 


L 


coil, inductance 


Z 


network, array 



SPECIFICATIONS OF ELEMENTS 



CC 


Carbon film 


PCF 


Carbon film 


Cer 


Ceramic 


Petp 


Polyester 


Cerm 


Cermet 


Pme 


Metallised polyester 


El 


Electrolytic 


PP 


Polypropylen 


Mf 


Metal film 


Si 


Silicon 


MP 


Metal paper 


Tri 


Trimmer 



MANUFACTURER OF COMPONENTS 



ADI 


Analog Devices Inc. 


RCA 


Radio Corporation 


AMP 


Ampex 


— 


RIVA 


Com 


Componex 


SDS 




Dam 


Dam Electronic 


Sie 


Siemens 


Del 


Delevan 


SIG 


SIgnetics 


Ex 


Exar 


— 


Stetner 


Gl 


General Instruments 


... 


Stocko 


Ha 


Harris 


St 


Studer 


HI 


Hirschmann 


Sx 


Siliconix 


ITT 


Intermetall, Valvo 


Ti 


Texas Instruments 


Mot 


Motorola 


TDK 


TDK 


NEC 


Nippon Electr. Corp. 


— 


Toko 


NS 


Nat. Semiconductors 


To 


Toshiba 


Ph 


Philips 


Vi 


Videlec 


Ra 


Raytheon 







POWERS OFTEN 



Milli- 


Micro- 


Nano- 


Pico- 


Femto- 


Tera- 


Giga- 


Mega- 


Kilo- 


m 


M 


n 


p 


f 


T 


G 


M 


k 


10'^ 


10-6 


10-6 


10-12 




1012 


10® 


106 


103 



RESISTORS 



■ SERIES E6/E12/E24 



COLOR 1 


Die 


=1 X 


± 


TC 


gold 


- 


0,01 


5% 


- 


silver 


- 


0,1 


10% 


- 


black 


0 


1 


- 


- 


brown 


1 


10 


1% 


100*10-6/K 


red 


2 


100 


2% 


5Q11IO-6/K# 


orange 


3 


1k 


- 


15*10-6/K 


yellow 


4 


10k 


- 


25*10-6/K 


green 


5 


100k 


0,5% 




blue 


6 


1M 


0,25% 




violet 


7 


10M 


0,1% 




grey 


8 


- 


- 




white 


9 


- 


- 


- 



1 


1 k 


> > 


Digit 

I Multiplier 

p Tolerance 
c ± 


d 


[TTl 





■ SERIES E48 



1 



2 3 




X ± 



Digit 

Multiplier 

-Tolerance 

TC 




# either no mark for TC, or red. Temp.-coefficient-* 

1 black ring only: 0Q(= bridge) 



CAPACITORS 



The tolerance category is some- D - 0,5% J - 5% 

times specified by a letter after F = 1% K = 10% 

the rated capacitance. G = 2% M = 20% 



MOLDED RF COILS 



A wide silver-colored ring and 4 thin, differently colored rings identify 
molded RF coils. The wide silver ring indicates the start of the counting 
direction. The second, third, and fourth ring indicate the inductance in 
micro Henry (pH), where two of the three rings represent the numeric 
value, the third one either a multiplier or the decimal point. In the latter 
case It has a golden color. The fifth ring Identifies the tolerance In 
percent (±). 



COLOR DIG X ± 



black 


0 


1 




brown 


1 


10 


1% 


red 


2 


100 


2% 


orange 


3 


10^ 


- 


yellow 


4 


10^ 


- 


green 


5 


10“ 


0.5% 


blue 


6 


10® 


- 


violet 


7 


10^ 


- 


grey 


8 


10® 


- 


white 


9 


10® 


- 


gold 






5% 


silver 


- 




10% 


any 




- 


20% 



Examples: 



<TTTTT 



2.7ijH/20% 



silver 



red 



gold* 



violet 



820pH/5% I I 
silver | 
grey 

red 

* Decimal point brown** 

** Multiplier gold 



NOTE: 



Some of the order numbers contained In the following lists are used for 
production purposes only. The reference numbers may deviate for ser- 
vice purposes. 

Electrical components such as resistors, capacitors, transistors, IC's 
etc. having no special unit-specific number and not being identified 
respectively should be purchased locally. 
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SAMMELSCHIENEN 



Ubersicht 



Untenstehende AbbUdungen gewahren einen uberblick uber 
die Sammelschienen im Mischpult und deren Bezel chnungen . 
Den Sammelschienen zugeordnete Stecker lei sten von Ein- 
sc hiiben s i nd ents'^rechend '^leich '^ekennzeichnet (P3/P4/ 
P5). 




Sammelsch i enen-Schemata 



Nachfolgende Schemata typenspez i f i scher Sammelschienen 
geben Aufschluss uber die Signalverknupf ungen im Misch- 
pult . 

Als Matrix dargestellt verlaufen die Signalpfade der Sam- 
melschienen in horizontaler Richtung und werden von den 
als Ordinaten eingezeichneten Modulsteckplatzen geschnit- 
ten. Symbole in den Schni ttpunkten markieren eine Kontak- 
tierung und geben Aufschluss uber die Richtung des Sig- 
nalver lauf s . 

Im weiteren werden direkt auf die Sammelschienen fuhrende 
Kabelverbindungen (Speisespannungen, Panelansch luss) auf- 
gezeigt . 



Version Seite 



Sammelschiene STUDER 961/2-Kanal 6/ 4 

STUDER 961/4-Kanal 6/ 5 

STUDER 961/2-Kanal -> MONO Ausgang 6/ 5 

STUDER 962/2-Kanal 6/ 6 

STUDER 962/4-Kanal 6/ 6 



BUS BOARDS 



Overview 



The illustrations below give an overview of the buses in 
the mixing console and their designation. The module mul- 
tipoint connectors assigned to the buses are labelled ac- 
cordingly (P3/P4/P5). 




Bus diagrams 



The following diagrams of the model-related buses give 
information on the signal combination in the mixing con- 
sole. 

Represented as a matrix, the signal paths of the buses 
run in a horizontal direction and are intersected by the 
module plug-in locations shown as ordinates. The symbols 
in the intersections indicate pickup point and show the 
direction in which the signal is proceeding. 

The cable connections (supply voltage, panel connection) 
that lead directly to the buses are also shown. 



Version page 



Bus board STUDER 961 /2-Channel 6/ 4 

STUDER 961 /4-Channel 6/ 5 

STUDER 961/2-Channel -> MONO Output 6/ 5 

STUDER 962/2-Channel 6/ 6 

STUDER 962/4-Channel 6/ 6 
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STUDER 961 



SAMMELSCHIENEN 



STUDER 961 



2-CHANNEL 



BUS BOARD DIAGRAM 






-bLk- CHASSIS 01 

-org- 0V*E 02 

-wht- PHANT 03 

MIC'SIGN 04 

PFL-SIGN 05 

M-SIGN 06 

M'LINK 07 

GEN-A 08 

-red" +SUPPLY 09 

-red” +SUPPLY 10 

-bLu” -SUPPLY 11 



PFLtoMON 14 1 

15 

16 L 

CR 

MONITOR 



AUX-1-A 

M-1 -A 

M*1 -B 

AUX'1»B 

AUX-2-A 

M-2-A 

M'2'B 

AUX-2-B 

TBS'A 

M*3*A 

M-3-B 

TBS'B 

MON-I-A 

M-4-A 

M-4-B 

M0N-2-A 

MON-OV 

MET-1-A 

MET-1-B 

AM-1-A 

AM'OV 

MET-2-A 

MET-2-B 

AM*2*A 

ASM-1-A 

PFL-SP 

CAL-LED 

ASM-OV 

ASM-2-A 

STU-LED 

REY'LED 

M0N-20dB 



B-PFL-L 
B-PFL*R 
B-M-3 
B-M-1 
OV'REF 
B-M-2 
B-M-4 
B-AUX-1 
B'AUX'2 
-red- +15V 
-yeL- OV'A 
-gry- OV-L 
-bLu- -15V 
— grn- -6V 
-RES 




wht 


— V S \ 

grn brn gry 








" t 


1 


I : 


1 


JL Jl 


i 




I 




I 




T 






i . i ga 

-PF-0UT1 c^PF-OUT 6-PF-OUT -6 09 

-AF-0UT1 i-AF-OUT 6-AF-OUT -6 10 



Iauxunit master 

I STUDIO MON. 2 



6-MIC*CUT + 
6-miC'OUT 4- 
A-MUTE A. mute 

INPUT HL-INPUT 



6-MIC-CUT O-MIC'CUT-O 14 
6-MIC-OUT 6-MIC*0UT-([) 15 
A-MUTE A- MUTE -A 16 
INPUT INPUT INPUT 



' — M-OUT-A- 

I M-OUT-B- 

M-OUT-A- 

M-OUT-B- 




MODULE > BUS 1 • 





COUPLING BOARD 1 .960.065/ .066- P5 
(OPTION) grr>-|-05- 

I 

bLk-f-01- 



yeL— 

gry- 

bLk wht— 



AUX 
( .500) 


OV-f 


?EF 


1 .960.11 












t !; _!! _ _ 


■ ^ 










IT 










‘ 












HI 


n 








-It 


1 








^ 


1 










1 








-It 








T " 1 








1 — — 




I 'l j 




-1 t 




1 * '■ 




I 1 












1 1 




4 


► — < 






M J- j 






AUXUNIT/ MASTER 

STUDIO MONITOR 2 



( 4 ) 

HL INPUT INPUT 



1 Z ^ ^ 

MAINS SUPPLY Gb 



wht 

1 


yeL 


red 


bLu 


bLu' 


’ bLu' 


* red" 
1 


red' 

1 


i 

48/ 

12V 


i 

OVA 


i 

+ 

15V 


i 

15V 


1 

19 


i 

20 


1 

21 

+ 


1 

22 

+ 



INTERCONNECTION 



bLu" bLu" red" red” 



12 3 4 



POWER SUPPLY PCB 1.960.050 



CONVERTER PCB 1.960.051 (OPTION) 





I ^ 4^ 4^ UVL 

MAINS SUPPLY GND 



48/ OVA + - 19 20 21 22 INTERCONNECTION 1 

12V 15V 15V - - + + 

I SUPPLY 1 SEE DIAGRAM i— 



POWER SUPPLY PCB 1.960.050 



CONVE 
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OT[U]E)E^ 



MONO EINGANGSEINHEIT 



2CH 1.960.221 MONO INPUT UNIT 

4CH 1.960.241 



2CH 1.960.221 
4CH 1.960.241 




P 



MONO INPUT 



PIN 


NAME 


REMARK 


01 


CHASSIS 


METAL FRAME 


02 


OV-E 


OV EXTERN 


03 


PHANT 


PHANTOM POWERING 


04 


MIC'SIGN 


MIC SIGNALLING 


05 


PFL'SIGN 


PFL SIGNALLING 


06 


M-SIGN 


MASTER SIGNALLING 


07 




NC 


08 


GEN-A 


GENERATOR OUT. A 


09 


PF'OUT 


PF OUTPUT 


10 


AF'OUT 


AF OUTPUT 


11 




RES. 


12 




RES. 


13 




RES. 


14 


MIC-CUT 


MIC SWITCH 


15 


MIC* OUT 


MIC OUTPUT 


16 


MUTE 


CHANNEL MUTE 



1.960.221/241 



|- BUS BOARD P3 • 



1 .960.113/114 - 




P3 






PIN 


NAME 


REMARK 


- 01 


B-PFL-L 


PFL-OQ BUS LEFT 


- 02 


B-PFL-R 


PFL OQ BUS RIGHT 


- 03 


B'M*3 


MASTER 3; OQ BUS 


- 04 


B-M-1 


MASTER 1; OQ BUS 


- 05 


OV-REF 


OV REFERENCE 


- 06 


B-M-2 


MASTER 2; OQ BUS 


- 07 


B-M-4 


MASTER 4; OQ BUS 


- 08 


B'AUX'I 


AUX 1; OQ BUS 


- 09 


B-AUX-2 


AUX 2; OQ BUS 


- 10 


+15V 


+SUPPLY 


- 11 


OV-A 


GROUND AUDIO 


- 12 


OV-L 


GROUND SIGN (LOGIC 


- 13 


-15V 


-SUPPLY 


- 14 


-6V 


-SUPPLY 


- 15 




RES. 


- 16 




RES. 
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MONO INPUT UNIT 



(1.960.210) 



1 .960.221-83 
1 .960.241-83 



.HANUFACTURER 



DESCRIPTION. 



.MANUFACTURER 




c""w 




59 ! 22!3101 

59 ! 34!4101 

59 ! 22!3101 




59!o5;1681 

59’34'n51 




680 pF 
680 pF 
150 pF 



c!"!92 

c.'.y.ss 

C...101 

C...102 

C...103 

C...104 

C...105 

C...106 

c!!!io8 

C'.'.AIQ 




si.u.zzzo 

59!22!3m 



notijs^ 





c!;;ii5 



59.34.0479 

59 1 99! 0625 

59.99.0625 




59344151 option 3 

59344151 option 3 






100 kOha 




100 kOha 
10 kOha 





57115106 option 
57113105 option 
57113330 option 










option 2 : interrupt 
option 2 : interrupt 
option 2 : 57.11.3000 
option 2 : link 2.5Ma 




by D39 




85/08/14 - click suppression aute-, fader 
additional C28 560pF CE 



85/10/15 - iaprovei 
85/12/19 - iaprovei 
86/02/27 - technici 
86/03/18 - technici 

86/05/25 - click si 
88/11/18 - click SI 
89/07/27 - click si 



1(01) 90/12/04 - oscillating si 

1(02) 90/03/20 - new fader 1.9( 



»4ANUFACTURER: Bu«6urndy. Ex>Exar, 



Ra>Raytheon, Sig-Sigr 



1.960.210.83 MONO- INPUT-UNIT 
1.960.210.83 HONO-INPUT-UNIT 
1.960.210.83 HONO-INPUT-UNIT 
1.960.210.83 HONO-INPUT-UNIT 



TA 89/07/2700 
TA 90/12/0401 
FRI92/09/3002 
FRI93/01/0503 










option 1 : sieh« Optionenliiste 
option 2 : siehe OptionenliiJte 
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SUMMEN-AUSGANGSEINHEIT (HOCHPEGEL-EINGANG 2CH) 1 .960.321 
(HOCHPEGEL-EINGANG 4CH) 1.960.341 



MASTER OUTPUT UNIT 



(HL INPUT 2CH) 1.960.321 
(HL INPUT 4CH) 1.960.341 






P3 



P 



[ 



MASTER UNIT T. 960 . 321 /341 



PIN 


NAME 


REMARK 


01 


CHASSIS 


METAL FRAME 


02 


OV*E 


OV EXTERN 


03 




NC 


04 




NC 


05 


PFL'SIGN 


OV=PFL / -6V=M0N. 


06 


M-SIGN 


MASTER SIGNALLING 


07 


LINK 


LIMITER LINK 


08 


GEN-A 


GENERATOR OUT. A 


09 


PF-OUT 


PF OUTPUT MASTER 


10 


AF'OUT 


AF OUTPUT MASTER 


11 




RES. 


12 




RES. 


13 


GRM 


GAIN REDUCT. METER 


14 


M-OUT-A 


MASTER OUTPUT A 


15 


M-OUT'B 


MASTER OUTPUT B 


16 


MUTE 


MUTE HL INPUT 



PIN 


NAME 


REMARK 


- 01 


B-PFL'L 


PFL-OQ BUS LEFT 


- 02 


B-PFL'R 


PFL OQ BUS RIGHT 


- 03 


B*M*3 


MASTER 3; OQ BUS 


- 04 


B-M-1 


MASTER 1; OQ BUS 


- 05 


OV'REF 


OV REFERENCE 


- 06 


B-M-2 


MASTER 2; OQ BUS 


- 07 


B'M'4 


MASTER 4; OQ BUS 


- 08 


B-AUX-1 


AUX 1; OQ BUS 


- 09 


B-AUX-2 


AUX 2; OQ BUS 


- 10 


+15V 


+SUPPLY 


- 11 


OV'A 


GROUND AUDIO 


- 12 


OV'L 


GROUND SIGN (LOGIC) 


- 13 


-15V 


-SUPPLY 


- 14 


-6V 


-SUPPLY 


- 15 




RES. 


- 16 


M- INPUT 


MASTER INPUT 





OTyP[E[M] 



MASTER UNIT (1.960.310) 1.960.321-85 

1 .960.341-85 



INPUT 
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CE-Cera»ic. CF<arbon Film, EL-Eilectrolytic, HF«Hetal Fill, 
PE«Polyester, PP»Polypropylen, PS-Polystyrol 

MANUFACTURER: Bu«6urndy, Ex«Exar, Fc*Fairchi1d, GI«Genera1 Instrument 
HP-Hewlett PackanI, ITT-Intermetall , Mot-Hotorola, NafN 
{Matsushita), NS-Mational Semiconductors, Ph»Philips, 
Ra«Raytheon, Sig>E>ignetics, Six«S11iconix, St^Studer, 
TI“Texas Instrument 
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CR MONITOR EINHEIT (STEREO) 



CR MONITOR UNIT (STEREO) 



BUS BOARD P5 
I BUS 1 



01 CHASSIS 

02 OV'E 

03 PHANT 

04 MIC-SIGN 

05 PFL-SIGN 

06 M-SIGN 

07 M'LINK 

08 GEN-A 



1 .960.117/118 - 

CONNECTION-, n 




Soldering 
eyelet: ■- 



■ BUS BOARD P4 — 
I A BUS- 



■ 1.960.115 ■ 
1 rr A B - 



01 AUX-1-A — 


M-1-A 


02 M-1-B — 


AUX-1-B 


03 AUX-2-A — 


M-2-A 


04 M-2'B — 


AUX-2-B 


05 TBS -A — 


M-3-A 


06 M-3-B — 


TBS-B 


07 MON-1 -A — 


M'4'A 


08 M-4-B — 


MON'2'A 


09 MON ■ OV — 


MET-1-A 


10 MET-1-B — 


AM-1-A 


11 AM-OV — 


MET-2-A 


12 MET-2-B — 


AM-2-A 


13 ASM-1-A — 


PFL-SP 


14 CAL'LED — 


ASM-OV 


15 ASM-2-A — 


STU-LED 


16 REY-LED — 


MON-20dB 



BUS BOARD P3 ■ 
, BUS 1 



01 


B-PFL'L 


02 


B-PFL-R 


03 


B-M-3 


04 


B-M-1 


05 


OV-REF 


06 


B-M-2 


07 


B-M-4 


08 


B-AUX-1 


09 


B-AUX-2 


10 


+15V 


11 


OV'A 


12 


OV-L 


13 


-15V 


14 


-6V 


15 


RES. 


16 





1 .960.113/114 - 

CONNECTION-, n 



Soldering 
eyelet: ■— 



NAME 


REMARK 


CHASSIS 


METAL FRAME 


OV-E 


OV EXTERN 




NC 


MIC-SIGN 


MIC SIGNALLING 


PFL-SIGN 


PFL SIGNALLING 




NC 




NC 




NC 


+SUPPLY 


EXTERN DC POWER + 


+SUPPLY 


EXTERN DC POWER + 


-SUPPLY 


EXTERN DC POWER - 


-SUPPLY 


EXTERN DC POWER - 


MON -MUTE 


MONITOR MUTE 


TBtoPFL 


TB RETURN TO PFL 


STU-MUTE 


STUDIO MUTE 




RES. 




NAME 


REMARK 


AUX-1-A 


AUX 1A OUTPUT 


M-1-B 


MASTER IB OUTPUT 


AUX-2-A 


AUX 2A OUTPUT 


M-2-B 


MASTER 2B OUTPUT 


TBS -A 


TALK BACK STUDIO A 


M-3-B 


MASTER 3B OUTPUT 


M0N-1-A 


MONITOR 1A OUTPUT 


M-4-B 


MASTER 4B OUTPUT 


MON-OV 


MONITOR OV SUPPLY 


MET-1-B 


METER IB 


AM-OV 


AUX MON. OV INP. 


MET-2-B 


METER 2B 


CAL-LED 


CALL LED SIGN. 


REY-LED 


READY LED SIGN. 



M‘1>A MASTER 1A OUTPUT 
AUX-I'B AUX IB OUTPUT 
M-2-A MASTER 2A OUTPUT 
AUX-2-B AUX *28 OUTPUT 
M-3-A MASTER 3A OUTPUT 
TBS-B TALK BACK STUDIO-B 
M-4-A MASTER 4A OUTPUT 
M0N-2-A MONITOR 2A OUTPUT 
MET»1*A METER 1A 
AM-1 -A AUX MONITOR 1A INP. 
MET-2-A METER 2A 
AM-2-A AUX MONITOR 2A INP. 
PFL-SP PFL SPEAKER 

STU'LED STUDIO LED SIGN. 
M0N-20dB MONITOR 20dB ATTEN. 



NAME 


REMARK 


B-PFL-L 


PFL OQ BUS LEFT 


B-PFL-R 


PFL OQ BUS RIGHT 




NC 




NC 


OV-REF 


OV REFERENCE 




NC 




NC 




NC 




NC 


+15V 


+SUPPLY 


OV-A 


GROUND AUDIO 


OV-L 


GROUND SIGN (LOGIC) 


-15V 


-SUPPLY 


-6V 


-SUPPLY 




RES. 




RES. 



PIN 

NO. 


SIGNAL 

NAME 


01 


OV-L 


02 


PFL-L 


03 


PFL-R 


04 


STU-ON 


05 


AUX-1-A 


06 


AUX- 1-B 


07 


OV-E 


08 


C-1-1-A 


09 


C-1-1-B 


10 


M-2-A 


11 


M-2-B 


12 


AUX-2-A 


13 


AUX-2-B 


14 


C-2-1-A 


15 


C-2-1-B 


16 


-SUPPLY 


17 


-SUPPLY 


18 


CR-1-A 


19 


CR-1-B 


20 


TB-A 


21 


TB-B 


22 


T-1-1-A 


23 


T-1-1-B 


24 


C-1-2-A 


25 


C-1-2-B 


26 


M-3-A 


27 


M-3-B 


28 


T-2-1-A 


29 


T-2-1-B 


30 


C-2-2-A 


31 


C-2-2-B 


32 


READY 


33 


CAL-LED 


34 


CR-2-A 


35 


CR-2-B 


36 


-6V 


37 


PFL-SIGN 


38 


CHASSIS 


39 


T-1-2-A 


40 


T-1-2-B 


41 


M-1-A 


42 


M-1-B 


43 


M-4-A 


44 


M-4-B 


45 


T-2-2-A 


46 


T-2-2-B 


47 


+SUPPLY 


48 


+SUPPLY 


49 


CAL-SEND 


50 


G.S 



50pin D-TYPE CONNECTOR P6 



Signal protocol 



ruiMciiuiN INF^UTS ' 

OUTPUTS — 
PRELISTENING — 
CR MONITOR OUTPUTS — 
TALK-BACK/ INTERCOM — 
SIGNALIZATION — 

SUPPLY VOLTAGES — 

OV SIGN. ■ 

PRE FADE LISTENING LEFT ■ 

PRE FADE LISTENING RIGHT ■ 

STUDIO ON ■ 

AUXILIARY OUTPUT 1-A i 

AUXILIARY OUTPUT 1-B i 

OV SCREEN CABLE ■ 

CONNECTOR Cl INPUT 1-A 

CONNECTOR Cl INPUT 1-B 

MASTER 12 OUTPUT A i 

MASTER 22 OUTPUT B i 

AUXILIARY OUTPUT 2-A i 

AUXILIARY OUTPUT 2-B i 

CONNECTOR C2 INPUT 1-A 

CONNECTOR C2 INPUT 1-B 

EXTERN POWER - ■ 

EXTERN POWER - ■ 

CR MONITOR OUTPUT L-A ■ 

CR MONITOR OUTPUT L-B ■ 

TALK BACK OUTPUT A ■ 

TALK BACK OUTPUT B ■ 

TAPE1 RETURN 1-A 

TAPE1 RETURN 1-B 

CONNECTOR Cl INPUT 2-A 

CONNECTOR Cl INPUT 2-B 

MASTER 23 OUTPUT A i 

MASTER 23 OUTPUT B i 

TAPE2 RETURN 1-A 

TAPE2 RETURN 1-B 

CONNECTOR C2 INPUT 2-A 

CONNECTOR C2 INPUT 2-B 

READY SIGNALISATION ■ 

CALL LED SIGNALISATION ■ 

CR MONITOR OUTPUT R-A ■ 

CR MONITOR OUTPUT R-B ■ 

- SUPPLY a 

PFL SIGNALISATION a 

METAL FRAME 

TAPE1 RETURN 2-A 

TAPE1 RETURN 2-B 

MASTER 21 OUTPUT A i 

MASTER 21 OUTPUT B i 

MASTER 24 OUTPUT A i 

MASTER 24 OUTPUT B i 

TAPE2 RETURN 2-A 

TAPE2 RETURN 2-B 

EXTERN POWER + a 

EXTERN POWER + a 

CALL SEND SIGNALISATION a 

GROUND SIGNALISATIONI a 



Pin assignment 



CR MONITOR CONNECTOR 



CR MONITOR 1.960.420 - Terminal box 

(P6) - Connection cal 



D-TYP MALE 
VIEW FROM 
—CONNECTOR SIDIE- 



D-TYP FEMALE 
VIEW FROM 
—SOLDER SIDE — 



e 


1 .960.061 


PIN 


WIRE COLOR 


01 


wht 


02 


brn 


03 


grn 


04 


blk/gry/pnk 


05 


gry/wht 


06 


yel/brn 


07 


red/blk/blu 


08 


yel/blk/wht 


09 


yel/blk/brn 


10 


vio 


11 


pnk/gry 


12 


red/blu 


13 


grn/wht 


14 


grn/brn 


15 


yel/wht 


16- 


blk+red+blu 


17— 


1 1 1 


18 


gry/brn 


19 


pnk/wht 


20 


pnk/brn 


21 


blu/wht 


22 


blu/brn 


23 


red/wht 


24 


red/brn 


25 


blk/wht 


26 


brn/blk 


27 


grn/gry 


28 


yel/gry 


29 


pnk/grn 


30 


pnk/yel 


31 


blu/grn 


32 


yel/blu 


33 


red/grn 


34 


yel/red 


35 


grn/blk 


36 


yel/blk 


37 


blu/gry 


38 


blu/pnk 


39 


red/gry 


40 


red/pnk 


41 


blk/gry 


42 


blk/pnk 


43 


blu/blk 


44 


red/blk 


45 


brn/wht/blk 


46 


grn/yel/blk 




red+yel+gry 
1 1 1 


49 1 


grn/wht/blk 


50 


brn/blk/grn 






CR MONITOR 
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HILFSSUMMEN-AUSGANGSEINHEIT AUX 
MIT STUDIO-MONITORTEIL 



AUXILIARY OUTPUT UNIT 
WITH STUDIO MONITOR SECTION 



• BUS BOARD P5 ■ 
I BUS 1 



01 CHASSIS 

02 OV'E 

03 PHANT 

04 MIC-SIGN 

05 PFL'SIGN 

06 M-SIGN 

07 M-LINK 

08 GEN-A 

09 

10 
11 



1 .960.117/118 ■ 

rCONNECTION-i n 



AUX UNIT / STUDIO MONITOR 



TB'A 


■-4 


TB*B 


■— 


BULB 


■— 


TB-RET-A 


■— 


TB-RET-B 


■- 


TBtoPFL 


■— 


STU-MUTE 


■— 


CH*MUTE 


■- 



Soldering 
eyelet: ■— |- 



1.960.115 - 

1 rr A B - 



1 .960.113/114 - 

CONNECTION-, n 



Soldering 
eyelet: ■- 



NAME 


REMARK 


CHASSIS 


METAL FRAME 


OV-E 


OV EXTERN 


PHANT 


PHANTOM POWERING 




NC 




NC 




NC 




NC 


GEN'A 


GENERATOR OUT A 


TB-A 


TB OUTPUT A 


TB-B 


TB OUTPUT B 


BULB 


ILLUMINATION 


TB*RET*A 


TB RETURN A 


TB-RET-B 


TB RETURN B 


TBtoPFL 


TB RETURN TO PFL 


STU*MUTE 


STUDIO MUTE 


CH'MUTE 


INPUT CHANNEL MUTE 




NAME 


REMARK 


AUX-1-A 


AUX 1A OUTPUT 


M-1*B 


MASTER IB OUTPUT 


AUX-2-A 


AUX 2A OUTPUT 


M-2-B 


MASTER 2B OUTPUT 


TBS -A 


TALK BACK STUDIO A 


M'3'B 


MASTER 3B OUTPUT 


MON'I'A 


MONITOR 1A OUTPUT 


M-4-B 


MASTER 4B OUTPUT 


MON'OV 


MONITOR OV SUPPLY 


ASM-1 .A 


AUX STU.M0N.1A INP. 


ASM-2-A 


AUX STU.M0N.2A INP. 



M-1-A MASTER 1A OUTPUT 
AUX-1-B AUX IB OUTPUT 
M*2*A MASTER 2A OUTPUT 

AUX-2-B AUX-2B OUTPUT 
M*3>A MASTER 3A OUTPUT 

TBS'B TALK BACK STUDIO-B 

M-4-A MASTER 4A OUTPUT 

M0N-2-A MONITOR 2A OUTPUT 



ASM'OV AUX STUDIO MON.OV 



M0N-20dB MONITOR 20dB ATTEN. 



NAME 


REMARK 




NC 




NC 


B-M-3 


MASTER 3; OQ BUS 


B-M-1 


MASTER 1; OQ BUS 


OV-REF 


OV REFERENCE 


B-M-2 


MASTER 2; OQ BUS 


B-M-4 


MASTER 4; OQ BUS 


B-AUX-1 


AUX 1; OQ BUS 


B-AUX-2 


AUX 2; OQ BUS 


+15V 


+SUPPLY 


OV-A 


GROUND AUDIO 


OV-L 


GROUND SIGN (LOGIC) 


-15V 


-SUPPLY 


-6V 


-SUPPLY 




RES. 




RES. 



D-TYPE CONNECTOR P6 



Signal protocol 



PIN 

NO. 


SIGNAL 

NAME 


01 


-6V 


02 


CH-MUTE 


03 


TB S-SIG 


04 


TB SIG+ 


05 


OV-L 


06 


TB-MIC-B 


07 


TB-MIC-A 


08 


CHASSIS 


09 


OV-E 


10 


AUX-1 A 


11 


AUX-1-B 


12 


AUX-2-A 


13 


AUX-2-B 


14 


STU-1-A 


15 


STU-1-B 


16 


STU-2-A 


17 


STU-2-B 


18 


C-1-1-A 


19 


C-1-1-B 


20 


C-1-2-A 


21 


C-1-2-B 


22 


C-2-1-A 


23 


C-2-1-B 


24 


C-2-2-A 


25 


C-2-2-B 



AUX OUTPUTS ■ 
PROGRAM INPUTS — 



STUDIO MONITOR OUTPUTS ' 
TALK BACK/INTERCOM — 
SIGNALIZATION — 
SUPPLY VOLTAGES — 

-SUPPLY (OUT) ■ 

CHANNEL MUTE 

TALK BACK SEND SIGN ■ 

TALK BACK SIGN. (+) ■ ■ 

GROUND SIGN. (LOGIC) ■ 

TALK BACK MIC-B ■ 

TALK BACK MIC-A ■ 

METAL FRAME ■ 

OV SCREEN CABLE 
AUXILIARY OUTPUT 1-A 

AUXILIARY OUTPUT 1-B 

AUXILIARY OUTPUT 2-A 

AUXILIARY OUTPUT 2-B 

STUDIO MONITOR OUTPUT 1-A 
STUDIO MONITOR OUTPUT 1-B 
STUDIO MONITOR OUTPUT 2-A 
STUDIO MONITOR OUTPUT 2-B 
CONNECT. Cl (CHI) INPUT 1-A 
CONNECT. Cl (CHI) INPUT 1-B 
CONNECT. Cl (CH2) INPUT 2-A 
CONNECT. Cl (CH2) INPUT 2-B 
CONNECT. C2 (CHI) INPUT 1-A 
CONNECT. C2 (CHI) INPUT 1-B 
CONNECT. C2 (CH2) INPUT 2-A 
CONNECT. C2 (CH2) INPUT 2-B 



are assigned as inputs of the studio monitor extension 
when the AUX MONITOR CR/STUDIO module 1.960.452 is used 



Pin assignment 

STUDIO MONITOR 
CONNECTOR 
to STUDIO MONITOR 
1 .960.501 

D-TYP MALE 
VIEW FROM 

CONNECTOR SIDE 



STUDIO MONITOR 



- Terminal box 

- Connection cable 

D-TYP FEMALE 
VIEW FROM IP 

SOLDER SIDE U 



11 pnk/gry 

12 red/blu 

13 grn/wht 

14 grn/brn 

15 yel/wht 

16 yel/brn 

17 gry/wht 

18 gry/brn 

19 pnk/wht 

20 pnk/brn 

21 blu/wht 

22 brn/blu 

23 red/wht 

24 red/brn 

25 blk/wht 
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HILFSSUMMEN-AUSGANGSEINHEIT AUX 
(OHNE STUDIO-MONITORTEIL) 



AUXILIARY OUTPUT UNIT 
(W.H. STUDIO MONITOR SECTION) 



BUS BOARD P5 
I BUS 1 



1 .960.117/118 ■ 

CONNECTION-, n 



TB'A 


,1 


TB-B 


■— 


BULB 


■— 


TB-RET-A 


■— 


TB'RET'B 


■— 


TBtoPFL 


■— 


STU-MUTE 


■— 


CH*MUTE 


■- 



Soldering 
eyelet: ■- 



NAME 


REMARK 


CHASSIS 


METAL FRAME 


OV-E 


OV EXTERN 


PHANT 


PHANTOM POWERING 




NC 




NC 




NC 




NC 


GEN'A 


GENERATOR OUT A 


TB*A 


TB OUTPUT A 


TB-B 


TB OUTPUT B 


BULB 


ILLUMINATION 


TB-RET-A 


TB RETURN A 


TB-RET-B 


TB RETURN B 


TBtoPFL 


TB RETURN TO PFL 


STU-MUTE 


STUDIO MUTE 


CH-MUTE 


INPUT CHANNEL MUTE 



01 AUX-1-A — 


M-1-A 


02 M-1-B — 


AUX-1-B 


03 AUX-2-A — 


M-2-A 


04 M-2-B — 


AUX-2-B 


05 TBS-A — 


M-3-A 


06 M-3-B — 


TBS-B 


07 MON - 1 - A — 


M-4-A 


08 M-4-B — 


M0N-2-A 


09 MON-OV — 


MET-1 -A 


10 MET-1-B — 


AM-1-A 


11 AM-OV — 


MET-2-A 


12 MET-2-B — 


AM-2-A 


13 ASM-1-A — 


PFL-SP 


14 CAL-LED — 


ASM-OV 


15 ASM-2-A — 


STU-LED 


16 REY-LED — 


M0N~20dB 



NAME 


REMARK 


AUX-1-A 


AUX 1A OUTPUT 


AUX-1-B 


AUX IB OUTPUT 


AUX-2-A 


AUX 2A OUTPUT 


AUX-2-B 


AUX-2B OUTPUT 


TBS-A 


TALK BACK STUDIO A 


TBS-B 


TALK BACK STUDIO-B 


M0N-1-A 


MONITOR 1A OUTPUT 


M0N-2-A 


MONITOR 2A OUTPUT 


MON - OV 


MONITOR OV SUPPLY 


M0N-20dB 


MONITOR 20dB ATTEN. 



■ BUS BOARD P3 ■ 
I BUS 1 



01 B-PFL'L 

02 B-PFL-R 

03 B-M-3 

04 B*M*1 

05 OV-REF 

06 B'M'2 

07 B-M*4 

08 B-AUX-1 

09 B*AUX-2 

10 +15V 

11 OV'A 

12 OV.L 

13 -15V 

14 -6V 

15 -RES 

16 



1 .960.113/114 ■ 

CONNECTION-! n 



Soldering 
eyelet: ■- 



NAME 


REMARK 




NC 




NC 


B-M-3 


MASTER 3; OQ BUS 


B-M-1 


MASTER 1; OQ BUS 


OV-REF 


OV REFERENCE 


B-M-2 


MASTER 2; OQ BUS 


B-M-4 


MASTER 4; OQ BUS 


B-AUX-1 


AUX 1; OQ BUS 


B-AUX-2 


AUX 2; OQ BUS 


+15V 


+SUPPLY 


OV-A 


GROUND AUDIO 


OV-L 


GROUND SIGN (LOGIC) 


-15V 


-SUPPLY 


-6V 


-SUPPLY 




RES. 




RES. 





o o o 







SEND 






OTyp[i^ 
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MONITOR-ERWEITERUNGSEINHEIT 



AUX CR 
AUX CR/STUDIO 



1.960.450 

1.960.452 



MONITOR EXTENSION UNIT 



AUX CR 
AUX CR/STUDIO 



1.960.450 

1.960.452 




p BUS BOARD P4 

NAME NAME 

01 AUX-1 -A — M-1 »A 

02 M-1 -B — AUX-1 

03 AUX-2-A — M-2-A 

04 M-2-B — AUX-2 

05 TBS-A — M-3*A 

06 M-3-B — TBS*B 

07 M0N»1-A — M'4«A 

08 M-4-B — M0N*2 

09 MON'OV — MET-1 

10 MET.I'B — AM-1-, 

11 AM'OV — MET-2 

12 MET-2-B — AM-2-, 

13 ASM-I'A — PFL-S 

14 CAL-LED — ASM-0 

15 ASM-2-A — STU-L 

16 REY-LED — M0N-2i 



■ BUS BOARD P3 ■ 
, BUS , 



01 


B-PFL-L 


02 


B-PFL-R 


03 


B-M-3 


04 


B-M-1 


05 


OV-REF 


06 


B-M-2 


07 


B-M-4 


08 


B-AUX-1 


09 


B-AUX-2 


10 


+15V 


11 


OV-A 


12 


OV-L 


13 


-15V 


14 


-6V 


15 


RES. 


16 





1 .960.113/114 ■ 

CONNECTION-, 



Soldering 
eyelet: ■- 




• AUX MONITOR UNIT ■ 



■ 01 CHASSIS I METAL FRAME 

■ 02 OV-E OV EXTERN 



NAME 


REMARK 


AM-1-A 


AUX MON. 1A OUTPUT 


AM-OV 


AUX MONITOR OV 


AM-2-A 


AUX MON. 2A OUTPUT 


ASM-1-A 


AUX STUDIO MON. 1A 


ASM-OV 


AUX STUDIO MON. OV 


ASM-2-A 


AUX STUDIO MON. 2A 



NAME 


REMARK 


OV-REF 


OV REFERENCE 


+15V 


+SUPPLY 


OV-A 


GROUND AUDIO 


OV-L 


GROUND SIGN (LOGIC) 


-15V 


-SUPPLY 


-6V 


-SUPPLY 



PIN 

NO. 


SIGNAL 

NAME 


01 


C-1-1-A 


02 


C-1-1-B 


03 


C-1-2-A 


04 


C-1-2-B 


05 


C-2-1-A 


06 


C-2-1-B 


07 




08 


C-2-2-A 


09 


C-2-2-B 


10 


C-3-1 A 


11 


C-3-1-B 


12 


C-3-2-A 


13 


C-3-2-B 


14 


C-4-1-A 


15 


C-4-1-B 


16 


C-4-2-A 


17 


C-4-2-B 


18 


C-5-1-A 


19 


C-5-1-B 


20 


C-5-2-A 


21 


C-5-2-B 


22 


C-6-1-A 


23 


C-6-1-B 


24 


C-6-2-A 


25 


C-6-2-B 


26 


C-7-1-A 


27 


C-7-1-B 


28 


C-7-2-A 


29 


C-7-2-B 


30 


C-8-1-A 


31 


C-8-1-B 


32 


C-8-2-A 


33 


C-8-2-B 


34 


RES 


35 


RES 


36 


RES 


37 


RES 


38 


RES 


39 


RES 


40 


RES 


41 


RES 


42 


OV-E 


43 


RES 


44 


RES 


45 


OV-E 


46 


CHASSIS 


47 


C-9-1-A 


48 


C-9-1-B 


49 


C-9-2-A 


50 


C-9-2-B 



50pin D-TYPE CONNECTOR P6 



Signal protocol 



p CH1/L • 

CH2/R — 

INPUTS A-line -i 

>— B-LINE 1 

AUDIO GROUND — 1 
CONNECTOR CODING — I 
UNASSIGNED — I 



AUX MONITOR 
CONNECTOR 

to AUX MONITOR UNIT 
1 .960.450/4152 

D-TYP MALE 
VIEW FROM 

CONNECTOR SIDE 



CABLE CONNECTOR AUX MONITOR 



D-TYP FEMALE 
VIEW FROM 
—SOLDER SIDE 



CONNECT. Cl 
CONNECT. Cl 
CONNECT. Cl 
CONNECT. Cl 
CONNECT. C2 
CONNECT. C2 
KEY 

CONNECT. C2 
CONNECT. C2 
CONNECT. C3 
CONNECT. C3 
CONNECT. C3 
CONNECT. C3 
CONNECT. C4 
CONNECT. C4 
CONNECT. C4 
CONNECT. C4 
CONNECT. C5 
CONNECT. C5 
CONNECT. C5 
CONNECT. C5 
CONNECT. C6 
CONNECT. C6 
CONNECT. C6 
CONNECT. C6 
CONNECT. C7 
CONNECT. C7 
CONNECT. C7 
CONNECT. C7 
CONNECT. C8 
CONNECT. C8 
CONNECT. C8 
CONNECT. C8 



OV SCREEN CABLE 



e 


1 .960.062 


PIN 


WIRE COLOR 


01 


wht 


02 


brn 


03 


grn 


04 


yel 


05 


grn 


06 


pnk 


07 


KEY 


08 


red 


09 


blk 


10 


vio 


11 


pnk/gry 


12 


red/blu 


13 


grn/wht 


14 


grn/brn 


15 


yel/wht 


16 


yel/brn 


17 


gry/wht 


18 


gry/brn 


19 


pnk/wht 


20 


pnk/brn 


21 


blu/wht 


22 


blu/brn 


23 


red/wht 


24 


red/brn 


25 


blk/wht 


26 


blk/brn 


27 


grn/gry 


28 


yel/gry 


29 


grn/pnk 


30 


yel/pnk 


31 


grn/blu 


32 


yel/blu 


33 


grn/red 


34 


yel/red 


35 


grn/blk 


36 


yel/blk 


37 


blu/gry 


38 


blu/pnk 


39 


red/gry 


40 


red/pnk 


41 


gry/blk 


42 


pnk/blk 


43 


blu/blk 


44 


red/blk 


45 


brn/wht/blk 


46 


grn/yel/blk 


47 


pnk/gry/blk 


48 


red/blu/blk 


49 


grn/wht/blk 


50 


grn/brn/blk 
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METER PANEL 2CH 1 .961 .902-81 

METER PANEL 4CH 1 .961 .904-81 PART 1 
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METER PANEL 2 CH 



1 .961 .902-81 



Ad ..POS REF. No... DESCRIPTION MANUFACTURER 



3.3 nF 10% 

330 pF 5% 

100 uF -20% 

100 uF -20% 

680 pF 1% 

680 pF 1% 

100 uF -20% 

1 uF 5% 

15 nF 6% 

1 nF 10% 

1 nF 10% 

3.3 nF 10% 

330 pF 5% 

100 uF -20% 

100 uF -20% 

680 pF 1% 

680 pF 1% 

100 uF -20% 

1 uF 5% 

15 nF 5% 

1 nF 10% 

1 nF 10% 

220 pF 

100 uF -20% 

470 nF 5% 

220 pF 

100 uF -20% 



7.5 nF 1% 
3.9 nF 1% 
100 uF -20% 
100 uF -20% 



7.5 nF 1% PS 
3.9 nF 1% PS 
100 uF -20% lOV EL 
100 uF -20% lOV EL 



100 uF -20% 
22 uF -20% 
22 uF -20% 
100 uF -20% 
220 pF 10% 
220 nF 5% 
220 nF 5% 
100 uF -20% 
15 nF 5% 
100 uF -20% 
100 uF -20% 



1N4448 
1N4448 
1N4448 
1N4448 
1N4448 
1N4448 
1N4448 
1N4448 
1N4448 
1N4448 
1N4448 
1N4448 
1N4448 
1N4448 
1N4448 
ZD 5V1 

BAT 42 schottky 

1N4448 

1N4448 

1N4448 

1N4448 

1N4448 

ZD 5V1 

BAT 42 schottky 



400mW BZX83C 15 .BZX55C 15 ,ZPD 15 



MV5353 yellow 
MV5753 red 
MV5353 yellow 
HV5453 green 



50.09.0107 RC4559 dual op. amp. 

50.09.0101 TL 072 dual op. amp. ( LF 353 N ) 

50.09.0103 TL 071 single op. amp. 

50.09.0107 RC4559 dual op. amp. 



IC 


.201 


50.09.0107 


RC4559 


duft 


op. amp. 




Ra,NEC 


IC 


.202 


50.09.0101 


TL 


072 


dua 


op. amp. 


( LF 353 N ) 


TI 


IC 


.203 


50.09.0103 


TL 


071 


single op. amp. 


TI 


IC 


.204 


50.09.0107 


RC45S9 


dua 






Ra,NEC 


. IC 


.501 


50.09.0107 


RC4559 


dua 


op. amp. 




Ra,NEC 


IC 


.502 


50.09.0101 


TL 


072 


dua 


op. amp. 


( LF 353 N ) 


TI 


IC 


.601 


50.09.0107 


RC4559 


dua 


op. amp 




Ra,NEC 


IC 


.602 


50.09.0101 


TL 


072 


dua 


op. amp. 


( LF 353 N ) 


TI 


IC 


.701 


50.09.0107 


RC4559 


dua 


op. amp 




Ra,NEC 


IC 


.702 


50.11.0110 


MC1496P 


ba1 


need modulator 


Hot 


IC 


.801 


50.09.0107 


RC4559 


dua 


op. amp 




Ra,NEC 


IC 


.901 


50.10.0106 


TL 


431 C 


adjustable shunt regulator 


TI,Mot 


JSJ...1 


54.01.0021 




4 pcs 




jumper jack 




JSP...1 


54.01.0020 




14 pcs 




jumper plug 






LS 


.801 


71.01.0157 


150 Ohm 


lU 




low power loudspeaker 


philips 


ME 


.101 








PPM= 


191300101 


or VU-191300102 


St 


ME 


.201 








PPM- 


191300101 


or VU-191300102 


St 


ME 


.501 




120 uA 




191300108 


indicator 


St 


HE 


.601 




12C 


uA 




191300108 


ndi cator 


St 


HE 


.701 




30C 


uA 




191300103 


correl ator 


St 


HE 


.901 




12C 


uA 




191300107 


i ndi cator 


St 


ME 


.902 




12C 


uA 




191300107 


indicator 


St 


HP 


...1 






2 pcs 




55150128 


cnob grey 


St 


MP 


...2 






2 pcs 




55150132 


switch extending (for 


MPl) St 


MP 


...3 


53!o3!o166 


14 pcs 


IC-s 


ocket 8 pi 


MP 


...4 


53.03.0167 






IC-socket 14 pi 






HP 


...5 


50.20.2001 








clip 2*T0 92 




HP 


...6 


1.961.900.22 




1 pcs 




Lautsprecherhalter 




HP. 


...7 


65.99.0156 




1 pcs 




Doppel sei ti 


ges-Klebeband 




HP. 


...8 


28.21.1480 




2 pcs 




Hohiniete 




HP. 


...9 


21.01.0354 




2 pcs 




Zy1 i nderschraube H3*6 




MP. 


..10 


24.16.1030 




2 pcs 




Sicherungss 


chei be 




HP. 


..11 


1.010.018.22 




2 pcs 




Nietmutter 


H3»12 




HP. 


..12 


1.010.202.64 




1 pcs 




Litze 70mm 






MP. 


..14 


1.010.206.64 








Litze 70mm 


blau 




MP. 


..15 


1.010.212.64 




3 pcs 




Litze 120mm 


rot 




MP. 


..16 


1.010.213.64 




2 pcs 




.itze 120mm 


orange 




MP. 


..17 


1.010.216.64 




pcs 




Litze 120mm 


blau 




MP. 


..18 


54.02.0470 




pcs 




Verriegelun 


jshaken 




MP. 


..19 


1.961.900.21 




pcs 




fastenunterlage 




HP. 


..20 


1.961.900.11 




1 pcs 




Panel PCB 






MP. 


.21 


1.010.110.64 




pcs 


wrap-Draht 






MP. 


.22 


1.010.127.65 




pcs 


Schumpf-Schlauch 




MP. 


.23 


1.961.902.04 




pcs 


Nummern-Schild 




MP. 


.24 


43.01.0108 




pcs 


ESE-Warnschild 




P.. 


901 


54.02.0456 


25 pin 




D-type 






Q.. 


101 


50.03.0407 


B 


550 


NPN 


IC>100mA, 


B>250 


any 


Q.. 


102 


50.03.0407 


B 


550 


NPN 


lOlOOmA, 


B>250 




Q.. 


103 


50.03.0407 


BC 550 


NPN 


IC>100mA, 


B>250 




Q-. 


104 


50.03.0516 


BC 337 


NPN 


selected 




St 


Q.. 


105 


50.03.0516 


BC 337 


NPN 


selected 




St 


Q.. 


201 


50.03.0407 


BC 550 


NPN 


IC>100mA, 


B>250 




Q.. 


202 


50.03.0407 


BC 550 


NPN 


IC>100mA, 


B>250 




Q.. 


203 


50.03.0407 


BC 550 


NPN 


IC>100mA, 


B>250 




Q.. 


204 


50.03.0516 


BC 337 


NPN 


selected 




St 


Q.. 


205 


50.03.0516 


BC 337 


NPN 


sel ected 




St 


Q.. 


801 


50.03.0516 


B 


337 


NPN 


selected 




St 


Q.. 


802 


50.03.0516 


BC 337 


NPN 


selected 




St 


Q.. 


803 


50.03.0625 


BC 327 


PNP 


selected 




St 


Q.. 


.804 


50.03.0625 


B< 


327 


PNP 


selected 




St 


R.. 


.101 


57.11.3472 


4.7 


kOhm 


1% 


0.25W 






R.. 


.102 


57.11.3471 


470 


Ohm 


1% 


0.25W 






R.. 


.103 


57.11.3472 


4.7 


kOhm 


1% 


0.25M 






R.. 


.104 


57.11.3471 


470 


Ohm 


1% 


0.25M 






R.. 


.105 


57.11.4392 


3.9 


kOhm 


5% 


0.25M 






R.. 


.106 


57.11.4393 


39 


kOhra 


5% 


0.25W 






R.. 


.107 


57.11.4394 


390 


kOhm 


5% 


0.25W 






R.. 


.108 


57.11.4473 


47 


kOhm 


5% 


0.25W 






R.. 


.109 


58.01.8502 


5 


kOhm 


10% 


0.50M trimming resistor 




R.., 


.110 


57.11.4122 


1.2 


kOhm 


5% 


0.25W 






R... 


.111 


57.11.3113 


11 


kOhm 


1% 


0.25M 






R... 


,112 


57.11.3133 


13 


kOhm 


1% 


0.25W 






R... 


,113 


57.11.4472 


4.7 


kOhm 


5% 


0.25M 






R... 


.114 


57.11.4272 


2.7 


kOhm 


5% 


0.25W 






R... 


,115 


57.11.4821 


820 


Ohm 


5% 


0.25W 






R... 


,116 


57.11.3362 


3.6 


kOhm 


2% 


0.25W 






R... 


117 


57.11.4182 


1.8 


kOhm 


2% 


0.25W 






R... 


118 


57.11.4182 


1.8 


kOhm 


2% 


0.25W 






R... 


119 


57.11.4182 


1.8 


kOhm 


2% 


0.25W 






R... 


120 




not 


used 










R... 


,121 


57.11.4103 


10 


kOhm 


5% 


0.25W 






R... 


122 


57.11.4822 


8.2 


kOhm 


5% 


0.25W 






R... 


123 


57.11.4122 


1.2 


kOhm 


2% 


0.25W 






R... 


124 


57.11.6226 


22 


HOhm 


10% 


0.25M 






R... 


125 


57.11.6226 


22 


MOhm 


10% 


0.25W 






R... 


126 


57.11.4563 


56 


kOhm 


5% 


0.25W 






R... 


127 


57.11.4684 


680 


kOhm 


5% 


0.25W 






R... 


128 


57.11.4103 


10 


kOhm 


5% 


0.25W 






R... 


129 


57.11.4103 


10 


kOhm 


5% 


0.25W 






R... 


130 


57.11.4103 


10 


kOhm 


5% 


0.25W 






R... 


131 
















R... 


132 


5a!oi!8502 


5 


kOhm 


10% 


0.50W trimming resistor 




R... 


133 


57.11.4101 


100 


Ohm 


5% 


0.25W 






R... 


134 


57.11.4184 


180 


kOhm 


5% 


0.25U 







5% 0.25W 
5% 0.25W 

10% 0.50W trirami nc 

1% 0.25W 
1% 0.25W 
1% 0.25W 

10% 0.50W trimminc 

5% 0.25W 
5% 0.25W 
5% 0.25W 
5% 0.25W 
5% 0.25W 
5% 0.25W 
10% 0.25W 
5% 0.25W 
10% 0.25W 
5% 0.25W 
5% 0.25W 
5% 0.25W 
5% 0.25W 
1% 0.25W 
1% 0.25W 

10% 0.50W trimming 
5% 0.25W 
5% 0.25W 
5% 0.25W 
5% 0.25W 
5% 0.25W 
5% 0.25W 
10% 0.25M 
5% 0.25W 
10% 0.25W 
5% 0.25W 
5% 0.25W 
5% 0.25W 
5% 0.25W 
5% 0.25W 
5% 0.25W 
1% 0.25W 
1% 0.25W 
5% 0.25W 
5% 0.25M 
5% 0.25W 
5% 0.25W 
1% 0.25W 
1% 0.25W 



R...811 57.11.4472 4.7 IkOhm 



(01) 86/08/20 faster release after overload 

(02) 91/01/14 stability loudspeaker-amp. 

(03) 93/10/29 LSP impedanz 150 Ohm change to 15 Ohm. 

R807, R808 3.3 Ohm change to 15 Ohm. 

CE=Ceramic, CF=Carbon Film, EL=Electrolytic, HF=Metal Film, 



PE=Polyester, PP»Polypropylen, P!5=Polystyrol 

HANUFACTURER: Bu=Burndy, Ex=Exar„ Fc'Fairchild, GI=Ge:neral Instrument 
HP'Hewlett Packard,, ITT»Interraetall , Hoit^Motorola, 
NS=National Semiconductors, Ph=Philips, Ra^Raytheon , 
Sig-Signetics, Six«Siliconix, St=Studer, 

Tl>Texas Instrument;, CK«C&K 



Diese Liste gilt fuer folgende Bjiugruppen: 



0 Panel ICH PPM 

0 Panel ICH VU 

3 Panel 2CH PPM 

3 Panel 2CH VU 

3 Panel 2CH PPM CORF! 

3 Panel 2CH VU CORF! 

3 Panel ICH PPM 

3 Panel ICH VU 

3 Panel 2CH PPM 

3 Panel 2CH VU 

3 Panel 2CH PPM CORR! 

3 Panel 2CH VU CORR: 

1.961.902.81 PANEL BOARD 2CH CORR 

1.961.902.81 PANEL BOARD 2CH CORR 

1.961.902.81 PANEL BOARD 2CH CORR 

1.961.902.81 PANEL BOARD 2CH CORR 





961/962 



6/51 



METER PANEL 2CH 1.961.902-81 

METER PANEL 4CH 1 .961 .904-81 PART 2 










961 / 962 



6/52 



METER PANEL 4 CH 1.961.904-81 





961/962 



^'Try[D)ii[^ 



POWER SUPPLY 1 . 960 . 050-82 




PUBLISHED 02/89 









961/962 







.1 57.11.3821 820 Ohm 

.2 57.11.3472 4.7 kOhm 



1% 0.25W 
1% 0.25W 



6 / 60 ' 
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7 . ERSATZTEILE 



INHALT SEITE 

7. 1 Chassis 7/2 

7.2 Instrumententrager 961 7/4 

7.3 Instrumententrager 962 7/4 

7.4 Einschiibe 7/6 

7.5 Dr eh - und Druckknopfe 7/8 

7.6 Fader Pflegekit 7/8 

7.7 Flachbahnregler 7/9 



7 . SPARE PARTS 



CONTENTS PAGE 

7.1 Chassis 7/2 

7.2 Meter Panel 961 7/4 

7.3 Meter Panel 962 7/4 

7.4 Moduls 7/6 

7.5 Knobs and Push Buttons 7/8 

7.6 Fader Maintenance Kit 7/8 

7.7 Fader 7/9 
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7.1 CHASSIS 





ORDER NUMBER 


PART NAME 


CONSOLE VERSION: 


961 


962 


01 


1.961.001.07 


Front cover . . 






1 






1 .962.001 .07 


Front cover . . 








1 




33.02.0110 


1 


r 




2 


2 




33.02.0180 


[ Snap closures \ 




2 


2 




1 .010.027.23 


J 


L 




2 


2 


02 


1 .961 .001.20 


Power supply shock protection 


1 






1 .962.001.20 


Power supply shock protection 




1 




21.26.2353 


Phi lips screws 




. M3x5 


4 


4 


03 


1 .961.001 .05 


End cover strip, front .. 




1 






1 .962.001 .05 


End cover strip, front .. 






1 




21.99.0175 


Countersunk-head Allen scr . M3x6 


2 


2 




1 .961 .000.01 


Key guide .... 






1 


1 


04 


1 .961.001.18 


Front bottom trim strip . 




1 






1 .962.001.18 


Front bottom trim strip . 






1 




21.26.2354 


Countersunk-head Phil. scr 


. M3x6 


5 


7 


05 


1 .960.050.81 


Power supply . 






1 


1 




1 .010.027.27 


Spacer stud, hex head . . . 


m3x35 








1 .961 .001.31 


Spacer stud, nylon 


M3x35 


1 


1 




21.26.0354 


Countersunk-head Phil. scr 


. M3x6 


8 


8 




24.16.1030 


Lock washer . . 






8 


8 




1 .961 .001.29 


Insulat ing foil 




1 


1 


06 


1 .960.051.00 


Converter .... 


Option 


1 


1 




1 .010.027.27 


Spacer stud, hex head . . . 


M3x35 


1 


1 




1 .961 .001.31 


Spacer stud, nylon 


M3x35 


2 


2 




21.01.0354 


Slotted-head screws 


. M3x6 


5 


5 




21 .99.0117 


Slotted-head screw, nylon 


M3x6 


1 


1 




24.16.1030 


Lock washers . 






6 


6 


07 


1 .961.001.02 


Chassis front plate 




1 






1.962.001.02 


Chassis front plate 






1 




21.26.2353 


Countersunk-head Phi lips 


scr . 


2x3 


2x3 




1 .961 .001.17 


Mark i ng strip. 


glued . . . . 




1 






1 .962.001.17 


Mark i ng strip. 


glued . . . . 






1 




1 .961 .001.32 


Intermediate layers, glued ... 


2 


3 




1 .961 .001 .04 


Module retaining strip .. 




1 






1 .962.001.04 


Module retaining strip .. 






1 




21 .26.2353 


Countersunk-head screws . 


. M3x5 


5 


7 


08 


1 .961 .001.01 


Bus carr i er . . 






1 






1.962.001.01 


Bus carr i er . . 








1 




1 .961 .001.19! 


Traverse (square alu rod) 




1 






1.962.001 .19 


Traverse (square alu rod) 






1 




21.26.0354 


Ph i 1 ips screws 




. M3x6 


4 


4 




24.16.1030 


Lock washers . 






4 


4 




1 .960.113.00 


Bus board P3 . 






1 


1 




21.26.0354 


Ph i 1 ips screws 




. M3x6 


10 


10 




24.16.1030 


Lock washers . 






10 


10 




1 .960.114.00 


Bus board P3 . 








1 




21 .26.0354 


Phi lips screws 




. M3x6 


6 


6 




24.16.1030 


Lock washers . 






6 


6 




1.960.115.00 


Bus board P4 . 






1 


1 




21.26.0354 


Ph i 1 ips screws 




. M3x6 


6 


6 




24.16.1030 


Lock washers . 






6 1 


6 




1 .960.117.00 


Bus board P5 . 






1 


1 




21.26.0354 


Ph i 1 ips screws 




. M3x6 


8 


8 




24.16.1030 


Lock washers . 






8 


8 




1 .960.118.00 


Bus board P5 . 








1 




21.26.0354 


Ph i 1 ips screws 




. M3x6 


6 


6 




24.16.1030 


Lock washer . . 


_j 1 1 




6 


6 





ORDER NUMBER 


PART NAME 


CONSOLE VERSION: 


961 


962 


09 


1.961.001.08 


Bottom cover . 




1 






1 .962.001 .08 


Bottom cover . 






1 




1.010.025.21 


Allen screws . 




11 


15 


10 


1 .961.001.21 


Side panel . . . 


L=R 


2 


2 




21.26.2353 


Phi lips screws 


M3x5 


2x9 


2x9 




1.961.001.27 


Bracket for front panel ... L=R 


2 


2 




21.26.2353 


Phi lips screws 


M3x5 


2x2 


2x2 




1 .961 .001 .26 


Power cord guide 


1 


1 




21.26.2353 


Phi lips screws 


M3x6 


3 


3 




1 .961.001.22 


Lateral edge strips L=R 


2 


2 




21.53.0455 


Allen screws . 


M4x8 


2x4 


2x4 




24.16.1040 


Lock washer . . 




2x4 


2x4 




1 .961 .001.24 


Cover strip .. 


L=R 


2 


2 




21 .99.0175 


Allen screws . 


M3x6 


2x2 


2x2 




1 .961 .097.00 


Wooden s ide panels L=R 


2 


2 




21.26.2353 


Allen screws . 




2x4 


2x4 




1.067.010.08 


Mar protection 


i nserts , glued 


2x6 


2x6 






Handle lock assembly 


2 


2 




1.169.100.23 


Pai r of tongs 




2x1 


2x1 




1 .961 .001.23 


Cover 




2x1 


2x1 




21.26.2353 


Spring 




2x1 


2x1 




1.062.210.11 


Spacer washer 




2x4 


2x4 




21.26.2353 


Philips screw 


M3x5 


2x7 


2x7 


11 


1 .961 .001 .03 


Rear panel . . . 




1 






1 .962.001 .03 


Rear panel . . . 






1 




21.26.2352 


Ph i 1 ips screws 


M3x5 


4 


7 




1 .961 .001 .04 


1 

Module retaini ng strip 


1 






1 .962.001.04 


Module retaining str ip 




1 




21.26.2353 


Philips screws 


M3x5 


5 


7 




1.961 .001 .69 


Socket mark i ng 


label 


1 


1 




1 .961 .001 .28 


Holder for panel connector . . . 


1 


1 




1 .961 .001 .06 


End strip, rear 


1 






1 .962.001 .06 


End strip, rear 




1 




21 .99.0175 


Allen screws . 


M3x6 


2 


2 


12 




Power /Panel /Ground connectors 








54.42.0002 


Power inlet . . 




1 


1 




1.961 .001 .69 


Shock protection for pow . ini . 


1 


1 




54.01 .0105 


Ground socket , 


black 


1 


1 




54.01.010 


Ground socket , 


yellow 


1 


1 




1 .961.096.00 


Panel cable, D 


-type connector 


1 


1 




31 .01 .0104 


Edge protector 


for cable 


1 


1 




35.05.0313 


Strain relief 


clamp 


1 


1 




21.26.0354 


Phi lips screw 




1 


1 




24.16.1030 


Lock washer . . 




1 


1 


13 


1 .961 .098.00 


Carrying case 


lid 


1 






1 .962.098.00 


Carry i ng case 


lid 




1 




1 .961 .001.51 


Wooden side panels L=R 


2 


2 




21 .26.2353 


Allen screws . 




2x2 


2x2 




1.067.010.08 


Mar protection 


inserts, glued 


2x2 


2x2 




33.01 .0102 


Snap closures 


L=R 


2 


2 




20.28.1326 


Phi 1 ips wood screws 


2x3 


2x3 




89.01 .0216 


Spare parts box 


2 


2 



L=R: LEFT = RIGHT 
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METER PANEL 961 



METER PANEL 962 



Instruments ; 

PPM Peak Program Meter 
VU Volume Unit Meter 
COR Correlator 
GRM Gain Reduction Meter 



I ORDER NUMBER! PART NAME 





Panel Typ 
2CH 962-PPM 

962-PPM-COR 
962-VU 
962-VU-COR 
3CH 962-PPM 

962-PPM-COR 

962-VU 

962-VU-COR 
4CH 962-PPM 

962-PPM-COR 

962-VU 

962-VU-COR 



Ident . -Nr . 
1 .962.920 
1 .962.950 
1 .962.925 
1 .962.955 
1 .962.930 
1.962.960 
1 .962.935 
1 .962.965 
1 .962.940 
1 .962.970 
1 .962.945 
1 .962.975 



Instruments: 

PPM Peak Program Meter 
VU Volume Unit Meter 
COR Correlator 
GRM Gain Reduction Meter 



I ORDER NUMBER! PART NAME 




01 1 .961 .920.01 Panel instrument panel, labelled 

1.961.930.01 

1.961.940.01 

1.961.950.01 

1.961.960.01 



02 1 .961 .900.01 Chassis 



03 1 .961 .900.25 Side trim strips, anodized alu 
21 . 51 . 2455 F i X ing screws 



Carrying handle assembly 



1111111111 



xing screws M4x16 2 



1.169.100.25 Grip 
1.169.100.22 Arms 



05 1 .913.001 .08 Aux . output meters 
21 . 01 . 0355 F i X ing screws ...;. 



06 1.913.001.01 PPM instruments 

1 .913.001 .02 VU meter 

1.913.001.03 Correlator instrument 



07 1 .913.001 .07 GRM instrument 
21 . 01 . 0355 F i X i ng screws . 



22.01.8030 Hex nuts 

24.16.1030 Lock washers 



08 1.961.902.81 PCB panel, assembled 1 

1.961.904.81 PCB panel, assembled 

21.01.0354 Fixing screws M3x6 8 

24.16.1030 Lock washer 8 



2x7 


2x7 


2x7 


2x7 


2x7 


2x7 


2x7 


2x7 


2x7 




2 


2 


2 


2 


2 


2 


2 


2 


2 




2x2 


2x2 


2x2 


2x2 


2x2 


2x2 


2x2 


2x2 


2x2 




2 


2 


2 


2 


2 


2 


2 


2 


2 




2x2 


2x2 


2x2 


2x2 


2x2 


2x2 


2x2 


2x2 


2x2 




2x2 


2x2 


2x2 


2x2 


2x2 


2x2 


2x2 


2x2 


2x2 




2x2 


2x2 


2x2 


2x2 


2x2 


2x2 


2x2 


2x2 


2x2 




2 

1 


2 


2 

1 


3 


3 

1 


3 


3 

1 


4 


4 




3x2 


2x2 


3x2 


3x2 


4x2 


3x2 


4x2 


4x2 


4x2 




3x2 


2x2 


3x2 


3x2 


4x2 


3x2 


4x2 


4x2 


4x2 




3x2 


2x2 


3x2 


3x2 


4x2 


3x2 


4x2 


4x2 


4x2 




3x2 


2x2 


3x2 


3x2 


4x2 


3x2 


4x2 


4x2 


4x2 




2 


2 


2 


3 


3 


3 


3 ^ 


4 


4 




2x2 


2x2 


2x2 


3x2 


3x2 


3x2 


3x2 


4x2 


4x2 




2x2 


2x2 


2x2 


3x2 


3x2 


3x2 


3x2 


4x2 


4x2 




2x2 


2x2 


2x2 


3x2 


3x2 


3x2 


3x2 


4x2 


4x2 




1 


1 


1 


1 


1 


1 


1 


1 


1 




8 


8 


8 


8 


8 


8 


8 


8 


8 




8 


8 


8 


8 


8 


8 


8 


8 


8 





01 1.962.920.01 Panel instrument panel, labelled 
1.962.930.01 



1 .962.940.01 

1 .962.950.01 

1 .962.960.01 

1 .962.970.01 



02 1 .962.900.01 Chassis 



111111111111 



03 1.961.900.25 Side trim strips, anodized alu 2 

21.5124.55 Fixing screws M4x8 4 

04 Carrying handle assembly 1 

21.51.2472 Fixing screws M4x16 2 

37.01.0103 Disc springs 2x7 

1.269.100.25 Grip 1 

1.269.100.22 Arms 2 

21.51.2455 Fixing screws 2x2 



05 1.913.001.08 Aux. output meters AUX1/AUX2 222222222222 

21.01.0355 Fixing screws M3x8 2x2 2x2 2x2 2x2 2x2 2x2 2x2 2x2 2x2 2x2 2x2 2x2 

22.01.8033 Hex nut 2x2 2x2 2x2 2x2 2x2 2x2 2x2 2x2 2x2 2x2 2x2 2x2 

24.16.1030 Lock washer 2x2 2x2 2x2 2x2 2x2 2x2 2x2 2x2 2x2 2x2 2x2 2x2 

06 1.913.001.01 PPM instruments 2 2 3 3 4 4 

1.913.001.02 VU instruments 2 2 3 3 4 4 

1.913.001.03 Correlator instrument 1 ... 1 ... 1 ... 1 ... i ... i 



21.01.2372 Countersunk-head screws M3x16 2x2 3x2 2x2 3x2 3x2 4x2 3x2 4x2 4x2 4x2 4x2 5x2 

1.010.123.27 Spacer nut, hex M3 2x2 3x2 2x2 3x2 3x2 4x2 3x2 4x2 4x2 4x2 4x2 5x2 

22.01.8030 Hex nuts M3 2x2 3x2 2x2 3x2 3x2 4x2 3x2 4x2 4x2 4x2 4x2 5x2 

24.16.1030 Lock washer 2x2 3x2 2x2 3x2 3x2 4x2 3x2 4x2 4x2 4x2 4x2 5x2 

07 1.913.001.07 GRM instrument 2 2 2 2 3 3 3 3 4 4 4 4 

21.01.0355 Fixing screws M3x8 2x2 2x2 2x2 2x2 3x2 3x2 3x2 3x2 4x2 4x2 4x2 4x2 

22.01.8030 Hex nuts 2x2 2x2 2x2 2x2 3x2 3x2 3x2 3x2 4x2 4x2 4x2 4x2 

24.16.1030 Lock washer 2x2 2x2 2x2 2x2 3x2 3x2 3x2 3x2 4x2 4x2 4x2 4x2 

08 1.961.902.81 PCB panel, assembled 1 1 1 1 

1.961.904.81 PCB panel, assembled 1 i i i i i 

21.01.0354 Fixing screws M3x6 88 8 8888888 

24.16.1030 Lock washer 8 8 8 8 8 8 8 8 8 8 



10 1.961.900.02 Panel housing cover 1 

1.010.025.21 Oval-head fixing screws M3 4 

1.961.900.26 Hinged connector cover Frame 1 

1.961.900.27 Lid 1 



09 1.961.900.24 Instrument support. Epoxy 

21.01.0354 Fixing screws M3x6 

24.16.1030 Lock washer 



10 1.962.900.02 Panel housing cover 1 

1.010.025.21 Oval-head fixing screws M3 4 

1 .961 .900.26 Hi nged connector cover Frame 1 

Lid 1 
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7.4 MODULS 





ORDER NUMBER 


PART NAME 


MODUL NUMBER 1.960.»> 


221 


241 


251 


252 


253 


254 


321 


341 


500 


501 


452 


450 


420 


511 


512 


01 


1 .960.221 .01 


Front panel foil, printed 


1 
































1 PAD 741 ni 








1 






























1 .960.251 .01 










1 




























1 .960.252.01 












1 


























1 .960.253.01 












1 
























1 .960.254.01 














1 






















1 .960.321 .01 
















1 




















1 .960.341 .01 


















1 


















1 .960.500.01 




















1 
















1 .960.501 .01 






















1 














1 .960.452.01 
























1 












1 .960.450.01 


























1 










1 .960.420.01 




























1 








1 960 511 .01 






























1 






1 .960.512.01 
































1 








































1.089.010.93 


Module label 1 i ng strips 12,8x21 ,8 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 




1 089 010.86 




98x17 8 




























1 


2 








































1 960 420.05 


!sp|pr.tnr kpv 1 php 1 1 i nn s t r i c;pt 




















1 






1 








1 .960.450.05 


























2 


1 












































02 


1 .960.210.02 


Support sect i on ... 




1 


1 


1 


1 


1 


1 


1 


1 


















1 .960.500.02 






















1 


1 














1 .960.410.02 
























1 


1 


1 








1 .960.511 .02 






























1 


1 




1.010.022.21 


Captive oval-head Allen screws M3x8 


2 


2 


2 


2 


2 


2 


2 


2 


2 


2 


2 


2 


2 


2 


2 




24.16.3023 


Circlips 




2 


2 


2 


2 


2 


2 


2 


2 


2 


2 


2 


2 


2 


2 


2 


03 


1 .961 .001.61 


a) Connector panel 


f i Her panel , labelled 


1 


1 






























1 .961 .001 .62 


b) 








1 


1 


1 


1 






















1 .961 .001 .63 


c) 












. 




1 


1 


















1 .961 .001 .64 


d) 


















1 
















1 .961 .001 .65 


e) . 




















1 














1 .961 .001 .66 


o') 












. . . j 
















1 


1 




1 .961 .001 .69 


f) Connpc tor npnpl 


filler nanel . 7 IJ wide 






















\ 












1.961 .001.60 


Filler panel for vacant plug-in locations 










■ ■ ■ 1 
























1.010.025.21 


Oval-head Allen screw 


1 


1 


1 


1 


1 


1 


1 


1 


1 

i 


1 


1 


1 


1 


1 


1 




1.269.100.50 


Module identi fi cat ion labels, set 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


04 


1.960.200.03 


Socket holder 




1 


1 


1 


1 


1 


1 


1 


1 


















1 .960.500.03 






















1 
















21.01.2355 


Countersunk head screw M3x5 


1 


1 


1 


1 


1 


1 


1 


1 


1 


j 














21.01.0354 


Cheese-head screw . 


M3x6 


2 


2 


2 


2 


2 


2 


2 


2 


2 
















24.16.1030 


Lock washer 




2 


2 


2 


2 


2 


2 


2 


2 


2 
















1.960.200.05 


Insulat i ng f oi 1 ... 




1 


1 










1 


1 


















1 .960.420.03 


Module rear panel 






















1 


1 


1 








1 .960.501 .03 






















1 














1.010.032.54 


Snar.pr stud _ hex _ . 


M3 




















2 


2 


2 


2 












































1.960.511 .03 


Socket holder 




























1 


1 




21 .01 .2354 


rount pr SI jnk-h pad screw M"^x6 




























2 


2 








































05 


1 .960.200.02 


Screening plate . . . 




1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 








21 .99.0117 


Clamping screw, nylon M3x6 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 








1.169.200.12 


Spec i al nut , excentr i c M3 


2 


2 


2 


2 


2 


2 


2 


2 


3 


3 


3 


3 


3 








21.01.2353 


Countersunk-head screw M3x5 


2 


2 


2 


2 


2 


2 


2 


2 


3 


3 


3 


3 


3 






06 


1 .960. 


Modul PCBs -> see Section 6 "DIAGRAMS" 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 




1.010.047.27 


Spacer stud for screening plate M3x23 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 








21 .01 .0354 


Slotted-head screw 


M3x6 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 








24.16.1030 


Lock washer 




3 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 








21.01.2353 


Countersunk-head screw for support section 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 


3 





42.01.0228 



42.01.0233 



1.912.000.03 



1.189.001.47 



42.01.0203 



42.01.0227 



42.01.0250 

42.01.0251 

42.01.0252 

42.01.0253 

42.01.0254 

42.01.0255 

42.01.0256 



42.01.0257 

42.01.0258 

42.01.0259 

42.01.0260 

42.01.0261 

42.01.0262 

42.01.0263 



1.810.320.02 

1.810.320.03 

1.810.320.04 

1.810.320.05 

1.810.320.06 

1.810.320.07 



1.011.094.02 

1.011.094.03 

1.011.094.04 

1.011.094.05 

1.011.094.06 
1.011.094.08 



1.011.094.10 



1.911.000. 33 

1.911.000. 34 

1.911.000. 35 

1.911.000. 36 

1.911.000. 38 

1.911.000. 39 




1.911.000.07 Fader bridge 



FADER PFLEGEKIT 



Fine ausflihrliche Beschreibung der Faderpflege ist als 
separate Service Information unter der Bestellnummer 
10.85.7120 erhaltlich. 

Das Studer Faderpflege Kit enthalt alle notwendigen 
Utensi lien und Flussigkeiten fur eine fachgerechte 
Faderpflege sowie die oben erwahnte Service Information. 
Erhaltl ich unter der Bestellnummer 20.020.001 .75. 



A full description of fader maintenance is given in a 
separate service information booklet. 

Order number: 10.85.7120 

A complete fader mai ntenance kit containing all 
necessary chemicals, cleaning aids and the service 
information mentioned above is available under 
order number 20.020.001.75 
























































nPBFe NIMRFR 


SPARE PART 


1.960,001,06 


Hinged Cover. 


21.01,2202 


Cou nter su n k~ head screws 


1.960.010.01 

1.960.010.02 


Fader strip with connection wire 
Fader strip with connection wire 


1.960.001,05 

21.01.2202 

31.05.0003 


Guide linkage 

Countersunk- head screws . ......... 

0-rings. ..... ... ......... 


1.960.008.00 

1.960.001.01 
1.960.001.04 


Carriage complete 

Carriage ...... 

Sliding bearing bush............. 


1.960.009,00 

1.960.001.07 

21.01.2202 


Sliding contact ................. 

SI iding contact holder. .......... 

Cou ntersu n k- head screws 


1.960.001.02 

61.03.0106 


Support. front/rear 

Permanent magnet (front) 


1.960.001.03 


Support connection. 


21.99.0175 


Countersunk- head screws M2x4 
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MISCHPULTE-KOPPELKIT 



EINBAUANLEITUNG 



MIXER COUPLING KIT 



INSTALLATION INSTRUCTIONS 



8.1.1 Koppelkit 



8.1.1 Coupling kit 



fur Mi schpulte mi t PPM-Arbei tspegel : Best . Nr 1 .960.067 
fur Mi schpulte mi t VU- Arbei tspegel : Best . Nr . 1 .960.068 

c5 1 Cl I CMU au5 ; 

Vertei ler-Pr int zum Einbau in Hauptpult 

- fur PPM-Arbei tspegel : Ident . Nr . 1 .960.065 

- fur VU -Arbei tspegel ; Ident . Nr . 1 .960.066 

Verb! ndungskabel Ident Nr . 1 .960.064 



■ For mi xers with PPM working level : Part No. 1 .960.067 

■ For mixers with VU work i ng level : Part No. 1 .960.068 

Cornpr i s i ny ; 

■ Distributor PCB for i nstal Lat ion in main mi xer 

- for PPM working level : ID No. 1.960.065 

- for VU working level : ID No. 1 .960.066 

■ Connection level ID No. 1 .960.064 



8.1.2 Pr inzip 



8.1.2 Principle 



Das mi t dem Koppelkit ausgerustete Mi schpult wird zum 
Haupt-Mi schpult def iniert . Ein solches ermogl icht die An- 
kopplung eines Mi schpultes des Typs 961 Oder 962 mi t 
ident i scher Kanal-Konf igurat ion (nachfolgend "Erwei te- 
rungspult” genannt ) . Das Erwei terungspult bedar f keiner 
zusatzlicher Einr i chtungen. Der Anschluss erfolgt am 
SOpol . D-Stecker des CR MONITOR ' s . 

Bei der Anwendung der Mi schpult e-Kopp lung werden die Mas- 
ter-Ausgange I OUT, die Hi If sausgange AUX1 und AUX2, der 
Ausgang der PFL-Sammelschiene auf die entsprechenden Sam- 
melsch i enen des Hauptpultes gefuhrt, sowie die PFL-Signa- 
l i sat ion (PFL SIGN) verbunden. 



The console equipped with th 
the main mixer. To the latte 
or 962 with identical channe 
pled (subsequently referred 
sole” . The expansion console 
pment . It is I inked to the 50 
CR MONITOR. 

When mixing console coupling 
I OUT, the aux i I i ary outputs , 
of the PFL bus are connected 
bus of the mai n mixing consoL 
(PFL SIGN) is also connected. 



le coupling kit is defined as 
T a mixing console type 961 
(I conf igurat ion can be cou- 
I to as the "expansion con- 
requires no additional equi- 
l-pin D-type connector of the 

is used, the master outputs 
AUX1 and AUX2 and the output 
I to the corresponding master 
e, and the PFL signalizat ion 



VORSICHT — — 

Mi t der Ankopplung eines Mi schpultes an ein Haupt- 
Mi schpult, werden die XLR-Ausgange (X OUT) des Erwei- 
terungspultes asymmetr isch ! 



CAUTION — — — 

When a mixing console is coupled to an expansion uni t 
the XLR outputs (X OUT) of the mi x i ng console become 
unbalanced ! 



CONNECTION CABLE 1 .960.064 






D-TYPE 

CONNECTOR 

R 

MONITOR 




(0 0 0j 

VO oy 






EXTENSION CONSOLE 






DTyp[i[M] 



961/962 



8/4 



8.1.3 El nbau 

Vorbereltungen an HauptpuLt 

■ VIer E I ngangs-E I nschube (Links aussen) ent fernen. 

■ Bodenabdeckung demont leren. 

■ Typenschi Ld an Bodenabdeckung nach unten, in vorgesehe- 
ne Gewi naeoonrungen versetzen; 

Zwei of fnungen fur Steckerzuf uhrung werden f rei . 

■ Bei Mi schpuL ten mi t 2 Oder 3 MASTER-Einheiten; 

Auf Vertei lerpr i nt 1 . 960 . 065/066 Widerstande R5...8* 
ent fernen . 

E i nbau 

■ Vertei lerprint 1 .960.065/066 an Mi schpult-Untersei te 
(grosse O'ffnung Bodenblech) mittels vier beigeLegten 
KreuzschL i tzschrauben befest igen. 

■ Li tzenverbindungen durch EinLoten in SammeLschienen P3 
und P5 erstel Len . 

Hinweis: 

Die Lange, schwarze Li tze (0V«REF) ist an die Draht- 
brucke 0V ■ A -> 0V- REF anzuLoten . Die Drahtbrucke bef in- 
det sich, abhangi g vom PuLt-Typ, an einem der MASTER- 
SteckpLatze . Urn Brummsch Lei fen zu vermeiden, ist die 
L i tze uber die SammeLschienen-Lei terbahn P5-5 (0V«REF) 
zu fuhren. Eine Befest igung erfoLgt durch KLebeband, 
Oder an f rei en Lotaugen eingeLotete Drahthaken. 

■ Bodenabdeckung mont i eren und Mi schpuLt mi t E inschuben 
kompLett ieren. 



8.1.4 Inbetriebnahme 

1 Erwei terungspuLt uber VerbindungskabeL an HauptpuLt an- 
sch L i essen . 

■ PegeLkontroL Le : 

Wird an eine Eingangseinhei t des Erwei ter ungspuLtes ein 
Si gnaL mi t NennpegeL angeLegt , muss an den entsprechen- 
den Ausgangen des HauptpuLtes ebenf aLLs NennpegeL an- 
stehen . 

■ KontroL Le der PFL-SignaLisation. 



8.1.3 Installation 

Preparations on the main mixing console 

1 Remove the four input modules ( far Left) . 

■ Remove the bottom panel . 

■ Move nameplate on the bottom panel downward to the tap- 
ped holes : 

Two openings for the connector inlet become free . 

■ Only applicable to mixing consoles with 2 or 3 MASTER 

modules : Remove resi stors R5 . . . 8* on the di str ibutor 

PCB 1.960.065/066. 

Installation 

■ Fasten distr ibutor PCB 1 .960.065.066 to the underside 
of the mi x ing console ( large opening in bottom panel) 
by means of the four bypacked cross-recessed screws . 

■ Solder the stranded wires to the buses P3 and P5 . 

Note: 

The long, black stranded conductor C0V~REF ) is to be 
soldered to the jumper 0V"A -> OV-REF. The jumper is 
located on one of the MASTER slots, depending on the 
console model . In order to prevent hum loops , the 
stranded wire is to be routed via the bus printed con- 
ductor P5-5 (0V~REF). It can be fastened with adhes i ve 
tape or to a wi re hook soldered to a vacant soldering 
eyelet . 

1 Reinstall the bottom panel and fit the mixing console 
with the desi red modules . 



8.1.4 Start-up 

1 Connect expansion console via the connection cable to 
the main console . 

■ Level check : 

When a signal with nomi nal Level is applied to an input 
module of the expansion console, nomi nal level should 
also be avai Lable on the correspondi ng outputs of the 
mai n console . 

■ Check PFL signalizat ion. 
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8,2 SLAVE-PULTE KOPPLUNG 

8.2.1 Versionen von SLAVE-PuLten 



Zur Erwei terung eines PuLtes urn 12 zusatzLiche Einqanqe; 

■ fur 2- und 3-KanaL-HauptpuLte : Best. Nr. 71 .029.61029 

■ fur 4~Kdndl-HauptpuLte : Best. Nr. 71.029.61049 

Zur Erwei terung eines PuLtes um 18 zusatzLiche Einqanqe; 
1 fur 2- und 3-KanaL-HauptpuLte : Best . Nr . 71 .029.62029 

■ fur 4-KanaL-HauptpuLten: Best . Nr . 71 .029.62049 

einschLiessLich 

■ f estverdrahtetes VerbindungskabeL mi t zwei Mehr f ach- 
Rundsteckern, zur Verbindung mi t HauptpuLt 

■ Samme Lsch i enen-Verte i Lerpr i nt I dent .-Nr . 1 .960.069 

zum Einbau in HauptpuLt. 

8.2.2 Pr inzip 



Die 12, resp . 1 8 E i ngange des SLAVE-PuLtes werden durch 
direkte Samme Lsch ienen-Kopp Lung mit einem HauptpuLt des 
Typs 961 Oder 962 uber eine KabeLverbindung gekoppeLt . 
H ier f ur muss im HauptpuLt ein SammeLschienen-Vertei Ler- 
pr int eingebaut und durch EinLoten von VerbindungsL i tzen 
mi t der SammeLsch i ene kontakt i er t werden . 

Uber den Vertei Lerpr int werden die I-, AUX- und PFL-Sam- 
meLsch i enen, die I- und PFL-S i gnaL i sat i ons Le i t ungen , so- 
wie die NF-Generator-Vertei Lerschienen von Haupt- und 
SLAVE-PuLt gekoppeLt . Durch Anei nanderkoppLung von SLAVE- 
PuLten Lassen sich die AnzahL zusatzLi cher Ei ngange be- 
Liebig erwe i tern . Der Vertei Lerpr int ist jeweiLs dem zu 
erwei ternden SLAVE-PuL t ei nzubauen . 



8.2 SLAVE CONSOLES COUPLING 

8.2.1 SLAVE consoLe versions 



For expanding a mixing consoLe by 12 additionaL inputs; 
1 for 2- and 3-channeL main mixers: Part No. 71 .029.61029 

i for 4-channeL main mixers: Part No. 71 .029.61049 

For expanding a mixing consoLe by 18 additionaL inputs ; 

■ for 2- and 3-channeL main mixers : Part No. 71 .029.62029 

■ for 4-channeL main mi xers : Part No. 71 .029.62049 

incLuding: 

1 Wired- in connect i on cabLe with two muLt ipin termi naLs 
for connection to the main mixing consoLe . 

■ Bus distributor PCB ID No. 1 .960.069 

for instaLLation in main consoLe . 

8.2.2 Principle 

The 12 or 18 inputs of the slave console are linked via a 
cable by means of direct bus coupling to a main console 
type 961 or 962. For this purpose a bus distributor PCB 
must be installed in the main console and connected to the 
bus by soldering in stranded wires. 

The E, AUX and PFL buses, the E and PFL signal ization 
lines as well as the audio generator distributor buses of 
the main and SLAVE console are coupled via the distributor 
PCB. By coupling the SLAVE to the main console, the number 
of additional inputs can be expanded to any desired 
number. The distributor PCB is always to be installed in 
the SLAVE console to be expanded . 
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8.2.3 Einbau des Vertel Lerpn’nts in HauptpuLt 

Bendtigte Uerkzeuge 

1 1 Kreuzschl 1 tz-Schraubenz i eher Grosse 1 und 2 

1 Loteinr 1 chtung 

UrtP'h/ar'<a-{ 4»i mnan 

■ Vier E 1 ngangs-E i nschube ( Links aussen) entfernen. 

■ Bodenabdeckung entfernen. 

1 Typensch i Ld von Bodenabdeckung entfernen ( zwei ’0‘ffnung- 
en fur SteckeranschLuss werden f rei ) und an vorgesehene 
Gewi ndebohr ungen, unterhaLb der bf f nungen wieder befes- 
t igen. 

E i nbau 

■ Vertei Lerprint 1.960.069 an Mi schpuLt-Untersei te, uber 
grosse ’O'ffnung in Sammelsch i enentrager , mi ttels vier 
beigeLegten Kreuzschl i tzschrauben, von PuLt-Innensei te, 
befest igen. 

■ Li tzenverbindungen durch E inloten in Sammelschienen P3 
und P5 erstellen. 

■ Bodenabdeckung mont i eren und Mi schpult mi t Einschuben 
komplet t i eren . 



8.2.3 Installing the distributor PCB in the main mixer 

Required tools 

■ 1 Screwdr iver for cross-recessed screws size 1 and 2 

1 Soldering tool . 

Pronapat ions OH ths main console 

■ Remove four input modules ( far left) . 

■ Remove bottom panel . 

■ Remove nameplate on the bottom panel (two openings for 
the connector inlet become free) and refasten it to the 
tapped holes below the opening. 

Installation 

1 Fasten di str ibutor PCB 1 .960.069 from the inside of the 
console to the underside of the mixing console ( large 
openi ng in bus support) by means of the four bypacked 
cross-recessed screws . 

i Solder the stranded wi res to the buses P3 and P5 . 

1 Rei nstal I the bottom panel and fit the mixing console 
with the desired modules . 




8.2.4 Inbetr iebnahme 

■ SLAVE-Pult mi t Hauptpult verbinden. 

1 Pegelkontrol le ; 

Wird an den Eingangseinhei ten des SLAVE-Pultes ein Sig- 
nal mi t Nennpegel angelegt , muss an den entsprechenden 
Ausgangen des Hauptpultes ebenf al Is Nennpegel anl i egen 

■ Kontrol le der S i gnal i sat ionspf ade PFL-, I- und MIC- 
SIGN, sowi e der Generator-Vertei lersch i ene . 



8.2.4 Start-up 

1 Connect SLAVE console to the main console . 

■ Level check ; 

When a signal with nominal level is applied to the 
input modules of the SLAVE console, nomi nal level 
should also be avai lable on the corresponding outputs 
of the main console . 

■ Check signal izat ion paths PFL, I , and MIC SIGN, as well 
as the generator bus . 
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8.3 HONITOR-ANSCHLUSSFELDER 

8.3.1 CR MONITOR-Anschlussbox 1 .960.151 

mit Ansch lussf eld zu E inschub CR MONITOR 1 .960.420 

Die CR nONI TOR~Anech luasbox wird uber e i n nehr fdchkebel 
am SOpol . D-Stecker der CR MONITOR-E inhei t angeschlossen. 
Sie stellt , in einem ubersichtlichen Ansch lussf eld, alle 
Ein- und Ausgange des CR MONITOR ' s uber entsprechende An- 
sch lussbuchsen (XLR-Buchsen/Bananen-Steckbuchsen/Kabel- 
klemmen) zur Verfugung. 

Die XLR-Ansch ICisse sind nach US-Norm ausgelegt : 

■ Eingange; XLR weibl i ch 

■ Ausgange: XLR mannlich 



8.3 MONITOR CONNECTOR PANELS 

8.3.1 CR MONITOR terminal box 1 .960.151 

With connector panel for module CR MONITOR 1 .960.420 

The UK mONiiUK terminal box is connected via a multi con- 
ductor cable to the 50-pin D-type connector of the CR 
MONITOR module. All inputs and outputs of the CR MONITOR 
thus become avai I able on corresponding sockets 
(XLR sockets / banana sockets / cable terminals) . 

The XLR sockets conform to US standards : 

1 Inputs : XLR female 

1 Outputs : XLR male 




8.3.2 AUX UNIT/STUDIO MONITOR-Anschlussbox 1.960.154 8.3.2 AUX MONITOR CR/STUDIO terminal box 1.960.154 



mit Anschlussfeld zu E inschuben STUDIO MONITOR 1 .960.501 
und Moni t or-E r we iterungse inhei t AUX CR MONITOR 1 .960.450 
Oder AUX CR/STUDIO MONITOR 1 .960.452 

Die AUX MONITOR CR/ STUDIO-Ansch lussbox wird uber je ein 
Mehrf achkabel am 25pol . D-Stecker der STUDIO MONITOR-E in- 
hei t , und am 50pol . D-Stecker der Moni tor-Erwei terungs- 
E inhei t angeschlossen. 

Sie stellt, in einem ubers i cht I ichen Anschlussfeld, alle 
Ein- und Ausgange des STUDIO MONITOR ' s , und alle Stereo- 
E ingange zur Moni tor-Erwei terungse inhei t AUX MONITOR-CR , 
resp. -CR/STUDIO, uber XLR-Steckbuchsen zur Verfugung. 

Die XLR-Anschlusse sind nach US-Norm ausgelegt : 

■ E i ngange : XLR weibl ich 

■ Ausgange : XLR mannlich 



With connector panel for modules STUDIO MONITOR 1 .960.501 
and moni tor expansion module AUX MONITOR CR 1 .969.450 
or AUX MONITOR CR/STUDIO 1 .960.452 

The AUX MONITOR CR/STUDIO terminal box is connected by 
means of one multi conductor cable each' to the 25-pin D- 
type connector of the STUDIO MONITOR module and to the 
50-pi n D-type connector of the moni tor expansion module . 
All inputs and outputs of the STUDIO MONITOR and all 
i nputs to the monitor expans i on module AUX MONITOR-CR and 
-CR/STUDIO respectively thus become avai lable on XLR soc- 
kets . The XLR sockets conform to US standards : 

■ Inputs : XLR female 

■ Outputs : XLR male 




-490mm- 



-60mm- 
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8.3.3 AUX UNIT/CR/STUDIO MONITOR-ANSCHLUSS 1 .960.155 2CH 8.3.3 AUX MONITOR CR/STUDIO terminal box 1 .960.155 2CH 

1 .960.156 4CH 1.960.156 4CH 



mi t Anschlussfeld zu E i nschub CR MONITOR 1 .960.420 
mi t Anschlussfeld zu E i nschub STUDIO MONITOR 1 .960. 501 
mi t Anschlussfeld zu tinschub AUX CR i .960.450 
Oder AUX/STUDIO MONITOR 1 .960.452 
und Ansch lusstecker zu TB Studio Box 1 .924. 560 

Die Anschlussbox wird uber ye ein Mehr f achkabel am 25 
pol . D-Stecker der STUDIO MONITOR Einheit , am 50pol . D- 
Steckerder Monitor Erwei terungseinhei t und am 50pol . D- 
Stecker der CR MONITOR-Einhei t angesch lossen . 

Sie stel It in einem ubersicht lichen Anschlussfeld alle 
Ein- und Ausgange des -CR Moni tors uber entsprechende 
Ansch lussbuchsen (XLR-Buchsen/Bananen-Steckerbuchsen/Ka- 
belk lemmen) zur Verf ugung, wie auch alle Ein- und Ausgan- 
ge des STUDIO MONITOR ' s und alle Stereo Eingange zur Er- 
wei terungsei nhei t AUX MONI TOR-CR , resp . -CR/Studio, uber 
XLR-Steckbuchsen zur Verfugung. 

Die XLR-Ansch Lusse sind nach US-Norm ausgelgt : 

- Eingange: XLR weibl ich 

- Ausgange : XLR mannl i ch 



with connector panel for module CR MONITOR 1 .960 . 420 
with connector panel for module STUDIO MONITOR 1 .960. 501 
with moni tor expansion module AUX MONITOR CR 1.960.450 
or AUX/MONITOR CR/STUDIO 1 .960.452 
and connected for TB BOX 1.924.560 

The CR MONITOR terminal box is connected via a multi con- 
ductor cable to the 50 pin D-type connector of the CR 
MONITOR thus become avai lable on corresponding sockets 
(XLR sockets/banana sockets/cable termi nals) . 

The AUX MONITOR CR/STUDIO termi nal box is connected by 
means of one multi conductor cable each to the 25 pin D- 
type connector or the STUDER MONITOR module and to the 50 
pi n D-type connector of the moni tor expansion module . All 
i nputs and outputs of the STUDIO MONITOR and all 
CR/STUDIO respect i vely thus become avai lable on XLR 
sockets . 

The XLR sockets conform to US standards : 

Inputs : XLR female 
- Outputs : XLR male 
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8.4 MONITOR-ANSCHLUSSKABEL 



8.4 MONITOR CONNECTION CABLE 



8.4.1 Anschlusskabel zu CR MONITOR 



1.960.061 



8.4.1 Connection cable to CR MONITOR 



1.960.061 



Mehrfach-Rundkabel , einseitig mi t 50poL . D-Stecker be- 
stuckt , zum Anschluss an CR MONITOR 1 . 960 . 420. 



Multiconductor round cable, one end fitted with 50-pin D- 
type connector , for connection to CR MONITOR 1 .960.420. 




mi 4 



red--' Ngry— 



Kabel Numer ierung -> Kabel Farbe 



Conductor number i ng -> color code 



01 wht 
OZ brn 

03 grn 

04 blk/gry/pnk 

05 gry/wht 

06 yel/brn 

07 red/blk/blu 

08 yel/blk/wht 



09 yel/blk/brn 

10 vio 

11 pnk/gry 

12 red/blu 

13 grn/wht 

14 grn/brn 

15 yel/blk 



1 blk+red+blu 
' blk+red+blu 
gry/brn 
pnk/wht 
pnk/brn 
blu/wht 



24 red/brn 

25 blk/wht 

26 brn/blk 

27 grn/gry 
2,8 yel/gry 

29 pnk/grn 

30 pnk/yel 

31 blu/grn 



32 yel/blu 

33 red/grn 

34 yel/red 

35 grn/blk 

36 yel/blk 

37 blu/grn 

38 blu/pnk 

39 red/gry 



40 red/pnk 

41 blk/gry 

42 blk/pnk 

43 blu/blk 

44 red/blk 

45 brn/wht /blk 



47- 1 red+yel+gry 

48- * red-fyel+gry 
491 grn/wht/blk 
50 brn/blk/grn 



Anschlusskabel zu AUX MONITOR 



1.960.062 



8.4.2 Connection cable to AUX MONITOR 



1.960.062 



Mehrfach-Rundkabel , einseitig mi t 50pol . D-Stecker be- 
stuckt , zum Anschluss an Moni tor-Erwei terungseinhei t AUX 
MONITOR 1.960.450, Oder AUX MONITOR CR/STUDIO 1.960.452. 



Multi conductor round cable, one end fitted with 50-pin D- 
type connector , for connection to the monitor expans i on 
module AUX MONITOR 1 .960.450 or AUX MONITOR CR/STUDIO 



bLk/veL/wht- 

bLk/yeL/brn- 

bLu- 




blk/yeL/wht 

.''IbLk/yeL/brn 

<.-V-bLu 



Kabel Numer i erung -> Kabel F arbe 



Conductor number i ng -> color code 



01 wht 


09 blk 


17 gry/wht 


25 blk/wht 


33 grn/red 


41 gry /blk 


49 grn/wht/blk 


02 brn 


10 vio 


1 8 gry/brn 


26 blk/brn 


34 yel/red 


42 pnk/blk 


50 grn/brn/blk 


03 grn 


1 1 pnk/gry 


19 pnk/wht 


27 grn/gry 


35 grn/blk 


43 blu/blk 




04 yel 


12 red/blu 


20 pnk/brn 


28 yel/gry 


36 yel/blk 


44 red/blk 




05 grn 


13 grn/wht 


21 blu/wht 


29 grn/pnk 


37 b lu/gry 


45 brn/wht /blk 


CUT OFF 


06 pnk 


14 grn/brn 


22 blu/brn 


30 yel/pnk 


38 blu/pnk 


46 grn/yel/blk 


blu 


07 KEY 


1 5 yel/wht 


23 red/wht 


31 grn/blu 


39 red/gry 


47 pnk/gry/blk 


blk/yel/brn 


08 red 


1 6 yel/brn 


24 red/brn 


32 yel/blu 


40 red/pnk 


48 red/blu/blk 


blk/yel/wht 



8.4.3 Anschlusskabel zu STUDIO MONITOR 



1.960.063 



8.4.3 Connection cable to STUDIO MONITOR 



1 .960.063 



Mehrfach-Rundkabel , einseitig mi t 25pol . D-Stecker be- 
stuckt, zum Anschluss an STUDIO MONITOR-E i nhei t 1 .960.501 



Multi conductor round cable, one side fitted with 25-pin 
D-type connector for connect ion to STUDIO MONITOR module 
1 .960.501 . 



o 


-14 


1 


[|H “SSa, 


CUT 


CUT 

OFF \ 


X — bLk/brn 
/^.^-grn/gry 



o 


-25 


■ 


USo 









Kabel Numer i erung -> Kabel Farbe 



Conductor number i ng -> color code 



01 wht 

02 brn 

03 grn 

04 yel 



05 gry 

06 pnk 

07 blu 

08 red 



09 blk 

10 vio 

1 1 pnk/gry 

1 2 red/blu 



13 grn/wht 

14 grn/brn 

1 5 yel/wht 

16 yel/brn 



17 gry/wht 

18 gry/brn 

19 pnk/wht 

20 pnk/brn 



21 blu/wht 

22 brn/blu 

23 red/wht 

24 red/brn 



25 blk/wht 

CUT OFF 

brn/blk 

grn/gry 
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8.5.2 Fernsteuerung-AnschLusskabel 8.5.2 Remote control connection cable 

Folgende Ansch lusskabel zur Ansteuerung von STUDER- The following connection cables for controlling STUDER 

Bandmaschinen, mi t entsprechenden Ansch lusssteckern, sind tape decks with corresponding connectors can be ordered 

unter Angabe der Bestellnummer erhalt I ich (weitere auf by speci fy ing the part number (others on request) . 

Anf rage) . For adapt ing the remote control to other tape recorders, 

Zur Adaption der Fernsteuerung an andere Bandmaschinen the following pin assignment of the connector cable is to 

i St die vorgangi g auf gef uhr te Ansch lusskabel-Steckerbele- be taken into cons i derat i on . 

gung mi t S ignal f uhrung zu beachten . 

STUDER 961 /962 -> B67: Fernsteuerkabel 1 .925.610 STUDER 961/962 -> B67: remote control cable 1 .925.610 



MIXING CONSOLE STUDER 961/962 

TAPE REMOTE CABLE PLUG-14 POLE /DI N-TYPE 

PIN SIGNAL 

(- TOP VIEW 1 NO. NAME 

01 - B-INDIC 

02 - B-REW - 

03 - B-FORW - 

" b-repro 

/ " B-STOP - 

/ Cf Cm a 06 - B-REC - 

/ ( \ 07 - REM-IN - 

I ® m ^ ( I 08 - S-REW - 

V 09-S-FORW- 

\ ® A® / ~ s-REPRO 

V 11 - S-STOP - 

12 - S-REC - 

13 - FAD1 — 

14 - FAD2 — 



REMOTE CONTROL CABLE 



TAPE RECORDER STUDER B67 




— gry — 

— wht — 
__ btk -- 

brn/grn 
red/bLu 
pnk/gry 
wht /grn 




REMOTE CONTROL CONNECTOR 

SIGNAL PIN I 

NAME NO. CAB 

+24V 34 

B-REW 03 ^ 

B-FORW — 04 I 

B-REPR — 05 

B-STOP — 06 I 

B-REC 07 ; 

S-REM 01 • 

S-REW 36 I 

S-FORW — 37 

S-REPR — 38 I 

S-STOP — 39 



TOR - 50 POLE/D-TYPE 

TOP VIEW 

CABLE PLUG! CONNECTOR 



44~| WIRE 

11-Jbridg 



lUUfcK '^O l/VOd ■"> AOU: 



rernsteuerKaDei 



oiuucR yo I / yoc dou: 



r emut e uurrcrut odute 



MIXING CONSOLE STUDER 961/962 



TAPE REMOTE CABLE PLUG-14 POLE/DIN-TYPE 



REMOTE CONTROL CABLE 



TAPE RECORDER STUDER A80 

REMOTE CONTROL CONNECTOR - 36 POLE/AMPHENOL 



PLUG TOP VIEW 



/^®0 

® A # 

V®0<t 



SIGNAL 
NAME 
B-INDIC 
B-REW — 
B-FORW - 
B-REPRO 
B-STOP - 
B-REC — 
REM-IN - 
S-REW — 
S-FORW - 
S-REPRO 
S-STOP - 
S-REC — 

FAD1 

FAD2 



___ gry 

— wht — ■ 

— blk — 
brn/grn 
red/bLu 
pnk/gry 
wht /grn 



PLUG TOP VIEW 



SIGNAL 
NAME 
B-INDIC 
B-REW — 
B-FORW - 
B-REPR - 
B-STOP - 
B-REC — 
LOC-IN - 
S-REW — 
S-FORW - 
S-REPR - 
S-STOP - 
S-REC — 
FAD-1 — 
FAD-2 — 
O.OV 



PIN 

NO. 

- 01 
- 02 

- 03 

- 04 

- 05 ’ 

- 06 

- 19 

- 20 
- 21 
- 22 

- 23 

- 24 36 

- 11 

- 29-, WIRE 

- 3 0-J BRIDGE 



(MICRO RIBBON) 

TOP VIEW 

CABLE PLUG! CONNECTOR 





STUDER 961 /962 -> A810 Fernsteuerkabel 1 .925.612 

STUDER 961/962 ->A807/A812/A820 Fernsteuerkabel 1 .925.613 



STUDER 961 /962 -> A810 remote Ctrl. cable 1.925.612 

STUDER 961/962 ->A807/>\812/A820 remote ctr I . cable 1 .925.613 



MIXING CONSOLE STUDER 961/962 

TAPE REMOTE CABLE PLUG-14 POLE/DIN-TYPE 



REMOTE CONTROL CABLE 



PLUG TOP VIEW 



® S ® 

v®o®^ 



SIGNAL 
NAME 
B-INDIC 
B-REW — 
B-FORW - 
B-REPRO 
B-STOP - 
B-REC — 
REM-IN - 
S-REW — 
S-FORW - 
S-REPRO 
S-STOP - 
S-REC — 

FAD1 

FAD2 




— gry — 

— wht — 

— blk — 

brn/grn 

red/blu 

pnk/gry 

wht/grn 



TAPE RECORDER STUDER A810/A820 

REMOTE CONTROL CONNECTOR - 25 POLE/D-TYPE 
SIGNAL PIN 



NAME NO. 

+24.0 25 

BR-REW — 02 
BR-FORW - 03 
BR-PLAY - 15 
BR-STOP - 16 
BR-REC — 09 

+0.0V 01 

SR-REW — 20 
SR-FORW - 21 
SR-PLAY - 22 
SR-STOP - 23 
SR-REC — 19 

FAD1 11 

FAD2 12- 

O.OV 14- 



— TOP VIEW 

CABLE PLUG! CONNECTOR 



16 

09 

01 

20 

21 

22 

23 

19 

11 

12-1 WIRE 
14-1 BRIDGE 
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8.6 STUDER TELEPHONE HYBRID INSTALLATION 8.6 STUDER TELEPHONE HYBRID INSTALLATION 



8.6.1 Anuendung 

yo aktueUe Berichterstattung uber das of fent Liche Te- 
Lefonnetz abgewi ckelt wird und zur Di rektsendung oder 
Autzeichnung geiangt , steLlt sich das Problem der be- 
schrankten Tele f on-UbertragungsquaL i tat . 

Mi t der Entwicklung der Reportageei nr i chtung STUDER TELE- 
PHONE HYBRID wurde ein Bindeglied zwischen Telefonlei tung 
und Studiotonlei tung geschaf fen, welches durch gezielte 
Signalaufberei tung ein Hochstmass an Ubertragungsqual i tat 
garant iert . 

Folgenden Anforderungen techni scher Art wurde dabei Rech- 
nung getragen : 

9 Ausgleich von Telefon-Pegeldi f f erenzen 

1 Korrekter Abschluss der Telefonlei tung 
1 E inhaltung postal i scher Vorschr i f ten 
■ Opt imale Ruckhordampf ung . 

Herz des TELEPHONE HYBRID ist eine, zur automat isch ab- 
glei chenden Messbrucke erwei terte Gabelschaltung. Sie 
tei It die bidi rekt ionale Telefonlei tung in eine Studio- 
tonlei tung mi t getrenntem Sende- und Empf angspf ad auf . 
E in elektroni scher Regelkrei s ubernimmt die dynami sche 
Anpassung an jeweils vorherrschende Lei tungsverhaltni sse. 
Lei tungsimpedanzen, bestehend aus R- und C-Antei len, war- 
den nachgebi Idet und stellen den korrekten Leitungsab- 
schluss her . Dies verhindert eine Qualitatseinbusse des 
Studio-Spree her signals inf olge uber lagerter Ruckhor-Pe- 
gelanteile aus dem Telefonnetz. 



8.6.1 Application 

Wherever on-the-spot coverage is transmitted vi a the 
public telephone network , and for di rect broadcasts or 
recordings, there is a prubleiri ueuejuse of the limited 
frequency response of the telephone network . 

With the development of the STUDER TELEPHONE HYBRID a 
link has been created between the telephone line and the 
studio audio line which preprocesses the signals to en- 
sures adequate quality. 

The following technical requ i rements have been taken into 
cons i derat ion in its design; 

■ Compensation of di f f erences in the telephone level 

■ Correct termi nat i on of the telephone line 
m Optimum sidetone reduction 

The heart of the TELEPHONE HYBRID is a hybrid circuit 
that has been expanded to an aligning bridge. It splits 
the bidirectional telephone line into a studio line with 
separate send and receive path . An ' electroni c control 
circuit is responsible for dynamic adaptat i on to the pre- 
vai Ling line conditions . Line impedances, consisting of R 
and C components, are simulated and provide the correct 
line termination. This prevents loss of quality in the 
studio voice s i gna I because of superposed s i detone level 
components from the telephone network . 




8.6.2 Var ianten / Beste I I informat i onen 8.6.2 Equipment versions / Ordering informations 



TELEPHONE 


HYBRID 




with 1 


HYBRID Unit 






with 2 


HYBRID Units 




Typ 

Order No . 


75.700 -> 


1CH-ST 

.89118 


1CH-NG 

.89114 


1CH-ST/CA 

.89116 


1CH-NG/CA 

.89117 


2CH-ST 

.89228 


2CH-NG 

.89224 


2CH-ST/CA 

.89226 


2CH-NG/CA 

.89227 



ST = Standard Ver s i on NG = NOISE GATE Vers i on CA = CURRENT ADJUST Vers i on 
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8.6.3 Anschliessen BeispieL mit ICH-HYBRID-Einhel t 8.6.3 Connection Example with 1CH-HYBRID unit 

■ HYBRID auf Telefonlei tung auf schaLten (Klemmen 13 a/b) ■ Connect hybrid to telephone line (terminals 13 a/b) 

■ TeLefon-Aparat an HYBRID anschliessen (Klemmen 23 a/b) ■ Connect telephone set to HYBRID (terminals 23 a/b) 

■ NF-Ausgang (XLR C3) an MischpuLt-Eingang 2 anschliessen ■ Connect audio output (XLR C3) to mixing console input 2 

(Lei tungspegel ) . (line level) . 

■ NF-E ingang (XLR C4) an Hi If sausgang AUXZ des MischpuL- ■ Connect audio input (XLK L4) to auxi Liary output AUX2 

tes ansch L i essen . of the mi x ing console . 

■ Fernsteuertaste zur UmschaLtung HYBRID <-> TeLefonappa- ■ Connect remote control button for switchover HYBRYD <-> 

rat an 15pol . D-Stecker anschliessen (Beachte An- telephone set to the 15-pin D-type connector (refer to 

schlussschema "REMOTE CONTROL BOX” ) . connection diagram "REMOTE CONTROL BOX” ) . 

■ Studio-Mikrofon an uber Mikrofon-Eingangseinhei t 1 an- ■ Connect studi o microphone via microphone input module 1 

schliessen. ■ Connect headphones to the headphones socket on the CR 

1 Kopf horer an Kopf horerbuchse an CR MONITOR anschliessen MONITOR (PFL speaker muted) . 

(PFL-Lautsprecher stummgeschaltet . 

8.6.4 Bedienung 8.6.4 Operation 



1st die telef onische Verbindung mit dem Gesprachspartner 
hergestel It , schaltet der Moderator die Telefonlei tung urn 
(HYBRID "ON") auf das Mischpult (LINE INPUT 1), legt den 
Telefonhorer auf und fuhrt das, fur Di rektsendung oder 
Auf zei chnung best immte Gesprach , uber das Studio-Mikrofon 
we i ter . 

Die Programm-Abmi schung er folgt uber die Eingangseinhei- 
ten 1/2 und den Summenausgang MASTER II auf di e Studio- 
Lei tung. Uber den Hi If sausgang AUXI wird der Bei trag des 
Moderators dem Telef on-Gesprachspartner zugef uhrt . Der 
Moderator hort das Programm uber den CR MONITOR, ab MAS- 
TER-Ausgang II OUT mit, kann jedoch zu Kontrol Izwecken 
auf den E ingang INPUT2 (nur Gesprachspartner) oder den 
Hi If sausgang AUXI OUT (Mi thorprogramm fur Gesprachspart- 
ner ) umschalten . 



When the telephone connection to the partner stat ion has 
been established, the moderator switches the telephone 
line (HYBRID "ON" ) to the mixing console (LINE INPUT 1 ) , 
puts the recei ver back on the cradle via the studio mi c- 
rophone and continues the conversat i on i ntended for di- 
rect broadcast ing or recording. 

The program is mi xed down to the studio I ine via the 
input modules 1/2 and the master output MASTER I. The 
contr ibut ion of the moderator is made audible to the par- 
tner vi a the auxi liary output AUXI . The moderator mon i - 
tors the program vi a the CR MONITOR from the MASTER 
output II OUT, however , he can switch for check i ng 
purposes to the input INPUT2 (only telephone partner) or 
the aux i I i ary output AUXI OUT (moni tor i ng program for te- 
lephone partner ) . 
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8.7 SIGNALISATIONS-TREIBEREINHEIT 1.918.203 8.7 SIGNALIZATIQN DRIVER UNIT 1 .918.203 

8.7.1 Anwendung 8.7.1 Application 

Die vom Mi schpult zur Verf ugung gestel Lte Spei sespan- The supply voltage for visual signalization equipment , 

nung fur opt i sche Si gnal i sat ionseinr i chtungen ist zur made available by the mixing console, is des i gned for 

Speisung von Tastenbeleuchtungen und Leu-Statusanze i yen i I luminat iriy fjubri buliuns and driving sLalus LEDs which 

ausgelegt , und demzufolge in der Belastbarkei t be- means that the load rating is I imi ted. 

schrankt . When the mixing console si gnal i zat ion equipment is expan- 

In Erwei terung der Mi schpult-Si gnal i sat ionseinr ichtung ded with the SIGNAL DRIVE UNIT 1 .918.203, wall and door 
mi t der SIGNAL DRIVE UNIT 1 .918.203 konnen Wand-, resp. lights can be operated more effectively. The lamp supply 

Tur leuchten mi t grosserer Wi rksamkei t betr i eben werden . voltage (24 V) is prepared separately and can be control- 

Die Lampen-Spe i sespannung (24V) wi rd dabei separat aufbe- led separately for signal i zat ion with red (ON AIR) , green 

rei tet und lasst sich getrennt fur Rotlicht- (ON AIR) , (READY) , and yellow or white (CALL) lamps . The signal i za- 

Grunl i cht- (READY) und Gelb-, resp . Wei ssl i cht- (CALL) t i on voltage i ns i de the mi xer is hardly loaded because it 

Signal isat ion schalten. Die pultinterne Signalisations- is only used as the control voltage for noncontacting 
spannung wi rd dabei kaum belastet , da sie ledi gl i ch als SOLID STATE relays . This type of relay does not produce 

Steuerspannung der kontakt losen Halblei terrelai s (SOLID any switching clicks which is a prerequi si te for studio 

STATE RELAYS) dient. SOLID STATE RELAYS arbeiten frei applications, 

von St5r-Schalt impulsen ; eine im Studiobetr i eb wi cht i ge 
Voraussetzung. 

8.7.2 Installation 8.7.2 Installation 



Der Auf bau der Treibereinhei t ist fur den 19"Rack-Einbau 
(2E) ausgelegt , kann jedoch lageunabhangig an jeden zur 
Ver fugung stehenden Ort install i ert werden . 

8.7.3 Anschliessen 

Netzspannung -> siehe Abbi Idung unten 

■ Anpassung an ort I i che Netzspannung durch entsprechende 
Verdrahtung der Transf ormator-Ansch lussk lemmen [13. 

■ Primarabsicherung C23: 110 VAC=1.2AT / 220 VAC=0.63AT 

1 Netzanschluss an Klemmen C33. 

Lampen-Spe i sespannung 

Insgesamt vier Ansch lussgruppen (Klemmen C4...7]) stellen 
je einen Anschluss fur die separat schaltbaren Ausgange 
fur Rot I i cht , Grunl i cht und Wei ss-(Gelb-) licht zur Verf u- 
gung. Die Ansch lussk apaz i tat ist auf maximal 25 ei nzelne 
SOFFITE S8-Lampeneinsatze (24V/5W) beschrankt . 

Steuerspannung 

Die SIGNAL DRIVE UNIT arbei tet mi t Steuer spannungen in 
einem Berei ch von -4V...-30V. Uber den 1 5pol . D-Stecker 
C83 werden die Ausgange der Mi schpult-Signali sat ionsein- 
r ichtung zugef uhrt . 



The driver unit is designed for 19" rack installation 
(2E) , however , it can be installed in any orientation in 
any other avai lable mount i ng location. 

8.7.3 Connection 

Line voltage -> refer to illustration below 

■ Matching to local line voltage by corresponding wiring 
of the transformer terminals Cl 3 . 

■ Primary fuse [23 : 110 VAC=1/2A slow; 220 VAC=0.63A slow 
g Power connection to terminals C33. 

Lamp supply voltage 

Four terminal groups (terminals C4...73) provide one con- 
nection each for the separately controllable outputs for 
red, green, and white (yellow) light. The connected load 
is limited to 25 individual SOFFITE S8 lamp inserts 
(24V/5W). 

Control voltage 

The SIGNAL DRIVE UNIT operates with a control voltage 
within the range of -4 V to -30 V . The outputs of the 
m i X i ng console signali zation equipment is suppl i ed via 
the 1 5-pin D-type connector C83 . 
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8.7.4 Si gnat i sat ions-Leuchten (Zubehor) 

Zur Erganzung der Signalisat ions-Treibereinhei t stehen 
Leuchten in den gangigen Signali sat ionsf arben Rot, Grun 
und Weiss (auch fur GeLb) zur Ver fugung. Sie eignen si ch 
zur Wandmontage in Studio, Regie, *und wei teren exponier- 
ten steLlen czutr ittswarnung uber Turen) . 

Die Spei sung erfoLgt mi t 24V und einem Lei stungsbedarf 
von 5 Watt ]e eingesetzter SOFFITE S8 Gluhlampe. Die An- 
zahl eingesetzter GLuhLampen in einer Leuchte, hangt von 
deren Farbe ab (AusgLeich der Leuchtkraf t ) . 

AlLe Leuchten wei sen dieselben Abmessungen auf , inklusi ve 
der DUAL-WandLeuchte ROT+GRUN, deren Farbsektoren separat 
ansteuerbar sind. 

Var ianten 

A Wandleuchte ROT (ON AIR) 

bestuckt mit 2 SOFFITE-Lampen 10 Watt* 10.010.102.10 

B Wandleuchte GRUN (READY) 

bestuckt mit 3 SOFFITE-Lampen 1 5 Watt* 10.010.102.11 

C Wandleuchte WEISS (CALL) 

bestuckt mit 2 SOFFITE-Lampen 10 Watt* 10.010.102.12 

D Dual-Wandleuchte ROT+GRUN 

bestuckt mit 2x2 SOFFITE-Lampen 20 Watt* 10.010.102.13 

* Uber die SIGNAL DRIVE UNIT 1.918.203 sind 
max imal 25 Stuck SOFFITE- Lampen A 5 Watt 
zu bedienen (gilt nur bei gleichzeit iger 
Akt i vi erung al ler Lampen) . 

Ersatzlampe SOFFITE S8 24V/5W 

fur al le Leuchten-Typen 10.010.102.14 




8/15 



8.7.4 Signali zat ion I ights (accessory) 

Lights in the commonly used colors red, green and white 
(also yellow) are avai lable for use in conjunction with 
the si gnal izat ion dr ive unit. These are suited for wall- 
mount i ng in the studio, control room, and other exposed 
locat ions (access warning above doors) . 

These lamps are suppl ied with 24 V and consume 5 W per 
i nserted SOFFITE S8 incandescent lamp. The number of in- 
candescent lamps to be inserted in light depends on their 
color (compensat ion of their luminous power) . 

All lights have the same di mens ion, including the DUAL 
wall-mount light RED+GREEN, the color sectors of which 
can be controlled separately. 



A Wall light RED (ON AIR) 

fitted with 2 SOFFITE lamps 10 W* 10.010.102.10 

B Wall light GREEN (READY) 

fitted with 3 SOFFITE lamps 15 W* 10.010.102.11 

C Wall light WHITE (CALL) 

fitted with 2 SOFFITE lamps 10 W* 10.010.102.12 

D Dual wall light RED+GREEN 

fitted with 2x2 SOFFITE lamps 20W* 10.010.102.13 

* Up to 25 SOFFITE lamps with a consumption of 5 W each 
can be operated via the SIGNAL DRIVE UNIT 1 .918.203 
(only appl i cable if all lamps are switched on concur- 
rently) . 

Spare SOFFITE lamp S8 24 V/5W 

for all types of lights 10.010.102.14 
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8.8 DIVERSES ZUBEH»R 8.8 MISCELLANEOUS ACCESSORIES 

8.8.1 PultbeLeuchtung BestelL-Nr. 1.960.000.01 8.8.1 Console light Order No. 1.960.000.01 

LITLITE G-12 Lampe auf 30cfn-Schyanenhals mit BNC-Stecker . LITLITE G-12 lamp on syan neck (30crn) with BNC connector. 

Ersatz-GLuhlampe 6VDC: Bestell-Nr. 10.581.001.00 Spare bulb 6 VDC: Order No. 10.581.001.00 




8.8.2 Slave mixer 



Bestell-Nr. 71.029.-— - 8.8.2 Slave mixer 



Order No. 71.029. 



961-2 KanaL/ -3 Kanal 71.029.61029 961-2channel/-3channeL 71.029.61029 

961- 4 Kanal 71.029.61049 961-4charineL 71.029.61049 

962- 2 Kanal/ -3 Kanal 71.029.62029 962-2channeL/-3channel 71.029.62029 

962-4 Kanal 71.029.62049 962-4channeL 71.029.62049 

Erwei terungspulte mit 12 (961), Oder 18 (962) Eingangs- Expansion console with 12 (961), or 18 (962) input mo- 

einheiten, incL. Ver te i lerpr i nt , zum Einbau in Haupt- duLes, including distributor board for installation in 

pult, und VerbindungskabeL . master console, plus connecting cable. 



8.8.3 VerbindungskabeL Bestell-Nr. 

BANTAM PATCH CORD 30cm: 01.925.031.00 

60cm: 01 .925.033.00 

lOOcm: 01 .925.035.00 

BANTAM TWIN PATCH CORD TT1 64/60cm : 10.010.102.66 

TT166/90cm: 10.010.102.67 

BANTAM PLUG TT253: 10.010.102.80 



8.8.4 Studio Talk-Back Box BestelL-Nr. 1.924.560.00 

Bedienungseinheit fur Gegensprechen und Signalisation, 
incL. 7,5m KabeL und Ansch Luss-Stecker CD-Typ). 



8.8.3 Patch cables Order No. 

BANTAM PATCH CORD 30cm: 01.925.031.00 

60cm: 01 .925.033.00 

100cm: 01.925.035.00 

BANTAM TUIN PATCH CORD TT164/60cm: 10.010.102.66 

TT166/90cm: 10.010.102.67 

BANTAM PLUG TT253: 10.010.102.80 



8.8.4 Studio talk-back box Order No. 1.924.560.00 

Operating unit for talk- back and signalization, incl. 
7.5 m cable and D-type connector. 
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STUDIO KONSOLE 




Studio-Konsoie fur Mischpult 961: 1.058.121.00 

fur Mischpult 962: 1.058.122.00 

Mit Holz-Seitenteilen, Kunstlederharldauflage, aufkiappbarer Front- und Ruckseitenpartie 
fiir optimalen Zugang zu Netzteilsicherungen und Anschlussfeld. 

Standardmassig mit Boden-Gleitern bestiickt (Rollen als Option). 

Instrumentenpanel: 

Wahlweise Bestuckung mitStandardpanel (einfaches Einstecken in Konsole) 

Oder Erweiterung mit individuell bestuckbarem Instrumentenpanel als Option. 



Zubehor zu Studiokonsoie 



[1] Instrumentenpanel 



Monitormodule 
[A] Abdeckblenden 



[B] VU-IVIeter 

[C] PPM-lnstrument 

[D] Dual BarGraph 



Netzteil dazu 

Wichtig: 

[E] Korrelator 

[F] Limiter-Indikator 



1.960.160.00 

Zur festen Montage auf Studio-Konsoie, mit 
Flolz-Seitenteilen, bestuckbar mit Monitormodulen 
aus der Serie 900. 

Max. Bestiickungsbreite = 16 Einheiten (16 E) 



zur Bestuckung des Instrumentenpanels: 


(Blank Panels) Elementbreite 1 E 1.913.010.00 

Elementbreite 2 E 1.913.020.00 

Elementbreite 4 E 1.913.040.00 

zum Abdecken freier PIMze im Instrumentenpanel. 


mit Limiter-Indikator (GRM) 


(2E) 


1.913.231.00 


mit Limiter-Indikator (GRM) 


(2E) 


1.913.221.00 


PPM-Charakteristik STUDER 
PPM-Charakteristik NTP 277-200 
VU-Charakteristik STUDER 
VU-Charakteristik NTP 277-950 
(24V) zum Einbau in Panel 


(IE) 

(IE) 

(IE) 

(IE) 


1.913.111.00 

10.445.200.00 

1.913.112.00 

10.445.950.00 

1.960.052.00 



Die Bestuckung mit BarGraph-Aussteuerungsinstrumenten 
bedingt den Einbau des Netzteiles 1.960,052.00 im Panel, 
sowie der Netz-Schalteinheit 1.960.163.00. 

fur 2-Kanal-Mischpulte (2P 1.913.210.00 

fur 4-Kanal-Mischpulte (2E) 1.913.211.00 

fur2Kanale (IE) 1.913.132.00 

(Unerlasslich bei Bestuckung des Instrumentenpanels 
mit BarGraph-Aussteuerungsinstrumenten) 



[G] Monitor-Einheit mit PFL-Lautsprecher, Studio-Signalisationseinrichtung und 
zwei AUX-Aussteuerungsinstrumenten (3 E) 1,913.301.00 

[2] Netz-Schalteinheit 1.960.163.00 

Schaltet mit dem Betatigen des Mischpult-Flauptschalters 
bis zwei weitere Verbraucher ans Netz 
(z. B. Peripheriegerate im Pedestal-Unterbaurack). 
Unerlasslich bei Bestuckung des Instrumentenpanels 
mit BarGraph-Aussteuerungsinstrumenten. 



[3] 19”-Unterbaurack 4FIE (Flbhen-Einheiten) hoch 1.960.162.00 

zur Aufnahme von Peripheriegeraten, 
wie Telefon Hybrid (IHE), Line Equalizer (IHE), 
40W-Verstarker (IHE), Balancing Unit (IHE), 
Rausch-Unterdruckungssystemen, etc. 

[4] 19”-Abdeckblenden Elementhohe 1 HE 1.918.001.09 

Elementhohe 2HE 1.918.002.09 
Elementhohe 3 HE 1.918.003.09 

[5] Anschlussbox-Halterung 1.960.164.00 

Wird an 19”-Unterbaurack Oder direkt unter die 
Studiokonsoie befestigt. Zur Montage der 
Anschlussboxen 1.960.150/.151/.154/.155/.156 



[6] Anschlussboxen Externe Anschlussfelder fur Monitor-, TB-, Signalisations- 

Einrichtungen und Audio-Anschlusserweiterungen 
(Benotigt Halterung 1.960.164.00) 

CR-MONITOR furCR-Monitor 2CH und 3CH 1.960.150.00 

fijrCR-Monitor4CH 1.960.151.00 

AUX-/STUDIO-MONITOR 1.960.154.00 

mit Anschlussfeld fur Monitor-Erweiterungseinheit (AUX) 
und Studiomonitor-Anschlussen. 

CR-/AUX-/STUDIO-IVIONITOR 2CH/3CH 1.960.155.00 

4CH 1.960.156.00 

kombinierte Anschlussbox fur CR- und AUX-/ 
STUDIO-MONITOR mit Anschlussmoglichkeit der 
STUDIO TALK BACK BOX (1.924.560.00) 

[7] Transportrollen ohne Feststellbremse 33.04.0202 

mit Feststellbremse 33.04.0203 
anstelle der standardmassig montierten Gleiter. 

Es werden je zwei Rollen, mit und ohne Feststellbremsen, 
benotigt. 
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STUDIO CONSOLE 




r\ 





studio console for mixing console 961: 1.058.121.00 

for mixing console 962: 1.058.122.00 

With wooden side panels, artifical leather handrest, hinged front and rear section 
for optimum access to power fuses and connector panel. 

Gliding feet as standard equipment (casters ootional). 

Instrument panel: 

Available either with standard panel (simply plugs into the console) 
or extension with individually configured instrument panel as optional equipment. 



Accessories for studio console 



[1] Instrument panel 



Monitor modules 
[A] Blank panels 



[B] VU meter 

[C] PPM instrument 
[Dj Dual bargraph 



1.960.160.00 

For fixed mounting on studio console, 

with wooden side panels, can be fitted with Series 900 

monitor modules. 

Max. configurable width = 16 modules (16 E) 
for installation in instrument panel: 

Element width 1 E 1.913.010.00 

Element width 2 E 1.913.020.00 

Element width 4 E 1.913.040.00 

For covering blank locations in the instrument panel. 



width limiter indicator (GRM) 



(2E) 1.913.231.00 



with limiter indicator (GRM) 



(2E) 1.913.221.00 



RKM characteristic SI UDLH (lE) 1.913.111.00 

PPM characteristic NTP 277-200 (IE) 10.445.200.00 

VU characteristic STUDER (1 E) 1.913.112.00 

VU characteristic NTP 277-950 (IE) 10.445.950.00 

Matching power supply (24 V) 

for installation in panel 1.960.052.00 

Important: If bargraph output meters are configured the power supply 
1.960.052.00 must be installed in the panel, 
and the power switch 1.960.163.00 is required. 



[E] 


Correlator 


for 2-channel mixing console 
for 4-channel mixinf^ console 


(2E) 

(2E) 


1.913.210.00 
1 51 1 nn 


[F] 


Limiter Indicator 


for 2 channels 


i(lE) 


1.913.132.00 






(Prerequisite if instrument panel is fitted 








with bargraph output meters) 







[G] Monitor module 



with PFL speaker, studio signalization equipment 
and two AUX outputs meters (3E) 1.913.301.00 

1.960.163.00 

Connects up to two additional loads to the mains 
(e.g. peripheral equipment in pedestal base rack) 
when the master switch of the console is actuated. 
Indispensable when the instrument panel is equipped 
with bargraph output meters. 

4FIU (heights units) high 1.960.162.00 

for installing peripheral devices such as telephone 
hybrid (IFIU), line equalizer (IHU), 40W amplifier (IHU), 
balancing unit (IHU), noise reduction systems, etc.) 

Element height 1 HU 1.918.001.09 

Element height 2 HU 1.918.002.09 

Element height 3 HU 1.918.003.09 

[5] Connection box mounting bracket 1.960.164.00 

To be fixed to the 19” base rack or directly below 
the studio console. For mounting the connection boxes 
1.960.150/.151/.154/.155/.156 



[2] Power switch 



[3] 19” base rack 



[4] 19” blank panels 



[ 6 ] Connection boxes 



CR MONITOR 



External connector panels for monitor, TB, 
signalization equipment and audio extensions 
(requires mounting bracket 1.960.164.00) 



For CR monitor 2 CH and 3 CH 
For CR monitor 4CH 



1.960.150.00 

1.960.151.00 



AUX/STUDIO MONITOR 



1.960.154.00 



With connector panel for monitor extension unit (AUX) 
and studio monitor terminals. 



CR/AUX/STUDIO MONITOR 



[7] Casters 



2CH/3CH 1.960.155.00 
4 OH 1.960.156.00 

Combined connection box for CR and 

AUX/STUDIO MONITOR with connection facility for the 

STUDIO TALK BACK BOX (1.924.560.00) 

without brake 33.04.0202 
with brake 33.04.0203 

in place of the standard gliding feet. 

Two caster with and two without brakes are required. 
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CORRELATOR 2CH/4CH 1.913.210/211 



KORRELATOR CORRELATOR 



Der Korrelator zeigt die Phasenkorrelation einer 
Stereoaufnahme an. 

Die Phasenkorrelation ist die gegenseitige Bezie- 
hung der Phasen beider Kanale. 

Wenn die Signale beider Kanale gleichphasig sind, 
z.B. bei Monoaufnahmen, zeigt das Korrelations- 
instrument +1 an; wenn sie gegenphasig {+ 180°) 
sind, zeigt das Instrument -1 an. Bei einem Stereo- 
programm wird ein Mittelwert von gleich- und gegen- 
phasigen Signalen angezeigt. 

Stereoprog ramme weisen normal erweise einen posi- 
tiven Korrelationswert auf, vorzugsweise urn + 0,5. 
Negative Werte zei'gen eine Phasenvertauschung im 
System an. 

ANWENDUNGEN, DIE EINEN KORRELATOR ERFORDERN: 



Monokompatibil itat von Stereoprograrrenen 

Damit eine stereophone Aufnahme auch monophon ab- 
gehort werden kann, muss die Korrelation iiber- 
wacht werden. 

Gegenphasige Anteile flihren zu parti el len Aus- 
Ibschungen. 



Tiefe Frequenzen auf Stereo-Schallplatten 

Die Abtastfahigkeit eines Abtastsystems ist fur 
vertikale Auslenkung viel geringer als fiir hori- 
zontal e Auslenkung. 

Gegenphasige Signale mit hohem Pegel und tiefen 
Frequenzen weisen eine grosse vertikale Auslen- 
kung auf und mlissen deshalb vermieden werden. 



Modulation von FM-Stereosendern 

Die FM-Strecke Sender-Empfanger ist sehr 
empfindlich auf Ubermassig hohe Frequenzdiffe- 
renz-Signale. Es entstehen dabei unzulassige 
Verzerrungen. 



The correlator indicates the phase correlation of 
a stereo program. 

The phase correlation is the mutual relation of 
the phases on both channels. 

If the signals of both channels are in phase, e.g. 
in a mono production, the correlation instrument 
indicates +1, if they are phased inversely (+180 ), 
the instrument indicates -1. The correlator always 
indicates the average of in-phase and antiphase 
signals of a stereo production. 

Stereo programs normally show a positive correla- 
tion value, preferably around +0.5. Negative 
values indicate that the phase in the system is 
inversed. 

APPLICATION WHICH REQUIRE A CORRELATOR 



Mono compatibility of stereo programs 

To ensure that a stereo recording can also be 
reproduced in mono mode it is necessary to moni- 
tor the correlation. 

No phased-inversed components are allowed because 
they partially cancel during monophonic repro- 
duction. 



Low frequencies on stereo records 

The tracking capability of a cartridge is much 
lower for vertical excursion than for horizontal 
excursion. 

Antiphase signals with, high levels and low fre- 
quencies result in high vertical excursion and 
should, therefore, be avoided. 



Modulation from FM stereo transmitters 

The FM path from the transmitter to the receiver 
is very sensitive to excessively high frequency- 
difference signals. They produce inacceptable 
distortion. 



Blockschaltbild 



Block Diagram 




Abgleich 



Calibration 




1. An beiden Eingangen wird ein gleichphasiges 

1 kHz-signal mit Leitungspegel eingespiesen. 

R4 bzw. R13 so einstellen, dass an den Mess- 
punkten TPl bzw. TP2 ein Pegel von 100 mV AC 
gegen J- (Masse) erscheint. 

2. Eingangspegel urn 50 dB verringern. KO an den 
Ausgang 6 Oder 9 von ICS gegen Masse ± an- 
schliessen. Die Amplituden beider Halbwellen 
mit R29 auf gleiche Hohe einstellen. 

3. Eingangspegel wieder auf Leitungspegel ein- 
stellen. Mit R26 den Zeiger des Anzeige- 
instrumentes auf +1 einstellen. 

4. Einen der beiden Eingange umpolen. Das 
Messinstrument soli -1 anzeigen. 

5. Anzeigen gemass Fig A kontrollieren. 



1. Feed both inputs with an in-phase signal 
(1 kHz, liine level). 

Adjust R4 and R13 in such a manner that 100 mV 
AC appear at both test points TPl or TP2, 
against ground. 

2. Reduce the input level by 50 dB. Connect 
oscilloscope to pin 6 or 9 of ICS to ground. 
With R29 adjust the amplitudes of both half- 
waves to equal height. 

3. Restore input level to line level. With R26 
adjust the pointer of the meter to +1. 

4. Reverse the polarity of one of the inputs. 

The meter should indicate -1. 

5. Check meter readings according to Fig. A. 
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CORRELATOR 2CH/4CH 1.913.210/211 




INPUT 


30 Hz 


1 kHz 


15 kHz 


Line level = A 


0,95 


1 


0,95 


A + 20 dB 


~1 


1 


-1 


A - 20 dB 


0,6 


-1 


0,5 



EINGANG 


30 Hz 


1 kHz 


15 kHz 


Leitungspegel = A 


0,95 


1 


0.95 


A + 20 dB 


~1 


1 


^1 


A - 20 dB 


0,6 


-1 


0,5 



TECHNISCHE OATEN 



SPECIFICATIONS 



Eingang 

syrametrisch und erdfrei 

Eingangsimpedanz 20 Hz ... 20 kHz: >10 kOhm 

Eingangspeget, einstellbar: +6 ... +15 dBu 

Filter 

Hochpass 6 dB/Oktave: fy. ca. 340 Hz 
Tiefpass 12 dB/Oktave: fo. ca. 3,4 kHz 

Ausgang 

Ausgangstrom fur Instrumente, einstellbar + 300 ^lA 



Temperatureinfluss 

Fehler bei 0° C ... 50° C, bezliglich Raumtempe- 
ratur: +3 % 

Stromaufnahme bei + 15 V: ca. 15 mA 



Mechanische Paten 

Frontplatte dunkelgrau gespritzt 
Abmessung Frontplatte 170 x 180 mm 
Tiefe 135 mm 

Gewicht 390 gr 



Input 

Balanced and floating 

Input impedance 20 Hz ... 20 kHz: 10 kOhm 

Input level, variable: +6 ... + 15 dBu 



Filter 

High-pass 6 dB/octave: f, approx. 340 Hz 
Low-pass 12 dB/octave: T approx. 3.4 kHz 

Output 

Output current for instruments, variable 
+ 300 uA. 



Influence of temperature 

Error at 0 C ... 50 C, relative to room tempe- 
rature: + 3 ... - 1 %. 

Connected load at + 15 V: approx. 15 mA 



rnysicai oata 



Front panel laquered charcoal grey 
Dimensions of front panel 170 x 180 mr 

1 35 mm 

Weight 390 g 
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OTyp[i[^ 



PEAK PROGRAMME METER 1.913.220/221 

PEAK PROGRAM METER PEAK PROGRAM METER 




Aussteuerungsmesser mit symmetn'sch, erd- Level indicator with balanced and floating in- 

freietn Eingang. Dynamisches Verhalten put. Dynamic response according to lEC / DIN 

gemass lEC / DIN Normen. standards. 



Blockschaltbild 






Abgleich 

1) Leitungspegel +6 ... + 15 dB 1 kHz 
am Eingang. 

2) + 3,5 V an TP2 mit R4 (Pegel PPM) 

3) 0 dB am Instrument mit R28 

4) - 30 dB am Instrument mit R34 

5) - 40 dB am Instrument mit R23 



Calibration 

1) Line level +6 ... +15 dB 1 kHz at input 

2) +3.5 V at TP2, adjust with R4 (level PPM) 

3) 0 dB at instrument adjust with R28 

4) -30 dB at instrument adjust with R34 

5) -40 dB at instrument adjust with R23 
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Die mechanische Nullstellung des Messwerkes liegt 
bei Referenzanzeige 0 dB. Fur Pegel, deren Anzeige 
0 ... + 6 dB ergibt, wechselt die Polaritat der 
Ausgangsspannung am Verstarker 4.2. 



TECHNI SCHE DATEN 

Eingangsempfindlichkeit fUr Referenzanzeige (0 dB): 
+ 6 dBu ... + 15 dBu 
Eingangsimpedanz >10 kOhm 

Anzeigebereich: 

- 40 dB ... + 6 dB 



Genauigkeit bei 20° C, 1 kHz 
- 40 dB ... + 6 dB: + 0,5 dB 



Frequenzgang bei Referenzanzeige 0® C ... 50® C, 
31,5 Hz ... 15 kHz: + 0,5 dB 



Temperatureinfluss bei Referenzanzeige, 1 kHz, 
0® C ... 50® C: <Fehler 0,5 dB 



Dynamisches Verhalten: 



Ueberschwingen: 41 dB 



Ansprechzeit auf 

- 1 dB + 0,5 dB: 10 ms 

- 4 dB + 1 dB: 3 ms 



Rucklaufzeit 0 ... - 20 dB: 1,7 s + 0,3 s 



Stromaufnahme bei + 15 V: Ca 15 mA 



MECHANISCHE DATEN 

Frontplatte dunkelgrau gespritzt 
Abmessungen Frontplatte 170 x 80 mm 

Tiefe 135 mm 

Gewicht 360 gr 



The mechanical zero position of the instrument 
corresponds to the reference indication 0 dB. For 
levels wfhich give a deflection of 0 ... +6 dB on 
the scale, the amplifier 4.2 changes the polarity 
of the output voltage. 




SPECIFICATIONS 

Input sensitivity for reference indication (0 dB): 
+6 dBu ... +15 dBu 
Input impedance >’10 kOihm 

Indicating range 
-40 dB ... +6 dB 

Accuracy at 20* C, 1 kHz 
-40 dB ... +6 dB: +0.5 dB 

Frequency response at reference indication 
0*C ... 50"C 

31.5 Hz ... 15 kHz: + 0.5 dB 

Influence of temperature at reference indication, 

1 kHz 0*C ... BO^’c: error 0.5 dB 

Dynamic response: 

Overswing: 1 dB 

Attack time to 
-1 dB + 0.5 dB: 10 ms 
-4 dB + 1 dB: 3 ms 

Return time 0 ... -20 dB: 1.7 s + 0.3 s 

Connected load at + 15 V: approx. 15 mA 



PHYSICAL DATA 

Front panel laquered charcoal grey 
Dimensions of front panel 170 x 80 nm 

Depth 135 

Weight 360 g 
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EDITOR INTERFACE 1.918.199/37 



, EDITOR connector (D-sub 15-pin) 

Connect the external equipment to control the unit 
The pin assignment is shown below. 



Pin 

No. 


Control voltage 


Function 


1 


0 - 5V 
(against GND1) 


Control the VCA (Voltage 
Controlled Amplifier) of 
each channel by -20 dB/V. 
Channel 1 


2 




Channel 2 


3 




Channel 3 


4 




Channel 4 


5 




Channel 5 


6 




Channel 6 


7 




Channel 7 


8 




Channel 8 


9 


GND 1 




10 


OV/OPEN 
(against GND2) 


When OV, signal connected 
to the EXT MON L connector 
is fed to monitor output 


11 




When OV, signal connected 
to the EXT MON R connector 
Is fed to monitor output 


42 

V 


foor USED 


When qy, / 

CONTROE Iridicatdr lights. 


13 




When OV, signal fed from 
the MONITOR connector is 
muted. 


14 


N.C. 




15 


GND 2 






^EBBBSiSSi 




o . . 
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EDITOR INTERFACE 1.918.199/40 



EDITOR connector (D-sub 25-pin) 

Connect the external equipment to control the unit. 
The pin assignment is shown below. 




Function 



not used 



not used 



not used 



not used 



not used 



not used 



Connected to GND on IFB-9 board. 





EXT MON1 


Output signal for EXTERNAL 


21 


E>CT MON2 , 


MONITOR control 
(L: Monitors audio signal ol 
EXTERNAL MONITOR 
M; Monitors audio signal ot 
LINE OUT) 




LED 

NoT MScO 


Output signal for LED contr<^^. 
(L:"mXP Bide LECT'(EDlT6R) t0rns.-orir 


23 


MUTE 1 


Output signal lor MUTE control. 
(L: MONITOR OUT 1 is muted) 


24 


MUTE 2 


Output signal for MUTE control 
(MONITOR OUT 2 Is muted) 


-25 1 


COM2 


Connected to GND on lFB-9 board. 
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